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Phone   +49(0)521.39068.0 

You can contact us as follows
Mon - Thu  7.30 a.m. - 5 p.m.
Friday   7.30 a.m. - 4.30 p.m.

Fax   +49(0)521.39068.99

Our customer service is available for all your 
questions and requirements. Contact us!

E-Mail   info@huecobi.de

Onlineshop  www.huecobi.de

Use our HÜCOBI online shop for your purchasing process.
Prices, availability, recurring requirements and much more
is available to you around the clock.

Address  HÜCOBI GmbH 
   Oldernholz 6 
   D-33719 Bielefeld



Anniversary catalog 2020
100 years of HÜCOBI

Dear Sir or Madam,

our company and our passion for special 

products have existed for over 100 years. 

Our motto „Flexibility inspires“ is therefore 

not just a proverb, it is the promise to always 

provide you with the right flexible connection 
and connecting elements. Supported by our 

well-coordinated team and our long-term 

customers, it is a particular pleasure for us to 

have been able to do this for so long.

Be there too and let‘s write the story for the 

next 100 years of hoses, hose couplings, 

valves and fittings together. We wish you 
success, lot of fun and always the right 

HÜCOBI-hose by your side. We thank you for 
the good cooperation.

With best regards from Bielefeld

Lutz Hüttemann          Julius Hüttemann
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Certified hose specialist
and expert advice

We are a certified specialist for industrial hoses and 

couplings* and thus one of the few hose specialists in 

Germany, Austria and Switzerland for carrying out hose 

assembling, testing and hose certification.

Trust in the specialist!

* Certification is carried out by the VTH - Verband Technischer Handel

Expert advice

Do you need a hose line specially designed 

for your application? No problem! Our 

specialist consultants for hoses and 

couplings technology will help you choose 

the right components for your hose line. 

Together with you, we select your individual 

hose line, plan to assemble it, test it on 

request and, if you need it, to test it once a 

year. You get this entire service from us!
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Hose assembly and 
commpression made by HÜCOBI

We assemble your hose line 
according to your wishes

The professional assembly is carried out 

by our qualified personnel (according to §2 

paragraph 7 of the Ordinance on Industrial 

Safety and Health). Whether rubber or 

plastic hoses with couplings such as tank 

truck fittings, flange couplings or coupling 

systems such as Perrot, Bauer or Storz, 

integrated with clamps, pressed with 

compression sleeves or with hose clamps - 

we provide you with the complete solution!

Increase your operational safety 
with a pressed hose line
 

Pressed hose lines must be used wherever high 

operating pressures are involved or where it is 

necessary from a safety-relevant point of view. So 

increase your operational safety with a hose line 

pressed by our qualified staff. We press up to a 

size of DN 150.
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Hose testing and
Certification

Our service for you: Hose testing according to §2 Paragraph 7 of the 

Industrial Safety Ordinance:

• Visual inspection of the hose line

• Testing of compressive strength

• Leak test

• Testing of electrical resistance

• Identification of the hose line

• Documentation and creation of a 

acceptance test certificate 3.1 according to EN 10204: 2005

• Documentation and monitoring of the recurring inspection  

of your hose line
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Recurring mobile 
hose testing

Every certified hose line should be checked once a year. For that service we offere you mobile 

hose testing. We come to you and carry out the test for your hose line, the continuous

documentation and will prepare a new certificate for you. If your hose line is not usable any longer, 

we will ensure a quick replacement.

Your advantages: 

• no annoying transportation back and forth

 of your hose lines

• Minimizing downtime

• any repairs can be carried out directly

• Advice on hose and hose use

• thanks to permanent maintenance contracts, you 

 won‘t be forgotten of the next testing dates

• Reliability and accuracy are guaranteed!
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100 years of HÜCOBI
1919 - 2019

from 1919 from 1927

Albert Hüttemann on his motorcycle

Albert Hüttemann founded the company on March 22, 1919

Albert Hüttemann Bielefeld, Armaturen für Dampf, 
Gas und Wasser

The focus was on trading in fittings of all kinds for mechanical 

engineering, heating and sanitary applications. Even shipbuilding, which 

still existed on the Weser at that time, was regularly supplied with valves.
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unsere branchen

Flexibilität begeistert.

from 1965 from 2008

Delivery of goods to Mühlenstrasse around 1939

Company building and workforce on Mühlenstrasse around 1939

In 1927 it was expanded and renamed to

M. Hüttemann & Co. KG / Bielefeld
After the war and the reconstruction 

of the office and warehouse building, 

the metals and scrap metal division was 

added. The shavings were taken back in 

the mechanical engineering companies 

in Bielefeld and the region, recycled and 

sold again.

Ready for delivery, the fleet of that time
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100 years of HÜCOBI
1919 - 2019

1919 1945

Albert Hüttemann

Founded the first company in 1919
Albert Hüttemann Bielefeld, 
fittings for steam, gas and water

Joachim Hüttemann

1945 Entry into the company and takeover 
of the business after the death of his father 
Albert in 1965

Legitimation zum Kaufmann Joachim Hüttemann
Joachim Hüttemann joined the company at an early age and 
completed his commercial apprenticeship in his parents‘ 
company from 1945 to 1948 after the war.

After the death of his father in 1965, he took over the fortunes 
of the company and expanded it continuously. A new pillar 
was the trade with hoses, fittings and vacuum pumps for 
industries like agricultural engineering.

In the course of the expansion, the name 
HÜCOBI was created, which is the 
abbreviation for Hüttemann & Co. Bielefeld. 
In 1994 the company name was changed to 
today‘s HÜCOBI GmbH.

In 1983 there was no longer enough 
space and Joachim Hüttemann bought 
a new property in Bielefeld-Sennestadt. 
The move took place shortly afterwards.

“I still remember well that my father toured through Germany in 
the 80s  with his model Bulli to present fittings, hoses and other 
accessories for agricultural technology to potential customers. 
He had recently added products for this branch to the range.” 
Lutz Hüttemann on his father Joachim.
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1986 2018

Lutz Hüttemann

1986 Joined the company and took over 
management in 1993

Julius Hüttemann

2018 entry into the company as 
managing partner

HÜCOBI group of companies

1997
Participation in Gro-Tec ApS in 
Nykobing - Denmark
2009
Foundation of HUCOBI Benelux B.V. 
in Leerdam - Holland
2012
Foundation of HÜCOBI Austria GmbH 
near Vienna - Austria
2014
Establishment of the commercial 
agency in Wroclaw - Poland

Times of departure. After 
the fall of the wall, the 
expansion towards East 
Germany takes place. The 
first HÜCOBI branch 
Leipzig - Rötha is opened. 
Many new business 
relationships follow in the 
direction of Eastern Europe.

1986 Lutz Hüttemann joins the company and runs 
the business together with his father. The range of 
products is expanded and specialization in the field 
of sewer and industrial cleaning takes place.

Then in 2001 the next big change. The old location is becoming 
too small and the new building is being built in Bielefeld-
Oldentrup directly on the A2. The modern high-bay warehouse 
ensures that all customer requirements are processed quickly.
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100 years of HÜCOBI
1919 - 2019

Acting with social responsibility -
that is the motto of the HÜCOBI foundation fund.

For years, our fund has been involved in a collaboration with the 

Bielefeld Community Foundation for disadvantaged children from 
Bielefeld and the surrounding area. The foundation fund, established in 
2006, has therefore set itself the goal of promoting the development of 
children and young people from immigrant families, low-income families 
or socially disadvantaged families with various projects in relation to 
integration, tolerance and the discovery of talent.

There is no longer enough space!

Due to increasing demand, the new building built in 2001 also became too small. In 2011 a second, larger 
warehouse and a new logistics office were added. Thus, our entire storage area covers over 15,000 m² and keeps 
over 10,000 items permanently available for you.

2009 2014

Certified according to ISO 9001

We have been ISO 9001 certified by TÜV Süd 
since 2009. The quality management system 
includes all processes for a sustainable increase 
in the provision of services and the resulting 
customer satisfaction.

COBILAND for the COBI kids

2014 - Establishment of the 
“COBILAND” child day care facility on 
the company premises, to make it easier 
for our employees to combine family and 
work.
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2017 2019

Certified specialist for hoses

Certification by the VTH as a specialist company for 
hoses and couplings. We are therefore one of the few 
hose specialists in Germany, Austria and Switzerland 
for carrying out hose assembling, testing and hose 
certification.

100 years of HÜCOBI

It was exactly 100 years ago on March 
22, 2019 when Albert Hüttemann 
founded the company.
This event was with the entire 
workforce on one
3-day trip duly celebrated.

100Jahre

Flexibilität begeistert.
HÜCOBI GmbH seit 1919

M E T A L L E

A RM AT U R E N

Flexibilität begeistert.

In 2018, Julius Hüttemann is the fourth 
generation to join the company

Julius Hüttemann rises on January 1st, 2018
alongside his father Lutz, joined the company 
as a managing partner. The first goals are
already implemented quickly - HÜCOBI will
even more digital.

Honor for the 100th company anniversary
On the occasion of our anniversary, Bielefeld‘s Lord Mayor Pit Clausen 
came in person to present the bronze linen weaver to the city of Bielefeld as 
a special token of recognition. „100 years are not a matter of course, but 
something special.“ says Mayor Pit Clausen.
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Further information can be found on www.huecobi.de
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Waterhoses

Multipurpose hoses
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COBIWATER
Rubber waterhose
suitable as standard waterhose for gardening, industry and construction

Temperature range -20°C up to +60°C

Internal lining rubber, black, smooth

External Cover rubber, red, smooth

Inlays textile inlay

Safety 3:1

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

BP
(bar)

bending radius
(mm)

weight
(g/m)

length
(m)

unit order.-no.

13 3,5 20 10 30 200 300 50 m 1002 013000
19 4 27 10 30 265 410 50 m 1002 019000
25 4,5 34 10 30 340 610 50 m 1002 025000

COBIWATER

COBIFLEX PRO
High-grade, crease resistant PVC water hose, twist free
suitable as standard waterhose for irrigation, gardening, indutry and 
construction

Temperature range -15°C up to +60°C

Internal lining PVC, black, smooth

External Cover PVC, yellow, smooth

Inlays pressure-resistant double tricot polyester inlay

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

BP
(bar)

weight
(g/m)

length
(m)

unit order.-no.

12,5 2,25 17 14 27 140 25 m 1010 012025
12,5 2,25 17 14 27 140 50 m 1010 012050
19 2,8 24,6 12 24 260 25 m 1010 019025
19 2,8 24,6 12 24 260 50 m 1010 019050
19 2,8 24,6 12 24 260 100 m 1010 019100
25 3,4 31,8 9 17 410 25 m 1010 025025
25 3,4 31,8 9 17 410 50 m 1010 025050
25 3,4 31,8 9 17 410 100 m 1010 025100
32 4 40 6 12 620 25 m 1010 032025

COBIFLEX PRO

COBIWATER PLUS
EPDM-waterhose
Highly flexible service water hose for cold and hot water for particularly high 
requirements. Resistant to chemicals with low aggressiveness. Aging and 
weather resistant.

Temperature range -40°C up to +120°C, for short time up to +140°C

Internal lining EPDM, black, smooth

External Cover EPDM, black, smooth, with red strips

Inlays textile inlay

Safety 3:1

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

BP
(bar)

bending radius
(mm)

weight
(g/m)

length
(m)

unit order.-no.

10 3 16 20 60 82 180 100 m 1006 010000
13 3 19 20 60 80 230 40 m 1006 013000
19 4 27 20 60 120 420 40 m 1006 019000
25 4,5 34 20 60 150 600 40 m 1006 025000

COBIWATER PLUS

+

Suitable couplings and accessories

Brass quick-couplings 
up on page 111

Worm thread-clamps 
up on page 80
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COBIWATER PREMIUM 20
High-flexible EPDM-multipurpose hose
for air, cold and hot water and light-chemical media with low aggressiveness. 
Aging and weather resistant.

Temperature range -40°C up to +120°C, for short time up to +140°C

Internal lining EPDM, black, smooth, antistatic

External Cover EPDM, green, smooth

Inlays textile inlay

Safety 3:1

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

BP
(bar)

bending radius
(mm)

weight
(g/m)

length
(m)

unit order.-no.

13 3,5 20 20 60 80 260 40 m 1004 013000
19 4 27 20 60 110 410 40 m 1004 019000
25 4,5 34 20 60 150 600 40 m 1004 025000

COBIWATER PREMIUM 20

+

COBIWATER PREMIUM 30
High-flexible EPDM-multipurpose hose
for air, cold and hot water and light-chemical media with low aggressiveness. 
Aging and weather resistant.

Temperature range -40°C up to +120°C,  for short time up to +140°C

Internal lining EPDM, black, smooth, antistatic

External Cover EPDM, yellow, smooth, from NW 32 mm fabric 
figured

Inlays textile inlay

Safety 3:1

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

BP
(bar)

bending radius
(mm)

weight
(g/m)

length
(m)

unit order.-no.

8 4,5 17 30 90 50 250 40 m 1005 008000
10 5 20 30 90 60 340 40 m 1005 010000
13 5 23 30 90 80 400 40 m 1005 013000
19 5,5 30 30 90 110 600 40 m 1005 019000
25 6 37 30 90 150 880 40 m 1005 025000
32 6 44 30 90 320 950 40 m 1005 032000

COBIWATER PREMIUM 30

+

Suitable couplings and accessories

Hose connection 
up on page 265

Hose nozzles
up on page 94
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COBIINDIWA
Rubber industrial water hose
suitable for water, waste water, sewage and low concentrated alkalis and 
acids. For applications in agriculture, construction and industry. Robust and 
buckling stabilized pressure hose.

Temperature range -30°C up to +85°C

Internal lining SBR, black, smooth, resistant to waste water with a 
pH of 5-10

External Cover SBR, black, fabric figured
Inlays textile inlay

Safety 3:1

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

BP
(bar)

bending radius
(mm)

weight
(g/m)

length
(m)

unit order.-no.

25 5 35 10 30 200 590 40 m 1051 025000
32 6 44 10 30 262 920 40 m 1051 032000
38 6 50 10 30 304 1130 40 m 1051 038000
40 6 52 10 30 314 1290 40 m 1051 040000
45 7 59 10 30 360 1440 40 m 1051 045000
50 7 64 10 30 400 1750 40 m 1051 050000
60 8 76 10 30 493 2040 40 m 1051 060000
65 8 81 10 30 530 2770 40 m 1051 065000
76 8 92 10 30 622 2530 40 m 1051 076000
102 8 118 10 30 816 3330 40 m 1051 102000
127 10 147 10 30 1030 5290 20 m 1051 127000
152 11 174 10 30 1245 6220 20 m 1051 152000

COBIINDIWA

pH
NEUTRAL

5-10

COBIINDIWA L
Rubber industrial water hose flat rollable
suitable for water, waste water, sewage and low concentrated alkalis and 
acids. For applications in agriculture, construction and industry. Robust 
pressure hose, flat rollable.
Temperature range -30°C up to +85°C

Internal lining SBR, black, smooth, resistant to waste water with a 
pH of 5-10

External Cover SBR, black, fabric figured
Inlays textile inlay

Safety 3:1

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

BP
(bar)

weight
(g/m)

length
(m)

unit order.-no.

76 4 84 10 30 1430 40 m 1054 076000
102 4,5 111 10 30 1980 40 m 1054 102000
127 5,5 138 10 30 3300 40 m 1054 127000
152 6,5 165 10 30 4150 20 m 1054 152000

COBIINDIWA L

pH
NEUTRAL

5-10

Assembled hoses

We deliver complete assembled or pressed, ready-to-use hoses with the right hose coupling and a safety connection.
Ask about our options.

COBIINDIWA
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COBICOOL
EPDM-radiator hose
suitable for passing water in the cooling circuit. Resistant to a variety of 
antifreeze.

Temperature range -35°C up to +100°C

Internal lining EPDM, black, smooth

External Cover EPDM, black, fabric figured
Inlays textile fabric

Safety 3:1

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

BP
(bar)

bending radius
(mm)

weight
(g/m)

length
(m)

unit order.-no.

15 3 21 4 12 105 260 40 m 1015 015000
18 3 24 4 12 126 300 40 m 1015 018000
20 3,5 27 4 12 160 360 40 m 1015 020000
25 4 33 3 9 200 510 40 m 1015 025000
30 4 38 3 9 240 600 40 m 1015 030000
32 4 40 3 9 256 630 40 m 1015 032000
35 4 43 3 9 280 690 40 m 1015 035000
38 4 46 3 9 304 740 40 m 1015 038000
40 4 48 3 9 320 770 40 m 1015 040000
42 4 50 3 9 336 810 40 m 1015 042000
50 4 58 3 9 400 950 40 m 1015 050000
60 4 68 3 9 480 1120 40 m 1015 060000
63 5 73 3 9 504 1430 40 m 1015 063000
65 5 75 3 9 520 1480 40 m 1015 065000
85 6 97 3 9 680 2300 40 m 1015 085000
90 6 102 3 9 720 2080 40 m 1015 090000
100 6 112 3 9 800 2600 40 m 1015 100000
110 6 122 3 9 880 2930 40 m 1015 110000

COBICOOL

+

COBICOOL BG
EPDM-radiator hose
suitable for passing water in the cooling circuit. Resistant to a variety of 
antifreeze. Especially for use in biogas plants.

Temperature range -40°C up to +120°C

Internal lining EPDM, black, smooth

External Cover EPDM, black, fabric figured
Inlays textile inlay

Safety 3:1

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

BP
(bar)

bending radius
(mm)

weight
(g/m)

length
(m)

unit order.-no.

28 4 36 6 18 196 440 120 m 1016 028120

COBICOOL BG

+

Suitable couplings and accessories

Hose connection  
up on page 265

Hose nozzles
up on page 94
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COBISINTEC RO
Synthetic construction and industry hose
suitable as construction site hose and for water duct. All-weather flat hose 
without couplings. Rot-proof and abrasion-resistant.

Temperature range -40°C up to +100°C

Internal lining black, rubber-lined

External Cover double yarned polyester chain, uncoated, natural 
coloured

inner-Ø
(mm)

WP
(bar)

BP
(bar)

weight
(g/m)

length
(m)

unit order.-no.

25 14 50 125 100 m 1042 025000
38 14 50 190 100 m 1042 038000
52 14 50 290 100 m 1042 052000
75 14 50 460 100 m 1042 075000
102 12 35 640 100 m 1042 102000

COBISINTEC RO

COBISINTEC 13
Synthetic construction and industry hose
suitable as construction site hose and for water duct. All-weather flat hose, 
rot-proof, abrasion-resistant, assembled with aluminium couplings system 
Storz with long tail.

Internal lining black, rubber-lined

External Cover double yarned polyester chain, uncoated, natural 
coloured, with racing stripes green, red, green

inner-Ø
(mm)

KD
(mm)

WP
(bar)

BP
(bar)

weight
(g/m)

length
(m)

unit order.-no.

25-D 31 13 39 180 20 pcs. 1040 025020
38 52 13 39 280 12,5 pcs. 1040 038012
52-C 66 13 39 380 5 pcs. 1040 052005
52-C 66 13 39 380 10 pcs. 1040 052010
52-C 66 13 39 380 15 pcs. 1040 052015
52-C 66 13 39 380 20 pcs. 1040 052020
52-C 66 13 39 380 25 pcs. 1040 052025
52-C 66 13 39 380 30 pcs. 1040 052030
65 81 13 39 365 20 pcs. 1040 065020
75-B 89 13 39 640 10 pcs. 1040 075010
75-B 89 13 39 640 15 pcs. 1040 075015
75-B 89 13 39 640 20 pcs. 1040 075020
75-B 89 13 39 640 25 pcs. 1040 075025
75-B 89 13 39 640 30 pcs. 1040 075030
102-A 133 13 39 900 20 pcs. 1040 102020
102-A 133 13 39 900 25 pcs. 1040 102025
102-A 133 13 39 900 30 pcs. 1040 102030

COBISINTEC 13

COBISINTEC 10
Synthetic construction and industry hose
suitable as construction site hose and for water duct. All-weather flat hose, 
rot-proof, abrasion-resistant, assembled with aluminium couplings system 
Storz with long tail.

Internal lining black, rubber-lined

External Cover double yarned polyester chain, uncoated, natural 
coloured, with racing stripes: red, red

inner-Ø
(mm)

KD
(mm)

WP
(bar)

BP
(bar)

weight
(g/m)

length
(m)

unit order.-no.

52-C 66 10 30 350 20 pcs. 1043 052020
52-C 66 10 30 350 25 pcs. 1043 052025
52-C 66 10 30 350 30 pcs. 1043 052030
75-B 89 10 30 600 20 pcs. 1043 075020

COBISINTEC 10
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COBISINTEC 8
Synthetic construction and industry hose
suitable as construction site hose and for water duct. All-weather flat hose, 
rot-proof, abrasion-resistant, assembled with aluminium couplings system 
Storz with long tail.

Internal lining black, PVC-lined

External Cover double yarned polyester chain, uncoated, natural 
coloured, with racing stripe blue

inner-Ø
(mm)

KD
(mm)

WP
(bar)

BP
(bar)

weight
(g/m)

length
(m)

unit order.-no.

25-D 31 8 24 100 20 pcs. 1048 025020
52-C 66 8 24 260 20 pcs. 1048 052020
52-C 66 8 24 260 25 pcs. 1048 052025
52-C 66 8 24 260 30 pcs. 1048 052030
75-B 89 8 24 375 20 pcs. 1048 075020

COBISINTEC 8

COBISINTEC PU
Synthetic construction and industry hose
for high demand water transport, high abrasion-proof all weather flat hose 
with PU coating on the outside, assembled with aluminium couplings system 
Storz.

Temperature range -40°C up to +100°C

Internal lining EPDM, black

External Cover high abrasion-proof and oil and fuel resistance 
because of coast consist of polyurethane,  double 
yarned polyester chain, red

inner-Ø
(mm)

KD
(mm)

WP
(bar)

BP
(bar)

weight
(g/m)

length
(m)

unit order.-no.

52-C 66 14 50 295 20 pcs. 1041 052020
75-B 89 14 50 470 20 pcs. 1041 075020

Other sizes and lengths available on request!

COBISINTEC PU

COBIINDUSTRY
Robust nitrile flat hose
suitable for the industry and construction, oil-, fuel-resistant and resistant to 
diluted alkalis and diluted acids. Universal flat hose with high tear resistance. 
High abrasion resistance due to longitudinal grooves in the external cover. 
Complete with couplings.

Temperature range -20°C up to +70°C

Structure nitrile rubber, inside smooth, outside longitudinal 
corrugated

Inlays with polyesteryarn inlay

inner-Ø
(mm)

KD
(mm)

WP
(bar)

BP
(bar)

weight
(g/m)

length
(m)

unit order.-no.

52-C 66 17 50 600 5 pcs. 1038 052005
52-C 66 17 50 600 20 pcs. 1038 052020
75-B 89 17 50 850 20 pcs. 1038 075020

COBIINDUSTRY

Suitable couplings and accessories

System Storz Industry
up on page 103

Coupling key
up on page 109
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COBIFLAT M
Middle-heavy PVC flat hose
suitable for construction trade, industry and agriculture. For water and other 
media, flat rollable.
Temperature range -10°C up to +60°C

Structure PVC, inside and outside smooth, blue

Inlays with polyesteryarn inlay

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

weight
(g/m)

length
(m)

unit order.-no.

32 2 36 6 220 100 m 1031 032000
38 1,8 41,6 6 300 100 m 1031 038000
52 1,8 55,6 6 400 100 m 1031 052000
52 1,8 55,6 6 400 50 m 1031 052050
63 1,8 66,6 6 580 100 m 1031 063000
63 1,8 66,6 6 580 50 m 1031 063050
76 1,8 79,6 6 700 100 m 1031 076000
76 1,8 79,6 6 700 50 m 1031 076050
90 1,6 93,2 4 700 100 m 1031 090000
102 1,6 105,2 4 800 100 m 1031 102000
102 1,6 105,2 4 800 25 m 1031 102025
102 1,6 105,2 4 800 50 m 1031 102050
110 1,6 113,2 4 900 100 m 1031 110000
110 1,6 113,2 4 900 50 m 1031 110050
127 1,9 130,8 4 1000 100 m 1031 127000
127 1,9 130,8 4 1000 50 m 1031 127050
152 1,6 155,2 4 1150 100 m 1031 152000
152 1,6 155,2 4 1150 50 m 1031 152050
204 1,7 207,4 4 1900 50 m 1031 204050

COBIFLAT M

COBIPUR FLAT
Polyurethane flat hose
suitable for conveying of abrasive media, sand, stones, grit, granulates, grain, 
good oil, chemical- and UV-resistance. Specially for slurry tubing between 
manure trailing hose applicator and container. High abrasion-and tension-
proof flat hose.
Temperature range -50°C up to +75°C

Structure Ether polyurethane, orange, inside and outside 
smooth

Inlays textile inlay

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

BP
(bar)

weight
(g/m)

length
(m)

unit order.-no.

75 2,8 80,6 20 50 780 100 m 1373 075000
90 3 96 16 40 870 100 m 1373 090000
102 3,5 108 16 40 1350 100 m 1373 102100
102 4 110 16 40 1350 100 m 1371 102100
102 4,5 111 16 40 1350 100 m 1372 102100
114 3,5 121 13 38 1520 300 m 1373 114300
127 3,3 133,6 12 30 1680 100 m 1373 127100
127 3,3 133,6 12 30 1680 200 m 1373 127200
127 3,3 133,6 12 30 1680 300 m 1373 127300
152 3,5 159 15 40 1940 200 m 1373 152200

Other sizes and lengths available on request!

COBIPUR FLAT

UV

Assembled hoses

We deliver complete assembled or pressed, ready-to-use hoses with the right hose coupling and a safety connection.
Ask about our options.

COBIFLAT M



25Further information can be found on www.huecobi.de

Flexible hoses 
and fittings

Waterhoses

Flat hoses

1

H
o
ses and

 clam
p

s

COBIRAIN
Robust nitrile flat hose
optimal applicable for irrigation plants, industry and construction, oil-, fuel-
resistant and resistant to diluted alkalis and diluted acids. High abrasion 
resistance due to longitudinal grooves in the outer cover. Universal flat hose 
with high tear resistance. Aging, UV and ozone resistant.

Temperature range -35°C up to +100°C

Structure nitrile rubber, inside smooth, outside longitudinal 
corrugated

Inlays with polyesteryarn inlay

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

BP
(bar)

weight
(g/m)

length
(m)

unit order.-no.

25 2,5 30 17 50 180 100 m 1035 025000
52 2,8 57,6 25 50 650 100 m 1035 052000
76 3,5 83 25 50 1100 100 m 1035 076000
90 3,5 97 20 40 1176 100 m 1035 090000
102 3,5 109 20 40 1400 100 m 1035 102000
110 3,1 116,2 12 35 960 100 m 1035 110000
127 4 135 15 30 1900 100 m 1035 127000
152 4 160 15 30 2150 100 m 1035 152000

Other sizes and lengths available on request!

COBIRAIN

COBIRAIN L
Robust nitrile flat hose, lighter version
optimal applicable for irrigation plants, industry and construction, oil-, fuel-
resistant and resistant to diluted alkalis and diluted acids. High abrasion 
resistance due to longitudinal grooves in the outer cover. Universal flat hose 
with high tear resistance. Aging, UV and ozone resistant.

Temperature range -35°C up to +100°C

Structure nitrile rubber, inside smooth, outside longitudinal 
corrugated

Inlays with polyesteryarn inlay

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

BP
(bar)

weight
(g/m)

length
(m)

unit order.-no.

76 2,3 80,6 17 50 700 100 m 1033 075000
90 2,8 95,6 15 40 810 100 m 1033 090000
102 2,8 107,6 15 40 850 100 m 1033 102000

Other sizes and lengths available on request!

COBIRAIN L

COBIRAIN GL
Robust nitrile flat hose, smooth cover
optimal applicable for irrigation plants, industry and construction, oil-, fuel-
resistant and resistant to diluted alkalis and diluted acids. Universal flat hose 
with high tear resistance. Aging, UV and ozone resistant.

Temperature range -35°C up to +100°C

Structure nitrile rubber, inside and outside smooth

Inlays with polyesteryarn inlay

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

BP
(bar)

weight
(g/m)

length
(m)

unit order.-no.

75 3,5 82 25 50 1100 100 m 1034 075000
90 3,5 97 20 40 1176 100 m 1034 090000
102 3,5 109 20 40 1400 100 m 1034 102000

Other sizes and lengths available on request!

COBIRAIN GL

Suitable couplings and accessories

System Storz 
with clampinring
up on page 104

System Perrot 
up on page 
126

Wide band clamps 
up on page 84
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COBIAQUA KU
PE-potable water hose
suitable for the food- and beverage industry, as a feed hose for potable water, 
can be used at fairs.

Temperature range -15°C up to +50°C

Internal lining PEHD, light blue, smooth

External Cover elastomer PE, blue, smooth

Inlays PET inlay

Regulation/Licenses KTW advice cat. “A” (UBA-line), DVGW-W270

Safety 3:1

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

BP
(bar)

bending radius
(mm)

weight
(g/m)

length
(m)

unit order.-no.

13 3,5 20 20 60 140 161 50 m 1009 013000
19 4 27 20 60 215 254 50 m 1009 019000
25 5 35 20 60 295 394 50 m 1009 025000

DVGW

COBIAQUA KU

KTW

COBIAQUA PU FLAT
Potable flat hose with PU-coating
for potable water supply and food grade applications, as a temporary bypass 
for pipeline repair and for emergency water supply. Potable water flat hose 
engaged with aluminium couplings system Storz and potable water suitable 
seals. Aging and ozone resistant.

Structure inner and outer layer of thermo-plastic polyurethane, 
smooth

Inlays tear-resistant polyester fabric

Regulation/Licenses KTW recommendation category A (UBA guideline, 
DVGW W270, BS 6920-1:2000 (WRAS)

inner-Ø
(mm)

KD
(mm)

WP
(bar)

BP
(bar)

weight
(g/m)

length
(m)

unit order.-no.

52-C 66 17 50 500 5 pcs. 1020 052005
52-C 66 17 50 500 10 pcs. 1020 052010
52-C 66 17 50 500 15 pcs. 1020 052015
52-C 66 17 50 500 20 pcs. 1020 052020
52-C 66 17 50 500 25 pcs. 1020 052025
75-B 89 17 50 800 20 pcs. 1020 075020
75-B 89 17 50 800 50 pcs. 1020 075050

Other sizes and lengths available on request!

DVGW

COBIAQUA PU FLAT

KTW

Suitable couplings and accessories

Potable quick couplings 
up on page 113

Worm thread-clamps 
up on page 80
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COBISAUG
Highly flexible rubber spiral suction hose with spiral 
free cuffs
suitable for agriculture, construction trade and industry. Suitable for water, 
waste water, sewage and low concentrated alkalis and acids. Both sides 
smooth and spiral free cuffs.

Temperature range -30°C up to +85°C

Internal lining SBR, black, smooth, resistant to waste water with a 
pH of 5-10

External Cover SBR, black, corrugated, fabric figured
Inlays steel wire spiral, textile inlay

Safety 3:1

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

vacuum
(m WC)

bending radius
(mm)

weight
(g/m)

length
(m)

unit order.-no.

32 4 40 3 9 96 960 3 pcs. 1052 032030
50 5 60 3 9 153 1480 6 pcs. 1052 050060
60 5 70 3 9 180 1610 1 pcs. 1052 060010
65 6 77 3 9 195 1800 4 pcs. 1052 065040
70 6 82 3 9 210 1990 0,5 pcs. 1052 070005
75 6 87 3 9 225 2340 3 pcs. 1052 075030
75 6 87 3 9 225 2340 5 pcs. 1052 075050
75 6 87 3 9 225 2340 6 pcs. 1052 075060
80 7 94 3 9 240 2590 1 pcs. 1052 080010
80 7 94 3 9 240 2590 3 pcs. 1052 080030
90 7 104 3 9 270 3160 1 pcs. 1052 090010
90 7 104 3 9 270 3160 3 pcs. 1052 090030
100 7 114 3 9 300 3270 2 pcs. 1052 100020
100 7 114 3 9 300 3270 3 pcs. 1052 100030
100 7 114 3 9 300 3270 4 pcs. 1052 100040
100 7 114 3 9 300 3270 5 pcs. 1052 100050
110 7 124 3 9 330 4310 1 pcs. 1052 110010
110 7 124 3 9 330 4310 2 pcs. 1052 110020
110 7 124 3 9 330 4310 3 pcs. 1052 110030
110 7 124 3 9 330 4310 4 pcs. 1052 110040
120 8 136 3 9 360 4200 3 pcs. 1052 120030
125 9 143 3 9 381 5360 2 pcs. 1052 125020
125 9 143 3 9 381 5360 3 pcs. 1052 125030
125 9 143 3 9 381 5360 5 pcs. 1052 125050
133 9 151 3 9 399 5760 0,5 pcs. 1052 133005
133 9 151 3 9 399 5760 2 pcs. 1052 133020
133 9 151 3 9 532 5670 3 pcs. 1052 133030
150 10 170 3 9 456 6680 2 pcs. 1052 150020
150 10 170 3 9 456 6680 3 pcs. 1052 150030
150 10 170 3 9 456 6680 4 pcs. 1052 150040
150 10 170 3 9 456 6680 5 pcs. 1052 150050
159 10 179 3 9 636 7770 2 pcs. 1052 159020
200 12 224 3 9 800 14140 4 pcs. 1052 200040
200 12 224 3 9 800 14140 5 pcs. 1052 200050

COBISAUG

pH
NEUTRAL

5-10
Stahl

Assembled hoses

We deliver complete assembled or pressed, ready-to-use hoses with the right hose coupling and a safety connection.
Ask about our options.

COBISAUG

COBISAUG
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COBIDRUCK
Rubber spiral suction and pressure hose
suitable for agriculture, construction trade and industry. Suitable for water, 
waste water, sewage and low concentrated alkalis and acids. Robust and 
kink-resistant suction and pressure hose.

Temperature range -30°C up to +85°C

Internal lining SBR, black, smooth, resistant to waste water with a 
pH of 5-10

External Cover SBR, black, fabric figured
Inlays steel wire spiral, textile inlay

Safety 3:1

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

vacuum
(m WC)

bending radius
(mm)

weight
(g/m)

length
(m)

unit order.-no.

19 5,5 30 10 9 70 664 40 m 1050 019000
25 5 35 10 9 95 874 40 m 1050 025000
32 6 44 10 9 125 1040 40 m 1050 032000
38 6 50 10 9 150 1440 40 m 1050 038000
50 6 62 10 9 215 1950 40 m 1050 050000
60 7 74 10 9 240 2420 40 m 1050 060000
65 7 79 10 9 270 2600 40 m 1050 065000
70 7 84 10 9 280 2780 40 m 1050 070000
75 7 89 10 9 350 2960 40 m 1050 075000
80 7 94 10 9 400 3080 40 m 1050 080000
90 7 104 10 9 450 3500 40 m 1050 090000
100 7 114 10 9 500 4220 40 m 1050 100000
102 7 116 10 9 500 4300 40 m 1050 102000
102 7 116 10 9 500 4300 20 m 1050 102020
110 9 128 10 9 550 5670 20 m 1050 110000
120 9 138 10 9 560 6250 20 m 1050 120000
127 10 147 10 9 570 6690 20 m 1050 127000
133 10 153 10 9 600 7250 20 m 1050 133000
150 10 170 10 9 650 8290 20 m 1050 150000
152 10 172 10 9 650 8400 20 m 1050 152000
160 10 180 10 9 780 10650 20 m 1050 160000
203 11 225 6 9 800 12300 20 m 1050 203000

COBIDRUCK

pH
NEUTRAL

5-10
Stahl

COBIDRUCK EPDM
Rubber spiral suction and pressure hose for industrial 
applications
suitable for agriculture, construction trade and industry. Suitable for hot water, 
waste water, sewage and low concentrated alkalis and acids, glycol-resistant. 
Robust and kink-resistant suction and pressure hose.

Temperature range -35°C up to +120°C

Internal lining EPDM, black, smooth, resistant to waste water with 
a pH of 5-10

External Cover EPDM, black, fabric figured
Inlays steel wire spiral, textile inlay

Safety 3:1

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

vacuum
(m WC)

bending radius
(mm)

weight
(g/m)

length
(m)

unit order.-no.

50 5 60 10 9 250 1250 40 m 1053 050000
75 6 87 10 9 375 2300 40 m 1053 075000
100 6 112 10 9 500 3190 40 m 1053 100000

COBIDRUCK EPDM

pH
NEUTRAL

5-10
Stahl

Assembled hoses

We deliver complete assembled or pressed, ready-to-use hoses with the right hose coupling and a safety connection.
Ask about our options.

COBIDRUCK

COBIDRUCK
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COBIDRUCK LIGHTFLEX
Rubber spiral suction and pressure hose
suitable for water, waste water, sewage and low concentrated alkalis and 
acids. For agriculture, construction and industry. Very flexible, robust and 
buckling stabilized pressure hose.

Temperature range -30°C up to +85°C

Internal lining SBR, black, smooth, resistant to waste water with a 
pH of 5 to 10

External Cover SBR, black, corrugated, fabric figured, weather 
resistant

Inlays steel wire spiral, textile inlay

Safety 3:1

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

vacuum
(m WC)

bending radius
(mm)

weight
(g/m)

length
(m)

unit order.-no.

50 6,5 63 6 9 150 1400 40 m 1029 050000
80 7 94 6 9 240 2310 20 m 1029 080000
100 7 114 6 9 300 3390 20 m 1029 100000
102 7 116 6 9 306 3610 20 m 1029 102000
127 8 143 6 9 445 4960 20 m 1029 127000
152 8 168 6 9 608 6430 20 m 1029 152000
203 10,5 224 6 9 812 11390 20 m 1029 203000

COBIDRUCK LIGHTFLEX

pH
NEUTRAL

5-10
Stahl

COBIDRUCK 16
Rubber spiral suction and pressure hose
suitable for agriculture, construction trade and industry. Suitable for water, 
waste water, sewage and low concentrated alkalis and acids. Robust and 
kink-resistant suction and pressure hose.

Temperature range -30°C up to +85°C

Internal lining SBR, black, smooth, resistant against waste water 
with a pH of 5-10

External Cover SBR, black, fabric figured
Inlays steel wire spiral, textile inlay

Safety 3:1

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

vacuum
(m WC)

bending radius
(mm)

weight
(g/m)

length
(m)

unit order.-no.

80 7 94 16 9 400 3080 40 m 1055 080000
100 7 114 16 9 500 4220 40 m 1055 100000
127 10 147 16 9 570 6690 40 m 1055 127000
150 10 170 16 9 650 8290 20 m 1055 150000
203 11 225 16 9 800 12300 20 m 1055 203000

COBIDRUCK 16

pH
NEUTRAL

5-10
Stahl

COBIDRUCK 20
Rubber spiral suction and pressure hose
suitable for agriculture, construction trade and industry. Suitable for water, 
waste water, sewage and low concentrated alkalis and acids. Robust and 
kink-resistant suction and pressure hose.

Temperature range -30°C up to +85°C

Internal lining SBR, black, smooth, resistant against waste water 
with a pH of 5-10

External Cover SBR, black, smooth, fabric figured
Inlays steel wire spiral, textile inlay

Safety 3:1

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

vacuum
(m WC)

bending radius
(mm)

weight
(g/m)

length
(m)

unit order.-no.

76 7,5 91 20 9 304 3370 20 m 1058 076000
90 8 106 20 9 360 4020 40 m 1058 090000
100 12 124 20 9 400 6570 20 m 1058 100000

COBIDRUCK 20

pH
NEUTRAL

5-10
Stahl

Suitable couplings and accessories

System Perrot with
safety collar
up on page 126

clamping shells for high 
pressure up on page 96
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COBIVIN
PVC suction and pressure hose with steel wire spiral
for water, waste water, food, alcohol up to 20%, sewage, for groundwater 
lowering and machine construction also for agriculture and construction 
suitable. Also useable for hydraulic return lines.

Temperature range -10°C up to +60°C

Structure PVC, food resistant, clear transparent, inside and 
outside smooth

Inlays with embedded steel wire spiral

Regulation/Licenses suitable to deliver foodstuffs according to EU-
regulation 10/2011 (classes A, B, C)

Labelling COBIVIN - Ø mm - (Glass/fork icon)

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

vacuum
(m WC)

bending radius
(mm)

weight
(g/m)

length
(m)

unit order.-no.

10 3 16 6,7 9 40 170 50 m 1070 010000
12 3 18 6,7 9 40 195 50 m 1070 012000
14 3 20 6,7 9 50 220 50 m 1070 014000
16 3,2 22,4 6,7 9 60 265 50 m 1070 016000
18 3,2 24,4 6,7 9 60 290 50 m 1070 018000
20 3,5 27 6,7 9 70 345 50 m 1070 020000
22 3,5 29 6,7 9 80 375 50 m 1070 022000
25 4 33 5 9 90 495 50 m 1070 025000
30 4 38 5 8 110 580 50 m 1070 030000
32 4,2 40,4 5 8 110 635 50 m 1070 032000
35 4,2 43,4 5 8 120 690 50 m 1070 035000
38 4,5 47 5 8 130 785 50 m 1070 038000
40 4,5 49 5 8 140 855 50 m 1070 040000
45 4,9 54,8 5 8 160 1085 50 m 1070 045000
50 5 60 5 8 180 1215 50 m 1070 050000
50 5 60 5 8 180 1215 1,5 pcs. 1070 050015
60 5,9 71,8 4 8 210 1675 50 m 1070 060000
70 6 82 4 7 250 1975 50 m 1070 070000
76 6,1 88,2 4 7 270 2170 50 m 1070 076000
80 6,1 92,2 4 7 280 2320 50 m 1070 080000
90 6,5 103 3,3 7 360 2965 30 m 1070 090000
102 6,5 115 2,7 7 410 3310 30 m 1070 102000
110 8,7 127,4 1,7 9 500 4740 30 m 1070 110000
127 8,7 144,4 1 9 570 5430 30 m 1070 125000
151 8,8 168,6 1 9 680 6810 20 m 1070 152000

COBIVIN

Stahl

COBIPREVAC
High-flexible PVC suction and pressure hose
suitable for water, food, alcoholic beverages up to 20%. Specifically for filling 
maschines and dispensers. Resistant to many chemicals, weatherproof.

Temperature range -10°C up to +60°C

Structure soft PVC, crystal clear

Inlays with steel wire spiral and polyester yarn insert

Regulation/Licenses suitable to deliver foodstuffs according to Reg. EU 
10/2011 (classes A, B, C), FDA Regulations (CFR 21 
Parts 170 to 199 Item 175.300)

Safety 3:1

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

vacuum
(m WC)

bending radius
(mm)

weight
(g/m)

length
(m)

unit order.-no.

25 5 35 12 9 75 650 60 m 1027 025000
32 5,5 43 11 9 96 880 60 m 1027 032000
50 6,5 63 8 8 150 1640 30 m 1027 050000
63 7 77 7 8 190 2160 30 m 1027 063000

COBIPREVAC

FDA

Stahl

Suitable couplings and accessories

System Storz 
up on page 104

System Perrot 
up on page 
126

Wide band clamps 
up on page 84
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COBILIGHT
PVC suction and pressure hose for light applications
suitable for conveying of water, waste water and feces in the agriculture and 
industry, irrigation and draining. Light and flexible quality. Resistant to many 
chemicals, UV and weather resistant.

Temperature range -15°C up to +60°C

Structure synthetic spiral hose, green transparent, inside 
smooth with embedded white hard PVC spiral, 
outside light corrugated

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

vacuum
(m WC)

bending radius
(mm)

weight
(g/m)

length
(m)

unit order.-no.

19 2,4 23,8 7 7 85 220 50 m 1060 019000
20 2,4 24,8 5 6 100 250 50 m 1060 020000
20 2,4 24,8 5 6 100 250 25 m 1060 020025
25 2,4 29,8 6 7 105 250 50 m 1060 025000
30 2,5 35 6 7 120 340 50 m 1060 030000
32 2,6 37,2 6 7 130 345 50 m 1060 032000
38 3 44 6 7 155 470 50 m 1060 038000
40 3 46 5 7 165 500 50 m 1060 040000
45 3,2 51,4 5 7 195 550 50 m 1060 045000
51 3,6 58,2 5 7 205 680 50 m 1060 051000
60 3,6 67,2 4 7 250 950 50 m 1060 060000
63 3,7 70,4 4 7 260 980 50 m 1060 063000
70 3,9 77,8 4 7 295 1000 50 m 1060 070000
76 4,1 84,2 4 6 320 1150 50 m 1060 076000
80 4,5 89 3 6 335 1200 50 m 1060 080000
90 4,8 99,6 3 6 390 1800 50 m 1060 090000
102 5,4 112,8 3 6 430 2000 50 m 1060 102000

COBILIGHT

PVC

COBIHIVAC
Suction conveying hose
suitable for disposal mobile toilet facilities. High-flexible, buckling resistant 
and very ageing-resistant disposal hose with both sides integrated cuffs, high 
chemical resistance.

Temperature range -40°C up to +65°C

Structure 100% PE, inside smooth, outside yellow with black 
high abrasion-proof spirals, corrugated

inner-Ø
(mm)

WP
(bar)

vacuum
(m WC)

weight
(g/m)

length
(m)

unit order.-no.

50 1 10 1200 15,2 pcs. 1090 050152
50 1 10 1200 18,3 pcs. 1090 050183

COBIHIVAC

Adhesive socket for COBIHIVAC 

as a replacement sleeve for replacement and repair of suction hose.

 order-no.

Adhesive socket for COBIHIVAC 50 mm with female thread 2“ 1091 050001

Suction lance for COBIHIVAC with PVC ball valve 

for suction of faecal from portable toilets suitable for COBIHIVAC. Suction lance made of 
PVC ball vave with PP male coupling 2“ system Kamlok, PP-compression fitting and PVC-
pipe 1 m length

NW order-no.

2“ 65501

Suction lance for COBIHIVAC with brass ball valve type COBI 
for suction of faecal from portable toilets suitable for COBIHIVAC. Suction lance made 
of brass ball vave type COBI with PP male coupling 2“ system Kamlok, PP-compression 
fitting and PVC-pipe 1 m length

NW order-no.

2“ 65503
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COBICREA
High-flexible PVC suction and pressure hose
suitable for water, sewage and faeces. Ideal for use as a PVC suction hose 
and extension hose for liquid manure. For irrigation, agriculture, construction 
and industry. Highly flexible and cold-resistant quality.
Temperature range -25°C up to +60°C

Structure synthetic spiral hose, grey with red strips, with hard 
PVC spiral, inside smooth, outside light corrugated

Safety 3:1

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

vacuum
(m WC)

bending radius
(mm)

weight
(g/m)

length
(m)

unit order.-no.

25 3,8 32,6 6 10 100 410 50 m 1082 025000
32 4,3 40,6 6 10 130 590 50 m 1082 032000
38 4,4 46,8 5 10 155 690 50 m 1082 038000
51 4,9 60,8 4 10 200 990 50 m 1082 051000
60 5,2 70,4 4 9 240 1230 50 m 1082 060000
63 5,5 74 4 9 260 1390 50 m 1082 063000
76 5,7 87,4 3 9 310 1730 30 m 1082 076000
76 5,7 87,4 3 9 310 1730 50 m 1082 076050
80 6 92 3 9 320 1890 30 m 1082 080000
90 6,3 102,6 3 9 360 2200 30 m 1082 090000
90 6,3 102,6 3 9 360 2200 3,6 pcs. 1082 090036
90 6,3 102,6 3 9 360 2200 4,2 pcs. 1082 090042
90 6,3 102,6 3 9 360 2200 4,9 pcs. 1082 090049
90 6,3 102,6 3 9 360 2200 5,6 pcs. 1082 090056
102 7,2 116,4 3 8,5 410 2890 30 m 1082 102000
102 7,2 116,4 3 8,5 410 2890 2 pcs. 1082 102002
102 7,2 116,4 3 8,5 410 2890 3 pcs. 1082 102003
102 7,2 116,4 3 8,5 410 2890 4,9 pcs. 1082 102049
102 7,2 116,4 3 8,5 410 2890 6 pcs. 1082 102060
110 7,2 124,4 3 8,5 450 3040 30 m 1082 110000
110 7,2 124,4 3 8,5 450 3040 2 pcs. 1082 110002
110 7,2 124,4 3 8,5 450 3040 3 pcs. 1082 110003
120 7,4 134,8 2,5 8 480 3410 30 m 1082 120000
120 7,4 134,8 2,5 8 480 3410 2 pcs. 1082 120002
120 7,4 134,8 2,5 8 480 3410 3 pcs. 1082 120003
127 7,5 142 2,5 8 510 3670 30 m 1082 127000
127 7,5 142 2,5 8 510 3670 2 pcs. 1082 127002
127 7,5 142 2,5 8 510 3670 3 pcs. 1082 127003
133 8,2 149,4 2,5 9 520 4400 20 m 1082 133000
133 8,2 149,4 2,5 9 520 4400 2 pcs. 1082 133002
133 8,2 149,4 2,5 9 520 4400 3 pcs. 1082 133003
152 8,9 169,8 2 8 610 5280 20 m 1082 152000
152 8,9 169,8 2 8 610 5280 2 pcs. 1082 152002
152 8,9 169,8 2 8 610 5280 3 pcs. 1082 152003
152 8,9 169,8 2 8 610 5280 4 pcs. 1082 152004
152 8,9 169,8 2 8 610 5280 5 pcs. 1082 152005
152 8,9 169,8 2 8 610 5280 6 pcs. 1082 152006
160 9,3 178,6 2 7 660 5670 20 m 1082 160000
160 9,3 178,6 2 7 660 5670 2 pcs. 1082 160002
160 9,3 178,6 2 7 660 5670 3 pcs. 1082 160003
203 12,1 227,2 1,5 7 850 9900 10 m 1082 203000
203 12,1 227,2 1,5 7 850 9900 2 pcs. 1082 203002
203 12,1 227,2 1,5 7 850 9900 3 pcs. 1082 203003
203 12,1 227,2 1,5 7 850 9900 4 pcs. 1082 203004
203 12,1 227,2 1,5 7 850 9900 5 pcs. 1082 203005
203 12,1 227,2 1,5 7 850 9900 6 pcs. 1082 203006

COBICREA

PVC

Assembled hoses

We deliver complete assembled or pressed, ready-to-use hoses with the right hose coupling and a safety connection.
Ask about our options.
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COBIBLUE STAR
High-flexible PVC suction and pressure hose
lighter version suitable for water, sewage and feces. Suitable as PVC suction 
hose and extension hose for manure. For irrigation, agriculture, construction 
and industry. Highly flexible and cold-resistant quality.
Temperature range -25°C up to +60°C

Structure synthetic spiral hose, grey with blue strips, with hard 
PVC spiral, inside smooth, outside light corrugated

Safety 3:1

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

vacuum
(m WC)

bending radius
(mm)

weight
(g/m)

length
(m)

unit order.-no.

51 4,5 60 3 9 200 850 50 m 1080 051000
76 5,3 86,6 3 8 310 1500 50 m 1080 076000
80 5,6 91,2 3 8 320 1650 50 m 1080 080000
102 6,6 115,2 2 8 410 2200 30 m 1080 102000
110 7,2 124,4 2 7 450 2650 20 m 1080 110000
127 7,5 142 2 7 510 3200 20 m 1080 127000
152 8,6 169,2 2 7 610 4390 20 m 1080 152000
152 8,6 169,2 2 7 610 4390 4 pcs. 1080 152004
152 8,6 169,2 2 7 610 4390 5 pcs. 1080 152005
152 8,6 169,2 2 7 610 4390 6 pcs. 1080 152006
203 12 227 2 6 850 8660 10 m 1080 203000
203 12 227 2 6 850 8660 5 pcs. 1080 203005
203 11,3 225,6 2 6 850 8660 6 pcs. 1080 203006

COBIBLUE STAR

PVC

COBISPIRALPRESS
High flexible PVC suction and pressure hose with 
external spiral
suitable for water, sewage and faeces. Specially designed for use with 
pumps. For irrigation, agriculture, construction and industry. Highly flexible 
and cold-resistant quality. The external spiral enables easier gliding over the 
floor.
Temperature range -10°C up to +60°C

Structure PVC hose, clear transaprent, with reinforced, 
external orange hard PVC spiral

Inlays with polyester yarn inlay

Safety 3:1

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

vacuum
(m WC)

bending radius
(mm)

weight
(g/m)

length
(m)

unit order.-no.

102 3,5/10,5 123 6 9 300 2655 30 m 1092 102000
127 5/12,5 152 5 9 380 3965 30 m 1092 127000
152 5/15 182 5 8 450 5775 20 m 1092 152000
152 5/15 182 5 8 450 5775 2 pcs. 1092 152002
152 5/15 182 5 8 450 5775 3 pcs. 1092 152003
152 5/15 182 5 8 450 5775 4 pcs. 1092 152004
152 5/15 182 5 8 450 5775 5 pcs. 1092 152005
152 5/15 182 5 8 450 5775 6 pcs. 1092 152006

COBISPIRALPRESS

PVC

Assemble spiral for COBISPIRALPRESS 

The assemble spiral is placed in the binding area of the COBISPIRALPRESS between the 
outside spiral of the hose, so that the hose connection gets an optimal hold.
material PVC

NW order-no.

152 1093 152000

Suitable couplings and accessories

System Perrot 
up on page 
126

Hose suction piece 
up on page 133

Wide band clamps 
up on page 84
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COBISUPERFLEX
High-flexible PVC suction and pressure hose
suitable for municipal vehicles, irrigation and agriculture. High-flexible and 
cold-resistant quality.

Temperature range -40°C up to +60°C

Structure synthetic spiral hose, black with red strips, PVC-
Buna mixture, with hard PVC spiral, inside smooth, 
outside light corrugated

Safety 3:1

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

vacuum
(m WC)

bending radius
(mm)

weight
(g/m)

length
(m)

unit order.-no.

51 4,9 60,8 4 9 160 1000 50 m 1083 051000
76 5,8 87,6 3 9 250 1700 50 m 1083 076000
80 6,4 92,8 3 9 270 1900 50 m 1083 080000
90 6,6 103,2 3 9 300 2210 50 m 1083 090000
102 7,2 116,4 3 9 335 2750 50 m 1083 102000
127 7,8 142,6 2 9 410 3600 30 m 1083 127000
152 9 170 2 9 500 5000 20 m 1083 152000

COBISUPERFLEX

PVC PVC
BUNA

COBISUPERELASTIC
High-flexible PVC suction and pressure hose
suitable for municipal vehicles, irrigation and agriculture. High-flexible and 
cold-resistant quality. Outer cover particularly protected against abrasion by 
increased external spiral.

Temperature range -20°C up to +60°C

Structure synthetic spiral hose, silver-grey, PVC-Buna mixture, 
with hard PVC spiral, inside smooth, outside 
corrugated

Safety 3:1

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

vacuum
(m WC)

bending radius
(mm)

weight
(g/m)

length
(m)

unit order.-no.

51 5,4 61,8 5 9 153 1070 50 m 1086 051000
63 6 75 4,5 9 220 1400 50 m 1086 063000
76 6,5 89 4 9 266 1720 50 m 1086 076000
80 6,5 93 4 9 280 1900 50 m 1086 080000
90 7 104 3,5 9 315 2250 50 m 1086 090000
102 8 118 3 9 357 2700 50 m 1086 102000
127 8,5 144 2,5 9 508 3900 30 m 1086 127000
152 9 170 2 9 608 5000 20 m 1086 152000

COBISUPERELASTIC

PVC PVC
BUNA

COBIFLEX SUPER
High-flexible PVC suction and pressure hose
suitable for municipal vehicles, irrigation and agriculture. High-flexible and 
cold-resistant quality.

Temperature range -40°C up to +50°C

Structure synthetic spiral hose, silver-grey, PVC-Buna mixture, 
with hard PVC spiral, inside smooth, outside light 
corrugated

Safety 3:1

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

vacuum
(m WC)

bending radius
(mm)

weight
(g/m)

length
(m)

unit order.-no.

38 4,4 46,8 4,6 9 145 670 50 m 1084 038000
51 4,8 60,6 4,3 9 180 975 50 m 1084 051000
60 5,3 70,6 4,3 9 200 1250 50 m 1084 060000
76 6,3 88,6 3,3 9 250 1700 50 m 1084 076000
80 6,5 93 3,3 9 260 1800 50 m 1084 080000
90 6,8 103,6 3 8 305 2100 50 m 1084 090000
102 6,9 115,8 3 8 335 2600 50 m 1084 102000
127 7,5 142 2,6 7 525 3650 20 m 1084 127000
152 8 168 2,6 7 630 5100 20 m 1084 152000

COBIFLEX SUPER

PVC PVC
BUNA

Suitable couplings and accessories

TW-couplings
up on page 98

System Storz
up on page 104

Wide band clamps 
up on page 84
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COBILIGHT SE
High flexible PVC suction and pressure hose
specially as a drip hose for liquid manure distribution. Super flexible and cold-
resistant quality. UV and weather resistant.

Temperature range -25°C up to +60°C

Structure synthetic spiral hose, green transparent, inside 
smooth with embedded white hard PVC spiral, 
outside light corrugated

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

vacuum
(m WC)

weight
(g/m)

length
(m)

unit order.-no.

38 3,4 44,8 5 7 580 50 m 1061 038000
40 3,8 47,6 4,5 7 610 50 m 1061 040000
50 4,1 58,2 3,5 7 810 50 m 1061 050000

COBILIGHT SE

PVC

COBILIGHT SE PLUS
High flexible PVC suction and pressure hose
specially as a drip hose for liquid manure distribution. Super flexible and cold-
resistant quality. UV and weather resistant.

Temperature range -25°C up to +60°C

Structure synthetic spiral hose, green transparent, inside 
smooth with embedded white hard PVC spiral, 
outside light corrugated

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

vacuum
(m WC)

weight
(g/m)

length
(m)

unit order.-no.

38 4 46 6,5 7 580 50 m 1063 038000
40 4,2 48,4 6 7 600 50 m 1063 040000
45 4 53 5,5 7 700 50 m 1063 045000
50 4 58 5 7 850 50 m 1063 050000

COBILIGHT SE PLUS

PVC

COBILIGHT FIX
PVC suction and pressure hose for drag hose 
distributor
especially as a rigid fixed length (hose end piece) for liquid manure towline 
distributors. Resistant to many chemicals, UV and weather resistant.

Structure synthetic spiral hose, green transparent, inside 
smooth with embedded white hard PVC spiral, 
outside light corrugated

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

weight
(g/m)

length
(m)

unit order.-no.

40 3,8 47,6 600 0,8 pcs. 1061 040080
50 4,1 58,2 810 0,8 pcs. 1061 050080

COBILIGHT FIX

PVC

COBISEED
PVC suction and pressure hose for seeders and seed 
drills
suitable for seeds such as grain, corn and rapeseed for seeders and seed 
drills.

Structure synthetic spiral hose, transparent, inside smooth 
with embedded grey hard PVC spiral, outside light 
corrugated

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

length
(m)

unit order.-no.

25,8 3,0 31,8 25 m 1076 025025
30* 2,5 35 50 m 1076 030000

* expandable to 32 mm!

COBISEED

PVC

Suitable couplings and accessories

Hose nozzles 
up on page 94

Worm thread-clamps 
up on page 80
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COBIOCEAN
PVC suction and pressure hose, pond hose
especially for pond construction, horticulture, irrigation and drainage. For 
connecting filter systems, pumps and streams. Due to its dark color, the hose 
does not stand out in the pond. Flexible, UV-resistant and opaque.

Temperature range -5°C up to +50°C

Structure synthetic spiral hose, black, inside smooth with 
embedded hard PVC spiral, outside light corrugated

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

vacuum
(m WC)

bending radius
(mm)

weight
(g/m)

length
(m)

unit order.-no.

25 3,7 32,4 7 10 125 410 50 m 1067 025000
32 4,2 40,4 7 10 160 600 50 m 1067 032000
50 4,75 59,5 5 10 250 1000 50 m 1067 050000

PVC

COBIOCEAN

COBIOCEAN SL
PVC suction and pressure hose for light applications
lightweight version for pond construction, horticulture, irrigation and drainage. 
Due to its dark color, the hose does not stand out in the pond. Flexible, UV-
resistant and opaque.

Temperature range -10°C up to +60°C

Structure synthetic spiral hose, black, inside smooth with 
embedded white hard PVC spiral, outside light 
corrugated

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

vacuum
(m WC)

bending radius
(mm)

weight
(g/m)

length
(m)

unit order.-no.

20 2,4 24,8 7 7 85 220 25 m 1078 020000
25 2,4 29,8 6 7 105 250 25 m 1078 025000
32 2,6 37,2 6 7 130 345 25 m 1078 032000
38 3 44 6 7 155 470 25 m 1078 038000
40 3 46 5 7 165 500 25 m 1078 040000
50 3,6 57,2 5 7 205 680 25 m 1078 050000

PVC

COBIOCEAN SL

COBIBAD FLEX
PVC swimming pool hose
for swimming pool water, whirlpools and pond construction. Suitable for 
bonding with PVC-U fittings and for screwing with clamped connections.
Temperature range -10°C up to +60°C

Structure synthetic spiral hose, grey, inside and outside 
smooth, with embedded white hard PVC spiral

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

vacuum
(m WC)

bending radius
(mm)

weight
(g/m)

length
(m)

unit order.-no.

19 3 25 8 8 95 250 25 m 1069 025025
43 3,5 50 6 8 215 725 50 m 1069 050000
43 3,5 50 6 8 215 725 25 m 1069 050025
55 4 63 5 7,5 300 970 25 m 1069 063025

PVC

COBIBAD FLEX

Suitable couplings and accessories

PVC-fittings for sticking 
up on page 198

Tangit-Cement 
up on page 191
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COBIKASPI
Cassettes boom hose
for all standard sewer cleaning vehicles for suction of waste water, waste and 
residues from the sewer. Resistant to traces of oil. Very flexible even at low 
temperatures and thus offers optimum running properties within the cassette 
of a sewer cleaning vehicle. Conductive and very resistant to abrasion.

Temperature range -30°C up to +85°C

Internal lining NR/BR, black, smooth, conductive

External Cover NR/BR, black, fabric figured
Inlays steel wire spiral, textile inlay, copper braid

Ohmic resistance <10 high 6 Ω
Safety 3:1

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

vacuum
(m WC)

bending radius
(mm)

weight
(g/m)

length
(m)

unit order.-no.

110/100 10 120 2 9 600 5500 20 m 1420 100000
125 11 147 2 9 750 6200 20 m 1420 125000
125 11 147 2 9 750 6200 25 m 1420 125025
150 12 174 2 9 912 10500 20 m 1420 150000

COBIKASPI

Cu
Litze

Stahl

COBIKASPI PLUS
Cassettes boom hose, very flexible
for all standard sewer cleaning vehicles for suction of waste water, waste and 
residues from the sewer. Resistant to traces of oil. Very flexible even at low 
temperatures and thus offers optimum running properties within the cassette 
of a sewer cleaning vehicle. Conductive and very resistant to abrasion.

Temperature range -30°C up to +85°C

Internal lining NR, black, smooth, conductive

External Cover NR, black, smooth, fabric figured, abrasion proof, 
weather- and ozone resistant

Inlays steel wire spiral, textile inlay, copper braid

Ohmic resistance <10 high 6 Ω
Safety 3:1

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

vacuum
(m WC)

bending radius
(mm)

weight
(g/m)

length
(m)

unit order.-no.

110/100 8,0 116 2 9 450 4100 20 m 1430 100000
110/100 8,0 116 2 9 450 4100 30 m 1430 100030
125 9,5 144 2 9 550 6200 20 m 1430 125000
125 9,5 144 2 9 550 6200 30 m 1430 125030

COBIKASPI PLUS

Cu
Litze

Stahl

Suitable couplings and accessories

Male coupling System Perrot
up on page 126

Wide band clamps
up on page 84
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COBIJET CLEANING
Synthetic tube cleaning hose
lightweight, highly flexible and extremely abrasion-resistant synthetic tube 
cleaning hose. Pressed with fittings on the one side AGR (made of stainless 
steel) 1/8“ (mt) on the other side DKR 1/4“ (ft).

Temperature range -40° up to +100°C

Internal lining thermoplastic polymer

External Cover Polyurethane, bronze, abrasion proof

Inlays steel fabric

Safety 3:1

inner-Ø
(mm)

WP
(bar)

BP
(bar)

bending radius
(mm)

length
(m)

unit order.-no.

4,8 (3/16“) 330 990 40 15 pcs. 776455 005115
4,8 (3/16“) 330 990 40 20 pcs. 776455 005120

Other sizes and lengths available on request!

COBIJET CLEANING

COBIJET CLEANING
Synthetic tube cleaning hose
lightweight, highly flexible and extremely abrasion-resistant synthetic tube 
cleaning hose. Pressed with fittings on the one side AGR (made of stainless 
steel) 1/8“ (mt) on the other side DKR 1/4“ (ft).

Temperature range -40° up to +100°C

Internal lining thermoplastic polymer

External Cover Polyurethane, blue, abrasion proof

Inlays two textile inlays

Safety 2,5:1

inner-Ø
(mm)

WP
(bar)

BP
(bar)

bending radius
(mm)

length
(m)

unit order.-no.

6,4 (1/4“) 345 860 50 15 pcs. 776455 006015
6,4 (1/4“) 345 860 50 20 pcs. 776455 006020

Other sizes and lengths available on request!

COBIJET CLEANING

COBIROKAN
Rubber tube cleaning hose 200 bar
light, abrasion-resistant and highly flexible rubber pipe cleaning hose ideal for 
cleaning narrow house connections. Also used as an inlet hose for camera TV 
inspection. Pressed with fittings on the one side AGR (MT) on the other side 
DKR (FT).

Temperature range -40°C up to +70°C

Internal lining synthetic rubber, black

External Cover rubber, smooth, high abrasion-proof, black

Inlays steel fabric

Safety 2,5:1

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

BP
(bar)

bending radius
(mm)

weight
(g/m)

length
(m)

unit order.-no.

12,7 3,15 19 200 500 65 430 40 pcs. 1484 012040
12,7 3,15 19 200 500 65 430 50 pcs. 1484 012050
12,7 3,15 19 200 500 65 430 60 pcs. 1484 012060
12,7 3,15 19 200 500 65 430 80 pcs. 1484 012080
12,7 3,15 19 200 500 65 430 100 pcs. 1484 012100
12,7 3,15 19 200 500 65 430 120 pcs. 1484 012120
16 3,2 22,4 200 500 80 450 80 pcs. 1484 016080
16 3,2 22,4 200 500 80 450 120 pcs. 1484 016120

Other sizes and lengths available on request!

 COBIROKAN
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COBIPOLYKAN 200
Synthetic sewer cleaning hose 200 bar
highly abrasion-resistant, buoyant, cut resistant and very flexible. Pressed 
with fittings on the one side AGR (MT) on the other side DKR (FT).
Temperature range -20°C up to +40°C

Internal lining polyester-elastomer

External Cover polyurethane, smooth, highly abrasion-proof, 
orange

Inlays 2 synthetic fabrics

Safety 2,5:1

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

BP
(bar)

bending radius
(mm)

weight
(g/m)

length
(m)

unit order.-no.

13 4,75 22,5 200 500 80 290 40 pcs. 1485 013040
13 4,75 22,5 200 500 80 290 60 pcs. 1485 013060
13 4,75 22,5 200 500 80 290 80 pcs. 1485 013080
13 4,75 22,5 200 500 80 290 100 pcs. 1485 013100
13 4,75 22,5 200 500 80 290 120 pcs. 1485 013120
13 4,75 22,5 200 500 80 290 150 pcs. 1485 013150
13 4,75 22,5 200 500 80 290 160 pcs. 1485 013160
13 4,75 22,5 200 500 80 290 180 pcs. 1485 013180
13 4,75 22,5 200 500 80 290 200 pcs. 1485 013200
19,5 5,75 31 200 500 100 480 40 pcs. 1485 019040
19,5 5,75 31 200 500 100 480 60 pcs. 1485 019060
19,5 5,75 31 200 500 100 480 80 pcs. 1485 019080
19,5 5,75 31 200 500 100 480 120 pcs. 1485 019120
19,5 5,75 31 200 500 100 480 160 pcs. 1485 019160
19,5 5,75 31 200 500 100 480 200 pcs. 1485 019200
19,5 5,75 31 200 500 100 480 240 pcs. 1485 019240
25,2 6,65 38,5 200 500 150 714 80 pcs. 1485 025080
25,2 6,65 38,5 200 500 150 714 120 pcs. 1485 025120
25,2 6,65 38,5 200 500 150 714 150 pcs. 1485 025150
25,2 6,65 38,5 200 500 150 714 160 pcs. 1485 025160
25,2 6,65 38,5 200 500 150 714 180 pcs. 1485 025180
25,2 6,65 38,5 200 500 150 714 200 pcs. 1485 025200
25,2 6,65 38,5 200 500 150 714 240 pcs. 1485 025240
32,5 7,75 48 200 500 200 1010 80 pcs. 1485 032080
32,5 7,75 48 200 500 200 1010 120 pcs. 1485 032120
32,5 7,75 48 200 500 200 1010 150 pcs. 1485 032150
32,5 7,75 48 200 500 200 1010 160 pcs. 1485 032160
32,5 7,75 48 200 500 200 1010 180 pcs. 1485 032180
32,5 7,75 48 200 500 200 1010 200 pcs. 1485 032200
32,5 7,75 48 200 500 200 1010 240 pcs. 1485 032240

Other lengths and connection types available on request!

 COBIPOLYKAN 200

Suitable couplings and accessories

Press-couplings 
up on page 298

Sewer cleaning nozzles
up on page 297
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COBIKANTEX 250
Rubber sewer cleaning hose 250 bar
lightweight, high flexible and extremely abrasion-resistant rubber sewer 
cleaning hose. The light weight and low bending radius allow extremely easy 
handling. The external cover is smooth and very resistant to abrasion and to 
oil and weathering effects. Pressed with fittings on the one side AGR (MT) on 
the other side DKR (FT).

Temperature range -35°C up to +80°C

Internal lining SBR, black, smooth

External Cover NR/BR, black, smooth, highly abrasion-proof, 
weather resistant

Inlays textile fabric

Safety 2,5:1

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

BP
(bar)

bending radius
(mm)

weight
(g/m)

length
(m)

unit order.-no.

13 6 25 250 625 70 460 10 pcs. 1481 013010
13 6 25 250 625 70 460 40 pcs. 1481 013040
13 6 25 250 625 70 460 60 pcs. 1481 013060
13 6 25 250 625 70 460 80 pcs. 1481 013080
13 6 25 250 625 70 460 120 pcs. 1481 013120
19 6 31 250 625 95 610 40 pcs. 1481 019040
19 6 31 250 625 95 610 60 pcs. 1481 019060
19 6 31 250 625 95 610 80 pcs. 1481 019080
19 6 31 250 625 95 610 100 pcs. 1481 019100
19 6 31 250 625 95 610 120 pcs. 1481 019120
25 7 39 250 625 110 860 20 pcs. 1481 025020
25 7 39 250 625 110 860 40 pcs. 1481 025040
25 7 39 250 625 110 860 60 pcs. 1481 025060
25 7 39 250 625 110 860 80 pcs. 1481 025080
25 7 39 250 625 110 860 120 pcs. 1481 025120
25 7 39 250 625 110 860 140 pcs. 1481 025140
25 7 39 250 625 110 860 160 pcs. 1481 025160
25 7 39 250 625 110 860 180 pcs. 1481 025180
25 7 39 250 625 110 860 200 pcs. 1481 025200
32 8 48 250 625 150 1270 20 pcs. 1481 032020
32 8 48 250 625 150 1270 40 pcs. 1481 032040
32 8 48 250 625 150 1270 60 pcs. 1481 032060
32 8 48 250 625 150 1270 80 pcs. 1481 032080
32 8 48 250 625 150 1270 120 pcs. 1481 032120
32 8 48 250 625 150 1270 160 pcs. 1481 032160
32 8 48 250 625 150 1270 180 pcs. 1481 032180
32 8 48 250 625 150 1270 200 pcs. 1481 032200

Other lengths available on request!

COBIKANTEX 250

Suitable couplings and accessories

Press-couplings 
up on page 298

Sewer cleaning nozzles
up on page 297
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COBILIGHT L1
PVC suction and pressure hose for liquids
for beer, wine, mash, fruit juices, mineral water, spirits with 28% alcohol, 
vinegar, fat-free foods and beverages, water, liquid fertilizer, agriculture, 
industry.

Temperature range -15°C up to +60°C

Structure synthetic spiral hose, yellow-transparent, inside 
smooth with embedded white hard PVC spiral, 
outside light corrugated

Regulation/Licenses EU directive 10/2011, 2007/19 (classes A, B, C, D1)

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

vacuum
(m WC)

bending radius
(mm)

weight
(g/m)

length
(m)

unit order.-no.

20 2,9 25,8 8 7 100 280 50 m 1073 020000
25 3,1 31,2 8 7 120 330 50 m 1073 025000
32 3,1 38,2 7 7 160 460 50 m 1073 032000
35 3,6 42,2 7 7 180 500 50 m 1073 035000
38 3,3 44,6 6 7 200 550 50 m 1073 038000
40 3,8 47,6 6 7 200 600 50 m 1073 040000
50 4,1 58,2 6 7 250 810 50 m 1073 050000
60 4,2 68,4 5 7 320 970 50 m 1073 060000
70 4,7 79,4 4 7 400 1200 25 m 1073 070000
80 5,5 91 4 7 480 1560 25 m 1073 080000
100 6 112 4 5 620 2160 25 m 1073 100000
120 6,2 132,4 3 5 700 2800 25 m 1073 120000

COBILIGHT L1

PVC

COBILIGHT L3
PVC suction and pressure hose for liquids
for beer, wine, mash, fruit juices, mineral water, spirits with 28% alcohol, 
vinegar, fat-free foods and beverages, water, liquid fertilizer, agriculture, 
industry.

Temperature range -20°C up to +60°C

Structure synthetic spiral hose, transparent, inside smooth 
with embedded red hard PVC spiral, outside light 
corrugated

Regulation/Licenses EU directive 10/2011, 2007/19 (classes A, B, C, D)

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

vacuum
(m WC)

bending radius
(mm)

weight
(g/m)

length
(m)

unit order.-no.

32 3,7 39,4 8 9 220 520 50 m 1074 032000
38 4,2 46,4 8 9 240 680 50 m 1074 038000
50 4,5 59 7 9 340 1050 50 m 1074 050000
60 4,7 69,4 7 9 380 1200 50 m 1074 060000

COBILIGHT L3

PVC

COBITROM LM
Food conveying hose for dry media
suitable for grain, powder, animal feed, PVC granulates. High-grade and high 
abrasion-proof rubber conveying hose

Temperature range -30°C up to +85°C, for short time sterilizable with 
steam up to max. +110°C

Internal lining NR/SBR, white, smooth

External Cover SBR, black, fabric figured
Inlays textile inlay, copper braid

Regulation/Licenses FDA qualitiy, EU-regulation no. 1935/2004

Abrasion of lining ca. 90/100 mm³

Safety 3:1

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

bending radius
(mm)

weight
(g/m)

length
(m)

unit order.-no.

75 9 93 7 600 2800 40 m 1155 075000

COBITROM LM

FDA
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COBIFOOD SP
Food suction and pressure hose
suitable for delivery of milk, beer and wine and other beverages and foods 
with a pH-value > 5, animal and vegetable fat-and oil-resistant.

Temperature range -30°C up to +85°C, for short time sterilizable with 
steam up to max.+110 °C

Internal lining NBR, bright, smooth, food-resistant

External Cover NBR, blue, fabric figured, high abrasion proof, 
weather-and ageing-resistant

Inlays textile inlay, steel wire spiral

Regulation/Licenses FDA quality

Safety 3:1

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

vacuum
(m WC)

bending radius
(mm)

weight
(g/m)

length
(m)

unit order.-no.

13 5 23 10 9 91 400 40 m 1151 013000
19 5 29 10 9 133 500 40 m 1151 019000
25 5 35 10 9 175 700 40 m 1151 025000
38 6 50 10 9 266 1200 40 m 1151 038000
50 6 62 10 9 350 1700 40 m 1151 050000
76 8 92 10 9 532 3400 20 m 1151 076000
102 8 118 10 9 714 4800 20 m 1151 102000

COBIFOOD SP

FDA

Stahl

COBIFOOD STAR SP
Milk handling hose
for liquid, fatty and non-fatty foods such as wine, beer, milk, juice, alcohol up 
to 96%. Equipment of unloading stations, stationary processing and filling 
plants, silo vehicles and as a milk collection hose.

Temperature range -30°C up to +80°C, sterilizable with steam up to 
max.+120 °C (max. 30 min)

Internal lining synthetic special elastomer, white, mirror-smooth, 
odorless and tasteless

External Cover special synthetic elastomer, blue, fabric-patterned, 
non-marking

Inlays synthetic textile inlays with steel spirals

Regulation/Licenses EU-regulation no. 1935/2004, 2023/2006, FDA 
direction 21 CFR 177.2600., BfR recommendation  
XXI Kat. 2 D.M. 21/03/71

Safety 3:1

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

vacuum
(m WC)

bending radius
(mm)

weight
(g/m)

length
(m)

unit order.-no.

25 5,5 36 10 9 90 700 40 m 1120 025000
32 5,5 43 10 9 122 850 40 m 1120 032000
38 6 50 10 9 135 1150 40 m 1120 038000
40 6 52 10 9 140 1210 40 m 1120 040000
45 6 57 10 9 260 1320 40 m 1120 045000
50 6 62 10 9 175 1460 40 m 1120 050000
65 6,5 78 10 9 230 2000 40 m 1120 065000
70 7 84 10 9 300 2510 40 m 1120 070000
76 7 90 10 9 410 2600 40 m 1120 076000

COBIFOOD STAR SP

FDA

Stahl

Suitable couplings and accessories

Food couplings 
up on page 102

Alu-clamping shells
up on page 96
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COBIFOOD FDA SP
Milk handling hose
for milk tankers. For unloading of milk in dairies and stationary filling 
equipment. Also for transport of other liquid foodstuffs such as wine, beer, 
cider, fruit juice, vinegar and alcohol up to 96%.

Temperature range -30°C up to +80°C, for short time sterilizable with 
steam up to max.+110 °C

Internal lining NR, white, smooth

External Cover NR, blue, fine fabric figured, not rub off
Inlays synthetic textile inlay with steel spiral

Regulation/Licenses EU-regulation no. 1935/2004, 2023/2006, FDA 
direction 21 CFR 177.2600., BfR recommendation  
XXI cat. 2

Safety 3:1

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

vacuum
(m WC)

bending radius
(mm)

weight
(g/m)

length
(m)

unit order.-no.

25 5,5 36 6 9 50 700 40 m 1114 025000
32 5,5 43 6 9 64 820 40 m 1114 032000
38 5,5 49 6 9 76 1440 40 m 1114 038000
51 6 63 6 9 102 1790 40 m 1114 051000
63 6 75 6 9 126 2170 40 m 1114 063000
76 6,5 89 6 9 152 3030 40 m 1114 076000

COBIFOOD FDA SP

FDA

Stahl

COBIFOOD INDUSTRY SP
Food suction and pressure hose
for wine, beer, milk, oil, fats, cider, fruit juice and alcohol up to 96 %. For 
unloading bays, processing and filling plants and liquid foodstuff tankers. 
Additional as a hot air hose for tankers carrying products at temperatures up 
to +120°C.

Temperature range -30°C up to +100°C

Internal lining NBR, white, smooth

External Cover NBR/PVC, blue, fine fabric figured
Inlays synthetic textile inlay with steel spirals

Regulation/Licenses EU-regulation no. 1935/2004, 2023/2006, FDA 
direction 21 CFR 177.2600., BfR recommendation  
XXI cat. 2

Safety 3:1

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

vacuum
(m WC)

bending radius
(mm)

weight
(g/m)

length
(m)

unit order.-no.

25 6 37 10 9 40 920 40 m 1116 025000
32 6 44 10 9 55 1100 40 m 1116 032000
38 6 50 10 9 65 1260 40 m 1116 038000
50 6 62 10 9 100 1770 40 m 1116 050000
63 6,5 76 10 9 135 2240 40 m 1116 063000
75 7 89 10 9 190 3290 40 m 1116 075000
100 7,5 115 10 9 400 4400 40 m 1116 100000

COBIFOOD INDUSTRY SP

FDA

Stahl

Assembled hoses
We deliver complete assembled or pressed, ready-to-use hoses with the right hose coupling and a safety connection.
Ask about our options.
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COBISTEAM MILK
Low-pressure dairy steam hose
multifunctional applicable as cleaning hose in dairies, food safe and fat-
resistant.

Temperature range -30°C up to +95°C, for short time up to max. 
+164°C in an open system

Internal lining NBR, white, smooth, food-resistant

External Cover NBR, blue, fabric figured, high abrasion-proof, fat-
resistant

Inlays textile inlay

Regulation/Licenses FDA-quality

Safety 3:1

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

BP
(bar)

bending radius
(mm)

weight
(g/m)

length
(m)

unit order.-no.

13 6 25 10 30 130 530 40 m 1105 013000
19 6 31 10 30 190 670 40 m 1105 019000
25 6 37 10 30 250 800 40 m 1105 025000

COBISTEAM MILK

FDA

+

COBISTEAM MILK 160
Steam hose for the food industry
suitable for liquid food, wine, milk, beer, water, soda. Resistant to alcohol up 
to 90%.

Temperature range -30°C up to +160°C

Internal lining EPDM, food resistant, white, smooth

External Cover EPDM, weather resistant, blue, smooth

Inlays synthetic textile inlay

Regulation/Licenses EU-regulation no. 1935/2004, 2023/2006, FDA 
direction 21 CFR 177.2600.

Safety 3:1

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

BP
(bar)

bending radius
(mm)

weight
(g/m)

length
(m)

unit order.-no.

10 4 18 10 30 75 250 40 m 1111 010000
13 4,5 22 10 30 95 350 40 m 1111 013000
16 4,5 25 10 30 110 410 40 m 1111 016000
19 5 29 10 30 135 540 40 m 1111 019000
25 5,5 36 10 30 180 740 40 m 1111 025000
32 7 46 20 60 260 1040 40 m 1111 032000

COBISTEAM MILK 160

FDA

+

Suitable couplings and accessories

Food couplings 
up on page 102

Alu-clampings shells
up on page 96
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COBISTEAM EN
High-pressure hot steam hose
for conveying saturated steam and hot water, good chemical-resistance.

Temperature range -40°C up to +210°C for saturated steam, hot water 
max. +90°C at max. 10 bar

Internal lining EPDM, black, smooth, steam- and chemical-
resistant, electrical conductive

External Cover EPDM, black, fabric figured, oil-, weather-, ozon-  
and chemical-resistant, electrical conductive

Inlays steel braiding inlay

Regulation/Licenses EN ISO 6134

Safety 10:1 at +20°C

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

BP
(bar)

bending radius
(mm)

weight
(g/m)

length
(m)

unit order.-no.

19 7 33 18 180 95 760 40 m 1108 019000
25 7,5 40 18 180 125 950 40 m 1108 025000
32 8 48 18 180 160 1300 40 m 1108 032000
38 8 54 18 180 190 1700 40 m 1108 038000
51 9 69 18 180 270 2560 40 m 1108 051000

COBISTEAM EN

+

Suitable couplings and accessories

Hose nozzle according to 
DIN 2628 
up on page 94

Clampins shells
up on page 96
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COBIAIR CLEAR
PVC hose
suitable for air, water and food, conditional oil-and chemical-resistant. 
Suitable for hydraulic systems with low pressure.

Temperature range -15°C up to +60°C

Structure soft PVC, crystal clear, inside and outside smooth

Regulation/Licenses suitable for food according to EU-regulation no. 
10/2011

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

weight
(g/m)

length
(m)

unit order.-no.

2 1 4 12 100 m 1205 002000
3 1 5 16 100 m 1205 003000
4 1 6 20 100 m 1205 004000
4 1,5 7 32 100 m 1205 004015
5 1,5 8 35 100 m 1205 005000
5 1 7 24 100 m 1205 005001
6 1,5 9 45 100 m 1205 006000
6 1 8 28 100 m 1205 006001
6 2 10 64 100 m 1205 006002
7 1,5 10 50 50 m 1205 007000
8 2 12 84 50 m 1205 008000
8 1,5 11 55 50 m 1205 008015
9 1,5 12 61 50 m 1205 009000
10 2 14 90 50 m 1205 010000
12 2 16 110 50 m 1205 012000
13 3 19 170 50 m 1205 013000
15 2 19 130 50 m 1205 015000
16 3 22 220 50 m 1205 016000
16 2 20 140 50 m 1205 016002
18 2,5 23 195 50 m 1205 018000
19 3,5 26 280 50 m 1205 019000
20 2 24 173 50 m 1205 020000
22 2,5 27 235 50 m 1205 022000
25 3 31 330 50 m 1205 025000
30 3,5 37 460 50 m 1205 030000
32 4 40 550 25 m 1205 032000
40 5 50 900 25 m 1205 040000

COBIAIR CLEAR

Suitable couplings and accessories

Air couplings 
up on page 115

2-ear-clamps
up on page 89
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COBIAIR
PVC compressed air hose
suitable for air, water and food, conditional oil-and chemical-resistant. 
Suitable for hydraulic systems with low pressure.

Temperature range -20°C up to +60°C

Structure soft PVC, crystal clear, inside and outside smooth

Inlays with polyester yarn inlay

Regulation/Licenses suitable for food according to EU-regulation no. 
10/2011 (classes A, B, C)

Labelling Ø mm - working pressure - name - „glass-fork-sign“

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

weight
(g/m)

length
(m)

unit order.-no.

4 3 10 26 80 50 m 1201 004000
5 3 11 26 90 50 m 1201 005000
6 3 12 20 106 50 m 1201 006000
8 3 14 20 130 50 m 1201 008000
9 3 15 22 140 50 m 1201 009000
10 3 16 15 153 50 m 1201 010000
10 3 16 15 155 25 m 1201 010025
13 3 19 15 189 50 m 1201 013000
16 3 22 10 223 50 m 1201 016000
19 4 27 10 308 50 m 1201 019000
25 4,5 34 8 453 25 m 1201 025000
32 4 40 8 564 25 m 1201 032000
38 5 48 7 860 25 m 1201 038000
50 5,5 61 6 1200 25 m 1201 050000

Also colored covered or transparent available!

COBIAIR

Further explanation

COBIAIR available on request
covered in color or colored transparent!

Suitable couplings and accessories

Air couplings
up on page 115

2-ear-clamps
up on page 89
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COBIKOMPRESS
Compressor hose
for passing compressed air, oil mist resistant.

Temperature range -30°C up to +50°C

Internal lining rubber, black, smooth

External Cover rubber, black, smooth, weather resistant

Inlays textile inlay

Safety 3:1

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

BP
(bar)

weight
(g/m)

length
(m)

unit order.-no.

6 3,5 13 10 30 130 40 m 1215 006000
9 3,5 16 10 30 200 40 m 1215 009000

COBIKOMPRESS

COBIPRESS
Compressed air hose
suitable for air containing lubricants and oil mist.

Temperature range -30°C up to +85°C

Internal lining SBR, black, smooth

External Cover SBR, black, smooth, ageing and weather resistant

Inlays textile inlay

Regulation/Licenses DIN 20018

Safety 4:1

Labelling HB DIN 20018 quarter - year

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

BP
(bar)

weight
(g/m)

length
(m)

unit order.-no.

13 5 23 10 40 400 40 m 1217 013000
19 6 31 10 40 680 20 m 1217 019020
19 6 31 10 40 680 40 m 1217 019040
25 7 39 10 40 1000 40 m 1217 025000

COBIPRESS

COBIPRESS SL
EPDM compressed air hose, super light
extremely light, dimensionally stable air hose, can be fully driven over.

Temperature range -40°C up to +80°C

Internal lining EPDM

External Cover braided synthetic fabric, blue

Inlays nylon inlay

Safety 3:1

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

BP
(bar)

bending radius
(mm)

weight
(g/m)

length
(m)

unit order.-no.

19 2 23 30 90 45 150 20 m 1229 019020
19 2 23 30 90 45 150 40 m 1229 019040
19 2 23 30 90 45 150 60 m 1229 019060

COBIPRESS SL

Suitable couplings and accessories

Compressed air couplings 
up on page 116

Hose clamps according to  
DIN 20039
up on page 89
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COBIPRESS 20
Compressed air hose
suitable for air containing lubricants and water, for heavy applications

Temperature range -30°C up to +85°C

Internal lining SBR, black, smooth

External Cover SBR, yellow, smooth, weather resistant

Inlays textile inlay

Safety 3:1

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

BP
(bar)

bending radius
(mm)

weight
(g/m)

length
(m)

unit order.-no.

13 5 23 20 60 104 440 40 m 1219 013000
19 6 31 20 60 152 660 40 m 1219 019000
25 7 39 20 60 210 1080 40 m 1219 025000

COBIPRESS 20

COBIPRESSCORD 20
Compressed air hose
very robust and flexible compressed air hose suitable for air containing 
lubricants, oil-mist and water for heavy applications.

Temperature range -25°C up to +70°C

Internal lining NBR, black, smooth

External Cover SBR, yellow, fabric figured, weather resistant
Inlays textile inlay

Safety 3:1

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

BP
(bar)

weight
(g/m)

length
(m)

unit order.-no.

38 6 50 20 60 1190 40 m 1221 038000
51 7,5 66 20 60 1880 40 m 1221 051000

COBIPRESSCORD 20

COBIPRESSCORD 25
Compressed air hose
very robust and flexible compressed air hose suitable for air containing 
lubricants, oil-mist and water.

Temperature range -30°C up to +80°C

Internal lining SBR, black, smooth

External Cover SBR, yellow, fabric figured, weather resistant
Inlays textile inlay

Safety 3,2:1

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

BP
(bar)

weight
(g/m)

length
(m)

unit order.-no.

25 7 39 25 80 1050 40 m 1220 025000
32 7 46 25 80 1390 40 m 1220 032000
38 8 54 25 80 1490 40 m 1220 038000
53 10 73 25 80 1960 40 m 1220 053000
76 11 98 25 80 2480 40 m 1220 076000
102 14 130 25 80 4150 20 m 1220 102000

COBIPRESSCORD 25

COBIPRESS FLAT
Compressed air flat hose
for industry, construction and agriculture, for compressed air, sprinkling and 
irrigation, sewer cleaning, sewage, oil, mild acids and alkalis.

Temperature range -30°C up to +100°C

Structure nitrile rubber, smooth, outside longitudinal 
corrugated, yellow

Inlays textile yarn inlay

Safety 3:1

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

BP
(bar)

weight
(g/m)

length
(m)

unit order.-no.

20 2,3 24,6 20 60 160 60 m 1228 020060
27 2,4 31,8 20 60 180 100 m 1228 027100
52 2,4 56,8 17 50 420 100 m 1228 052100

COBIPRESS FLAT
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COBIFIELD 40B
PVC pest control hose 40 bar
for sprayers, resistant to pesticides and fertilizers. UV-, weather- and oil-
resistant.

Temperature range -10°C up to +60°C

Structure synthetic, inside black, smooth, outside light blue, 
smooth

Inlays textile inlay

Safety 3:1

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

BP
(bar)

bending radius
(mm)

weight
(g/m)

length
(m)

unit order.-no.

10 3,5 17 40 120 100 200 50 m 1231 010000
12 4 20 40 120 125 270 50 m 1231 012000
16 4 24 40 120 160 340 50 m 1231 016000
19 4,5 28 40 120 190 450 50 m 1231 019000
25 5 35 40 120 250 630 50 m 1231 025000
32 6,5 45 40 120 320 810 50 m 1231 032000

UV

COBIFIELD 40B

COBIFIELD 40S
PVC pest control hose 40 bar
for sprayers, resistant to pesticides and fertilizers. UV-, weather- and oil-
resistant.

Temperature range -10°C up to +60°C

Structure synthetic, inside black, smooth, outside black, 
smooth

Inlays textile inlay

Safety 3:1

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

BP
(bar)

bending radius
(mm)

weight
(g/m)

length
(m)

unit order.-no.

10 3,5 17 40 120 100 200 50 m 1232 010000
12 4 20 40 120 125 270 50 m 1232 012000
16 4 24 40 120 160 340 50 m 1232 016000
19 4,5 28 40 120 190 450 50 m 1232 019000
25 5 35 40 120 250 630 50 m 1232 025000

UV

COBIFIELD 40S

COBIFIELD 80
PVC pest control hose 80 bar
for sprayers, resistant to pesticides and fertilizers. UV-, weather- and oil-
resistant.

Temperature range -10°C up to +60°C

Structure synthetic, inside black, smooth, outside dark blue, 
smooth

Inlays textile inlay

Safety 3:1

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

BP
(bar)

bending radius
(mm)

weight
(g/m)

length
(m)

unit order.-no.

10 4 18 80 240 100 240 50 m 1233 010000
12 4,5 21 80 240 125 310 50 m 1233 012000
19 5,5 30 80 240 190 520 50 m 1233 019000

UV

COBIFIELD 80

Suitable couplings and accessories

PP-hose nozzles
up on page 256

Worm thread-clamps 
up on page 80
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and fittings

Air hoses
Ventilation hoses
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COBILUTT
Air tube hose, flame retardant
air tube hose with outside constant welded steel wire spiral, corrosion-
resistant, with end side free film around 20 cm long. Delivery includes: Air 
tube hose and 1 x band with clamping handle
Temperature range -25°C for short time up to +100°C
Regulation/Licenses DIN 4102-B2

inner-Ø
(mm)

spiral distance
(mm)

length
(m)

unit order.-no.

205 200 3 pcs. 1280 205003
305 200 3 pcs. 1280 305003
305 200 5 pcs. 1280 305005
305 200 6 pcs. 1280 305006
305 200 7 pcs. 1280 305007
305 200 10 pcs. 1280 305010
320 200 5 pcs. 1280 320005
400 200 2 pcs. 1280 400002
400 200 4 pcs. 1280 400004
400 200 6 pcs. 1280 400006
800 200 3 pcs. 1280 800003

Other sizes and lengths available on request!

COBILUTT

COBIDUST FLEX
Industry vacuum cleaner hose
suitable for industry cleaner, textile- and woodworking machines. Very light 
and flexible quality.
Temperature range -25°C up to +65°C
Structure EVA, black, electrical conductive, DIN 53482
Ohmic resistance <10 high 11 Ω

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

vacuum
(m WC)

bending radius
(mm)

weight
(g/m)

length
(m)

unit order.-no.

38 4,6 47,2 5 80 305 30 m 1276 038000
50 5,2 60,4 5 102 435 30 m 1276 050000
60 6 72 5 122 670 30 m 1276 060000

COBIDUST FLEX

COBIDUST SUPERFLEX
Industry vacuum cleaner hose
for the vacuum cleaner industry and the mechanical engineering. In the 
ventilation and the construction drying. Also suitable to the suction cleaning 
of welding smoke without flying sparks.
Temperature range 0°C up to +85°C
Structure 2 layers PVC hose with axially and radial thread 

amplification and rotary-firmly embedded PVC 
coated feather steel spiral, inside smooth

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

vacuum
(m WC)

bending radius
(mm)

weight
(g/m)

length
(m)

unit order.-no.

32 0,6 / 3 38 1,5 2 32 280 15 m 1289 032000
38 0,7 / 3 44 1,4 2 38 340 15 m 1289 038000
41 0,7 / 3 47 1,4 1,8 41 370 15 m 1289 041000
44 0,7 / 3 50 1,3 1,6 44 380 15 m 1289 044000
51 0,7 / 3 57 1,3 1,5 51 460 15 m 1289 051000
63 0,7 / 3 69 1 1,4 62 530 15 m 1289 063000
76 0,7 / 3 82 0,8 1 76 680 10 m 1289 076000

COBIDUST SUPERFLEX

Stahl
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COBIDUST STEAM
High temperature exhaust ventilation hose
suitable for suction of hot air and fumes, good resistance against chemicals. 
Very light, flexible and abrasion proof quality.
Temperature range -40°C up to +125°C

Structure PP/EPDM, black with green stripes, with steel wire, 
inside and outside corrugated

inner-Ø
(mm)

wall
(mm)

vacuum
(m WC)

bending radius
(mm)

weight
(g/m)

length
(m)

unit order.-no.

40 0,4 2 32 200 20 m 1278 040000
51 0,4 2 40 250 20 m 1278 051000
60 0,4 1,7 50 290 20 m 1278 060000
76 0,5 1,7 65 460 20 m 1278 076000
80 0,5 1,6 65 500 20 m 1278 080000
90 0,5 1,6 75 580 20 m 1278 090000
102 0,6 1,3 85 610 15 m 1278 102000
110 0,6 1,2 90 660 15 m 1278 110000
127 0,65 1 105 830 15 m 1278 127000
152 0,65 0,8 125 1010 15 m 1278 152000
160 0,65 0,7 130 1090 15 m 1278 160000
203 0,65 0,4 165 1480 15 m 1278 203000
305 0,65 0,3 250 2380 10 m 1278 305000

COBIDUST STEAM

+ Stahl

COBIDUST SIL 2
High temperature silicon exhaust ventilation hose
very flexible hose made of two layers of fiberglass, silicone coated, suitable 
for exhaust industrial ventilation, automotive and plastic industry.

Temperature range -80°C up to +250°C

Structure 2 plies of silicon, red with steel wire and double 
outer glass cord

inner-Ø
(mm)

WP
(bar)

vacuum
(m WC)

bending radius
(mm)

weight
(g/m)

length
(m)

unit order.-no.

38 2,6 5,8 18 310 4 pcs. 1277 038000
51 2,6 5,3 24 350 4 pcs. 1277 051000
63 2,4 4,6 31 490 4 pcs. 1277 063000
70 2,3 4,6 35 530 4 pcs. 1277 070000
83 2,1 4 42 640 4 pcs. 1277 083000
89 2,1 4 44 690 4 pcs. 1277 089000
102 1,9 3,5 52 770 4 pcs. 1277 102000
127 1,4 2,1 64 1000 4 pcs. 1277 127000
152 1,2 1,7 75 1200 4 pcs. 1277 152000
160 1,1 1,5 80 1280 4 pcs. 1277 160000
203 0,7 1 101 1650 4 pcs. 1277 203000

+

COBIDUST SIL 2

Stahl
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COBIDUST L
Super lightweight polyurethane suction and blast hose, 
antistatic
for vapours, small industrial cleaning and suction plants. Can be used as 
protection sleeve. Suitable for suction of smoke and deciduous gases, dust 
suction of dry food according to EU 10/2011. Very light, flexible and abrasion-
proof quality. Resistant to mineral oils, ageing, ozone and atmospherical 
agents, axially compressible about 5:1. Antistatic in accordance with TRBS 
2153 by grounding the spiral. Not resistant to microbes and hydrolysis.

Temperature range -40°C up to +90°C

Structure Ester based polyurethane, transparent, with 
coppered steel wire spiral, inside and outside 
corrugated

inner-Ø
(mm)

wall
(mm)

vacuum
(m WC)

bending radius
(mm)

weight
(g/m)

length
(m)

unit order.-no.

38 0,4 2 30 175 10 m 1270 038000
40 0,4 2 32 185 10 m 1270 040000
45 0,4 2 36 205 10 m 1270 045000
51 0,4 0,2 40 230 10 m 1270 051000
60 0,4 1,7 50 265 10 m 1270 060000
63 0,4 1,7 55 275 10 m 1270 063000
65 0,4 1,7 56 285 10 m 1270 065000
70 0,43 1,7 60 375 10 m 1270 070000
76 0,43 1,7 65 405 10 m 1270 076000
80 0,43 1,6 65 420 10 m 1270 080000
90 0,43 1,6 75 470 10 m 1270 090000
102 0,53 1,3 85 530 10 m 1270 102000
110 0,53 1,2 90 570 10 m 1270 110000
120 0,53 1 100 620 10 m 1270 120000
127 0,63 1 105 755 10 m 1270 127000
130 0,63 0,8 105 770 10 m 1270 130000
140 0,63 0,8 115 830 10 m 1270 140000
152 0,63 0,8 125 890 10 m 1270 152000
160 0,63 0,7 130 935 10 m 1270 160000
180 0,63 0,5 150 1210 10 m 1270 180000
203 0,63 0,4 165 1360 10 m 1270 203000
228 0,63 0,4 185 1525 10 m 1270 228000
254 0,65 0,4 210 1845 10 m 1270 254000
305 0,65 0,3 250 2205 10 m 1270 305000
356 0,65 0,3 300 2570 10 m 1270 356000
406 0,75 0,3 350 3150 10 m 1270 406000

COBIDUST L

Stahl

TRBS 2153

Suitable couplings and accessories

Bridge clamps 
up on page 88

Bridge clamps 
up on page 88
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COBIDUST KK
PVC suction and blast hose
suitable for suction of air, fumes, gas, powders, sawing, dust. For aerating 
and conditioning plants, wood working plants, for agriculture as drill machine 
hose, for conveying of gaseous media. Very light and flexible quality. 
Resistant to atmospheric influences and chemical substances.
Temperature range -15°C up to +60°C

Structure soft PVC, grey, inside smooth, with embedded hard 
PVC spiral, outside corrugated

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

vacuum
(m WC)

bending radius
(mm)

weight
(g/m)

length
(m)

unit order.-no.

20 0,8 / 2,4 24,8 1 5 30 125 30 m 1263 020000
25 1 / 2,5 30 1 5 25 140 50 m 1263 025000
30 1 / 2,8 35,6 1 5 30 220 50 m 1263 030000
32 1 / 2,9 37,8 1 5 32 230 50 m 1263 032000
35 1 / 3 41 1 4 35 260 50 m 1263 035000
38 1 / 3,2 44,4 1 4 38 280 50 m 1263 038000
40 1 / 3,3 46,6 1 4 40 290 50 m 1263 040000
50 1 / 3,9 57,8 0,5 4 50 430 50 m 1263 050000
55 1 / 3,9 62,8 0,5 4 55 470 50 m 1263 055000
60 1 / 4 68 0,5 4 60 510 50 m 1263 060000
76 1,2 / 4,3 84,6 0,3 4 76 690 50 m 1263 076000
80 1,2 / 4,8 89,6 0,3 4 80 700 50 m 1263 080000
100 1,2 / 5,4 110,8 0,3 4 100 980 30 m 1263 100000
110 1,3 / 5,6 121,2 0,3 4 110 1400 30 m 1263 110000
120 1,3 / 5,6 131,2 0,3 4 120 1500 30 m 1263 120000
127 1,3 / 5,6 138,2 0,3 4 127 1250 30 m 1263 127000
150 1,3 / 6,1 162,2 0,3 4 150 1700 20 m 1263 150000
200 1,5 / 6,6 213,2 0,3 4 400 2400 20 m 1263 200000

COBIDUST KK

PVC

Suitable couplings and accessories

Bridge clamps 
up on page 88

Bridge clamps 
up on page 88
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COBIORPU
Light weight Polyurethane exhaust ventilation hose
suitable for powder, grain mixture, wood shaving, dust, isolating materials, 
grass and deciduous exhaust ventilation, food and chemicals. Very moveable 
and abrasion-proof PU hose for light applications. Microbes and hydrolysis 
resistant.

Temperature range -40°C up to +80°C

Structure Ether based polyurethane, transparent, with 
embedded food grade ivory hard PVC spiral inside 
smooth, outside corrugated

Regulation/Licenses Food grade according to FDA Reg. CFR 21 -Item 
177.2600, EU Regulation 10/2011, (classes A, B, C, 
D2)

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

vacuum
(m WC)

bending radius
(mm)

weight
(g/m)

length
(m)

unit order.-no.

20 0,4 / 2,5 25 2,5 25 115 20 m 1333 020000
25 0,4 / 2,6 30,2 2,5 30 140 20 m 1333 025000
32 0,4 / 2,6 37,2 2 35 180 20 m 1333 032000
35 0,5 / 2,7 40,4 2 45 200 20 m 1333 035000
38 0,5 / 2,8 43,6 2 50 220 20 m 1333 038000
40 0,5 / 2,8 45,6 2 60 230 20 m 1333 040000
45 0,5 / 2,9 50,8 2 65 270 20 m 1333 045000
52 0,5 / 3,2 58,4 2 70 320 20 m 1333 052000
55 0,5 / 3,4 61,8 2 75 400 20 m 1333 055000
60 0,5 / 3,6 67,2 1,6 80 470 20 m 1333 060000
63 0,5 / 3,6 70,2 1,6 80 510 20 m 1333 063000
70 0,6 / 3,9 77,8 1,6 95 550 30 m 1333 070000
76 0,6 / 3,9 83,8 1,6 100 600 30 m 1333 076000
80 0,6 / 4,2 88,4 1,6 110 650 30 m 1333 080000
90 0,6 / 4,3 98,6 1,4 125 750 30 m 1333 090000
100 0,6 / 4,4 108,8 1,3 140 820 20 m 1333 100000
110 0,6 / 4,7 119,4 1,2 150 950 30 m 1333 110000
127 0,6 / 5 137 1 170 1150 20 m 1333 127000
150 0,7 / 5,3 160,6 0,8 200 1500 20 m 1333 150000
160 0,7 / 6,7 173,4 0,7 220 1940 10 m 1333 160000
180 0,7 / 6,7 193,4 0,4 250 2140 10 m 1333 180000
200 0,7 / 6,7 213,4 0,4 260 2300 10 m 1333 200000
300 0,8 / 7,7 315,4 0,3 350 4100 10 m 1333 300000

COBIORPU

FDA

PVC

COBIORPU AS
Polyurethane exhaust ventilation hose, antistatic
suitable for powder, grain mixture, wood shaving, dust, isolating materials, 
grass and deciduous exhaust ventilation, food and chemicals. Very moveable 
and abrasion-proof PU hose for light applications. Microbes and hydrolysis 
resistant. Antistatic thanks to revolving cooper braid.

Temperature range -40°C up to +80°C

Structure Ether based polyurethane, transparent, with 
embedded food grade ivory hard PVC spiral inside 
smooth, outside corrugated

Inlays copperbraid

Regulation/Licenses Food grade according to FDA Reg. CFR 21 -Item 
177.2600, EU Regulation 10/2011, (classes A, B, C, 
D2)

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

vacuum
(m WC)

bending radius
(mm)

weight
(g/m)

length
(m)

unit order.-no.

38 0,5 / 2,8 43,6 2 50 220 20 m 1341 038000
40 0,5 / 2,8 45,6 2 60 230 20 m 1341 040000
52 0,5 / 3,2 58,4 2 70 310 20 m 1341 052000
60 0,5 / 3,6 67,2 1,6 80 470 20 m 1341 060000
76 0,6 / 4 84 1,6 100 660 30 m 1341 076000
100 0,6 / 4,5 109 1,3 140 820 20 m 1341 100000

COBIORPU AS

FDA

Cu
Litze

PVC
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COBIPUR L
Middle heavy polyurethane exhaust ventilation hose, food 
resistant, antistatic
exhaust ventilation and transport of abrasive, granulate figured media, dry 
foods like rice, grain, sugar, flour and frozen foods also for pharmaceuticals. 
Odourless and tasteless, microbes and hydrolysis resistant, good resistance 
to oil, gasoline and chemicals.

Temperature range -40°C up to +90°C, for short time up to +125°C

Structure Ether based polyurethane spiral hose with cast steel 
wire, transparent, inside smooth, outside corrugated

Regulation/Licenses Food grade wall according to EU-Directive 10/2011, 
2015/174, EC 1935/2004, FDA 21 CFR 177.2600

Ohmic resistance permanently antistatic wall in accordance with ISO 
8031 electrical and surface resistance <10 high 9 Ω 
and in accordance with TRGS 727 <2,5*10 high 8 Ω

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

vacuum
(m WC)

bending radius
(mm)

weight
(g/m)

length
(m)

unit order.-no.

32 0,7 / 3,5 39 1,9 5,9 27 270 10 m 1266 032000
38 0,7 / 3,5 45 1,6 4,9 31 310 10 m 1266 038000
40 0,7 / 3,5 47 1,5 4,7 32 330 10 m 1266 040000
50 0,7 / 3,5 57 1,2 3,8 38 400 10 m 1266 050000
60 0,7 / 3,5 67 1 3,1 44 480 10 m 1266 060000
65 0,7 / 2,5 70 0,9 2,9 47 520 10 m 1266 065000
70 0,7 / 3,5 77 0,9 1,8 50 560 10 m 1266 070000
75 0,7 / 3,5 82 0,8 1,7 53 590 10 m 1266 075000
80 0,7 / 3,5 87 0,8 1,6 56 640 10 m 1266 080000
90 0,7 / 3,5 97 0,7 1,4 62 720 10 m 1266 090000
100 0,7 / 3,5 107 0,6 1,3 68 800 10 m 1266 100000
110 0,7 / 3,5 117 0,5 1,2 74 870 10 m 1266 110000
120 0,7 / 3,5 127 0,5 1,1 80 950 10 m 1266 120000
125 0,7 / 3,5 132 0,5 1,1 83 980 10 m 1266 125000
150 0,7 / 3,5 157 0,4 0,7 98 1400 10 m 1266 150000
160 0,7 / 3,5 167 0,4 0,7 104 1500 10 m 1266 160000
180 0,7 / 3,5 187 0,3 0,6 116 1670 10 m 1266 180000
200 0,7 / 3,5 207 0,3 0,5 128 1860 10 m 1266 200000
225 0,7 / 3,5 232 0,2 0,5 143 2080 10 m 1266 225000
250 0,7 / 3,5 257 0,2 0,4 158 2310 10 m 1266 250000
300 0,7 / 3,5 307 0,2 0,3 188 2770 10 m 1266 300000
400 0,7 / 3,5 407 0,1 0,3 248 4170 10 m 1266 400000

COBIPUR L

+ Stahl

FDA

COBIPUR L GRAS
Middle heavy polyurethane exhaust ventilation hose
exhaust ventilation and transport of grass and leaves and abrasive media. 
Microbes and hydrolysis resistant.

Temperature range -40°C up to +90°C, for short time up to +125°C

Structure Ester based polyurethane, transparent, with 
coppered polyurethane coated steel wire spiral, 
inside smooth, outside corrugated

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

vacuum
(m WC)

bending radius
(mm)

weight
(g/m)

length
(m)

unit order.-no.

152 0,9 / 4,5 161 1 170 1515 10 m 1268 150000
180 0,9 / 5 190 0,5 210 1690 10 m 1268 180000
203 0,9 / 5 213 0,5 230 1790 10 m 1268 200000
225 0,9 / 5 235 0,5 240 1970 10 m 1268 225000
254 0,9 / 5 264 0,3 290 2225 10 m 1268 250000
305 0,9 / 5 315 0,2 350 3060 10 m 1268 300000

COBIPUR L GRAS

+ Stahl

Suitable couplings and accessories

Bridge clamps 
up on page 88

Bridge clamps 
up on page 88
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COBIPUR P1
Light polyurethane exhaust ventilation hose
exhaust ventilation and transport of abrasive, granulate figured media. 
Microbes and hydrolysis resistant.

Temperature range -30°C up to +100°C

Structure Ether based polyurethane spiral hose with PVC-
coated steel spiral, transparent, food safe

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

vacuum
(m WC)

bending radius
(mm)

weight
(g/m)

length
(m)

unit order.-no.

20 0,7 / 1,15 22,3 1,6 4 19 110 10 m 1258 020000
25 0,7 / 1,15 27,3 1,6 4 25 160 10 m 1258 025000
32 0,7 / 1,15 34,3 1,4 4 32 185 10 m 1258 032000
38 0,7 / 1,15 40,3 1,4 4 38 220 10 m 1258 038000
40 0,7 / 1,15 42,3 1,4 4 40 230 10 m 1258 040000
45 0,7 / 1,15 47,3 1,4 4 45 250 10 m 1258 045000
50 0,7 / 1,9 53,8 1,3 4 50 420 10 m 1258 050000
60 0,7 / 1,9 63,8 1,3 3 60 480 10 m 1258 060000
63 0,7 / 1,9 66,8 1,1 3 63 530 10 m 1258 063000
70 0,7 / 1,9 73,8 0,9 3 70 580 10 m 1258 070000
75 0,7 / 1,9 78,8 0,8 3 75 630 10 m 1258 075000
80 0,7 / 1,9 83,8 0,8 2 80 680 10 m 1258 080000
90 0,7 / 1,9 93,8 0,7 2 90 740 10 m 1258 090000
102 0,8 / 2,2 106,4 0,6 2 100 800 10 m 1258 102000
110 0,8 / 2,2 114,4 0,6 2 110 850 10 m 1258 110000
120 0,8 / 2,2 124,4 0,6 2 120 900 10 m 1258 120000
125 0,8 / 2,2 129,4 0,4 2 125 980 10 m 1258 127000
140 0,8 / 2,2 144,4 0,25 1 140 1120 10 m 1258 140000
152 0,8 / 2,2 156,4 0,25 1 150 1200 10 m 1258 152000
160 0,8 / 2,2 164,4 0,25 1 160 1320 10 m 1258 160000
180 0,8 / 2,2 184,4 0,25 1 180 1410 10 m 1258 180000
203 0,8 / 2,2 207,4 0,25 1 200 1500 10 m 1258 203000
225 0,8 / 2,7 230,4 0,25 1 225 1880 10 m 1258 225000
250 0,8 / 2,7 255,4 0,25 1 250 1950 10 m 1258 254000
275 0,8 / 2,7 280,4 0,25 1 275 2210 10 m 1258 275000
300 0,8 / 2,7 305,4 0,25 1 300 2450 10 m 1258 300000
356 0,9 / 2,7 361,4 0,25 1 350 2840 10 m 1258 350000

COBIPUR P1

Stahl

COBIPUR R
Polyurethane exhaust ventilation hose, flame-retardant 
according to DIN 4102-B1, antistatic
suitable for wood shavings and wood exhaust ventilation. Conform to the 
safety regulations of the German Wood Trade Association. Not resistant to 
microbes and hydrolysis.

Temperature range -40°C up to +90°C, for short time up to +125°C

Structure Ester based polyurethane, transparent, with steel 
wire spiral, inside smooth, outside corrugated

Regulation/Licenses flame-retardant according to DIN 4102-B1, UL94-V2
Ohmic resistance permanently antistatic wall in accordance with ISO 

8031 electrical and surface resistance <10 high 9 Ω 
and in accordance with TRGS 727 <2,5*10 high 8 Ω

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

vacuum
(m WC)

bending radius
(mm)

weight
(g/m)

length
(m)

unit order.-no.

60 0,7 / 3,5 67 1 3,1 44 480 10 m 1326 060000
80 0,7 / 3,5 87 0,8 1,6 56 640 10 m 1326 080000
100 0,7 / 3,5 107 0,6 1,3 68 800 10 m 1326 100000
120 0,7 / 3,5 127 0,5 1,1 80 950 10 m 1326 120000
140 0,7 / 3,5 147 0,4 0,9 92 1090 10 m 1326 140000
150 0,7 / 3,5 157 0,4 0,7 98 1400 10 m 1326 150000
160 0,7 / 3,5 167 0,4 0,7 104 1500 10 m 1326 160000
180 0,7 / 3,5 187 0,3 0,6 116 1670 10 m 1326 180000
200 0,7 / 3,5 207 0,3 0,5 128 1860 10 m 1326 200000
250 0,7 / 3,5 257 0,2 0,4 158 2310 10 m 1326 250000
300 0,7 / 3,5 307 0,2 0,3 188 2770 10 m 1326 300000

COBIPUR R

+Stahl
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COBIPUR M
Polyurethane suction and conveying hose for middle 
heavy applications, antistatic
suitable for sharp-edged media, granulates, grit, sand, grain, powder and 
gases. Special model for middle heavy applications. Not resistant to microbes 
and hydrolysis. Good resistance to oil, gasoline and chemicals.

Temperature range -40°C up to +90°C, for short time up to +125°C

Structure Ester based polyurethane spiral hose with cast 
in steel wire, transparent, inside smooth, outside 
corrugated

Regulation/Licenses flame-retardant according to DIN 4102-B1, UL94-V2
Ohmic resistance permanently antistatic wall in accordance with ISO 

8031 electrical and surface resistance <10 high 9 Ω 
and in accordance with TRGS 727 <2,5*10 high 8 Ω

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

vacuum
(m WC)

bending radius
(mm)

weight
(g/m)

length
(m)

unit order.-no.

40 1,5 / 5 50 3 9,5 30 540 10 m 1329 040000
45 1,5 / 5 55 2,7 9,1 33 600 10 m 1329 045000
50 1,5 / 5 60 2,4 8,2 35 660 10 m 1329 050000
60 1,5 / 5 70 2 6,8 40 780 10 m 1329 060000
70 1,5 / 5,5 81 1,8 5,4 62 980 10 m 1329 070000
80 1,5 / 5,5 91 1,5 4,7 69 1110 10 m 1329 080000
90 1,5 / 5,5 101 1,4 4,2 76 1250 10 m 1329 090000
100 1,5 / 5,5 111 1,2 3,9 83 1490 10 m 1329 100000
110 1,5 / 5,5 121 1,1 3,5 90 1630 10 m 1329 110000
152 1,5 / 5,5 163 0,8 2,7 118 2410 10 m 1329 152000
200 1,5 / 6,5 213 0,6 1,5 156 3120 10 m 1329 200000
250 1,5 / 6,5 263 0,5 1,2 191 3880 10 m 1329 250000

COBIPUR M

+ Stahl

COBIPUR M Spezial
Polyurethane suction and conveying hose for middle 
heavy applications
suitable for sharp-edged media, granulates, grit, sand, grain. Special model 
for middle heavy applications. Not resistant to microbes and hydrolysis.

Temperature range -40°C up to +90°C, for short time up to +125°C

Structure Ester based polyurethane spiral hose with cast in 
steel wire, transparent, outside corrugated

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

vacuum
(m WC)

bending radius
(mm)

weight
(g/m)

length
(m)

unit order.-no.

127 2,5 / 7 141 4,6 255 3100 10 m 1329 127000
127 2,5 / 7 141 4,6 255 3100 15 m 1329 127015

COBIPUR M Spezial

+ Stahl

Suitable couplings and accessories

System Perrot
up on page 126

COBIQUICK
up on page 147

Heavy two-part 
clamps 
up on page 86
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COBIPUR S
Polyurethane suction and conveying hose for heavy 
applications, antistatic
suitable for sharp-edged media, granulates, gravel, sand, glass. Especially 
suitable for suction dredgers. Very flexible special model for heavy 
applications. Not resistant to microbes and hydrolysis. Good resistance to oil, 
gasoline and chemicals.

Temperature range -40°C up to +90°C, for short time up to +125°C

Structure Ester based polyurethane spiral hose with cast 
in steel wire, transparent, inside smooth, outside 
corrugated

Ohmic resistance permanently antistatic wall in accordance with ISO 
8031 electrical and surface resistance <10 high 9 Ω 
and in accordance with TRGS 727 <2,5*10 high 8 Ω

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

vacuum
(m WC)

bending radius
(mm)

weight
(g/m)

length
(m)

unit order.-no.

40 2,5 / 5,5 51 4,2 9,5 109 820 10 m 1330 040000
50 2,5 / 5,5 61 3,4 9,5 134 1000 10 m 1330 050000
75 2,5 / 6 87 2,3 9,5 195 1460 10 m 1330 075000
80 2,5 / 6 92 2,2 9,5 205 1550 10 m 1330 080000
90 2,5 / 6,5 103 2,1 9,5 250 2060 10 m 1330 090000
100 2,5 / 6,5 113 1,9 9,5 272 2270 10 m 1330 100000
100 2,5 / 6,5 113 1,9 9,5 272 2270 5 pcs. 1330 100005
127 2,5 / 6,5 140 1,5 8,9 336 2840 10 m 1330 127000
127 2,5 / 6,5 140 1,5 8,9 336 2840 15 m 1330 127015
152 2,5 / 7,5 165 1,3 8,3 435 3720 10 m 1330 152000
152 2,5 / 7,5 165 1,3 8,3 435 3720 5 pcs. 1330 152005
200 2,5 / 7 214 1 5,6 950 5940 10 m 1330 200000
250 2,5 / 7 264 0,8 4,4 1300 7350 10 m 1330 250000
250 2,5 / 7 264 0,8 4,4 1300 7350 5 pcs. 1330 250005
300 2,5 / 7 314 0,6 3,7 1575 8780 10 m 1330 300000

COBIPUR S

+Stahl

COBIIT PU
PVC/PU-suction- and pressure hose
especially suitable for the graveling and dewatering of flat roofs, suitable for 
grit, stones, sand, grain and other abrasive media. Robust and moveable 
quality.

Temperature range -25°C up to +60°C

Internal lining polyurethane 2,2 mm, red, mirror smooth

External Cover PVC, blue, with embedded white hard PVC spiral, 
outside light corrugated

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

vacuum
(m WC)

bending radius
(mm)

weight
(g/m)

length
(m)

unit order.-no.

76 7,2 90,4 4,5 9 470 2000 30 m 1328 076000
90 8 106 5,5 9 540 2600 30 m 1328 090000
102 9,4 120,8 4 9 600 3350 30 m 1328 102000
127 10 147 3,5 9 750 4400 30 m 1328 127000
152 12 176 3 9 900 6700 20 m 1328 152000

Also available with copper wire!

COBIIT PU

PVC

COBIIT PU SX
PVC/PU-suction- and pressure hose
suitable for grit, stones, sand, grain and other abrasive media. Robust and 
moveable quality.

Temperature range -20°C upt to +60°C

Internal lining polyurethane, transparent, smooth

External Cover Polyurethane spiral hose with embedded grey hard 
PVC spiral, outside light corrugated

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

vacuum
(m WC)

bending radius
(mm)

weight
(g/m)

length
(m)

unit order.-no.

127 8,5 144 3,5 8,5 508 3900 30 m 1331 127000

COBIIT PU SX

PVC
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COBISUPER PU
PVC/PU suction and pressure hose for middle heavy 
applications
suitable for grain, powder, grinding and mixing plants. Very flexible and 
abrasion-proof PVC suction and pressure hose with internal polyurethane 
coat and internal copper braid.

Temperature range -25°C up to +65°C

Internal lining polyurethane, transparent, smooth

External Cover PVC, transparent, with embedded orange hard 
PVC-spiral, light corrugated

Inlays internal copper braid

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

vacuum
(m WC)

bending radius
(mm)

weight
(g/m)

length
(m)

unit order.-no.

90 7 104 2,5 8 350 2150 30 m 1324 090000
90 7 104 2,5 8 350 2150 3,6 pcs. 1324 090036
90 7 104 2,5 8 350 2150 4,9 pcs. 1324 090049
90 7 104 2,5 8 350 2150 5,1 pcs. 1324 090051
90 7 104 2,5 8 350 2150 5,6 pcs. 1324 090056
90 7 104 2,5 8 350 2150 5,9 pcs. 1324 090059
102 7,8 117,6 2 8 380 2700 30 m 1324 102000
102 7,8 117,6 2 8 380 2700 4 pcs. 1324 102040
102 7,8 117,6 2 8 380 2700 4,9 pcs. 1324 102049
102 7,8 117,6 2 8 380 2700 5,9 pcs. 1324 102059

COBISUPER PU

Cu
Litze

PVC

COBIRANO PU AS
PVC/PU suction and pressure hose
suitable for grit, stones, sand, grain and other abrasive media. Robust and 
moveable quality.

Temperature range -25°C up to +60°C

Internal lining polyurethane, red, mirror smooth

External Cover PVC, grey, with embedded white hard PVC spiral, 
outside light corrugated

Inlays copper braid

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

vacuum
(m WC)

bending radius
(mm)

weight
(g/m)

length
(m)

unit order.-no.

80 6 92 3 9 320 1850 30 m 1334 080000
90 6,2 102,4 3 9 360 2150 30 m 1334 090000
90 6,2 102,4 3 9 360 2150 3,7 pcs. 1334 090037
90 6,2 102,4 3 9 360 2150 5,1 pcs. 1334 090051
90 6,2 102,4 3 9 360 2150 5,9 pcs. 1334 090059
102 7 116 3 8,5 410 2700 30 m 1334 102000
102 7 116 3 8,5 410 2700 4,9 pcs. 1334 102049
102 7 116 3 8,5 410 2700 5,7 pcs. 1334 102057
102 7 116 3 8,5 410 2700 7 pcs. 1334 102070

COBIRANO PU AS

Cu
Litze

PVC

Assembled hoses

We deliver complete assembled or pressed, ready-to-use hoses with the right hose coupling and a safety connection.
Ask about our options.

COBISUPER PU
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COBIPAL PU
PVC/PU suction and pressure hose for middle heavy 
applications
suitable for grain, powder, wood pellets, sand, quartz, gravel and granules. 
For silo vehicles, tank trucks and grinding and mixing systems. Very flexible 
and abrasion-proof PVC suction and pressure hose with internal polyurethane 
coat.

Temperature range -20°C up to +70°C

Internal lining Polyurethane 0,7 - 1,0 mm, transparent, smooth

External Cover PVC, transparent, with embedded white hard PVC-
spiral, light corrugated

Inlays Carbon thread

Ohmic resistance electrical and surface resistance of the inliner <10 
high 9 Ω

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

vacuum
(m WC)

bending radius
(mm)

weight
(g/m)

length
(m)

unit order.-no.

90 5 100 4 7 443 1940 3,9 pcs. 1390 090039
90 5 100 4 7 443 1940 4,9 pcs. 1390 090049
90 5 100 4 7 443 1940 5,7 pcs. 1390 090057
102 5 112 4 7 499 2310 4,9 pcs. 1390 102049
102 5 112 4 7 499 2310 5,7 pcs. 1390 102057

COBIPAL PU

PVC

Assembled hoses

We deliver complete assembled or pressed, ready-to-use hoses with the right hose coupling and a safety connection.
Ask about our options.

COBIPAL PU

Suitable couplings and accessories

Hose connector for 
a smooth flow
up on page 107

System Storz for 
a smooth flow
up on page 107
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COBIORPU ME AS
Polyurethane exhaust ventilation hose for middle heavy 
applications
for abrasive media such as pellets, granulates and dust. Finds optimal 
application in the plastic and ceramic Industry. Can be used in woodworking 
under severe conditions. Antistatic thanks to revolving copper braid. 
Resistant to a variety of chemical substances. UV, ozone and weather 
resistant. Not resistant to microbes and hydrolysis.

Temperature range -40°C up to +80°C

Structure Ester based polyurethane, transparent, inside 
smooth, outside corrugated, with embedded dark 
grey hard PVC spiral

Inlays copper braid

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

vacuum
(m WC)

bending radius
(mm)

weight
(g/m)

length
(m)

unit order.-no.

40 0,9 / 3,6 47,2 3 140 360 30 m 1343 040000
51 0,9 / 4,5 60 3 175 555 30 m 1343 051000
60 1 / 4,5 69 3 200 660 30 m 1343 060000
65 1 / 4,5 74 3 230 705 30 m 1343 065000
70 1 / 4,5 79 3 250 775 30 m 1343 070000
80 1 / 5 90 2,5 290 920 30 m 1343 080000
102 1 / 5,7 113,4 2,5 400 1310 30 m 1343 102000

COBIORPU ME AS

Cu
Litze

PVC

COBIGRANU PU FLEX
PVC/PU-suction- and pressure hose for middle heavy 
applications
suitable for GFK, PVC and PE granulates, other abrasive media, food 
powders like flours, grains, freeze dried foodstuffs. Antistatic thanks to 
revolving copper braid, high abrasion-proof and very flexible PVC suction 
and conveying hose with polyurethane internal cover. Resistant to a variety 
of chemical substances. UV, ozone and weather resistant. Microbial and 
hydrolysis resistant.

Temperature range -10°C up to +60°C

Internal lining Ether based polyurethane, transparent, smooth

External Cover PVC, transparent, with ivory hard PVC spiral and 
revolving PU coated copper braid, light corrugated

Inlays copper braid

Regulation/Licenses Food grade according to EU Regulation no 10/2011 
(classes A, B, C, D)

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

vacuum
(m WC)

bending radius
(mm)

weight
(g/m)

length
(m)

unit order.-no.

38 3,1 / 3,7 45,4 5 7 185 520 30 m 1325 038000
40 3,1 / 3,8 47,6 5 7 195 550 30 m 1325 040000
50 3,3 / 4,5 59 5 7 235 800 30 m 1325 050000
60 3,4 / 4,6 69,2 5 7 275 970 30 m 1325 060000
76 3,9 / 5,2 86,4 5 7 340 1380 30 m 1325 076000

COBIGRANU PU FLEX

Cu
Litze

PVC

Suitable couplings and accessories

System Storz 
up on page 104

System Kamlok
up on page 122

Worm-thread 
clamps 
up on page 80
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Hose testing and
Certification

Our service for you: Hose testing according to §2 Paragraph 7 of the 

Industrial Safety Ordinance:

• Visual inspection of the hose line

• Testing of compressive strength

• Leak test

• Testing of electrical resistance

• Identification of the hose line

• Documentation and creation of a 

acceptance test certificate 3.1 according to EN 10204: 2005

• Documentation and monitoring of the recurring inspection  

of your hose line
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COBITROM
Silo conveying hose
suitable for abrasive media, grain, cement, powder. Abrasion-proof rubber 
conveying hose.

Temperature range -30°C up to +85°C

Internal lining NR/SBR, black, smooth

External Cover SBR, black, fabric figured
Inlays copper braid, textile inlay

Ohmic resistance <10 high 6 Ω
Abrasion of lining ca. 90/100 mm³

Safety 3:1

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

BP
(bar)

bending radius
(mm)

weight
(g/m)

length
(m)

unit order.-no.

75 9 93 8 24 300 3660 40 m 1320 075009
75 11 97 8 24 320 3820 40 m 1320 075011
80 10 100 8 24 320 4260 40 m 1320 080010
90 10 110 8 24 360 4730 40 m 1320 090010
100 10 120 8 24 400 5340 20 m 1320 100010

COBITROM

Cu
Litze

COBITROM PLUS
Special silo conveying hose
suitable for abrasive media, grain, cement, powder. Abrasion-proof rubber 
conveying hose.

Temperature range -30°C up to +85°C

Internal lining NR/SBR, black, smooth

External Cover SBR, black, smooth, fabric figured
Inlays copper braid, textile inlay

Ohmic resistance <10 high 6 Ω
Abrasion of lining ca. 60/70 mm³

Safety 3:1

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

BP
(bar)

bending radius
(mm)

weight
(g/m)

length
(m)

unit order.-no.

75 9 93 8 24 300 3660 40 m 1321 075000
100 10 120 8 24 400 4720 40 m 1321 102000

COBITROM PLUS

Cu
Litze

COBITROM FLAT
Silo conveying hose, flat rollable
suitable for abrasive media, cement, powder, animal feed. Abrasion-proof, flat 
rollable rubber conveying hose.

Temperature range -30°C up to +80°C

Internal lining NR/SBR, black, smooth

External Cover SBR, black, smooth, fabric figured
Inlays textile inlay, two copper braids

Ohmic resistance <10 high 6 Ω
Abrasion of lining ca. 90/100 mm³

Safety 3:1

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

BP
(bar)

weight
(g/m)

length
(m)

unit order.-no.

76 4,5 85 5 15 1392 20 m 1323 076000
102 5 112 5 15 2025 20 m 1323 102000
152 5 162 5 15 3414 40 m 1323 152000
203 6 215 5 15 4660 20 m 1323 203000

COBITROM FLAT

Cu
Litze

Suitable couplings and accessories

TW-couplings
up on page 98

System Storz
up on page 104

Wide-band clamps 
up on page 84
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COBITROM SP
Silo suction and conveying hose
suitable for abrasive media, grain, cement, powder. Abrasion-proof rubber 
suction and conveying hose.

Temperature range -30°C up to +80°C

Internal lining NR/SBR, black, smooth

External Cover SBR, black, fabric figured
Inlays steel wire spiral, copper braid, textile inlay

Ohmic resistance <10 high 6 Ω
Abrasion of lining ca. 90/100 mm³

Safety 3:1

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

vacuum
(m WC)

weight
(g/m)

length
(m)

unit order.-no.

90 11 112 8 8 4600 10 m 1322 090000
100 11 122 8 8 6000 10 m 1322 100000
110 9 128 8 8 6600 10 m 1322 110000

COBITROM SP

Cu
Litze

Stahl

COBITROM LM
Food conveying hose for dry media
suitable for grain, powder, animal feed, PVC granulates. High-grade and high 
abrasion-proof rubber conveying hose

Temperature range -30°C up to +85°C, for short time sterilizable with 
steam up to max. +110°C

Internal lining NR/SBR, white, smooth

External Cover SBR, black, fabric figured
Inlays textile inlay, copper braid

Regulation/Licenses FDA qualitiy, EU-regulation no. 1935/2004

Abrasion of lining ca. 90/100 mm³

Safety 3:1

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

bending radius
(mm)

weight
(g/m)

length
(m)

unit order.-no.

75 9 93 7 600 2800 40 m 1155 075000

COBITROM LM

FDA

Assembled hoses

COBITROM

COBITROM 

We deliver complete assembled or pressed, ready-to-use hoses with the right hose coupling and a safety connection.
Ask about our options.
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COBITON 10 SP T
Shotcreting hose
jet hose for dry-concrete-shotmachines, water engineering, tunneling, mining 
and for building. Advantage: extremely wear-resistant, big core, horizontal 
solid and streamlined, for all conventional fittings.
Temperature range -30°C up to +85°C

Internal lining NR/BR/SBR, black, smooth, antistatic

External Cover SBR, black, electrical conductive, fabric figured, 
weather resistant

Inlays textile inlay

Ohmic resistance <10 high 6 Ω
Abrasion of lining ca. 50 mm³ according to DIN 53516

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

bending radius
(mm)

weight
(g/m)

length
(m)

unit order.-no.

32 10 52 10 295 1300 40 m 1338 032000
48 11 70 10 336 2100 40 m 1338 048011
50 10 70 10 350 2300 40 m 1338 050010
65 12 89 10 455 3900 40 m 1338 065012

COBITON 10 SP T

COBITON 40
Concrete injection hose
suitable for moist, abrasive media, wet concrete, mortar, flow plaster. Robust, 
buckling stabilise, high-grade quality.

Temperature range -30°C up to +85°C

Internal lining NR/SBR, black, smooth

External Cover SBR, black, smooth, fabric figured
Inlays textile inlay

Ohmic resistance <10 high 6 Ω
Abrasion of lining ca. 70/80 mm³ according to DIN 53516

Safety 3:1

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

BP
(bar)

bending radius
(mm)

weight
(g/m)

length
(m)

unit order.-no.

25 7 39 40 120 250 800 40 m 1335 025000
35 7 49 40 120 350 700 40 m 1335 035000
40 7 54 40 120 350 1350 40 m 1335 040000
50 9 68 40 120 500 1950 40 m 1335 050000
50 9 68 40 120 400 2000 20 m 1335 050020
60 10 80 40 120 600 1900 40 m 1335 060000
65 10 85 10 30 650 2000 40 m 1335 065000

COBITON 40

COBITON 40 W
Concrete injection hose
suitable for moist, abrasive media, wet concrete, mortar, flow plaster. Robust, 
buckling stabilise, high-grade quality.

Temperature range -30°C up to +85°C

Internal lining NR/SBR, black, smooth

External Cover SBR, white, smooth, fabric figured
Inlays textile inlay

Abrasion of lining ca. 70/80 mm³ according to DIN 53516

Safety 3:1

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

BP
(bar)

bending radius
(mm)

weight
(g/m)

length
(m)

unit order.-no.

50 9 68 40 120 400 2000 40 m 1335 050200
50 9 68 40 120 400 2000 20 m 1335 050220

COBITON 40 W

Suitable couplings and accessories

Mortar couplings
up on page 124

System Perrot for mortar
up on page 142
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COBISANDI
Sandblast ventilation hose
flexible sandblast ventilation hose for high abrasiv media as quartz sand, 
steel gravel, corundum, glass etc.

Temperature range -30°C up to +85°C

Internal lining NR/SBR, black, smooth

External Cover SBR, black, smooth, fabric figured
Inlays textile inlay

Ohmic resistance <10 high 6 Ω
Abrasion of lining ca. 60/70 mm³ according to DIN ISO 4649:2014

Safety 3:1

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

BP
(bar)

bending radius
(mm)

weight
(g/m)

length
(m)

unit order.-no.

25 7 39 12 36 250 800 40 m 1339 025000
32 8 48 12 36 320 1100 40 m 1339 032000
38 10 58 12 36 380 1500 40 m 1339 038000
42 9 60 12 36 420 1700 40 m 1339 042000
63 12 87 12 36 504 3050 40 m 1339 063000

COBISANDI

COBISANDI PLUS
Sandblast ventilation hose
sand blasting hose for conveying highly abrasive blasting agents such as 
quartz sand, steel gravel, corundum, glass etc.

Temperature range -40°C up to +70°C

Internal lining NR/BR, black, smooth, electrical conductive

External Cover SBR/EPDM, black, smooth, fabric figured
Inlays textile inlay, copper braid

Ohmic resistance internal lining <10 high 6 Ω, external cover <10 high 
8 Ω

Abrasion of lining ca. 35 mm³ according to DIN 53516

Safety 3:1

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

BP
(bar)

bending radius
(mm)

weight
(g/m)

length
(m)

unit order.-no.

16 7 30 12 36 150 571 40 m 1379 016000
19 7 33 12 36 190 647 40 m 1379 019000
25 7 39 12 36 250 806 40 m 1379 025000
32 8 48 12 36 320 1150 40 m 1379 032000
38 9 56 12 36 380 1525 40 m 1379 038000

COBISANDI PLUS

Suitable couplings and accessories

Sandblast couplings 
up on request!
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Rubber suction and conveying hoses
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COBISUPERFLEX TOP
High flexible rubber spiral suction and conveying hose 
with spiral free cuffs
with high abrasion-proof internal lining, suitable for abrasive media such as 
sand, grit, stones, fly ash, blasting agents. Both sides spiral free cuffs.
Temperature range -30°C up to +85°C

Internal lining NR, black, smooth, electrical conductive

External Cover NR/SBR, black, cord ribbed, electrical conductive, 
fabric figured

Inlays steel wire spiral, copper braid, textile inlay

Ohmic resistance <10 high 6 Ω
Abrasion of lining ca. 50 mm³

Safety 3:1

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

vacuum
(m WC)

bending radius
(mm)

weight
(g/m)

length
(m)

unit order.-no.

50 7 64 4 9 150 1430 40 m 1301 050000
60 7 74 3 9 180 1590 40 m 1301 060000
76 8 92 3 9 230 2380 40 m 1301 076000
80 8 96 3 9 240 2410 40 m 1301 080000
80 8 96 3 9 240 2410 5 pcs. 1301 080005
102 9 120 2 9 310 3970 20 m 1301 102000
102 9 120 2 9 310 3970 5 pcs. 1301 102005
127 9 145 2 9 380 4810 20 m 1301 127000
127 9 145 2 9 380 4810 5 pcs. 1301 127005
152 9 170 2 9 460 6080 20 m 1301 152000
152 9 170 2 9 460 6080 5 pcs. 1301 152005
203 11 225 2 9 820 9950 5 pcs. 1301 203005

COBISUPERFLEX TOP

Cu
Litze

Stahl

COBISUPERFLEX TOP LIGHT
High flexible rubber spiral hose and conveying hose with 
spiral free cuffs
with high abrasion-proof internal lining, suitable for abrasive media such as 
sand, grit, stones, fly ash, blasting agents. Both sides with smooth, spiral free 
cuffs.

Temperature range -30°C up to +85°C

Internal lining NR, black, smooth, electrical conductive

External Cover NR/BR, black, corrugated, electrical conductive, 
fabric figured

Inlays steel wire spiral, copper braid, textile inlay

Ohmic resistance <10 high 6 Ω
Abrasion of lining ca. 50 mm³

Safety 3:1

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

vacuum
(m WC)

bending radius
(mm)

weight
(g/m)

length
(m)

unit order.-no.

50 5 60 3 9 150 1380 40 m 1305 050000
80 5 90 3 9 240 2080 40 m 1305 080000
102 5,5 113 3 9 310 3330 20 m 1305 102000
102 5,5 113 3 9 310 3330 5 pcs. 1305 102005
127 5,5 138 3 9 380 4510 20 m 1305 127000
127 5,5 138 3 9 380 4510 5 pcs. 1305 127005
152 5,5 163 3 9 460 5250 20 m 1305 152000
152 5,5 163 3 9 460 5250 5 pcs. 1305 152005

COBISUPERFLEX TOP LIGHT

Cu
Litze

Stahl

Assembled hoses

We deliver complete assembled or pressed, ready-to-use hoses with the right hose coupling and a safety connection.
Ask about our options.

COBISUPERFLEX TOP

COBISUPERFLEX TOP
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Suitable couplings and accessories

System Perrot
up on page 126

COBIQUICK
up on page 
147

Heavy hose clamps 
up on page 86

COBISUPERFLEX TOP SPEZIAL
High flexible rubber spiral suction and conveying hose 
with spiral free cuffs
with high abrasion-proof internal lining, suitable for abrasive media such as 
sand, grit, stones, fly ash, blasting agents. Both sides spiral free cuffs.
Temperature range -30°C up to +85°C

Internal lining NR, black, smooth, electrical conductive

External Cover NR/SBR, black, cord ribbed, electrical conductive, 
fabric figured

Inlays steel wire spiral, copper braid, textile inlay

Ohmic resistance <10 high 6 Ω
Abrasion of lining ca. 50 mm³

Safety 3:1

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

vacuum
(m WC)

bending radius
(mm)

weight
(g/m)

length
(m)

unit order.-no.

152 8 168 3 9 456 5070 20 m 1302 152000
152 8 168 3 9 456 5070 5 pcs. 1302 152005

COBISUPERFLEX TOP SPEZIAL

Cu
Litze

Stahl

COBISUPERFLEX TOP SBR
High flexible rubber spiral suction and conveying hose 
with spiral free cuffs
with abrasion-proof internal lining, suitable for media like sand. Suitable for 
water, waste water, sewage and low concentrated alkalis and acids. Both 
sides spiral free cuffs.

Temperature range -30°C up to +85°C

Internal lining SBR, black, smooth, electrical conductive

External Cover SBR, black, cord ribbed, electrical conductive, 
fabric figured

Inlays steel wire spiral, copper braid, textile inlay

Ohmic resistance <10 high 6 Ω
Safety 3:1

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

vacuum
(m WC)

bending radius
(mm)

weight
(g/m)

length
(m)

unit order.-no.

80 7 94 3 9 240 3130 5 pcs. 1385 080005
102 7 116 3 9 306 4050 5 pcs. 1385 102005
127 7 141 3 9 381 5370 5 pcs. 1385 127005
152 8 168 3 9 456 6990 5 pcs. 1385 152005

COBISUPERFLEX TOP SBR

Cu
Litze

Stahl

COBISAUG SPEZIAL
Suction dredger hose with spiral free cuffs
for suctioning with the suction dredger of highly abrasive media such as 
sand, stones, mud, soil and abrasive. Very flexible and abrasion-resistant 
quality.

Internal lining NR, 10 mm thick, smooth

External Cover NR/BR, black, 10 mm thick, corrugated

Inlays Textile inlay, two steel wire spirals, copper braid

Ohmic resistance <10 high 6 Ω

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

vacuum
(m WC)

bending radius
(mm)

weight
(g/m)

length
(m)

unit order.-no.

254 20 294 5 0,9 1143 30200 nach Bedarf m 1309 254000
254/260* 20 294 5 0,9 1143 30200 nach Bedarf m 1309 260000

* spiral free cuffs stripped out

COBISAUG SPEZIAL

Cu
Litze

Stahl
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COBIOILRUBBER
Fuel hose with a smooth cover
resistant to fuel, oil, diesel, petroleum, lubricants and mineral oil based fluids
Temperature range -30°C up to +90°C, for short time up to +110°C

Internal lining NBR, black, smooth

External Cover CR, black, smooth, ozone- and weather resistant

Inlays textile inlay

Regulation/Licenses DIN 73379 2A

Safety 3:1

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

BP
(bar)

bending radius
(mm)

weight
(g/m)

length
(m)

unit order.-no.

3,2 2,4 8 10 30 45 70 20 m 1432 032000
4 2,5 9 10 30 50 80 15 m 1432 040000
5 3 11 10 30 55 90 15 m 1432 050000
6 3,5 13 10 30 60 130 15 m 1432 060000
7,5 3,5 14,5 10 30 70 150 15 m 1432 075000
10 3 16 10 30 80 160 10 m 1432 100000

COBIOILRUBBER

COBIBUNAN
Perbunane pump hose
perbunane hose for W 30, suitable for hand pumps, mineral oil and fuel 
resistant.

Temperature range -30°C up to +90°C

Structure NBR, black, smooth, without textile inlay, oil-
resistant

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

bending radius
(mm)

weight
(g/m)

length
(m)

unit order.-no.

16 3,5 23 160 325 40 m 1408 016000
19 4 27 190 403 40 m 1408 019000

COBIBUNAN

COBIOIL MU
Fuel hose with metal braid
Temperature range -40°C up to +120°C,  

oil up to +120°,  
fuel up to +80°,  
compressed air up to +100°C

Internal lining NBR, black, smooth

External Cover galvanized steel wire mesh with black/blue markings

Regulation/Licenses DIN 73379

Safety 3:1

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

BP
(bar)

bending radius
(mm)

weight
(g/m)

length
(m)

unit order.-no.

5 2,5 10 15 45 30 130 50 m 1421 005000
6 2,5 11 15 45 30 150 50 m 1421 006000
8 2,5 13 15 45 40 170 50 m 1421 008000
10 2,5 15 15 45 45 230 50 m 1421 010000
13 3 19 15 45 50 390 50 m 1421 013000
19 2,5 24 10 30 80 500 50 m 1421 019000
25 3,5 32 10 30 100 900 50 m 1421 025000

COBIOIL MU
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COBIOIL
Oil-and petrol-resistant pressure hose
suitable for mineral oil products with a max. aromatic content of 40%. 
Weather- and ageing-resistant.

Temperature range -20°C up to +80°C

Internal lining NBR, black, smooth

External Cover NBR/PVC, black, smooth

Inlays textile inlay

Ohmic resistance <10 high 6 Ω
Safety 3:1

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

BP
(bar)

bending radius
(mm)

weight
(g/m)

length
(m)

unit order.-no.

13 4 21 10 30 140 315 40 m 1403 013000
16 4 24 10 30 160 370 40 m 1403 016000
19 5 29 10 30 180 560 40 m 1403 019000
25 5 35 10 30 350 950 40 m 1403 025000

COBIOIL

COBIOIL 20
Oil- and petrol resistant pressure hose
suitable for mineral oil products with a max. aromatic content of 50%. 
Weather- and ageing-resistant.

Temperature range -30°C up to +100°C

Internal lining NBR, black, smooth

External Cover CR, black, smooth, self-extinguishing

Inlays textile inlay

Ohmic resistance <10 high 6 Ω
Safety 3:1

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

BP
(bar)

bending radius
(mm)

weight
(g/m)

length
(m)

unit order.-no.

6 3 12 20 60 45 130 40 m 1429 006000
8 3 14 20 60 55 160 40 m 1429 008000
10 3,5 17 20 60 70 210 40 m 1429 010000
13 3,5 20 20 60 90 250 40 m 1429 013000
19 4,5 28 20 60 130 470 40 m 1429 019000
25 5,5 36 20 60 180 800 40 m 1429 025000

COBIOIL 20

COBITEER
Tar injection hose
for industry and construction

Temperature range -30°C up to +180°C

Internal lining extremely heat-resistant quality, black, smooth

External Cover extremely heat-resistant quality, black, smooth, 
fabric finished

Inlays braided steel rope

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

BP
(bar)

bending radius
(mm)

weight
(g/m)

length
(m)

unit order.-no.

19 6 31 16 140 190 800 40 m 1427 019000

COBITEER

+

COBITEER
Tar injection hose complete assembled
with hot tar gland G 1 1/4“ ft with hose clamps DIN 20039 B with 
backupclaws and abrasion protection wire over the entire length

inner-Ø
(mm)

length
(m)

unit order.-no.

19 4 pcs. 771427 019001

COBITEER

COBIOIL
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COBIOIL K
Oil- and petrol-resistant PVC suction and pressure hose
suitable for loading and unloading tank trucks, for passing gasoline, 
petroleum, heating oil and mineral oils.

Temperature range -10°C up to +60°C

Structure PVC/NBR, blue, with hard PVC spiral, inside 
smooth, outside light corrugated

Safety 3:1

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

vacuum
(m WC)

bending radius
(mm)

weight
(g/m)

length
(m)

unit order.-no.

50 5,3 60,6 6 9 300 1150 50 m 1419 050000
76 6,3 88,6 5 9 440 2060 50 m 1419 076000
80 6,6 93,2 5 9 460 2210 30 m 1419 080000
102 7,9 117,8 4 9 600 3370 30 m 1419 102000

COBIOIL K

PVC

COBIOIL K-EL
Oil- and petrol-resistant PVC suction and pressure hose
suitable for loading and unloading tank trucks, for passing gasoline, 
petroleum, heating oil and mineral oils.

Temperature range -25°C up to +60°C

Structure PVC/NBR, blue, with hard PVC spiral, insied 
smooth, outside light corrugated, with external 
vertical copper braid

Ohmic resistance <10 high 6 Ω
Safety 3:1

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

vacuum
(m WC)

bending radius
(mm)

weight
(g/m)

length
(m)

unit order.-no.

51 4,7 60,4 6 9 200 1150 50 m 1410 051000
80 7,0 94,0 5 9 280 2100 30 m 1410 080000
102 6,7 115,4 4 9 350 3250 30 m 1410 102000

COBIOIL K-EL

PVC Cu
Litze

COBIPREVAC OIL
Oil- and petrol-resistant PVC suction and pressure hose
suitable for hydraulic return flow lines, mineral oil products with max. 40 % 
aromatic content. High flexible and abrasion-proof quality.
Temperature range -30°C up to +80°C

Internal lining NBR/TPU/PVC, smooth, black

External Cover NBR/TPU/PVC, flame-resistant cover, according to 
CL UL 94 class VO, smooth, black

Inlays polyester thread inlay, two embedded copper 
braids, steel wire spiral

Ohmic resistance <10 high 2 Ω according to ISO 2883
Safety 3:1

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

vacuum
(m WC)

bending radius
(mm)

weight
(g/m)

length
(m)

unit order.-no.

25 5 35 10 9 80 480 60 m 1412 025000
32 5,5 43 10 8,5 100 900 60 m 1412 032000
38 5,5 49 10 8,5 110 1030 30 m 1412 038000
50 6,5 63 10 8 150 1620 30 m 1412 050000

COBIPREVAC OIL

Cu
Litze

Stahl

Suitable couplings and accessories

TW-couplings
up on page 98

Hose nozzles
up on page 94

Clamping shells 
up on page 96
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COBIUNITYPE
Universal multipurpose suction and pressure hose
lightweight, flexible univeral hose suitable for mineral oil products, fuels, oils 
and other products.

Temperature range -30°C up to +80°C, for short time up to max. +120 
°C

Internal lining NBR, black, smooth, oil resistant

External Cover CR, black, corrugated, fabric figured, abrasion-
proof, weather resistant

Inlays steel wire spiral, textile inlay, copper braid

Safety 3:1

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

vacuum
(m WC)

bending radius
(mm)

weight
(g/m)

length
(m)

unit order.-no.

20 4 28 10 9 100 400 40 m 1404 020000
32 4 40 10 9 160 700 40 m 1404 032000
40 4 48 10 9 200 900 40 m 1404 040000
50 6 62 10 9 250 1700 40 m 1404 050000

COBIUNITYPE

Cu
Litze

Stahl

COBITANK 10 SL
Oil- and petrol-resistant suction and pressure hose
suitable for loading and unloading of tankers and railway tank wagons. For 
mineral oil products with max. 50% aromatic content.

Temperature range -40°C up to +100°C

Internal lining NBR, black, smooth

External Cover CR/SBR, black, fabric figured, abrasion-proof, oil- 
and fuel-resistant

Inlays textile inlay, copper braid, steel spiral

Safety 3:1

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

vacuum
(m WC)

bending radius
(mm)

weight
(g/m)

length
(m)

unit order.-no.

19 5 29 10 8 50 540 40 m 1431 019000
25 5 35 10 8 65 670 40 m 1431 025000
30 5 40 10 8 80 800 40 m 1431 030000
32 5 42 10 8 85 850 40 m 1431 032000
38 6 50 10 8 95 1250 40 m 1431 038000
40 5,5 51 10 8 100 1290 40 m 1431 040000
42 5,5 53 10 8 110 1340 40 m 1431 042000
51 6 63 10 8 135 1670 40 m 1431 051000
60 6,5 73 10 8 165 2050 40 m 1431 060000
63 6,5 76 10 8 180 2100 40 m 1431 063000
76 7 90 10 8 225 2880 40 m 1431 076000
80 7 94 10 8 240 3010 40 m 1431 080000

COBITANK 10 SL

Cu
Litze

Stahl

Assembled hoses

We deliver complete assembled or pressed, ready-to-use hoses with the right hose coupling and a safety connection.
Ask about our options.

COBIOIL K
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COBITANK HP
Oil- and petrol-resistant suction and pressure hose
for fuels with a max. aromatic content of 40% and up to 15% ethanol 
content. Not suitable for biodiesel.

Temperature range -30°C up to +60°C

Internal lining NBR, black, smooth

External Cover NBR, black, with an exterior, orange PVC protective 
spiral

Inlays textile inlay and cooper braid

Ohmic resistance <10 high 6 Ω
Safety 3:1

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

vacuum
(m WC)

bending radius
(mm)

weight
(g/m)

length
(m)

unit order.-no.

51 8,5 68 4,5 9 120 1700 30,5 m 1426 051000
76 9 94 4,5 9 152 2190 30,5 m 1426 076000
102 10 122 4,5 9 204 3300 30,5 m 1426 102000

COBITANK HP

Cu
Litze

COBICOMPOSITE OIL BLUE
Composite hose for mineral oil and petrol
for refineries, loading stations, loading and unloading of tank vehicles and 
tank wagons, for mineral oil products with a max. 100% aromatic content. 
Hose will be delivered pressed with fittings made of aluminum, steel or 
stainless steel.

Temperature range -30°C up to +100°C

Internal lining Polypropylene

External Cover Polyester PVC, blue

Regulation/Licenses EN 13765:2010, TRbF 131

Safety 5:1

inner-Ø
(mm)

WP
(bar)

vacuum
(m WC)

bending radius
(mm)

weight
(g/m)

length
(m)

unit order.-no.

50 14 9 190 1200 30 m 1622 050000
80 10,5 9 290 2120 30 m 1622 080000
100 10,5 9 320 2940 30 m 1622 100000

Composite hoses for biodiesel, solvents, acids and alkalis available on request!

COBICOMPOSITE OIL BLUE

Cuff for COBITANK HP 

for mounting on the ends of the hose for better attachment with fittings
temperature range -4°C up to +60°C

material PVC, wavy inside, smooth outside

colour orange

NW length
(mm)

order-no.

3“ 250 1000 015454
4“ 330 1000 015455

Assembled hoses

We deliver complete assembled or pressed, ready-to-use hoses with the right hose coupling and a safety connection.
Ask about our options.

COBITANK HP
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COBITANK EN
Oil- and petrol-resistant suction and pressure hose  
according to EN 12115
suitable for loading and unloading tankers and railway tank wagons. Suitable 
for mineral oil products with max. 50% aromatic content. Suitable for various 
technical oils.

Temperature range -30°C up to +90°C

Internal lining NBR, black, smooth, electrical conductive

External Cover CR, black, fabric figured, antistatic, abrasion-proof, 
oil-, fuel-, weather- and ozon-resistant, flame-
retardant

Inlays textile inlay, 2 copper braids, steel spiral

Regulation/Licenses EN 12115, TRbF 131/2

Ohmic resistance <10 high 6 Ω
Safety 4:1

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

vacuum
(m WC)

bending radius
(mm)

weight
(g/m)

length
(m)

unit order.-no.

25 6 37 16 9 100 850 40 m 1409 025000
32 6 44 16 9 128 1100 40 m 1409 032000
38 6,5 51 16 9 152 1350 40 m 1409 038000
50 8 66 16 9 120 2100 40 m 1409 050000
75 8 91 16 9 175 3000 40 m 1409 075000
100 8 116 10 9 250 4400 20 m 1409 100000

COBITANK EN

Cu
Litze

Stahl

COBITANK 10 PLUS SL
Oil- and petrol-resistant suction and pressure hose 
according to EN 12115, very flexible
suitable for loading and unloading tankers and railway tank wagons. For 
mineral oil products with max. 50% aromatic content. Suitable for various 
technical oils.

Temperature range -30°C up to +85°C

Internal lining NBR, black, smooth, electrical conductive

External Cover CR, black, fabric figured, corrugated, antistatic, 
abrasion-proof, oil-, fuel-, weather- and ozon-
resistant, flame-retardant

Inlays textile inlay, 2 copper braids, steel spiral

Regulation/Licenses EN 12115, TRbF 131 / 2

Ohmic resistance <10 high 6 Ω
Safety 3:1

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

vacuum
(m WC)

bending radius
(mm)

weight
(g/m)

length
(m)

unit order.-no.

50 7,5 65 10 9 150 1940 40 m 1413 050000
75 7,5 90 10 9 225 2880 20 m 1413 075000
100 8 116 10 9 300 3820 20 m 1413 100000

COBITANK 10 PLUS SL

Cu
Litze

Stahl

Assembled hoses

COBITANK EN   EN 12115

COBITANK EN   EN 12115

We deliver complete assembled or pressed, ready-to-use hoses with the right 
hose coupling and a safety connection.
Ask about our options.

Abnahmeprüfzeugnis 3.1nach DIN EN 10204:2005
Schlauchleitungs-Nr.:

Auftraggeber        
  

Hersteller

   HÜCOBI GmbH   Oldernholz 6
   D-33719 BielefeldKunden-/Bestell-Nr.: 

Kundenbestelldatum.: 

Artikelbeschreibung
Artikel-Nr.: _____________________________ Artikelbezeichnung: ________________________________________________

Herstellungsdatum: ______________________ Schlauchart: _____________________ Schlauchlänge: ___________________ 

Erstprüf.-Datum: ________________________ Werkstoff Schlauchseele: ___________________________________________

DN: _____________________ max. zul. Druck (PS): ____________________ Tmax. / Tmin.: __________________________

Anschlüsse: ______________  Einerseits: _____________________________ Werkstoff: ______________________________

    Einbindung: ____________________________ Werkstoff: ______________________________

    Andererseits: ___________________________ Werkstoff: ______________________________

    Einbindung: ____________________________ Werkstoff: ______________________________

Prüfung

Prüfdatum: _________________________________________ Nächste empf. Prüfung: ________________________________

Sichtprüfung       Druckprüfung

Schlauch __ geprüft  __ i. O.  Prüfmedium: ________________________________________

Armatur 1 __ geprüft  __ i. O.  Prüfdruck: __________________________________________

Armatur 2 __ geprüft  __ i. O.  Prüfdauer: __________________________________________

Dichtungen __ geprüft  __ i. O.  Druckprüfung bestanden: __ Ja  __ Nein

Innen  __ geprüft  __ i. O.  
Sichtprüfung bestanden: __ Ja __ Nein
Elektrische Leitfähigkeit     Kennzeichnung

Prüfwiderstand: __________________ Ω Ohm   Kennzeichnung vorhanden __ Ja __ Nein

Grenzwert: ______________________ Ω Ohm   Band 1 erteilt: __  Band 2 erteilt: __

Elektr. Leitfähigkeit bestanden: __ Ja __ Nein
Ergebnis

Prüfung bestanden:  __ Ja __ Nein
Die Prüfung wurde durch einen Beauftragten des Herstellers durchgeführt

Geprüft durch: __________________________ Ort, Datum: __________________________ _________________________

 
 

 
 

 
 

 
 

 
 

 
 

 
        Unterschrift

Abnahmebeauftragter: ____________________ Ort, Datum: __________________________ _________________________

 
 

 
 

 
 

 
 

 
 

 
 

 
        Unterschrift

HÜCOBI GmbH 
 

 
Ust.Id.-Nr. DE 811565476  

HRB 31577 AG Bielefeld  
IBAN CODE DE 19480800200208229900

Oldernholz 6 . DE-33719 Bielefeld  
Steuer-Nr. 349/5734/0057  

Geschäftsführer: 
 

Dresdner Bank Bielefeld . BLZ 480 800 20 . Kto. 2 082 299 00

fon +49(0)521.39068-0  
 

 
 

 
Dipl.-Kfm. Lutz Hüttemann  

SWIFT CODE DRESDEFF 480

fax +49(0)521.39068-99  
 

 
 

 
 

 
 

Sparkasse Bielefeld . BLZ 480 501 61 . Kto. 69 004 455

www.huecobi.de . info@huecobi.de 

Revisionsstand 16.12.2009
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COBICHEM PLUS UPE
Chemical suction and pressure hose UP-E inlay according 
to EN 12115
suitable for discharge of many chemicals, acids and alkalis. For loading and 
unloading of tankers and railway wagons and the chemical industry.

Temperature range -35°C up to +100°C, sterilizable with steam up to 
max.+130°C (max. 30 min)

Internal lining polyethylen UP-E, mirror smooth, black, electrical 
conductive

External Cover EPDM, black, smooth, fabric figured, antistatic, 
weather- and ozon-resistant

Inlays synthetic textile yarn, steel wire spiral, 2 cooper 
braids

Regulation/Licenses EN 12115, TRbF 131/2

Ohmic resistance <10 high 6 Ω
Safety 4:1

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

vacuum
(m WC)

bending radius
(mm)

weight
(g/m)

length
(m)

unit order.-no.

19 6 31 16 9 125 700 40 m 1455 019000
25 6 37 16 9 150 850 40 m 1455 025000
32 6 44 16 9 175 1050 40 m 1455 032000
38 6,5 51 16 9 152 1340 40 m 1455 038000
50 8 66 16 9 275 1600 40 m 1455 050000
75 8 91 16 9 350 2600 40 m 1455 075000
100 8 116 10 9 460 4350 20 m 1455 100000

COBICHEM PLUS UPE

Cu
Litze

Stahl

COBICHEM PLUS UPE SL
Chemical suction and pressure hose UP-E inlay according 
to EN 12115, very flexible
suitable for discharge of many chemicals, acids and alkalis. For loading and 
unloading of tankers and railway wagons and the chemical industry.

Temperature range -35°C up to +100°C

Internal lining polyethylen UP-E, mirror smooth, black, electrical 
conductive

External Cover CSM, black, corrugated, antistatic, fabric figured, 
weather- and ozon-resistant

Inlays synthetic textile yarn, steel wire spiral, cooper braid

Regulation/Licenses EN 12115

Ohmic resistance <10 high 6 Ω
Safety 4:1

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

vacuum
(m WC)

bending radius
(mm)

weight
(g/m)

length
(m)

unit order.-no.

19 6 31 16 9 57 570 40 m 1458 019000
25 6 37 16 9 75 720 40 m 1458 025000
32 6,5 45 16 9 96 1010 40 m 1458 032000
38 6,5 51 16 9 114 1170 40 m 1458 038000
50 8 66 16 9 200 2120 40 m 1458 050000
75 8 91 16 9 300 3540 40 m 1458 075000
100 8,5 117 12 9 400 4220 20 m 1458 100000

COBICHEM PLUS UPE SL

Cu
Litze

Stahl

Suitable couplings and accessories

TW-couplings
up on page 100

Hose nozzles
up on page 94

Clamping shells 
up on page 96
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Flexible hoses 
and fittings

Chemical hoses

PVC suction and pressure hoses
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COBIPREVAC CHEM
Chemical suction and pressure hose
for suction and conveying of acids, alkalis and many chemicals. Good 
resistance to aging, weather conditions and ozone.

Temperature range -30°C up to +80°C

Internal lining EPDM/PP, white

External Cover thermoplastic rubber, green

Inlays steel wire spiral, textile inlay

Safety 3:1

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

vacuum
(m WC)

bending radius
(mm)

weight
(g/m)

length
(m)

unit order.-no.

25 5 35 10 9 100 540 60 m 1475 025000
50 6,5 63 10 8 200 1410 30 m 1475 050000

COBIPREVAC CHEM

Stahl

Assembled hoses

We deliver complete assembled or pressed, ready-to-use hoses with the right 
hose coupling and a safety connection.
Ask about our options.

COBICHEM PLUS UPE       EN 12115

COBICHEM PLUS UPE       EN 12115

Abnahmeprüfzeugnis 3.1nach DIN EN 10204:2005
Schlauchleitungs-Nr.:

Auftraggeber        
  

Hersteller

   HÜCOBI GmbH   Oldernholz 6
   D-33719 BielefeldKunden-/Bestell-Nr.: 

Kundenbestelldatum.: 

Artikelbeschreibung
Artikel-Nr.: _____________________________ Artikelbezeichnung: ________________________________________________

Herstellungsdatum: ______________________ Schlauchart: _____________________ Schlauchlänge: ___________________ 

Erstprüf.-Datum: ________________________ Werkstoff Schlauchseele: ___________________________________________

DN: _____________________ max. zul. Druck (PS): ____________________ Tmax. / Tmin.: __________________________

Anschlüsse: ______________  Einerseits: _____________________________ Werkstoff: ______________________________

    Einbindung: ____________________________ Werkstoff: ______________________________

    Andererseits: ___________________________ Werkstoff: ______________________________

    Einbindung: ____________________________ Werkstoff: ______________________________

Prüfung

Prüfdatum: _________________________________________ Nächste empf. Prüfung: ________________________________

Sichtprüfung       Druckprüfung

Schlauch __ geprüft  __ i. O.  Prüfmedium: ________________________________________

Armatur 1 __ geprüft  __ i. O.  Prüfdruck: __________________________________________

Armatur 2 __ geprüft  __ i. O.  Prüfdauer: __________________________________________

Dichtungen __ geprüft  __ i. O.  Druckprüfung bestanden: __ Ja  __ Nein

Innen  __ geprüft  __ i. O.  
Sichtprüfung bestanden: __ Ja __ Nein
Elektrische Leitfähigkeit     Kennzeichnung

Prüfwiderstand: __________________ Ω Ohm   Kennzeichnung vorhanden __ Ja __ Nein

Grenzwert: ______________________ Ω Ohm   Band 1 erteilt: __  Band 2 erteilt: __

Elektr. Leitfähigkeit bestanden: __ Ja __ Nein
Ergebnis

Prüfung bestanden:  __ Ja __ Nein
Die Prüfung wurde durch einen Beauftragten des Herstellers durchgeführt

Geprüft durch: __________________________ Ort, Datum: __________________________ _________________________

 
 

 
 

 
 

 
 

 
 

 
 

 
        Unterschrift

Abnahmebeauftragter: ____________________ Ort, Datum: __________________________ _________________________

 
 

 
 

 
 

 
 

 
 

 
 

 
        Unterschrift

HÜCOBI GmbH 
 

 
Ust.Id.-Nr. DE 811565476  

HRB 31577 AG Bielefeld  
IBAN CODE DE 19480800200208229900

Oldernholz 6 . DE-33719 Bielefeld  
Steuer-Nr. 349/5734/0057  

Geschäftsführer: 
 

Dresdner Bank Bielefeld . BLZ 480 800 20 . Kto. 2 082 299 00

fon +49(0)521.39068-0  
 

 
 

 
Dipl.-Kfm. Lutz Hüttemann  

SWIFT CODE DRESDEFF 480

fax +49(0)521.39068-99  
 

 
 

 
 

 
 

Sparkasse Bielefeld . BLZ 480 501 61 . Kto. 69 004 455

www.huecobi.de . info@huecobi.de 

Revisionsstand 16.12.2009

Hose testing and Certification

Our service for you: Hose testing according to §2 Paragraph 7 of the Industrial 
Safety Ordinance:

• Visual inspection of the hose line

• Testing of compressive strength

• Leak test

• Testing of electrical resistance

• Identification of the hose line
• Documentation and creation of a 

acceptance test certificate 3.1 according to EN 10204: 2005
• Documentation and monitoring of the recurring inspection  

of your hose line
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Silicone hoses

Silicone hoses
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COBISIL CLEAR
Silicone hose
for laboratory, hospital supplies, medical, pharmaceutical and food industry, 
not talcumed

Temperature range -60°C up to +200°C

Structure silicone platinum cross-linked

Regulation/Licenses according to FDA § 177.2600, USP VI, BfR XV, 
KTW/DVGW 270

hardness 60 Shore A

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

weight
(g/m)

length
(m)

unit order.-no.

1 1 3 8 50 m 1206 001000
2 1 4 12 50 m 1206 002000
3 1,5 6 27 25 m 1206 003000
4 1 6 20 25 m 1206 004000
4 1,5 7 33 25 m 1206 004015
5 1,5 8 39 25 m 1206 005000
5 2 9 56 25 m 1206 005020
6 1,5 9 45 25 m 1206 006000
6 2 10 64 25 m 1206 006020
7 2 11 72 25 m 1206 007000
8 2 12 80 25 m 1206 008000
10 2 14 96 25 m 1206 010000
10 3 16 156 25 m 1206 010030
12 2 16 112 25 m 1206 012000
12 2,5 17 145 25 m 1206 012025
15 3 21 216 25 m 1206 015000
20 3,5 27 329 25 m 1206 020000
25 3 31 336 25 m 1206 025000

FDA

COBISIL CLEAR

COBISIL TEX
Silicone hose
for medical technology, pharmaceutical and food industry

Temperature range -55°C up to +200°C

Structure Silicone platinum cross-linked

Inlays with polyester yarn inlay

Regulation/Licenses according to FDA § 177.2600, USP VI, BfR XV, 
KTW/DVGW 270

hardness 60 Shore A

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

BP
(bar)

weight
(g/m)

length
(m)

unit order.-no.

6 3,5 13 10 30 130 25 m 1207 006000
8 3,5 15 8 24 160 25 m 1207 008000
10 3,5 17 8 24 180 25 m 1207 009000
13 4 21 7 21 270 25 m 1207 013000
16 4,5 25 5 15 360 25 m 1207 016000
19 4,5 28 3,5 11 420 25 m 1207 019000
25 4,75 34,5 3 9 560 25 m 1207 025000
32 5 42 2 6 740 25 m 1207 032000

FDA

COBISIL TEX



79Further information can be found on www.huecobi.de

Flexible hoses 
and fittings

Teflon hoses
Pressure hoses
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COBITEFLON 1 VA
Teflon hose with stainless steel braid
for transfer of high purity products, chemicals, dairy and cosmetic products, 
high resistance to a variety of chemicals.

Temperature range -70°C up to +260°C

Structure white smooth PTFE hose braided with stainless 
steel 1.4301 / AISI 304

Regulation/Licenses FDA

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

BP
(bar)

bending radius
(mm)

weight
(g/m)

length
(m)

unit order.-no.

8,4 1,35 11,1 207 621 50 140 a. A. m 1362 008000
10,3 1,55 13,4 183 552 60 150 a. A. m 1362 010000
13,2 1,65 16,5 161 483 80 250 a. A. m 1362 013000
16,6 1,5 19,6 114 345 120 290 a. A. m 1362 016000
19,8 1,65 23,1 103 310 160 340 a. A. m 1362 020000
25,9 1,7 29,3 80 241 210 460 a. A. m 1362 026000

COBITEFLON 1 VA

COBITEFLON 1 VA GW
Teflon hose corrugated with stainless steel braid
for transfer of high purity products, chemicals, dairy and cosmetic products, 
high resistance to a variety of chemicals.

Temperature range -70°C up to +260°C

Structure white corrugated PTFE hose braided with stainless 
steel 1.4301 / AISI 304

Regulation/Licenses FDA

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

BP
(bar)

bending radius
(mm)

weight
(g/m)

length
(m)

unit order.-no.

9,5 2 13,5 138 414 25 210 a. A. m 1364 010000
12,7 2,95 18,6 103 310 35 300 a. A. m 1364 013000

COBITEFLON 1 VA GW

COBIFLON 1 VA PGW
PFA hose corrugated in parallel with stainless steel 
braid
suitable for high purity products, aggressive media, food or cosmetic 
products. High resistance to a variety of chemicals.

Temperature range -54°C up to +200°C

Structure parallel corrugated PFA hose with shallow 
corrugation. Reinforced with glass fiber and braided 
stainless steel 1.4301 / AISI 304

Regulation/Licenses FDA

inner-Ø
(mm)

wall
(mm)

outer-Ø
(mm)

WP
(bar)

BP
(bar)

bending radius
(mm)

weight
(g/m)

length
(m)

unit order.-no.

10 2,75 15,5 65 260 50 270 a. A. m 1365 010000
13 3,55 20,1 60 240 60 340 a. A. m 1365 013000

COBIFLON 1 VA PGW
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Clamps

Worm thread clamps
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Worm thread clamps L 9 

norm DIN 3017

material Band/housing: rust-free steel 1.4510, AISI 430 
Screw: steel, galvanized

clamping range
(mm)

band width
(mm)

pu
(piece)

order-no.

8-16 9 200 1502 008016
12-22 9 200 1502 012022
16-27 9 200 1502 016027
20-32 9 200 1502 020032
25-40 9 100 1502 025040
32-50 9 100 1502 032050
40-60 9 100 1502 040060
50-70 9 100 1502 050070
60-80 9 100 1502 060080
70-90 9 50 1502 070090
80-100 9 50 1502 080100

Delivery only in packaging units!

Worm thread clamps S 12 

norm DIN 3017

material Band/housing: rust-free steel 1.4512, AISI 409 
Screw: steel, galvanized

clamping range
(mm)

band width
(mm)

pu
(piece)

order-no.

20-32 12 50 1506 020032
25-40 12 50 1506 025040
32-50 12 50 1506 032050
40-60 12 50 1506 040060
50-70 12 50 1506 050070
60-80 12 50 1506 060080
70-90 12 50 1506 070090
80-100 12 25 1506 080100
90-110 12 25 1506 090110
100-120 12 25 1506 100120
110-130 12 25 1506 110130
120-140 12 25 1506 120140
130-150 12 25 1506 130150
140-160 12 25 1506 140160
190-210 12 10 1506 190210

Delivery only in packaging units!
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Flexible hoses 
and fittings

Clamps

Worm thread clamps
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Mikalor-Worm thread clamps L 9 - W1 

norm DIN 3017

material Band/housing: steel, galvanized, chromium-free 
Screw: steel, galvanized, chromium-free

clamping range
(mm)

band width
(mm)

pu
(piece)

order-no.

8-16 9 200 1508 008016
12-22 9 200 1508 012022
16-27 9 200 1508 016027
20-32 9 200 1508 020032
25-40 9 100 1508 025040
30-45 9 100 1508 030045
32-50 9 100 1508 032050
40-60 9 100 1508 040060
50-70 9 100 1508 050070
70-90 9 50 1508 070090
80-100 9 50 1508 080100
90-110 9 25 1508 090110

Delivery only in packaging units!

Mikalor-Worm thread clamps S 12 - W1 

norm DIN 3017

material Band/housing: steel, galvanized, chromium-free 
Screw: steel, galvanized, chromium-free

clamping range
(mm)

band width
(mm)

pu
(piece)

order-no.

16-27 12 50 1507 016027
20-32 12 50 1507 020032
25-40 12 50 1507 025040
32-50 12 50 1507 032050
40-60 12 50 1507 040060
50-70 12 50 1507 050070
60-80 12 50 1507 060080
70-90 12 50 1507 070090
80-100 12 50 1507 080100
90-110 12 25 1507 090110
100-120 12 25 1507 100120
110-130 12 25 1507 110130
140-160 12 25 1507 140160
150-170 12 25 1507 150170
160-180 12 25 1507 160180
170-190 12 10 1507 170190
180-200 12 10 1507 180200

Delivery only in packaging units!
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Clamps

Worm thread clamps
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Worm thread clamps L 9 VA 

norm DIN 3017

material Band/housing: stainless steel V2A 1.4301, AISI 304 
Screw: stainless steel V2A 1.4301, AISI 304

clamping range
(mm)

band width
(mm)

pu
(piece)

order-no.

8-16 9 200 1512 008016
12-22 9 200 1512 012022
16-27 9 200 1512 016027
20-32 9 200 1512 020032
25-40 9 100 1512 025040
32-50 9 100 1512 032050
40-60 9 100 1512 040060
50-70 9 100 1512 050070
60-80 9 100 1512 060080
80-100 9 50 1512 080100

Delivery only in packaging units!

Worm thread clamps S 12 VA 

norm DIN 3017

material Band/housing: stainless steel V2A 1.4301, AISI 304 
Screw: stainless steel V2A 1.4301, AISI 304

clamping range
(mm)

band width
(mm)

pu
(piece)

order-no.

20-32 12 50 1516 020032
25-40 12 50 1516 025040
32-50 12 50 1516 032050
40-60 12 50 1516 040060
50-70 12 50 1516 050070
60-80 12 50 1516 060080
70-90 12 50 1516 070090
80-100 12 25 1516 080100
90-110 12 25 1516 090110
100-120 12 25 1516 100120
110-130 12 25 1516 110130
120-140 12 25 1516 120140
130-150 12 25 1516 130150
140-160 12 25 1516 140160
150-170 12 25 1516 150170
160-180 12 25 1516 160180
170-190 12 25 1516 170190
200-220 12 10 1516 200220

Delivery only in packaging units!
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Flexible hoses 
and fittings

Clamps

Worm thread clamps

1

H
o
ses and

 clam
p

s

Mikalor-Worm thread clamps L 9 - W2 - VA 

norm DIN 3017

material Band/housing; stainless steel X8Cr 17 DIN 1.4016, AISI 430 
Screw: stainless steel V2A 1.4301, AISI 304

clamping range
(mm)

band width
(mm)

pu
(piece)

order-no.

8-12 9 200 1522 008012
8-16 9 200 1522 008016
12-22 9 200 1522 012022
16-27 9 200 1522 016027
20-32 9 200 1522 020032
25-40 9 100 1522 025040
30-45 9 100 1522 030045
32-50 9 100 1522 032050
40-60 9 100 1522 040060
50-70 9 100 1522 050070
110-130 9 25 1522 110130

Delivery only in packaging units!

Mikalor-Worm thread clamps S 12 - W2 - VA 

norm DIN 3017

material Band/housing: stainless steel X8Cr 17 DIN 1.4016, AISI 430 
Screw: stainless steel V2A 1.4301, AISI 304

clamping range
(mm)

band width
(mm)

pu
(piece)

order-no.

16-27 12 50 1526 016027
20-32 12 50 1526 020032
25-40 12 50 1526 025040
32-50 12 50 1526 032050
40-60 12 50 1526 040060
50-70 12 50 1526 050070
60-80 12 50 1526 060080
70-90 12 50 1526 070090
80-100 12 50 1526 080100
90-110 12 25 1526 090110
100-120 12 25 1526 100120
140-160 12 10 1526 140160
160-180 12 10 1526 160180
190-210 12 10 1526 190210
200-220 12 10 1526 200220
210-230 12 10 1526 210230

Delivery only in packaging units!
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Clamps

Wide-band clamps
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Tension jaw clamps W1 

wide-band clamp with rounded clamp band edges
material Band/housing: steel, galvanized 

Screw: with hexagon, steel 8.8, galvanized

clamping range
(mm)

band width
(mm)

pu
(piece)

order-no.

17-19 18 50 1521 017019
19-21 18 50 1521 019021
21-23 18 50 1521 021023
23-25 18 50 1521 023025
26-28 18 50 1521 026028
29-31 20 50 1521 029031
32-35 20 50 1521 032035
36-39 20 50 1521 036039
40-43 20 50 1521 040043
44-47 22 50 1521 044047
48-51 22 50 1521 048051
52-55 22 25 1521 052055
56-59 22 25 1521 056059
60-63 22 25 1521 060063
64-67 22 25 1521 064067
68-73 24 25 1521 068073
74-79 24 25 1521 074079
80-85 24 25 1521 080085
86-91 24 25 1521 086091
86-95 24 25 1521 086095
92-97 24 25 1521 092097
98-103 24 25 1521 098103
98-105 24 25 1521 098105
104-112 24 25 1521 104112
113-121 24 25 1521 113121
118-130 24 25 1521 118130
122-130 24 25 1521 122130
131-139 26 10 1521 131139
140-148 26 10 1521 140148
149-161 26 10 1521 149161
155-165 26 10 1521 155165
162-174 26 10 1521 162174
175-187 26 10 1521 175187
188-200 26 10 1521 188200
201-213 26 10 1521 201213
214-226 26 10 1521 214226
227-239 26 10 1521 227239
240-252 26 10 1521 240252
268-280 26 10 1521 268280

with a full bolt

Do you have any questions? Please contact us nfo@huecobi.de / +49(0)521.39068.0
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Flexible hoses 
and fittings

Clamps

Wide-band clamps
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Tension jaw clamps W2 

wide-band clamp with open able bridge piece and with rounded clamp band edges
material Band/housing: rust-free steel 1.4510, AISI 430 

Screw: with hexagon, steel 8.8, galvanized

clamping range
(mm)

band width
(mm)

pu
(piece)

order-no.

17-19 18 50 1525 017019
19-21 18 50 1525 019021
21-23 18 50 1525 021023
23-25 18 50 1525 023025
25-27 18 50 1525 025027
27-29 18 50 1525 027029
29-31 20 50 1525 029031
31-34 20 50 1525 031034
34-37 20 50 1525 034037
37-40 20 50 1525 037040
40-43 22 50 1525 040043
43-47 22 50 1525 043047
47-51 22 50 1525 047051
51-55 22 25 1525 051055
55-59 22 25 1525 055059
59-63 22 25 1525 059063
63-68 24 25 1525 063068
68-73 24 25 1525 068073
73-79 24 25 1525 073079
79-85 24 25 1525 079085
85-91 24 25 1525 085091
91-97 24 25 1525 091097
97-104 24 25 1525 097104
104-112 24 25 1525 104112
112-121 24 25 1525 112121
121-130 24 25 1525 121130
130-140 26 10 1525 130140
140-150 26 10 1525 140150
150-162 26 10 1525 150162
162-174 26 10 1525 162174
174-187 26 10 1525 174187
197-200 26 10 1525 187200
200-213 26 10 1525 200213
213-226 26 10 1525 213226
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Clamps

Wide-band clamps
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Tension jaw clamps W4 

wide-band clamp with open able bridge piece and with rounded clamp band edges
material Band/housing: stainless steel V2A 1.4301, AISI 304 

Screw: with hexagon, stainless steel V2A 1.4301, AISI 304

clamping range
(mm)

band width
(mm)

pu
(piece)

order-no.

17-19 18 50 1531 017019
19-21 18 50 1531 019021
21-23 18 50 1531 021023
23-25 18 50 1531 023025
25-27 18 50 1531 025027
27-29 18 50 1531 027029
29-31 20 50 1531 029031
31-34 20 50 1531 031034
34-37 20 50 1531 034037
37-40 20 50 1531 037040
40-43 20 50 1531 040043
44-47 20 50 1531 044047
47-51 20 50 1531 047051
51-55 20 25 1531 051055
56-59 20 25 1531 056059
60-63 20 25 1531 060063
63-68 20 25 1531 063068
68-73 25 25 1531 068073
73-79 25 25 1531 073079
79-85 25 25 1531 079085
85-91 25 25 1531 085091
92-97 25 25 1531 092097
97-102 25 25 1531 097102
104-112 25 25 1531 104112
112-121 25 25 1531 112121
121-130 25 25 1531 121130
130-140 26 10 1531 130140
140-150 26 10 1531 140150
150-162 26 10 1531 150162
162-174 26 10 1531 162174
174-187 26 10 1531 174187
187-200 26 10 1531 187200
200-213 26 10 1531 200213
213-226 26 10 1531 213226
226-239 26 10 1531 226239
239-252 26 10 1531 239252

Hose clamp two part S 2 

two part wide-band clamp, heavy conducting
material Band/housing: steel, galvanized 

Screw: M10 x 65 steel 8.8., galvanized

clamping range
(mm)

band width
(mm)

pu
(piece)

order-no.

110-126 30 10 1545 110126
125-141 30 10 1545 125141
135-151 30 10 1545 135151
150-166 30 10 1545 150166
164-180 30 10 1545 164180
215-231 30 10 1545 215231



87Further information can be found on www.huecobi.de

Flexible hoses 
and fittings

Clamps

Wide-band clamps
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Hose clamp two part M 2 

two part wide-band clamp
to clamping range 60-70 mm screw M6 x 45 
from clamping range 65-75 mm screw M8 x 60
material Band/housing: steel, galvanized 

Screw: steel 8.8. galvanized

clamping range
(mm)

band width
(mm)

pu
(piece)

order-no.

40-50 20 25 1540 040050
45-55 20 25 1540 045055
50-60 20 25 1540 050060
55-65 20 25 1540 055065
60-70 20 25 1540 060070
65-75 24 25 1540 065075
70-80 24 25 1540 070080
75-85 24 25 1540 075085
80-90 24 25 1540 080090
85-95 24 25 1540 085095
90-100 24 25 1540 090100
95-105 24 25 1540 095105
100-110 24 25 1540 100110
105-115 24 25 1540 105115
110-120 24 25 1540 110120
115-125 24 25 1540 115125
120-130 24 25 1540 120130
130-140 24 10 1540 130140
140-150 24 10 1540 140150
150-165 24 10 1540 150165
160-175 24 10 1540 160175
170-185 24 10 1540 170185
180-195 24 10 1540 180195
190-205 24 10 1540 190205
200-215 24 10 1540 200215
210-225 24 10 1540 210225
220-235 24 10 1540 220235
250-265 24 10 1540 250265

Hose clamp two part M 2 ss 

two part wide-band clamp
material Band/housing: stainless steel V4A 

Screw: allen screw, stainless steel V4A

clamping range
(mm)

band width
(mm)

pu
(piece)

order-no.

40-48 20 5 1541 040048
48-56 20 5 1541 048056
56-64 20 5 1541 056064
64-72 20 5 1541 064072
72-80 20 5 1541 072080
80-88 20 5 1541 080088
88-96 20 5 1541 088096
96-104 20 5 1541 096104
104-112 20 5 1541 104112
112-120 20 5 1541 112120
120-128 20 5 1541 120128
128-136 20 5 1541 128136
136-146 20 5 1541 136146
146-156 20 5 1541 146156
155-170 20 5 1541 155170
156-166 25 5 1541 156166
170-185 25 5 1541 170185
185-205 25 5 1541 185205
205-225 25 5 1541 205225
225-245 25 5 1541 225245
245-265 25 5 1541 245265
265-285 25 5 1541 265285
285-305 25 5 1541 285305
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Bridge clamps W2 right handed 

material Band/housing: rust-free steel 1.4510 
Screw: steel, galvanized

clamping range
(mm)

band width
(mm)

order-no.

40-60 9 1570 040060
45-65 9 1570 045065
50-70 9 1570 050070
55-75 9 1570 055075
60-80 9 1570 060080
65-85 9 1570 065085
70-90 9 1570 070090
75-95 9 1570 075095
85-105 9 1570 085105
95-115 9 1570 095115
105-125 9 1570 105125
115-135 9 1570 115135
125-145 9 1570 125145
130-150 9 1570 130150
135-155 9 1570 135155
145-165 9 1570 145165
155-175 9 1570 155175
165-185 9 1570 165185
175-195 9 1570 175195
185-205 9 1570 185205
195-215 9 1570 195215
205-225 12 1570 205225
215-235 12 1570 215235
225-245 12 1570 225245
235-255 12 1570 235255
245-265 12 1570 245265
255-275 12 1570 255275
265-285 12 1570 265285
275-295 12 1570 275295
285-305 12 1570 285305
295-315 12 1570 295315
300-320 12 1570 300320
305-325 12 1570 305325
405-425 12 1570 405425

Bridge clamps W1 left handed 

material Band/housing: steel, galvanized 
Screw: steel, galvanized

clamping range
(mm)

band width
(mm)

pu
(piece)

order-no.

50-70 9 50 1571 050070
60-80 9 50 1571 060080
70-90 9 50 1571 070090
80-100 9 50 1571 080100
90-110 9 50 1571 090110
100-120 9 50 1571 100120
110-130 9 50 1571 110130
120-140 9 50 1571 120140
130-150 9 50 1571 130150
140-160 9 50 1571 140160
150-170 9 50 1571 150170
160-180 9 50 1571 160180
170-190 9 50 1571 170190
180-200 9 50 1571 180200
190-210 9 50 1571 190210
200-220 9 50 1571 200220
210-230 9 50 1571 210230
220-240 9 50 1571 220240
230-250 9 50 1571 230250
240-260 9 50 1571 240260
250-270 9 50 1571 250270
260-280 9 50 1571 260280
300-320 9 50 1571 300320
305-325 9 50 1571 305325
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Hose clamps DIN 20039 A 

two part, loose tongues.
norm DIN 20039 A

material malleable cast iron, galvanized

for hose 
I.-Ø (mm)

clamping range
(mm)

order-no.

13 20-29 1560 020029
19 28-34 1560 028034
25 32-40 1560 032040
32 39-49 1560 039049
38 48-60 1560 048060
51 60-76 1560 060076
63 77-94 1560 077094
75 94-117 1560 094115
89 115-145 1560 127140

Hose clamps DIN 20039 B 

two part, loose tongues and backupclaws.
norm DIN 20039 B

material malleable cast iron, galvanized

for hose 
I.-Ø (mm)

clamping range
(mm)

order-no.

13 22-29 1561 022029
19 28-32 1561 028032
25 35-42 1561 035042
28 37-44 1561 037044
35 45-53 1561 045053
42 55-60 1561 055060
50 64-73 1561 060073
75 86-102 1561 086102

Hose clamps 2-ear-clamps 

suitable for easy assembling with a pliers
material steel, chromium gloss galvanized

clamping range
(mm)

pu
(piece)

order-no.

7-9 1000 1555 007009
9-11 1000 1555 009011
11-13 500 1555 011013
13-15 500 1555 013015
14-17 500 1555 014017
15-18 500 1555 015018
17-20 250 1555 017020
20-23 250 1555 020023
23-27 200 1555 023027
28-31 100 1555 028031
34-37 100 1555 034037
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Clamps

Hose clamps
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Preformed clamps CPS 

suitable for easy installation with tensioning tool
material rust-free steel

clamping range
(mm)

band width
(mm)

pu
(piece)

order-no.

45 15,9 100 1590 044000
51 15,9 100 1590 050000
70 19,1 50 1590 069000
89 19,1 50 1590 088000

Tensioning tool 
This tool exerts a drag of over 1000 kp and cuts off the band after fixing the clamp. The 
loop safes the band end.

 order-no.

Tensioning tool 1591 000000

Adapter for preformed clamps 

For the installation the tensioning tool with the fittet adapter has to be fixed in a bench vice.

 order-no.

Adapter 1591 000001

Preformed clamps Ultra-Lok 

suitable for easy installation with tensioning tool.
material stainless steel

clamping range
(mm)

band width
(mm)

pu
(piece)

order-no.

70 19,1 50 1591 070000
89 19,1 50 1591 089000
102 19,1 25 1591 102000
127 19,1 25 1591 127000
152 19,1 25 1591 152000
178 19,1 25 1591 178000

Stainless steel V2A band 

for integration with tensioning tool
material stainless steel V2A

band width
(mm)

length
(m)

order-no.

6 30 1592 006000
9 30 1592 009000
12 30 1592 012000
16 30 1592 016000
19 30 1592 019000

Stainless steel V2A buckles 

for integration with tensioning tool and stainless steel band
material stainless steel V2A

band width
(mm)

pu
(piece)

order-no.

6 100 1593 006000
9 100 1593 009000
12 100 1593 012000
16 100 1593 016000
19 100 1593 019000
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Recurring mobile 
hose testing

Every certified hose line should be checked once a year. For that service woe offere you mobile 

hose testing. We come to you and carry out the test for your hose line, the continuous

documentation and will prepare a new certificate for you. If your hose line is not usable any longer, 

we will ensure a quick replacement.

Your advantages: 

• no annoying transportation back and forth

 of your hose lines

• Minimizing downtime

• any repairs can be carried out directly

• Advice on hose and hose use

• thanks to permanent maintenance contracts, you 

 won‘t be forgotten of the next testing dates

• Reliability and accuracy are guaranteed!
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Brass suction hose connection with male thread 

useable for clamp-inclusion, corrugated hose connection with male thread, hexagon collar, 
flat sealing
material brass

for hose 
I.-Ø (mm)

mt order-no.

10 3/8“ 3330 010010
13 1/2“ 3330 013013
19 3/4“ 3330 019019
25 3/4“ 3330 019025
19 1“ 3330 025019
25 1“ 3330 025025
30 1“ 3330 025030
32 1“ 3330 025032
51 2“ 3330 050051

Brass hose connection with male coupling 

for clamp-inclusion, corrugated hose connection  
with male thread
material brass

for hose 
I.-Ø (mm)

mt order-no.

32 1 1/4“ 2051 032032
38 1 1/2“ 2051 038038
50 2“ 2051 050050
75 3“ 2051 075075
76 3“ 2051 075076
80 3“ 2051 075080
100 4“ 2051 100100

Brass hose connection with female coupling 

for clamp-inclusion, corrugated hose connection with union nut - female thread  
with gasket
material brass

for hose 
I.-Ø (mm)

ft order-no.

25 1“ 2052 025025
32 1 1/4“ 2052 032032
38 1 1/2“ 2052 038038
50 2“ 2052 050050
75 3“ 2052 075075
80 3“ 2052 075080

Brass hose connection with male coupling 

for shell-inclusion, smooth hose connection with safety collar and male thread
material brass

for hose 
I.-Ø (mm)

mt order-no.

25 1“ 2053 025025
32 1 1/4“ 2053 032032
38 1 1/2“ 2053 038038
38 2“ 2053 050038
50 2“ 2053 050050
75 3“ 2053 075075
80 3“ 2053 075080
100 4“ 2053 100100

Suitable accessories

More hose connections 
up on page 265
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Stainless steel hose connection with male coupling 

for shell-inclusion, smooth  
hose connection with safety collar and male thread
material stainless steel

for hose 
I.-Ø (mm)

mt order-no.

19 3/4“ 2057 019019
25 1“ 2057 025025
32 1 1/4“ 2057 032032
38 1 1/2“ 2057 038038
50 2“ 2057 050050
75 3“ 2057 075075
100 4“ 2057 100100

Hose nozzle with male thread 

for monting with clamps for, grooved hose nozzle 
with external thread
material stainless steel

for hose 
I.-Ø (mm)

mt order-no.

7 1/8“ 5090 003000
7 1/4“ 5090 006000
11 3/8“ 5090 010000
13 1/2“ 5090 013000
19 3/4“ 5090 019000
25,4 1“ 5090 025000
31,8 1 1/4“ 5090 032000
38,1 1 1/2“ 5090 038000
50,8 2“ 5090 050000
63 2 1/2“ 5090 063000
76 3“ 5090 075000
100 4“ 5090 100000

Brass hose connection with male thread DIN 2628 

for shell-inclusion, corrugated hose  
connection with safety collar, heavy duty, with male thread
norm DIN 2826

material brass

for hose 
I.-Ø (mm)

mt order-no.

19 3/4“ 2055 019000
25 1“ 2055 025000
32 1 1/4“ 2055 032000

Brass hose connection with female coupling DIN 2628 

for shell-inclusion, corrugated hose  
connection with safety collar, heavy duty, with union nut
norm DIN 2826

material brass

for hose 
I.-Ø (mm)

mt order-no.

19 3/4“ 2056 019000
25 1“ 2056 025000
32 1 1/4“ 2056 032000

Suitable accessories

Hose clamps
up on page 80

Clamping shells
up on page 96
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Alu clamping shells EN 14420-3 

for inclusion of couplings with smooth hose connections and safety collar, two-part, 
complete with hexagon socket screw and nut
norm EN 14420-3

material aluminium

for hose 
I.-Ø (mm)

wall
(mm)

clamping range
(mm)

order-no.

19 6 30-33 2070 019006
25 6 36-39 2070 025006
32 6 43-46 2070 032006
38 6 50-52 2070 038006
50 5 59-61 2070 050005
50 8 64-67 2070 050008
65 7 78-82 2070 063008
75 6 86-88 2070 075006
75 8 89-93 2070 075008
80 8 94-97 2070 080008
100 8 114-119 2070 100008
100 10 118-122 2070 100010
100 12 122-126 2070 100012
125 10 143-148 2070 125010
150 10 168-174 2070 150010

Alu clamping shells EN 14420-3 

for inclusion of couplings with smooth hose connections and safety collar, two-part, 
complete with hexagon socket screw and nut
norm EN 14420-3

material stainless steel

for hose 
I.-Ø (mm)

wall
(mm)

clamping range
(mm)

order-no.

19 6 30-33 2072 019006
25 6 36-39 2072 025006
32 6 43-46 2072 032006
38 6,5 50-53 2072 038006
50 8 64-67 2072 050008
63 8 78-82 2072 063008
75 8 89-93 2072 075008
80 8 94-97 2072 080008
100 8 114-119 2072 100008

Brass clamping shells EN 14420-3 

for inclusion of couplings with smooth hose connections and safety collar, two-part, 
complete with hexagon socket screw and nut
norm EN 14420-3

material brass

for hose 
I.-Ø (mm)

wall
(mm)

clamping range
(mm)

order-no.

50 8 63-67 2076 050008
75 8 89-93 2076 075008
100 8 114-119 2076 100008

Alu clamping shells 

for inclusion of couplings with smooth hose connections and safety collar, two-part, 
complete with locking pin and hinge pin
material aluminium

for hose 
I.-Ø (mm)

wall
(mm)

clamping range
(mm)

order-no.

50 8 63-67 2075 050008
75 8 89-92 2075 075008
100 8 115-118 2075 100008

Brass clamping shells 

for inclusion of the hose nozzle with the hose, two parts
material brass

for hose 
I.-Ø (mm)

wall
(mm)

clamping range
(mm)

order-no.

19 3,3 25-27 2074 025027
25 3,5 31-34 2074 031034
32 3,5 38-41 2074 038041
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Press ferrule 

for pressing the rubber hose with the coupling
material steel, galvanized

for hose 
I.-Ø (mm)

wall
(mm)

order-no.

25 6 2081 025000
32 6 2081 032000
40 6 2081 040000
50 8 2081 050000
65 8 2081 065000
75 8 2081 075000
80 8 2081 080000
100 10 2081 100000
102 10 2081 102000
125 10 2081 125000
127 10 2081 127000
150 10 2081 150000
152 10 2081 152000

Stainless steel press ferrule 

for pressing the rubber hose with the coupling
material stainless steel

for hose 
I.-Ø (mm)

wall
(mm)

order-no.

25 6 2082 025000
32 6 2082 032000
40 6 2082 040000
50 8 2082 050000
63 8 2082 063000
65 8 2082 065000
75 8 2082 075000
80 8 2082 080000
100 10 2082 100000

Hose testing and Certification

Our service for you: Hose testing according to §2 Paragraph 7 of the Industrial 
Safety Ordinance:

• Visual inspection of the hose line

• Testing of compressive strength

• Leak test

• Testing of electrical resistance

• Identification of the hose line
• Documentation and creation of a 

acceptance test certificate 3.1 according to EN 10204: 2005
• Documentation and monitoring of the recurring inspection  

of your hose line
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TW curve piece 

with female thread
norm DIN EN 14420-6 (DIN 28450)

material brass

gasket vulcollan thread seal

NW  ft order-no.

50 VK 50 (TW 501) 2“ 2001 050000
80 VK 80 (TW 501) 3“ 2001 080000
100 VK 100 4“ 2001 100000

TW sealing ring piece 

with female thread
norm DIN EN 14420-6 (DIN 28450)

material brass

gasket with vulkollan thread seal, NBR sealing ring

NW  ft order-no.

50 (TW 1502/5) 2“ 2002 050000
80 (TW 502/5) 3“ 2002 080000

TW clamping ring with lever 

for connecting the sealing ring piece with the curve piece
norm DIN EN 14420-6 (DIN 28450)

material brass

NW  order-no.

50 (TW 1503/4) 2003 050000
80 (TW 503/4) 2003 080000

TW female coupling 

with female thread
norm DIN EN 14420-6 (DIN 28450)

material brass

gasket NBR round cord ring and vulkollan thread gaske

NW ft order-no.

100 4“ 2006 100000

TW cap 

norm DIN EN 14420-6 (DIN 28450)

material brass

gasket NBR sealing ring

NW  order-no.

50 MB 50 (TW 1506) 2004 050000
80 MB 80 (TW 506) 2004 080000

TW blind plug 

norm DIN EN 14420-6 (DIN 28450)

material brass

NW  order-no.

50 VB 50 (TW 1507) 2005 050000
80 VB 80 (TW 507) 2005 080000
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TW adapter coupling 

for screw on filler pipes VK 50 x 2 1/2“ female thread
material brass

NW order-no.

VK 50 x 2 1/2“ IG 2007 000000

TW adapter coupling 

VK 80 x MK 100 with brass reducing nipple
material brass

NW order-no.

VK 80 x MK 100 2008 000000

Brass double nipple 

for tanker-coupling
material brass

mt order-no.

2“ 3360 050050
3“ 3360 075075
4“ 3360 100100

Brass reducing nipple 

for tanker-coupling
material brass

mt order-no.

3“ x 2“ 3361 075050
4“ x 3“ 3361 100075

Safety chain for TW tanker coupling 

material brass

length
(mm)

order-no.

150 2054 150000

Thread gasket 
for brass curve piece and sealing ring 
piece
material vulkollan (polyurethane 

elastomer)

colour blue

NW wall
(mm)

order-no.

50 2 2042 050001
80 3 2042 080001
100 3 2042 100001

Flat gasket 
for brass sealing ring piece and cap
material NBR

colour black

NW wall
(mm)

order-no.

50 5 2043 050001
80 6 2043 080001

Form gasket 
for brass sealing ring piece
material NBR

colour black

NW wall
(mm)

order-no.

50 10 2044 050001
80 11,6 2044 080001

Round cord ring 

for brass adapter coupling
material NBR

colour black

NW wall
(mm)

order-no.

100 7 2045 100001
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TW curve piece 

with female thread
norm DIN EN 14420-6 (DIN 28450)

material stainless steel

gasket teflon thread seal

NW  ft order-no.

50 VK 50 (TW 1501) 2“ 2012 050000
80 VK 80 (TW 501) 3“ 2012 080000
100 VK 100 4“ 2012 100000

TW sealing ring piece 

with female thread
norm DIN EN 14420-6 (DIN 28450)

material stainless steel

gasket teflon thread seal, hypalon sealing ring

NW  ft order-no.

50 (TW 1502/5) 2“ 2013 050000
80 (TW 502/5) 3“ 2013 080000

TW clamping ring with lever 

for connecting the sealing ring piece with the curve piece
norm DIN EN 14420-6 (DIN 28450)

material stainless steel

NW  order-no.

50 (TW 1503/4) 2014 050000
80 (TW 503/4) 2014 080000

TW female coupling 

with female thread
norm DIN EN 14420-6 (DIN 28450)

material stainless steel

gasket hypalon round cord ring and teflon thread gasket

NW ft order-no.

100 4“ 2017 100000

TW cap 

norm DIN EN 14420-6 (DIN 28450)

material stainless steel

gasket hypalon sealing ring

NW  order-no.

50 MB 50 (TW 1506) 2015 050000
80 MB 80 (TW 506) 2015 080000
100 MB 100 2015 100000

TW blind plug 

norm DIN EN 14420-6 (DIN 28450)

material stainless steel

NW  order-no.

50 VB 50 (TW 1507) 2016 050000
80 VB 80 (TW 507) 2016 080000
100 VB 100 2016 100000



101Further information can be found on www.huecobi.de

Flexible hoses 
and fittings

Tanker-couplings

2

H
o
se co

up
ling

s

TW cap 

norm DIN EN 14420-6 (DIN 28450)

material aluminium

gasket NBR sealing ring

NW  order-no.

50 MB 50 (TW 1506) 2023 050000
80 MB 80 (TW 506) 2023 080000
100 MB 100 2023 100000

TW blind plug 

norm DIN EN 14420-6 (DIN 28450)

material aluminium

NW  order-no.

50 VB 50 (TW 1507) 2024 050000
80 VB 80 (TW 507) 2024 080000
100 VB 100 2024 100000

TW blind plug 

norm DIN EN 14420-6 (DIN 28450)

material polypropylene

NW  order-no.

50 VB 50 2035 050000
80 VB 80 2035 080000
100 VB 100 2035 100000

Safety chain for TW tanker coupling 

material stainless steel

length
(mm)

order-no.

200 2054 200000

Thread gasket 
for stainless steel curve piece and 
sealing ring piece
material teflon (PTFE)
colour white

NW wall
(mm)

order-no.

50 2 2042 050002
80 3 2042 080002
100 3 2042 100002

Flat gasket 
for stainless steel sealing ring piece and 
cap
material hypalon

colour green

NW wall
(mm)

order-no.

50 5 2043 050002
80 6 2043 080002

Form gasket 
for stainless steel sealing ring piece
material hypalon

colour green

NW wall
(mm)

order-no.

50 10 2044 050002
80 11,6 2044 080002

Round cord ring 

for stainless steel adapter coupling
material hypalon

colour green

NW wall
(mm)

order-no.

100 7 2045 100002

Curve protection ring 

for protecting the curve piece against 
shock and damage
material nylon

NW order-no.

50 2041 050000
80 2041 080000
100 2041 100000
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Food coupling with union nut 
for shell-inclusion with safety collar
norm DIN 11851

material Hose nozzle V4A, AISI 316, Union nut V2A, AISI 304

NW for hose 
I.-Ø (mm)

ft order-no.

20 19 RD 44 x 1/6“ 2710 019000
25 25 RD 52 x 1/6“ 2710 025000
32 32 RD 58 x 1/6“ 2710 032000
40 38 RD 65 x 1/6“ 2710 038000
50 50 RD 78 x 1/6“ 2710 050000
65 63 RD 95 x 1/6“ 2710 063000
80 75 RD 110 x 1/4“ 2710 075000
100 100 RD 130 x 1/4“ 2710 100000

Food coupling with male thread 

for shell-inclusion with safety collar
norm DIN 11851

material Hose nozzle V4A, AISI 316

gasket perbunan, blue

NW for hose 
I.-Ø (mm)

mt order-no.

20 19 RD 44 x 1/6“ 2715 019000
25 25 RD 52 x 1/6“ 2715 025000
32 32 RD 58 x 1/6“ 2715 032000
40 38 RD 65 x 1/6“ 2715 038000
50 50 RD 78 x 1/6“ 2715 050000
65 63 RD 95 x 1/6“ 2715 063000
80 75 RD 110 x 1/4“ 2715 075000
100 100 RD 130 x 1/4“ 2715 100000

Gasket for food coupling 

norm DIN 11851

material perbunan, blue

NW wall
(mm)

outer-Ø
(mm)

order-no.

20 4,5 33 2719 020000
25 5 40 2719 025000
32 5 46 2719 032000
40 5 52 2719 040000
50 5 64 2719 050000
65 5 81 2719 065000
80 5 95 2719 080000
100 6 114 2719 100000

Other sizes and molded parts available!

Suitable accessories

Clamping sheels
up on page 96

Food hoses
up on page 41

COBIFOOD SP
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Alu fixed coupling with female thread Type I System Storz 

material aluminium

gasket nitrile rubber

NW ft knag distance
(mm)

order-no.

25-D 1“ 31 2111 025025
52-C 1 1/4“ 66 2111 052032
52-C 1 1/2“ 66 2111 052038
52-C 2“ 66 2111 052050
75-B 2 1/2“ 89 2111 075063
75-B 3“ 89 2111 075075
110-A 4“ 133 2111 110100

Alu fixed coupling with male thread Type I System Storz 

material aluminium

gasket nitrile rubber

NW mt knag distance
(mm)

order-no.

25-D 1“ 31 2112 025025
52-C 1“ 66 2112 052025
52-C 1 1/4“ 66 2112 052032
52-C 1 1/2“ 66 2112 052038
52-C 2“ 66 2112 052050
75-B 2 1/2“ 89 2112 075063
75-B 3“ 89 2112 075075
110-A 4“ 133 2112 110100

Alu suction coupling with hose nozzle Type I System Storz 

material aluminium

gasket nitrile rubber

NW for hose 
I.-Ø (mm)

knag distance
(mm)

order-no.

25-D 25 31 2113 025025
52-C 25 66 2113 052025
52-C 32 66 2113 052032
52-C 38 66 2113 052038
52-C 45 66 2113 052045
52-C 52 66 2113 052052
75-B 65 89 2113 075065
75-B 75 89 2113 075075
75-B 80 89 2113 075080
110-A 100 133 2113 110100
110-A 110 133 2113 110110

Alu suction coupling with hose nozzle with sawtooth Typ I System Storz 

material aluminium

gasket nitrile rubber

NW for hose 
I.-Ø (mm)

knag distance
(mm)

order-no.

75-B 76 89 2113 075076
110-A 102 133 2113 110102

Alu blind coupling Type I System Storz 

with chain
material aluminium

gasket nitrile rubber

NW knag distance
(mm)

order-no.

52-C 66 2114 052000
75-B 89 2114 075000
110-A 133 2114 110000

Alu adapter piece Type I System Storz 

material aluminium

gasket nitrile rubber

NW knag distance
(mm)

order-no.

52-C / 25-D 66/31 2115 052025
75-B / 52-C 89/66 2115 075052
110-A / 75-B 133/89 2115 110075
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Alu fixed coupling with female thread System Storz 

material aluminium

gasket nitrile rubber

NW  ft knag distance
(mm)

order-no.

25-D 1/2“ 31 2101 025013
25-D 3/4“ 31 2101 025019
25-D DIN 14 306 1“ 31 2101 025025
38 1 1/2“ 52 2101 038038
52-C 3/4“ 66 2101 052019
52-C 1“ 66 2101 052025
52-C 1 1/4“ 66 2101 052032
52-C 1 1/2“ 66 2101 052038
52-C DIN 14 307 2“ 66 2101 052050
52-C 2 1/2“ 66 2101 052063
65 2“ 81 2101 065050
65 2 1/2“ 81 2101 065063
65 3“ 81 2101 065075
75-B 2“ 89 2101 075050
75-B DIN 14 308 2 1/2“ 89 2101 075063
75-B 3“ 89 2101 075075
90 3“ 105 2101 090075
100 4“ 115 2101 100100
110-A 4“ 133 2101 110100
125 4“ 148 2101 125100
125 5“ 148 2101 125125
150-F 6“ 160 2101 150150

Alu fixed coupling with female thread, moveable System Storz 

material aluminium

gasket nitrile rubber

NW ft knag distance
(mm)

order-no.

52-C 2“ 66 2116 052050
75-B 3“ 89 2116 075075
110-A 4“ 133 2116 110100

Alu fixed coupling with male thread System Storz 

material aluminium

gasket nitrile rubber

NW mt knag distance
(mm)

order-no.

52-C 1“ 66 2102 052025
52-C 1 1/4“ 66 2102 052032
52-C 1 1/2“ 66 2102 052038
52-C 2“ 66 2102 052050
52-C 2 1/2“ 66 2102 052063
65 2“ 81 2102 065050
65 2 1/2“ 81 2102 065063
65 3“ 81 2102 065075
75-B 2“ 89 2102 075050
75-B 2 1/2“ 89 2102 075063
75-B 3“ 89 2102 075075
100 4“ 115 2102 100100
110-A 4“ 133 2102 110100

Suitable accessories

Hose clamps
up on page 80

Clamping sheels
up on page 96
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Alu suction coupling with hose nozzle System Storz 

material aluminium

gasket nitrile rubber

NW  for hose 
I.-Ø (mm)

knag distance
(mm)

order-no.

25-D DIN 14 301 25 31 2103 025025
38 38 52 2103 038038
52-C 25 66 2103 052025
52-C 32 66 2103 052032
52-C 38 66 2103 052038
52-C 40 66 2103 052040
52-C 42 66 2103 052042
52-C 50 66 2103 052050
52-C DIN 14 321 52 66 2103 052052
52-C 60 66 2103 052060
65 52 81 2103 065052
65 63 81 2103 065063
65 75 81 2103 065075
75-B 52 89 2103 075052
75-B 65 89 2103 075065
75-B DIN 14 322 75 89 2103 075075
75-B 80 89 2103 075080
90 90 105 2103 090090
100 100 115 2103 100100
110-A 90 133 2103 110090
110-A 100 133 2103 110100
110-A DIN 14 323 110 133 2103 110110
125 125 148 2103 125125
150-F 150 160 2103 150150

Alu suction coupling with hose nozzle with sawtooth System Storz 

material aluminium

gasket nitrile rubber

NW for hose 
I.-Ø (mm)

knag distance
(mm)

order-no.

75-B 76 89 2103 075076
110-A 102 133 2103 110102

Alu suction coupling with smooth hose connection System Storz 

for shell-inclusion, with smooth hose connection and safety collar
material aluminium

gasket nitrile rubber

NW for hose 
I.-Ø (mm)

knag distance
(mm)

order-no.

52-C 38 66 2117 052038
52-C 50 66 2117 052050
65 50 81 2117 065050
75-B 75 89 2117 075075
110-A 100 133 2117 110100
150-F 150 160 2117 150150

Alu-coupling with smooth passage System Storz 

Especially for pellet hoses. This coupling allows a smoother passage in the hose.
material aluminium

gasket nitrile rubber

NW for hose 
I.-Ø (mm)

knag distance
(mm)

order-no.

110-A 102 133 2119 110102
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Alu pressure coupling for clamping rings with short hose nozzle System Storz 

for the special integration of flat hoses with clamping rings, with short hose nozzle
material aluminium

gasket nitrile rubber

NW for hose 
I.-Ø (mm)

knag distance
(mm)

order-no.

52-C 52 66 2140 052000
65 65 81 2140 065000
65 75 81 2140 065075
75-B 75 89 2140 075000
90 90 105 2140 090000
100 101,5 115 2140 100000
110-A 101,5 133 2140 110000
110-A 114 133 2140 110114
110-A 127 133 2140 110127
125 127 148 2140 125000
150 150 160 2140 150000

Alu double hose nozzle for clamping rings System Storz 

material aluminium

for hose 
I.-Ø (mm)

order-no.

90 2142 090000
101,5 2142 101000
114 2142 114000
127 2142 127000
150 2142 150000

Clamping rings for alu pressure coupling System Storz 

three-part with screw and nut
material malleable cast iron

for hose 
I.-Ø (mm)

wall
(mm)

order-no.

50 2 2141 052000
65 2,8 - 3,2 2141 065000
75 2,8 - 3,2 2141 075000
90 2,8 - 3,2 2141 090000
101,5 2,8 - 3,2 2141 100000
101,5 4,5 2141 100045
114 2,8 - 3,5 2141 114000
127 2,8 - 3,5 2141 127000
150 2,8 - 3,2 2141 150000

Alu blind coupling System Storz 

with chain
material aluminium

gasket nitrile rubber

NW  knag distance
(mm)

order-no.

25-D DIN 14 310 31 2104 025000
52-C DIN 14 311 66 2104 052000
65 81 2104 065000
75-B DIN 14 312 89 2104 075000
90 105 2104 090000
100 115 2104 100000
110-A DIN 14 313 133 2104 110000
125 148 2104 125125
150-F 160 2104 150000

Alu blind disc System Storz 

with chain
material aluminium

NW knag distance
(mm)

order-no.

110-A 133 2104 110001
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Alu adapter piece System Storz 

material aluminium

gasket nitrile rubber

NW  knag distance
(mm)

order-no.

52-C / 25-D DIN 14 341 66/31 2105 052025
65 / 52-C 81/66 2105 065052
75-B / 52-C DIN 14 342 89/66 2105 075052
75-B / 65 89/81 2105 075065
90 / 75-B 105/89 2105 090075
100 / 75-B 115/89 2105 100075
110-A / 75-B DIN 14 343 133/89 2105 110075
110-A / 100 133/115 2105 110100
125 / 110-A 148/133 2105 125110
150 / 110-A 160/133 2105 150110
205 / 150 220/160 2105 205150
250 / 205 278/220 2105 250205

Alu-coupling with hose connection System Storz 

Especially for pellet hoses and hoses that are integrated from the outside. This coupling 
allows a smoother passage in the hose. The coupling is connected by screws to the hose.
material aluminium

gasket nitrile rubber

NW for hose 
I.-Ø (mm)

knag distance
(mm)

order-no.

110-A 102 133 2132 110102

Hose connection fitting with male thread 

mounting on hose outside
material steel, galvanized

for hose 
I.-Ø (mm)

mt pipe socket
(mm)

order-no.

90 4“ 108 x 1,5 2475 108100
102 4“ 120 x 1,5 2475 120100

Hose connection fitting with male thread 

for mounting on hose outside
material aluminium

for hose 
I.-Ø (mm)

mt order-no.

90 4“ 2775 100090
102 4“ 2775 100102

Other sizes, models and fittings available!
e.g. made of brass for sea water or drinking water
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Stainless steel fixed coupling with female thread System Storz 

material stainless steel

gasket viton, green

NW ft knag distance
(mm)

order-no.

25-D 1“ 31 2107 025025
52-C 1“ 66 2107 052025
52-C 1 1/2“ 66 2107 052038
52-C 2“ 66 2107 052050
65 2“ 81 2107 065050
75-B 2 1/2“ 89 2107 075063
75-B 3“ 89 2107 075075
110-A 4“ 133 2107 110100
150-F 6“ 160 2107 150150

Stainless steel fixed coupling with male thread System Storz 

material stainless steel

gasket viton, green

NW mt knag distance
(mm)

order-no.

52-C 1 1/2“ 66 2108 052038
52-C 2“ 66 2108 052050
65 2“ 81 2108 065050
75-B 2 1/2“ 89 2108 075063
75-B 3“ 89 2108 075075
110-A 4“ 133 2108 110100

Stainless steel suction coupling with hose nozzle System Storz 

material stainless steel

gasket viton, green

NW for hose 
I.-Ø (mm)

knag distance
(mm)

order-no.

52-C 25 66 2106 052025
52-C 52 66 2106 052052
65 52 81 2106 065052
65 65 81 2106 065065
75-B 75 89 2106 075075
110-A 100 133 2106 110100
125 125 148 2106 125125

Stainless steel blind coupling System Storz 

with chain
material stainless steel

gasket viton, green

NW knag distance
(mm)

order-no.

25-D 31 2109 025000
52-C 66 2109 052000
65 81 2109 065000
75-B 89 2109 075000
110-A 133 2109 110000

Suction sealing for suction and pressure coupling System Storz 

material viton

colour green

NW order-no.

25-D 2110 025000
52-C 2110 052000
65 2110 065000
75-B 2110 075000
110-A 2110 110000
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Coupling key für couplings 
System Storz B-C 

with cold protection lever
material steel, galvanized

NW  order-no.

75-B / 52-C DIN 14 822 2121 075000

Coupling key für couplings 
System Storz A-B-C 

material malleable cast iron

NW order-no.

110-A / 75-B / 52-C 2121 110000

Coupling key für couplings 
System Storz A-B-C 

with cold protection lever
material steel, galvanized

NW  order-no.

110-A / 75-B / 52-C DIN 14 822 2121 110001

Coupling key für couplings 
System Storz 150-125 

with cold protection lever
material steel, galvanized

NW order-no.

150 / 125 2121 150000

Standpipe fur underground hydrants 

with one outlet System Storz 52-C, head moveable

DN kd
(mm)

order-no.

80 66 2125 080001

Standpipe for underground hydrants 

with two outlest System Storz 52-C and turn-off valves, head moveable

DN kd
(mm)

order-no.

80 66 2126 080002

Key for underground 
hydrants 

with square
material steel, galvanized

  length
(mm)

order-no.

Square 30 x 30 mm DIN 3223 C 1100 2122 000000
Square 14,7 x 14,7 mm 1100 2122 000147

Key for standpost 
hydrants 

material malleable cast iron

 length
(mm)

order-no.

DIN 3223 A 420 2123 000000

Standpipe foot for 
standpipe DN80 

Footpiece, clamping ring and flat gasket

NW order-no.

DN80 x 2“ IG 2124 052000
DN80 x W72 x 1 / 14“ 2124 080000

Gasket for standpipe foot 
DN 80 

DN order-no.

80 2130 080000
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Industrial multi-purpose jet pipe System Storz 

with Alu-coupling System Storz
material made of shock-proof polyamide

NW knag distance
(mm)

order-no.

25-D 31 2131 025000
52-C 66 2131 052000
75-B 89 2131 075000

Safety clamp with rubber inlet 
to secure the hose against independent uncouple
material steel, galvanizes with rubber inlet

NW inner-Ø
(mm)

order-no.

52-C 98 2137 052000
75-B 126 2137 075000
110-A 182 2137 110000

Safety clamp FS System Storz 

to secure hose couplings against independent uncoupling
material steel, yellow painted

NW  order-no.

52-C 2143 052000
75-B 2143 075000
75-B / 52-C for adapter piece 2143 075052
110-A 2143 110000
110-A / 75-B for adapter piece 2143 110075

Flat sealing for alu fixed coupling with female thread System Storz 

material nitrile rubber

colour black

NW ft order-no.

52-C 2“ 2134 052050
75-B 2 1/2“ 2134 075063
75-B 3“ 2134 075075
110-A 4“ 2134 110100
150-F 6“ 2134 150150

Pressure sealing for System Storz 

material nitrile rubber

colour black

NW order-no.

52-C 2135 052000
65 2135 065000
75-B 2135 075000
110-A 2135 110000
150-F 2135 150000

Sealing for pressure and suction System Storz 

material nitrile rubber

colour black

NW order-no.

25-D 2136 025000
52-C 2136 052000
65 2136 065000
75-B 2136 075000
90 2136 090000
100 2136 100000
125 2136 125000
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Brass quick coupling with hose nozzle 

material brass

gasket NBR, black

NW for hose 
I.-Ø (mm)

knag distance
(mm)

pu
(piece)

order-no.

3/8“ 10 40 10 3301 010000
1/2“ 13 40 10 3301 013000
3/4“ 19 40 10 3301 019000
1“ 25 40 10 3301 025000
1 1/4“ 32 40 10 3301 032000
1 1/2“ 38 40 10 3301 038000

Brass quick coupling with female thread 

material brass

gasket NBR, black

 ft knag distance
(mm)

pu
(piece)

order-no.

3/8“ 40 10 3302 010000
1/2“ 40 10 3302 013000
3/4“ 40 10 3302 019000

long ft 3/4“ 40 10 3302 019001
1“ 40 10 3302 025000
1 1/4“ 40 10 3302 032000
1 1/2“ 40 10 3302 038000

Brass quick coupling with male thread 

material brass

gasket NBR, black

mt knag distance
(mm)

pu
(piece)

order-no.

3/8“ 40 10 3303 010000
1/2“ 40 10 3303 013000
3/4“ 40 10 3303 019000
1“ 40 10 3303 025000
1 1/4“ 40 10 3303 032000
1 1/2“ 40 10 3303 038000

Brass suction and high pressure coupling with hose nozzle 

with adjusting ring
material brass

gasket NBR, black

NW for hose 
I.-Ø (mm)

knag distance
(mm)

pu
(piece)

order-no.

1/2“ 13 40 1 3304 013000
3/4“ 19 40 1 3304 019000
1“ 25 40 1 3304 025000
1 1/4“ 32 40 1 3304 032000

Brass quick coupling with hose nozzle 

nozzle 360 grate turn able
material brass

gasket NBR, black

NW for hose 
I.-Ø (mm)

knag distance
(mm)

pu
(piece)

order-no.

1/2“ 13 40 10 3305 013000
3/4“ 19 40 10 3305 019000
1“ 25 40 10 3305 025000

Brass quick coupling blind plug 

material brass

gasket NBR, black

knag distance
(mm)

pu
(piece)

order-no.

40 10 3307 000000
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Brass spray nozzle with quick coupling 

heavy weight model
material brass

gasket NBR, black

NW knag distance
(mm)

pu
(piece)

order-no.

1/2“ 40 5 3314 013000
3/4“ 40 5 3314 019000
1“ 40 5 3314 025000

Brass spray nozzle with hose nozzle 

extra heavy weight model
material brass

gasket NBR

NW for hose 
I.-Ø (mm)

pu
(piece)

order-no.

1/2“ 13 1 3316 013000
3/4“ 19 5 3316 019000
1“ 25 5 3316 025000

Brass quick coupling Y-piece 

suitable for all sizes 3/8“ - 1 1/2“
material brass

kd
(mm)

pu
(piece)

order-no.

40 10 3308 000000

Brass quick coupling two-way valve 

inlet 3/4” female thread (turnable), two outlets 3/4” male thread. Outlets single lockable 
through valve top part
material brass

ft mt pu
(piece)

order-no.

3/4“ 3/4“ 5 3322 019000

Spare rubber sealing ring 

not for high pressure coupling
material perbunan

pu
(piece)

order-no.

10 3311 000000

Gasket for brass quick coupling with female thread 

material NBR

NW pu
(piece)

order-no.

1/2“ 1 3310 013001
3/4“ 1 3310 019001
1“ 1 3310 025001

Gasket for brass quick coupling 

with adjusting ring
material NBR

pu
(piece)

order-no.

1 3310 000001
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Brass quick coupling with hose nozzle for potable water 

norm with KTW-certificate according to D2 and long term test DVGW W270
material brass

gasket NBR, red, for potable water

NW for hose 
I.-Ø (mm)

knag distance
(mm)

pu
(piece)

order-no.

1/2“ 13 40 10 3601 013000
3/4“ 19 40 10 3601 019000
1“ 25 40 10 3601 025000
1 1/4“ 32 40 10 3601 032000

Brass quick coupling with female thread for potable water 

norm with KTW-certificate according to D2 and long term test DVGW W270
material brass

gasket NBR, red, for potable water

NW knag distance
(mm)

pu
(piece)

order-no.

1/2“ 40 10 3602 013000
3/4“ 40 10 3602 019000
1“ 40 10 3602 025000
1 1/4“ 40 10 3602 032000

Brass quick coupling with male thread for portable water 

norm with KTW-certificate according to D2 and long term test DVGW W270
material brass

gasket NBR, red, for potable water

NW knag distance
(mm)

pu
(piece)

order-no.

1/2“ 40 10 3603 013000
3/4“ 40 10 3603 019000
1“ 40 10 3603 025000
1 1/4“ 40 10 3603 032000

Brass quick coupling with blind plug for potable water 

norm with KTW-certificate according to D2 and long term test DVGW W270
gasket NBR, red, for potable water

knag distance
(mm)

pu
(piece)

order-no.

40 10 3604 000000

Spare rubber sealing ring 

norm with KTW-certificate according to D2 and long term test DVGW W270
material NBR, red, for potable water

pu
(piece)

order-no.

10 3605 000000

Suitable accessories

Hose clamps
up on page 80

Potable water hoses 
up on page 26

COBIAQUA KU
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Stainless steel quick coupling with hose nozzle 

material stainless steel 316

gasket viton, green

NW for hose 
I.-Ø (mm)

knag distance
(mm)

pu
(piece)

order-no.

1/2“ 13 40 10 5301 013000
3/4“ 19 40 10 5301 019000
1“ 25 40 10 5301 025000
1 1/4“ 32 40 10 5301 032000

Stainless steel quick coupling with female thread 

material stainless steel 316

gasket viton, green

NW knag distance
(mm)

pu
(piece)

order-no.

1/2“ 40 10 5302 013000
3/4“ 40 10 5302 019000
1“ 40 10 5302 025000
1 1/4“ 40 10 5302 032000

Stainless steel quick coupling with male thread 

material stainless steel 316

gasket viton, green

NW knag distance
(mm)

pu
(piece)

order-no.

1/2“ 40 10 5303 013000
3/4“ 40 10 5303 019000
1“ 40 10 5303 025000
1 1/4“ 40 10 5303 032000

Stainless steel quick coupling with blind plug 

material stainless steel 316

gasket viton, green

knag distance
(mm)

pu
(piece)

order-no.

40 10 5304 000000

Suitable accessories

Hose clamps
up on page 80

EPDM-Water hoses 
up on page 18

COBIWATER PLUS
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Air outlet with hose nozzle 

single shut-off
material brass MS 58

DN nozzle 
(mm)

PN
(bar)

pu
(piece)

order-no.

7,2 6 35 10 7143 006000
7,2 9 35 10 7143 009000
7,2 13 35 10 7143 013000

Plug nipple with hose nozzle 

material brass MS 58

DN nozzle 
(mm)

PN
(bar)

pu
(piece)

order-no.

7,2 6 35 10 7148 006000
7,2 9 35 10 7148 009000
7,2 13 35 10 7148 013000

Air outlet with female thread 

single shut-off
material brass MS 58

DN ft PN
(bar)

pu
(piece)

order-no.

7,2 1/4” 35 10 7145 006000
7,2 3/8” 35 10 7145 010000
7,2 1/2” 35 10 7145 013000

Plug nipple with female thread 

material brass MS 58

DN ft PN
(bar)

pu
(piece)

order-no.

7,2 1/4” 35 10 7147 006000
7,2 3/8” 35 10 7147 009000

Air outlet with male thread 

single shut-off
material brass MS 58

DN mt PN
(bar)

pu
(piece)

order-no.

7,2 1/4” 35 10 7144 006000
7,2 3/8” 35 10 7144 009000
7,2 1/2” 35 10 7144 013000

Plug nipple with male thread 

material made of brass MS 58

DN mt PN
(bar)

pu
(piece)

order-no.

7,2 1/4” 35 10 7146 006000
7,2 3/8” 35 10 7146 009000
7,2 1/2” 35 10 7146 013000

Compatible with Cejn 320, Parker/Rectus 25/26 and Lüdecke ES

Suitable accessories

2-ear-clamps
up on page 89

Pressure hoses
up on page 47

COBIAIR
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Compressed air couplings
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Compressed air claw coupling with hose connection and safety collar 

for inclusion with hose clamps with backupclaws
material malleable cast iron

gasket NBR, black

NW for hose 
I.-Ø (mm)

PN
(bar)

knag distance
(mm)

order-no.

1/2“ 13 10 42 2203 013000
3/4“ 19 10 42 2203 019000
1“ 25 10 42 2203 025000

Compressed air claw coupling with hose connection 

for inclusion with clamps
material malleable cast iron

gasket NBR, black

NW for hose 
I.-Ø (mm)

PN
(bar)

knag distance
(mm)

order-no.

1/2“ 13 10 42 2205 013000
5/8“ 16 10 42 2205 016000
3/4“ 19 10 42 2205 019000
1“ 25 10 42 2205 025000

Compressed air claw coupling with female thread 

material malleable cast iron

gasket NBR, black

ft PN
(bar)

knag distance
(mm)

order-no.

1/2“ 10 42 2206 013000
3/4“ 10 42 2206 019000
1“ 10 42 2206 025000

Compressed air claw coupling with male thread 

material malleable cast iron

gasket NBR, black

mt PN
(bar)

knag distance
(mm)

order-no.

1/2“ 10 42 2207 013000
3/4“ 10 42 2207 019000
1“ 10 42 2207 025000

Compressed air claw coupling blind plug 

material malleable cast iron

gasket NBR, black

PN
(bar)

knag distance
(mm)

order-no.

10 42 2208 000000

Rubber ring for claw coupling 

material NBR, black

inner-Ø
(mm)

outer-Ø
(mm)

order-no.

20 34 2209 000000

Suitable accessories

Hose clamps
up on page 89

Compressed air hoses
up on page 48
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Flexible hoses 
and fittings

Compressed air couplings
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Compressed air full screw-connection with safety collar 

for inclusion with hose clapms with safety collar. For compressed air and water
norm DIN 8537 / 20033

material malleable cast iron

for hose 
I.-Ø (mm)

ft PN
(bar)

order-no.

13 3/4“ 25 2210 019013
19 3/4“ 25 2210 019019
13 1“ 25 2210 025013
19 1“ 25 2210 025019
13 Rd 32 x 1/8“ 25 2210 032013
19 Rd 32 x 1/8“ 25 2210 032019
25 Rd 32 x 1/8“ 25 2210 032025
25 Rd 38 x 1/8“ 25 2210 038025
32 Rd 46 x 1/6“ 25 2210 046032
35 Rd 55 x 1/6“ 25 2210 055035
38 Rd 55 x 1/6“ 25 2210 055038
42 Rd 62 x 1/6“ 25 2210 062042
50 Rd 75 x 1/6“ 25 2210 075050
53 Rd 75 x 1/6“ 25 2210 075053
75 Rd 105 x 1/4“ 25 2210 105075
102 Rd 105 x 1/4“ 25 2210 105102

Double nipple for compressed air couplings 

for compressed air and water
norm DIN 8537 / 20036

material steel

mt PN
(bar)

order-no.

2 x G 3/4“ 25 2211 019000
2 x G 1“ 25 2211 025000
2 x Rd 32 x 1/8“ 25 2211 032000
2 x Rd 38 x 1/8“ 25 2211 038000
2 x Rd 46 x 1/6“ 25 2211 046000
2 x Rd 55 x 1/6“ 25 2211 055000
2 x Rd 62 x 1/6“ 25 2211 062000
2 x Rd 75 x 1/6“ 25 2211 075000
2 x Rd 105 x 1/4“ 25 2211 105000

Connection nipple for compressed air couplings 

for compressed air and water
norm DIN 20037

material steel

mt PN
(bar)

order-no.

1/2“ BSP x Rd 32 25 2214 032013
3/4“ BSP x Rd 32 25 2214 032019
1“ BSPx Rd 38 25 2214 038025
1 1/2“ BSP x Rd 55 25 2214 055038
2“ BSP x Rd 75 25 2214 075050
3“ BSP x Rd 105 25 2214 105075

Suitable accessories

Special hose clamps
up on page 89

Compressed air hoses
up on page 48
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System Kamlok polypropylene
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Female coupling with hose connection type C - System Kamlok PP 

with stainless steel lever
norm DIN EN 14420-7 (DIN 2828)

material polypropylene

gasket NBR, oil- and petrol-resistant

NW for hose 
I.-Ø (mm)

order-no.

1“ 25 2151 025000
1 1/4“ 32 2151 032000
1 1/2“ 38 2151 038000
2“ 51 2151 050000
3“ 75 2151 075000
4“ 100 2151 100000

Male coupling with hose connection type E - System Kamlok PP 

norm DIN EN 14420-7 (DIN 2828)

material polypropylene

NW for hose 
I.-Ø (mm)

order-no.

1“ 25 2152 025000
1 1/4“ 32 2152 032000
1 1/2“ 38 2152 038000
2“ 51 2152 050000
3“ 75 2152 075000
4“ 100 2152 100000

Female coupling with female thread type D - System Kamlok PP 

with stainless steel lever
norm DIN EN 14420-7 (DIN 2828)

material polypropylene

gasket NBR, oil- and petrol-resistant

NW order-no.

1“ 2153 025000
1 1/4“ 2153 032000
1 1/2“ 2153 038000
2“ 2153 050000
3“ 2153 075000
4“ 2153 100000

Male coupling with female thread type A - System Kamlok PP 

norm DIN EN 14420-7 (DIN 2828)

material polypropylene

NW order-no.

1“ 2154 025000
1 1/4“ 2154 032000
1 1/2“ 2154 038000
2“ 2154 050000
3“ 2154 075000
4“ 2154 100000

Suitable accessories

Hose clamps
up on page 80

PVC suction and 
pressure hoses
up on page 31

COBILIGHT
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Flexible hoses 
and fittings

System Kamlok polypropylene
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Female coupling with male thread type B - System Kamlok PP 

with stainless steel lever
norm DIN EN 14420-7 (DIN 2828)

material polypropylene

gasket NBR, oil- and petrol-resistant

NW order-no.

1“ 2155 025000
1 1/4“ 2155 032000
1 1/2“ 2155 038000
2“ 2155 050000
3“ 2155 075000
4“ 2155 100000

Male coupling with male thread type F - System Kamlok PP 

norm DIN EN 14420-7 (DIN 2828)

material polypropylene

NW order-no.

1“ 2156 025000
1 1/4“ 2156 032000
1 1/2“ 2156 038000
2“ 2156 050000
3“ 2156 075000
4“ 2156 100000

Female coupling as blind cap type DC - System Kamlok PP 

with stainless steel lever
norm DIN EN 14420-7 (DIN 2828)

material polypropylene

gasket NBR, oil- and petrol-resistant

NW order-no.

1“ 2158 025000
1 1/4“ 2158 032000
1 1/2“ 2158 038000
2“ 2158 050000
3“ 2158 075000
4“ 2158 100000

Male coupling as blind coupling type DP - System Kamlok PP 

norm DIN EN 14420-7 (DIN 2828)

material polypropylene

NW order-no.

1“ 2159 025000
1 1/4“ 2159 032000
1 1/2“ 2159 038000
2“ 2159 050000
3“ 2159 075000
4“ 2159 100000

NBR gasket for female coupling - System Kamlok 

material NBR, oil- and petrol-resistant

NW order-no.

1“ 2190 025000
1 1/4“ 2190 032000
1 1/2“ 2190 038000
2“ 2190 050000
2 1/2“ 2190 063000
3“ 2190 075000
4“ 2190 100000
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System Kamlok stainless steel
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Female coupling with hose connection type C - System Kamlok stainless steel 
with stainless steel lever
norm DIN EN 14420-7 (DIN 2828)

material stainless steel

gasket EPDM

NW for hose 
I.-Ø (mm)

order-no.

1/2“ 13 2171 013000
3/4“ 19 2171 019000
1“ 25 2171 025000
1 1/4“ 32 2171 032000
1 1/2“ 38 2171 038000
2“ 50 2171 050000

Female coupling with hose connection and safety collar type C - System Kamlok 
stainless steel 
with safety collar for shell-inclusion, with stainless steel lever
norm DIN EN 14420-7 (DIN 2828)

material stainless steel

gasket EPDM

NW for hose 
I.-Ø (mm)

order-no.

2“ 50 2171 050001
3“ 80 2171 080001
4“ 100 2171 100001

Male coupling with hose connection type E - System Kamlok stainless steel 
norm DIN EN 14420-7 (DIN 2828)

material stainless steel

NW for hose 
I.-Ø (mm)

order-no.

1/2“ 13 2172 013000
3/4“ 19 2172 019000
1“ 25 2172 025000
1 1/4“ 32 2172 032000
1 1/2“ 38 2172 038000
2“ 50 2172 050000

Male coupling with hose connection and safety collar type E - System Kamlok 
stainless steel 
with safety collar for shell-inclusion
norm DIN EN 14420-7 (DIN 2828)

material stainless steel

NW for hose 
I.-Ø (mm)

order-no.

2“ 50 2172 050001
3“ 80 2172 080001
4“ 100 2172 100001

Female coupling with female thread type D - System Kamlok stainless steel 
with stainless steel lever
norm DIN EN 14420-7 (DIN 2828)

material stainless steel

gasket EPDM

NW order-no.

1/2“ 2173 013000
3/4“ 2173 019000
1“ 2173 025000
1 1/4“ 2173 032000
1 1/2“ 2173 038000
2“ 2173 050000
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Flexible hoses 
and fittings

System Kamlok stainless steel
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Male coupling with female thread type A - System Kamlok stainless steel 
norm DIN EN 14420-7 (DIN 2828)

material stainless steel

NW order-no.

1/2“ 2174 013000
3/4“ 2174 019000
1“ 2174 025000
1 1/4“ 2174 032000
1 1/2“ 2174 038000
2“ 2174 050000

Female coupling with male thread type B - System Kamlok stainless steel 
with stainless steel lever
norm DIN EN 14420-7 (DIN 2828)

material stainless steel

gasket EPDM

NW order-no.

1/2“ 2175 013000
3/4“ 2175 019000
1“ 2175 025000
1 1/4“ 2175 032000
1 1/2“ 2175 038000
2“ 2175 050000

Male coupling with male thread type F - System Kamlok stainless steel 
norm DIN EN 14420-7 (DIN 2828)

material stainless steel

NW order-no.

1/2“ 2176 013000
3/4“ 2176 019000
1“ 2176 025000
1 1/4“ 2176 032000
1 1/2“ 2176 038000
2“ 2176 050000

Female coupling as blind cap type DC - System Kamlok stainless steel 
with stainless steel lever
norm DIN EN 14420-7 (DIN 2828)

material stainless steel

gasket EPDM

NW order-no.

1/2“ 2178 013000
3/4“ 2178 019000
1“ 2178 025000
1 1/4“ 2178 032000
1 1/2“ 2178 038000
2“ 2178 050000

Male coupling as blind coupling type DP - System Kamlok stainless steel 
norm DIN EN 14420-7 (DIN 2828)

material stainless steel

NW order-no.

1/2“ 2179 013000
3/4“ 2179 019000
1“ 2179 025000
1 1/4“ 2179 032000
1 1/2“ 2179 038000
2“ 2179 050000
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System Kamlok aluminium
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Female coupling with hose connection type C - System Kamlok Aluminium 

with stainless steel lever
norm DIN EN 14420-7 (DIN 2828)

material aluminium

gasket NBR, oil- and petrol-resistant

NW for hose 
I.-Ø (mm)

order-no.

1“ 25 2161 025000
1 1/4“ 32 2161 032000
1 1/2“ 38 2161 038000
2“ 50 2161 050000
2 1/2“ 63 2161 063000
3“ 76 2161 075000
4“ 102 2161 100000

Male coupling with hose connection type E - System Kamlok Aluminium 

norm DIN EN 14420-7 (DIN 2828)

material aluminium

NW for hose 
I.-Ø (mm)

order-no.

1“ 25 2162 025000
1 1/4“ 32 2162 032000
1 1/2“ 38 2162 038000
2“ 50 2162 050000
2 1/2“ 63 2162 063000
3“ 76 2162 075000
4“ 102 2162 100000

Female coupling with female thread type D - System Kamlok Aluminium 

with stainless steel lever
norm DIN EN 14420-7 (DIN 2828)

material aluminium

gasket NBR, oil- and petrol-resistant

NW order-no.

1“ 2163 025000
1 1/4“ 2163 032000
1 1/2“ 2163 038000
2“ 2163 050000
2 1/2“ 2163 063000
3“ 2163 075000
4“ 2163 100000

Male coupling with female thread type A - System Kamlok Aluminium 

norm DIN EN 14420-7 (DIN 2828)

material aluminium

NW order-no.

1“ 2164 025000
1 1/4“ 2164 032000
1 1/2“ 2164 038000
2“ 2164 050000
2 1/2“ 2164 063000
3“ 2164 075000
4“ 2164 100000

Suitable accessories

Hose clamps
up on page 80

Abrasion proof hoses
up on page 60COBIRANO PU AS
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Flexible hoses 
and fittings

System Kamlok aluminium
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Female coupling with male thread type B - System Kamlok Aluminium 

with stainless steel lever
norm DIN EN 14420-7 (DIN 2828)

material aluminium

gasket NBR, oil- and petrol-resistant

NW order-no.

1“ 2165 025000
1 1/4“ 2165 032000
1 1/2“ 2165 038000
2“ 2165 050000
2 1/2“ 2165 063000
3“ 2165 075000
4“ 2165 100000

Male coupling with male thread type F - System Kamlok Aluminium 

norm DIN EN 14420-7 (DIN 2828)

material aluminium

NW order-no.

1“ 2166 025000
1 1/4“ 2166 032000
1 1/2“ 2166 038000
2“ 2166 050000
2 1/2“ 2166 063000
3“ 2166 075000
4“ 2166 100000

NBR gasket for female coupling - System Kamlok 

material NBR, oil- and petrol-resistant

NW order-no.

1“ 2190 025000
1 1/4“ 2190 032000
1 1/2“ 2190 038000
2“ 2190 050000
2 1/2“ 2190 063000
3“ 2190 075000
4“ 2190 100000
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Mortar hose couplings
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Mortar female coupling with hose nozzle 

for normal inclusion
material malleable cast iron

gasket NBR

NW  for hose 
I.-Ø (mm)

PN
(bar)

order-no.

25 system 22 25 50 2191 025025
35 system 23,5 35 50 2191 035035
50 system 23,5 50 50 2191 050050

Mortar male coupling with hose nozzle 

for normal inclusion
material malleable cast iron

NW  for hose 
I.-Ø (mm)

PN
(bar)

order-no.

25 system 22 25 50 2192 025025
35 system 23,5 35 50 2192 035035
50 system 23,5 50 50 2192 050050

Mortar female coupling with hose nozzle and safety collar 

for hydraulical pressing
material malleable cast iron

gasket NBR

NW  for hose 
I.-Ø (mm)

PN
(bar)

order-no.

25 system 22 25 50 2197 025025
35 system 23,5 35 50 2197 035035
50 system 23,5 50 50 2197 050050

Mortar male coupling with hose nozzle and safety collar 

for hydraulical pressing
material malleable cast iron

NW  for hose 
I.-Ø (mm)

PN
(bar)

order-no.

25 system 22 25 50 2198 025025
35 system 23,5 35 50 2198 035035
50 system 23,5 50 50 2198 050050

Mortar hydraulical press in ferrule 

material steel

NW for hose 
I.-Ø (mm)

wall
(mm)

PN
(bar)

order-no.

25 25 7 50 2199 025025
35 35 7 50 2199 035035
50 50 9 50 2199 050050
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Flexible hoses 
and fittings

Mortar hose couplings
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Mortar female coupling with female thread 

material malleable cast iron

gasket NBR

NW  ft PN
(bar)

order-no.

35 system 23,5 1 1/2“ 50 2193 035038
50 system 23,5 2“ 50 2193 050050

Mortar male coupling with female thread 

PN 25 bar
material malleable cast iron

NW  ft PN
(bar)

order-no.

50 system 23,5 2“ 50 2194 050050

Gasket for mortar female coupling 

material NBR

NW inner-Ø
(mm)

outer-Ø
(mm)

order-no.

25 24,5 36 2199 004000
25 28,5 43,5 2199 005000
35 36,5 53,5 2199 006000
50 51 67 2199 007000

Cam lever for mortar coupling 

material steel, galvanized

NW order-no.

25-50 2199 001000

Dowel pin for mortar coupling 

material steel, galvanized

NW order-no.

25-35 2199 002000
50 2199 003000

Suitable accessories

Stainless steel bands
up on page 90

Mortar hoses
up on page 66COBITON 40
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System Perrot

for weld on

2

H
o
se co

up
ling

s

Dimensions Table for system Perrot

Female MaleA B

NW A
(mm)

B
(mm)

50 / 2“ 75,0 75,0
70 / 2 1/2“ 98,0 102,5
89 / 3“ 130,0 134,0
108 / 4“ 145,5 155,5
133 / 5“ 171,5 179,0
159 / 6“ 203,5 211,0
216 / 8“ 287,0 312,5

Female coupling System Perrot 
for weld on, with assembled lever arrangement and rubber ring
material steel, black

NW order-no.

50 2400 050000
70 2400 070000
89 2400 089000
108 2400 108000
133 2400 133000
159 2400 159000

Female coupling System Perrot 
for weld on, with loose, galvanized lever arrangement
material steel, black

NW order-no.

108 2401 108000
133 2401 133000
159 2401 159000
216 2401 216000

Male coupling System Perrot 
for weld on
material steel, black

NW order-no.

50 2402 050000
70 2402 070000
89 2402 089000
108 2402 108000
133 2402 133000
159 2402 159000
216 2402 216000
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Flexible hoses 
and fittings

System Perrot

for weld on
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Female coupling with pipe nozzle System Perrot 
for weld on
material steel, galvanized

NW order-no.

50 2403 050000
70 2403 070000
89 2403 089000
108 2403 108000
133 2403 133000
159 2403 159000

Male coupling with pipe nozzle System Perrot 
for weld on
material steel, galvanized

NW order-no.

50 2405 050000
70 2405 070000
89 2405 089000
108 2405 108000
133 2405 133000
159 2405 159000

Female coupling with special pipe nozzle System Perrot 
material steel, black

NW pipe socket
(mm)

order-no.

108 108 x 2,9 2404 108029
108 101,6 x 5,6 2404 108102
133 125 x 5,0 2404 125005
159 150 x 5,0 2404 150005

Male coupling with special pipe nozzle System Perrot 
material steel, black

NW pipe socket
(mm)

order-no.

108 108 x 2,9 2406 108029
108 101,6 x 5,6 2406 108102
133 125 x 5,0 2406 125005
159 150 x 5,0 2406 150005

Suitable accessories

Hose clamps
up on page 86

Abrasion proof hoses
up on page 59

COBIIT PU
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System Perrot

with hose nozzlewith hose nozzle

2

H
o
se co

up
ling

s

Female coupling with crimped hose nozzle System Perrot 
material steel, galvanized

NW for hose 
I.-Ø (mm)

order-no.

50 50 2410 050050
70 65 2410 070065
70 70 2410 070070
70 75 2410 070075
89 76 2410 089076
89 80 2410 089080
89 90 2410 089090
108 76 2410 108076
108 80 2410 108080
108 90 2410 108090
108 102 2410 108102
108 110 2410 108110
133 102 2410 133102
133 110 2410 133110
133 127 2410 133127
133 133 2410 133133
159 50 2410 159050
159 76 2410 159076
159 102 2410 159102
159 110 2410 159110
159 127 2410 159127
159 152 2410 159152
159 159 2410 159159
216 152 2410 216152
216 200 2410 216200

Female coupling with flaked hose nozzle System Perrot 
material steel, galvanized

NW for hose 
I.-Ø (mm)

order-no.

50 50 2411 050050
70 75 2411 070075
89 75 2411 089075
89 80 2411 089080
89 90 2411 089090
89 92 2411 089092
108 102 2411 108100
133 127 2411 133127
159 152 2411 159152

Female coupling with rotated hose nozzle System Perrot 
material steel, galvanized

NW for hose 
I.-Ø (mm)

order-no.

70 75 2412 070075
89 90 2412 089090
159 152 2412 159152

Female coupling with smooth hose nozzle System Perrot 
with safety collar for shell-inclusion
material steel, galvanized

NW for hose 
I.-Ø (mm)

order-no.

108 100 2414 108100
159 150 2414 159150
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Flexible hoses 
and fittings

System Perrot

with hose nozzle
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Male coupling with crimped hose nozzle System Perrot 
material steel, galvanized

NW for hose 
I.-Ø (mm)

order-no.

50 50 2415 050050
70 65 2415 070065
70 70 2415 070070
70 75 2415 070075
89 76 2415 089076
89 80 2415 089080
89 90 2415 089090
108 76 2415 108076
108 80 2415 108080
108 90 2415 108090
108 102 2415 108102
108 110 2415 108110
133 102 2415 133102
133 127 2415 133127
133 133 2415 133133
159 50 2415 159050
159 76 2415 159076
159 102 2415 159102
159 110 2415 159110
159 127 2415 159127
159 152 2415 159152
159 159 2415 159159
216 152 2415 216152
216 200 2415 216200

Male coupling with flaked hose nozzle System Perrot 
material steel, galvanized

NW for hose 
I.-Ø (mm)

order-no.

50 50 2416 050050
70 75 2416 070075
89 75 2416 089075
89 80 2416 089080
89 90 2416 089090
108 102 2416 108100
133 127 2416 133127
159 152 2416 159152

Male coupling with rotated hose nozzle System Perrot 
material steel, galvanized

NW for hose 
I.-Ø (mm)

order-no.

70 75 2417 070075
89 90 2417 089090
159 152 2417 159152

Male coupling with smooth hose nozzle System Perrot 
with safety collar for shell-inclusion
material steel, galvanized

NW for hose 
I.-Ø (mm)

order-no.

108 100 2419 108100
159 150 2419 159150

Suitable accessories

Hose clamps
up on page 80

PVC suction and 
pressure hoses
up on page 32

COBICREA
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System Perrot

with thread
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Female coupling with male thread System Perrot 
material steel, galvanized

NW mt order-no.

50 1 1/2“ 2420 050038
50 2“ 2420 050050
70 1 1/2“ 2420 070038
70 2 1/2“ 2420 070063
89 2 1/2“ 2420 089063
89 3“ 2420 089075
108 2 1/2“ 2420 108063
108 3“ 2420 108075
108 4“ 2420 108100
133 2 1/2“ 2420 133063
133 3“ 2420 133075
133 4“ 2420 133100
133 5“ 2420 133125
159 2 1/2“ 2420 159063
159 4“ 2420 159100
159 6“ 2420 159150

Male coupling with male thread System Perrot 
material steel, galvanized

NW mt order-no.

50 1“ 2421 050025
50 1 1/2“ 2421 050038
50 2“ 2421 050050
70 2“ 2421 070050
70 2 1/2“ 2421 070063
89 2“ 2421 089050
89 2 1/2“ 2421 089063
89 3“ 2421 089075
108 2 1/2“ 2421 108063
108 3“ 2421 108075
108 4“ 2421 108100
133 2 1/2“ 2421 133063
133 4“ 2421 133100
133 5“ 2421 133125
159 2 1/2“ 2421 159063
159 4“ 2421 159100
159 6“ 2421 159150

For fire brigade adapters, take the System Perrot with an external thread and 
connect it with System Storz couplings with an internal thread.

Where you can find up on page 104

Female coupling with female thread System Perrot 
material steel, galvanized

NW ft order-no.

50 2“ 2422 050050
89 3“ 2422 089075
108 3“ 2422 108075
108 4“ 2422 108100

Male coupling with female thread System Perrot 
material steel, galvanized

NW ft order-no.

50 2“ 2423 050050
89 3“ 2423 089075
108 3“ 2423 108075
108 4“ 2423 108100
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Female coupling with bored 4-corner flange System Perrot 
material steel, galvanized

NW  length
(mm)

order-no.

108 4“ 150 2424 108100
133 5“ 150 2424 133125
159 6“ 150 2424 159150

Female coupling with bored 4-corner flange System Perrot 
material steel, galvanized

NW  length
(mm)

order-no.

108 4“ 360 2425 108100
133 5“ 360 2425 133125
159 6“ 360 2425 159150
216 8“ 400 2425 216200

Male coupling with bored 4-corner flange System Perrot 
material steel, galvanized

NW  length
(mm)

order-no.

108 4“ 150 2426 108100
133 5“ 150 2426 133125
159 6“ 150 2426 159150
159 8“ 150 2426 159200
216 8“ 150 2426 216200

Female coupling with round flange System Perrot 
DIN 2632/2633 PN 10/16 bored up to NW 159 PN 10 bored at NW 216
material steel, galvanized

NW DN hole circle
(mm)

holes
(piece)

order-no.

50 50 125 4 2431 050000
70 65 145 4 2431 070000
89 80 160 8 2431 089000
108 100 180 8 2431 108000
133 125 210 8 2431 133000
159 150 240 8 2431 159000
216 200 295 8 2431 216000

Male coupling with round flange System Perrot 
DIN 2632/2633 PN 10/16 bored up to NW 159 PN 10 bored at NW 216
material steel, galvanized

NW DN hole circle
(mm)

holes
(piece)

order-no.

50 50 125 4 2432 050000
70 65 145 4 2432 070000
89 80 160 8 2432 089000
108 100 180 8 2432 108000
133 125 210 8 2432 133000
159 150 240 8 2432 159000
216 200 295 8 2432 216000

Suitable accessories

Quick coupler
up on page 330

Flange gaskets
up on page 320
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Bend 90° with female coupling and 4-corner flange System Perrot 
material steel, galvanized

NW  order-no.

133 5“ 2455 133000
159 6“ 2455 159000

Bend 90° with male coupling and 4-corner flange System Perrot 
material steel, galvanized

NW  order-no.

108 4“ 2456 108000
133 5“ 2456 133000
159 6“ 2456 159000
216 8“ 2456 216000

Bend 45° with male coupling and 4-corner flange System Perrot 
material steel, galvanized

NW  order-no.

159 6“ 2457 159000
216 8“ 2457 216200

Bend 45° both sides 4-corner flange 

material steel, galvanized

 order-no.

6“ 2458 159045

Bend 90° with both sides 4-corner flange 

material steel, galvanized

 order-no.

6“ 2458 159090
8“ 2458 200090

Bend 90° with both sides 4-corner flange 

Norm 3S (short)
material steel, galvanized

 order-no.

6“ 2459 159000

Bend 45° with hose nozzle and 4-corner flange 

material steel, galvanized

 for hose 
I.-Ø (mm)

order-no.

6“ 150 2460 159045

Bend 90° with hose nozzle and 4-corner flange 

material steel, galvanized

 for hose 
I.-Ø (mm)

order-no.

6“ 150 2460 159090
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Hose nozzle with 4-corner flange 

material steel, galvanized

 for hose 
I.-Ø (mm)

order-no.

4“ 100 2461 100000
5“ 125 2461 125000
6“ 150 2461 150000
8“ 200 2461 200000

Hose nozzle with male thread 

material steel, galvanized

for hose 
I.-Ø (mm)

mt order-no.

89 3“ 2462 089075

Hose end piece 

with lateral angel iron
material steel, galvanized

 for hose 
I.-Ø (mm)

length
(mm)

order-no.

2“ 50 200 2463 050000
3“ 80 220 2463 080000
4“ 100 220 2463 100000
5“ 125 220 2463 125000
6“ 150 220 2463 150000
8“ 200 220 2463 200000

Handle for hose 

for easier absorption and better holding of the hose. Handle is fastened directly with the 
hose clamps.
material steel, galvanized

NW  order-no.

150 6“ 8082 150000

Suitable accessories

Hose clamps
up on page 80

Flange gaskets
up on page 320
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Flexibilität begeistert.

System Perrot
junction piece

2

H
ose couplings

T-coupling with female-female coupling and lateral outlet male coupling System 
Perrot 
material steel, galvanized

NW order-no.

female/female 50 x lateral outlet male 50 2433 050050
female/female 70 x lateral outlet male 70 2433 070070
female/female 89 x lateral outlet male 89 2433 089089
female/female 133 x lateral outlet male 133 2433 133133

T-coupling with female-male coupling with lateral outlet male coupling System 
Perrot 
material steel, galvanized

NW order-no.

female/male 50 x lateral outlet male 50 2435 050050
female/male 70 x lateral outlet male 70 2435 070070
female/male 89 x lateral outlet male 89 2435 089089
female/male 108 x lateral outlet male 108 2435 108108
female/male 159 x lateral outlet male 159 2435 159159

T-coupling with female-male coupling with lateral outlet female coupling System 
Perrot 
material steel, galvanized

NW order-no.

female/male 70 x lateral outlet female 70 2436 070070
female/male 89 x lateral outlet female 50 2436 089050
female/male 89 x lateral outlet female 89 2436 089089
female/male 108 x lateral outlet female 108 2436 108108
female/male 133 x lateral outlet female 133 2436 133133
female/male 159 x lateral outlet female 108 2436 159108
female/male 159 x lateral outlet female 159 2436 159159

T-coupling with female-male coupling with lateral outlet male thread System 
Perrot 
material steel, galvanized

NW mt order-no.

female/male 108 4“ 2434 108100
female/male 159 3“ 2434 159075
female/male 159 6“ 2434 159150

Y-coupling female coupling with 2 outlets male couplings System Perrot 
material steel, galvanized

NW order-no.

female 50 x lateral outlet male/male 50 2438 050050
female 108 x lateral outlet male/male 108 2438 108108
female 133 x lateral outlet male/male 108 2438 133108
female 159 x lateral outlet male/male 108 2438 159108
female 159 x lateral outlet male/male 159 2438 159159

Y-coupling male coupling with 2 x female couplings System Perrot 
material steel, galvanized

NW order-no.

male 108 x lateral outlet female/female 108 2468 108108

Y-coupling System Perrot 
material steel, galvanized

NW order-no.

female/male 159 x lateral outlet male 159 2469 159159
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Flexible hoses 
and fittings

System Perrot
reverse / reducer

2

H
ose couplings

T-coupling with female-male coupling System Perrot 
with two lateral outlets female coupling
material steel, galvanized

NW order-no.

female/male 159 x lateral outlet 2x female 108 2479 159108

Reducing piece from female to male coupling System Perrot 
material steel, galvanized

NW order-no.

female 89 x male 70 2427 089070
female 108 x male 50 2427 108050
female 108 x male 89 2427 108089
female 133 x male 89 2427 133089
female 133 x male 108 2427 133108
female 159 x male 89 2427 159089
female 159 x male 108 2427 159108
female 159 x male 133 2427 159133
female 216 x male 159 2427 216159

Reducing piece from male to female coupling, System Perrot 
material steel, galvanized

NW order-no.

male 89 x female 50 2428 089050
male 89 x female 70 2428 089070
male 108 x female 50 2428 108050
male 108 x female 89 2428 108089
male 133 x female 89 2428 133089
male 133 x female 108 2428 133108
male 159 x female 108 2428 159108
male 159 x female 133 2428 159133
male 216 x female 159 2428 216159

Reversal piece both sides male coupling System Perrot 
material steel, galvanized

NW order-no.

89 2429 089000
108 2429 108000
133 2429 133000
159 2429 159000

Reversal piece both sides female coupling System Perrot 
material steel, galvanized

NW order-no.

50 2430 050000
89 2430 089000
108 2430 108000
159 2430 159000

Reversal piece both sides female coupling System Perrot 
material steel, galvanized

NW order-no.

female 133 x female 108 2430 133108
female 159 x female 108 2430 159108
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Bend 30° with female and male coupling System Perrot 
material steel, galvanized

NW order-no.

50 2444 050000
108 2444 108000

Bend 45° with female and male coupling System Perrot 
material steel, galvanized

NW order-no.

50 2445 050000
70 2445 070000
89 2445 089000
108 2445 108000
133 2445 133000
159 2445 159000
216 2445 216000

Bend 60° with female and male coupling System Perrot 
material steel, galvanized

NW order-no.

50 2446 050000
89 2446 089000

Bend 90° with female and male coupling System Perrot 
material steel, galvanized

NW order-no.

50 2447 050000
70 2447 070000
89 2447 089000
108 2447 108000
133 2447 133000
159 2447 159000
216 2447 216000

Connection bend 90° System Perrot 
for hydrants with 2 x female coupling 89 mm
material steel, galvanized

NW order-no.

89 2449 089000

Bend 90° System Perrot 
with female coupling and tube connection for KG-pipe
material steel, galvanized

NW pipe socket
(mm)

order-no.

108 110 x 2,0 2449 100000

Gooseneck with two bends 90° System Perrot 
with female coupling and tube connection for KG-pipe
material steel, galvanized

NW pipe socket
(mm)

order-no.

108 110 x 2,0 2449 108000
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Bend 45° with female coupling and hose nozzle System Perrot 
material steel, galvanized

NW for hose 
I.-Ø (mm)

order-no.

108 100 2450 108000
133 125 2450 133000
159 150 2450 159000

Bend 45° with male coupling and hose nozzle System Perrot 
material steel, galvanized

NW for hose 
I.-Ø (mm)

order-no.

108 100 2452 108000
159 150 2452 159000
216 200 2452 216000

Bend 90° with female coupling and hose nozzle System Perrot 
material steel, galvanized

NW for hose 
I.-Ø (mm)

order-no.

108 100 2451 108000
133 125 2451 133000
159 125 2451 159125
159 150 2451 159150

Bend 90° with male coupling and hose nozzle, System Perrot 
material steel, galvanized

NW for hose 
I.-Ø (mm)

order-no.

108 100 2453 108000
133 125 2453 133000
159 150 2453 159000
216 200 2453 216200
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End plug with female coupling System Perrot 
material steel, galvanized

NW order-no.

50 2440 050000
70 2440 070000
89 2440 089000
108 2440 108000
133 2440 133000
159 2440 159000
216 2440 216000

End plug with female coupling System Perrot 
lever offset
material steel, galvanized

NW order-no.

89 2441 089000
108 2441 108000
133 2441 133000
159 2441 159000

End plug with male coupling System Perrot 
material steel, galvanized

NW order-no.

50 2442 050000
70 2442 070000
89 2442 089000
108 2442 108000
133 2442 133000
159 2442 159000
216 2442 216000

Rubber ring for System Perrot 
material SBR

NW wall
(mm)

 order-no.

50 11 2491 050000
70 11,5 2491 070000
89 14 2491 089000
108 18 2491 108000
108 19,5 2491 108195
133 20 special dimensions 2491 133020
133 22 2491 133022
159 20 special dimensions 2491 159020
159 22 2491 159022
216 25 2491 216000
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Quick coupling pipes System Perrot 
one side female coupling, other side male coupling
material steel, galvanized

NW length
(m)

order-no.

108 1 2443 108001
108 2 2443 108002
108 3 2443 108003
108 4 2443 108004
108 5 2443 108005
108 6 2443 108006
159 1 2443 159001
159 2 2443 159002
159 3 2443 159003
159 5 2443 159005
159 6 2443 159006
216 6 2443 216006

HDPE-quick coupling pipes System Perrot 
one side female coupling, other side male coupling, with 1 clamp each side
material HDPE

NW length
(m)

order-no.

108 1 2454 108001
108 2 2454 108002
108 3 2454 108003
108 4 2454 108004
108 5 2454 108005
108 6 2454 108006
159 1 2454 159001
159 2 2454 159002
159 3 2454 159003
159 4 2454 159004
159 5 2454 159005
159 6 2454 159006

HDPE-quick couplings pipes also with italian couplings 
and for low pressure without clamps deliverable!

Collecting pipes 

one side female coupling, other side male coupling System Perrot, every meter one male 
coupling NW 50 (a total of 5 departures)
material steel, galvanized

NW length
(m)

order-no.

108 5 2477 108005

Rubber end plug for collecting pipes 

for plugging the side outlets on the collecting pipe

NW order-no.

2“ 2480 050000
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Suction strainer female coupling with foot valve System Perrot 
material steel, galvanized

NW order-no.

108 2470 108000
159 2470 159000

Suction strainer female coupling System Perrot 
material steel, galvanized

NW order-no.

108 2473 108000

Suction strainer with hose nozzle and foot valve 

material steel, galvanized

for hose 
I.-Ø (mm)

order-no.

100 2472 100000

Suction strainer with hose nozzle 

material steel, galvanized

for hose 
I.-Ø (mm)

order-no.

50 2475 050000
75 2475 075000
100 2475 100000
133 2475 133000
150 2475 150000
200 2475 200000

T-coupling with female-male coupling System Perrot 
with lateral outlet with male coupling and brass sleeve gate valve
material steel, galvanized

 order-no.

mc/fc 108 x outl. mc 89 with 3“ brass sleeve gate valve 2437 108089

Adapter coupling with female-male coupling System Perrot 
with brass sleeve gate valves
material steel, galvanized

NW  order-no.

108 4“ 2439 108000
159 6“ 2439 159000
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There are two variants:

Type Supra

Stainless steel coupling and

galvanized steel lever

Type Optima

coupling and lever

completely made of stainless steel

Male coupling System Perrot stainless steel 
type Optima
material stainless steel

NW order-no.

89 2506 089000
108 2506 108000
133 2506 133000
159 2506 159000

Male coupling for weld on System Perrot stainless steel 
type Optima
material stainless steel

NW order-no.

108 2513 108000
159 2513 159000

Female coupling with flaked hose nozzle System Perrot stainless steel 
type Supra
material stainless steel

NW for hose 
I.-Ø (mm)

order-no.

108 100 2505 108100
159 150 2505 159150

Male coupling with flaked hose nozzle System Perrot stainless steel 
type Optima
material stainless steel

NW for hose 
I.-Ø (mm)

order-no.

108 100 2515 108100
159 150 2515 159150

Female coupling with flaked hose nozzle System Perrot stainless steel 
type Optima
material stainless steel

NW for hose 
I.-Ø (mm)

order-no.

108 100 2516 108100
159 150 2516 159150

Other sizes deliverable!
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Female coupling with hose nozzle System Perrot 
for mounting on the outside of the hose. Coupling is screwed to the hose. Screed conveyor 
coupling system Perrot
material steel, galvanized

NW for hose 
I.-Ø (mm)

order-no.

60 60 2250 060000
65 65 2250 065000

Male coupling with hose nozzle System Perrot 
for mounting on the outside of the hose. Coupling is screwed to the tube. Screed conveyor 
coupling system Perrot
material steel, galvanized

NW for hose 
I.-Ø (mm)

order-no.

60 60 2252 060000
65 65 2252 065000

Female coupling with hose ferrule System Perrot 
for mounting on the outside of the hose. Coupling is screwed to the tube. Screed conveyor 
coupling system Perrot
material steel, galvanized

NW order-no.

50 2251 050000

Male coupling with hose ferrule System Perrot 
for mounting on the outside of the hose. Coupling is screwed to the tube. Screed conveyor 
coupling system Perrot
material steel, galvanized

NW order-no.

50 2253 050000

Suitable hoses

Mortar hoses
up on page 66COBITON 40
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Deep suction filter 

with synthetic cover, shock-resistant, steel inner tube, steel flushing top with ball and plate 
valve, self-flushing

NW mt length
(m)

order-no.

2“ 2“ 1,15 2482 050000

Filter cover for deep suction filter 

NW order-no.

2“ 2483 050000

Special extension piece female coupling System Perrot 
with female coupling and pipe socket for fit on PE-pipes
material steel, galvanized

NW pipe socket
(mm)

order-no.

50 37 2484 050037

Rubber roll ring for extension piece 

to connect the extension piece with the inner tube

NW order-no.

50 2485 050000

PE synthetic inner tube for deep suction filter 

material PE

d length
(m)

order-no.

37 100 2486 037000

Well filter with filter stocking 

NW length
(m)

order-no.

2“ 200 2487 050000

Feed-through cap for well filter, open 

with female thread, for passing the plastic inner tube
material PVC, blue

NW pu
(piece)

order-no.

2“ 400 2488 050000

Feed-through cap for well filter, closed 

with female thread
material PVC, blue

NW pu
(piece)

order-no.

2“ 400 2489 050000

Special flushing bend 135° 

for self-flushing filter with Storz fixed coupling System Storz C-52 and male coupling NW 
50 System Perrot
material steel, galvanized

NW order-no.

50 2490 050000
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Female MaleA B

Dimensions Table for system Bauer NW A
(mm)

B
(mm)

50 / 2“ 70 71
76 / 2 1/2“ 98 99
89 / 3“ 120 121
108 / 4“ 145 148
133 / 5“ 158 163
159 / 6“ 179 182
194 / 8“ 229 231
250 / 10“ 305 297

Female coupling System Bauer 

with lever arrangement
material steel, black

NW order-no.

76 2600 076000
89 2600 089000
108 2600 108000
133 2600 133000
159 2600 159000
194 2600 194000

Male coupling System Bauer 

with rubber ring
material steel, black

NW order-no.

76 2601 076000
89 2601 089000
108 2601 108000
133 2601 133000
159 2601 159000
194 2601 194000

End plug with female coupling and lever arrangement System Bauer 

with lever arrangement
material steel, black

NW order-no.

133 2602 133000
159 2602 159000

Female coupling with special pipe socket System Bauer 

without lever arrangement
material steel, black

NW pipe socket
(mm)

length
(mm)

order-no.

133 125 x 5,0 200 2603 125005
159 150 x 5,0 200 2603 150005
194 200 x 5,0 200 2603 200005

Lever arrangement for female coupling System Bauer 

material steel, black

NW order-no.

133 2604 133000
159 2604 159000
194 2604 194000
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Male coupling with special pipe socket System Bauer 

with rubber ring
material steel, black

NW pipe socket
(mm)

length
(mm)

order-no.

133 125 x 5,0 200 2605 125005
159 150 x 5,0 200 2605 150005
194 200 x 5,0 200 2605 200005

Female coupling with hose nozzle System Bauer 

with lever arrangement
material steel, galvanized

NW for hose 
I.-Ø (mm)

order-no.

76 63 2606 076063
76 76 2606 076076
89 75 2606 089075
89 89 2606 089089
108 102 2606 108100
108 110 2606 108110
133 125 2606 133125
159 150 2606 159150

Male coupling with hose nozzle System Bauer 

with rubber ring
material steel, galvanized

NW for hose 
I.-Ø (mm)

order-no.

76 63 2607 076063
76 76 2607 076076
89 75 2607 089075
89 89 2607 089089
108 102 2607 108100
108 110 2607 108110
133 125 2607 133125
159 150 2607 159150

Female coupling with male thread System Bauer 

with lever arrangement
material steel, galvanized

NW mt order-no.

89 3“ 2608 089075
108 4“ 2608 108100
133 5“ 2608 133125
159 6“ 2608 159150

Male coupling with male thread System Bauer 

with rubber ring
material steel, galvanized

NW mt order-no.

89 3“ 2609 089075
108 4“ 2609 108100
133 5“ 2609 133125
159 6“ 2609 159150
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Female coupling with 4-corner flange System Bauer 

with lever arrangement
material steel, galvanized

NW  order-no.

108 4“ 2610 108100
133 5“ 2610 133125
159 6“ 2610 159150

Male coupling with 4-corner flange System Bauer 

with rubber ring
material steel, galvanized

NW  order-no.

108 4“ 2611 108100
133 5“ 2611 133125
159 6“ 2611 159150

Rubber ring for System Bauer 

material rubber

NW wall
(mm)

order-no.

76 13 2612 076000
89 14 2612 089000
108 15 2612 108000
133 18 2612 133000
159 19 2612 159000
194 18 2612 194000

Suitable accessories

Hose clamps
up on page 80

Flange gaskets
up on page 320
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COBIQUICK Quick clamping ring 

for safe coupling of 2 clamping flanges
material steel, galvanized

NW order-no.

4“ 2550 100000
5“-6“ 2550 125000

COBIQUICK Clamping flange with rotated hose nozzle 

with rubber ring in the flange surface
material steel, galvanized

NW for hose 
I.-Ø (mm)

order-no.

4“ 102 2551 100000
4“ 50 2551 100050
4“ 80 2551 100080
5“ 127 2551 125000
6“ 152 2551 150000

COBIQUICK Safety split 
for securing the quick-release clamping ring against unintentional opening
material steel, galvanized

NW order-no.

4“-6“ 2552 125000

COBIQUICK Flange 

for weld on
material steel, galvanized

NW order-no.

4“ 2553 100000
5“-6“ 2553 125000

COBIQUICK Blind flange 

material steel, galvanized

NW order-no.

4“ 2554 100000
5“-6“ 2554 125000

COBIQUICK Flange reduction 

material steel, galvanized

NW order-no.

4“-6“ 2556 100150
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Loose flange DIN 2673 PN 10/16 

for clamp-inclusion
material steel, galvanized

for hose 
I.-Ø (mm)

hole circle
(mm)

holes
(piece)

order-no.

100 180 8 2063 100000
125 210 8 2063 125000
150 240 8 2063 150000

Fixed flange DIN 2673 PN 10/16 

for clamp-inclusion
material steel, galvanized

for hose 
I.-Ø (mm)

hole circle
(mm)

holes
(piece)

order-no.

75 160 4 2064 075000
100 180 8 2064 100000
125 210 8 2064 125000
150 240 8 2064 150000
200 295 8 2064 200000

Loose flange DIN 2673 PN 10/16 

for shell-inclusion, smooth hose connection with safety collar
material steel, galvanized

for hose 
I.-Ø (mm)

hole circle
(mm)

holes
(piece)

order-no.

25 85 4 2061 025000
50 125 4 2061 050000
75 160 4 2061 075000
100 180 8 2061 100000
125 210 8 2061 125000
150 240 8 2061 150000

Fixed flange DIN 2673 PN 10/16 

for shell-inclusion, smooth hose connection with safety collar
material steel, galvanized

for hose 
I.-Ø (mm)

hole circle
(mm)

holes
(piece)

order-no.

50 125 4 2062 050000
75 160 4 2062 075000
100 180 8 2062 100000
125 210 8 2062 125000
150 240 8 2062 150000

Suitable accessories

Hose clamps 
up on page 80

Clamping shells
up on page 96
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Flange DIN 2566 

with male thread
material steel, galvanized

DN ft hole circle
(mm)

holes
(piece)

order-no.

32 1 1/4“ 2307 032000
50 2“ 125 4 2307 050000
65 2 1/2“ 145 4 2307 065000
80 3“ 160 8 2307 075000
100 4“ 180 8 2307 100000

Weld-neck flange 

norm DIN 2633 PN 16

material steel

DN PN
(bar)

hole circle
(mm)

holes
(piece)

collar outside
(mm)

order-no.

50 16 125 4 60,3 2300 050000
65 16 145 4 76,1 2300 065000
80 16 160 8 88,9 2300 080000
100 16 180 8 108 2300 100000
125 16 210 8 133 2300 125000
150 16 240 8 159 2300 150000
200 16 295 12 219,7 2300 200000
200 10 295 8 216 PN 10 2300 295000

Weld-neck flange 

norm ANSI/ASME B16.5

material steel, black

hole circle
(mm)

holes
(piece)

collar outside
(mm)

order-no.

190,5 8 114,3 2302 100000
215,9 8 139,7 2302 125000
241,3 8 168,3 2302 150000

Flat gasket 
useable for weld-neck flange DIN 2633

DN order-no.

50 2305 050000
65 2305 065000
80 2305 080000
100 2305 100000
125 2305 125000
150 2305 150000
200 2305 200000

Steel pipe 

material steel, galvanized

outer-Ø
(mm)

wall
(mm)

length
(m)

order-no.

100 1,5 6 2310 100015
100 2 6 2310 100020
108 1,5 6 2310 108015
108 2 6 2310 108020
120 1,5 6 2310 120015
125 1,5 6 2310 125015
150 1,5 6 2310 150015
150 2 6 2310 150020
159 1,5 6 2310 159015
159 2 6 2310 159020
200 2 6 2310 200020
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Steel pipe 

material steel, black

outer-Ø
(mm)

wall
(mm)

length
(m)

order-no.

88,9 2,9 6 2315 089029
100 1,5 6 2315 100015
100 2 6 2315 100020
108 1,5 6 2315 108015
108 2 6 2315 108020
120 1,5 6 2315 120015
120 2 6 2315 120020
125 1,5 6 2315 125015
125 2 6 2315 125020
133 1,5 6 2315 133015
150 1,5 6 2315 150015
150 2 6 2315 150020
159 1,5 6 2315 159015
159 2 6 2315 159020
200 2 6 2315 200020

Boiler-pipe bend 90° Norm 3S 

norm 3S according to DIN 2605
material steel ST 37, black

outer-Ø
(mm)

wall
(mm)

bend
(mm)

order-no.

51 2,6 127 ± 6 2320 051000
76,1 2,9 190 ± 6 2320 076000
88,9 3,2 229 ± 6 2320 089000
108 3,6 285 ± 6 2320 108000
114,3 3,6 305 ± 6 2320 114000
133 4 362 ± 6 2320 133000
159 4,5 432 ± 6 2320 159000

Boiler-pipe bend 90° Norm 5S 

norm 5S according to DIN 2605
material steel ST 37, black

outer-Ø
(mm)

wall
(mm)

bend
(mm)

order-no.

76,1 2,9 350 ± 5 2325 076000
88,9 3,2 410 ± 5 2325 088000
101,6 3,6 475 ± 5 2325 102000
108 3,6 505 ± 10 2325 108000
133 4 625 ± 10 2325 133000
159 4,5 750 ± 10 2325 159000

Bend 90° 

long
material steel, black

outer-Ø
(mm)

wall
(mm)

order-no.

100 2 2330 100090
120 2 2330 120090
150 2 2330 150090
200 2 2330 200090

Suitable accessories

Pipe nipple for weld on 
up on page 331
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Flexible hoses 
and fittings

Flanges - pipes- bends
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Concentric welding reducing piece 

norm DIN 2605

material steel, black

outer-Ø
(mm)

order-no.

108,0 x 3,6/ 88,9 x 3,2 2335 108089
133,0 x 4,0 / 108,0 x 3,6 2335 133108
159,0 x 4,5 / 108,0 x 3,6 2335 159108
159,0 x 4,5 / 133,0 x 4,0 2335 159133
193,1 x 5,6 / 159,0 x 4,5 2335 193159
219,1 x 6,3 / 159,0 x 4,5 2335 219159

Welding nozzle crimped 

material steel, black

outer-Ø
(mm)

length
(mm)

order-no.

50 200 2340 050000
76 200 2340 076000
80 200 2340 080000
90 200 2340 090000
100 200 2340 100000
110 200 2340 110000
125 200 2340 125000
150 200 2340 150000
200 200 2340 200000

Welding nozzle rotated 

material steel, black

outer-Ø
(mm)

order-no.

70 2345 070000
108 2345 108000

Welding nozzle flaked 

material steel, black

outer-Ø
(mm)

order-no.

76 2350 076000
112 2350 112000

Crimped double hose nozzle 

material steel, galvanized

outer-Ø
(mm)

wall
(mm)

length
(mm)

order-no.

76 2,9 250 2355 076000
80 1,2 250 2355 080000
90 2 250 2355 090000
100 1,2 250 2355 100000
125 2 250 2355 125000
150 2 250 2355 150000
200 2 400 2355 200000

Galvanizing spray 80/81 

zinc similar, over 90% metallic zinc, heat resistant up to 300°C. According to DIN EN ISO 
1461

 order-no.

tin 400 ml 2395 000000
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System Victaulic

2

H
o
se co

up
ling

s

Flexible coupling type 75 System Victaulic 

with EPDM gasket
material malleable cast iron, red lacquered

gasket EPDM

NW PN
(bar)

outer-Ø
(mm)

order-no.

2“ - 50 34,5 60,3 2802 060000
3“ - 80 34,5 88,9 2802 089000
4“ - 100 34,5 108 2802 108000
4“ - 100 34,5 114,3 2802 114000
5“ - 125 31 139,7 2802 140000
6“ - 150 31 165,1 2802 165000
6“ - 150 31 168,3 2802 168000
8“ - 200 31 219,1 2802 219000
10“ - 250 20,7 273 2802 273000

EPDM gasket for System Victaulic 

material EPDM

NW PN
(bar)

outer-Ø
(mm)

order-no.

2“ - 50 34,5 60,3 2802 060001
3“ - 80 34,5 88,9 2802 089001
4“ - 100 34,5 108 2802 108001
4“ - 100 34,5 114,3 2802 114001
5“ - 125 31 139,7 2802 140001
6“ - 150 31 165,1 2802 165001
6“ - 150 31 168,3 2802 168001
8“ - 200 31 219,1 2802 219001
10“ - 250 20,7 273 2802 273001

Bend 90° Typ 10 System Victaulic 

material malleable cast iron, red lacquered

NW PN
(bar)

outer-Ø
(mm)

order-no.

2“ - 50 34,5 60,3 2806 060000
3“ - 80 34,5 88,9 2806 089000
4“ - 100 20,7 108 2806 108000
4“ - 100 34,5 114,3 2806 114000
5“ - 125 31 139,7 2806 140000
6“ - 150 31 165,1 2806 165000
6“ - 150 31 168,3 2806 168000
8“ - 200 31 219,1 2806 219000
10“ - 250 20,7 273 2806 273000

Reducing piece System Victaulic 

material malleable cast iron, red lacquered

NW PN
(bar)

outer-Ø
(mm)

order-no.

3“ - 80 / 2“ - 50 34,5 88,9 / 60,3 2810 089060
4“ - 100 / 3“ - 80 34,5 114,3 / 88,9 2810 114089
5“ - 125 / 4“ - 100 20,7 139,7 / 114,3 2810 140114
6“ - 150 / 3“ - 80 34,5 168,3 / 88,9 2810 168089
6“ - 150 / 4“ - 100 34,5 168,3 / 114,3 2810 168114
6“ - 150 / 5“ - 125 34,5 168,3 / 139,7 2810 168140
8“ - 200 / 4“ - 100 34,5 219,1 / 114,3 2810 219114
8“ - 200 / 6“ - 150 34,5 219,1 / 168,3 2810 219168
10“ - 250 / 6“ - 150 34,5 273 / 168,3 2810 273168

Reducing piece System Victaulic 

material malleable cast iron, black lacquered

NW PN
(bar)

outer-Ø
(mm)

order-no.

3“ - 80 / 2“ - 50 34,5 88,9 / 60,3 2823 090060
8“ - 200 / 3“ - 80 34,5 219,1 / 88,9 2823 219089
8“ - 200 / 5“ - 125 34,5 219,1 / 139,7 2823 219140
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End plug System Victaulic 

material malleable cast iron, red lacquered

NW PN
(bar)

outer-Ø
(mm)

order-no.

2“ - 50 34,5 60,3 2811 060000
3“ - 80 34,5 88,9 2811 089000
4“ - 100 20,7 114,3 2811 114000
5“ - 125 34,5 139,7 2811 140000
6“ - 150 34,5 165,1 2811 165000
6“ - 150 34,5 168,3 2811 168000
8“ - 200 34,5 219,1 2811 219000
10“ - 250 34,5 273 2811 273000

Hose nozzle System Victaulic 

with safety collar for shell-inclusion
material steel, galvanized

NW DN outer-Ø
(mm)

order-no.

2“ - 50 50 60,3 2813 060050
3“ - 75 75 88,9 2813 089075
3“ - 80 80 88,9 2813 089080
4“ - 100 102 114,3 2813 114102
5“ - 125 127 139,7 2813 140127
6“ - 150 152 165,1 2813 165152
6“ - 150 152 168,3 2813 168152
8“ - 200 203 219,1 2813 219203

Clamping shells System Victaulic 

three-part with screw and nut
material steel, galvanized

for hose 
I.-Ø (mm)

wall
(mm)

order-no.

150 11 2814 150011
200 10 2814 200010
200 14 2814 200014

Sleeve for weld on Systeem Victaulic 

material steel, black

NW length
(mm)

outer-Ø
(mm)

order-no.

2“ - 50 40 60,3 2817 060040
3“ - 80 40 88,9 2817 089040
4“ - 100 40 108 2817 108040
4“ - 100 40 114,3 2817 114040
5“ - 125 40 139,7 2817 140040
6“ - 150 40 165,1 2817 165040
6“ - 150 40 168,3 2817 168040
8“ - 200 45 219,1 2817 219045
10“ - 250 50 273 2817 273050

Cleaning balls 

medium

DN outer-Ø
(mm)

weight
(g)

order-no.

76 100 100 2870 080000
100 125 125 2870 100000
125 150 150 2870 125000
150 180 180 2870 150000
180 200 200 2870 180000
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Sleeve ball valves

type COBI with steel handle

3

M
etal valves

Brass sleeve ball valve type COBI 
both sides female thread
with full bore, useable for not aggressive media
temperature range -30°C up to +95°C

housing pressed brass matt chromium-plated

ball brass matt chromium-plated

gasket teflon
handle steel, coated, red

ft b
(mm)

tl
(mm)

ol
(mm)

PN
(bar)

weight
(g)

pu
(piece)

order-no.

1/4“ 9,5 8,5 40,5 25 120 18/216 3030 006000
3/8“ 10 8,5 40,5 25 120 18/216 3030 010000
1/2“ 14,8 10 49 25 170 12/144 3030 013000
3/4“ 19 10,5 54 25 240 14/84 3030 019000
1“ 24 13 64 25 380 8/48 3030 025000
1 1/4“ 30 14 76 25 630 8/32 3030 032000
1 1/2“ 37 15,5 88 25 850 6/24 3030 038000
2“ 45 15,5 97 25 1200 4/16 3030 050000
2 1/2“ 62 23 134 15 2800 4 3030 063000
3“ 75 25 152 15 4100 2 3030 075000
4“ 90 30 179 15 5450 2 3030 100000

b = bore, tl = thread length, ol = overall length

Brass sleeve ball valve type COBI 
one side female thread, other side male thread
with full bore, useable for not aggressive media
temperature range -30°C up to +95°C

housing pressed brass matt chromium-plated

ball brass matt chromium-plated

gasket teflon
handle steel, coated, red

ft/mt b
(mm)

tl
(mm)

ol
(mm)

PN
(bar)

weight
(g)

pu
(piece)

order-no.

1/4“ 9,5 8,5 47 25 130 18/216 3035 006000
3/8“ 10 8,5 57 25 130 18/216 3035 010000
1/2“ 14,8 10 56 25 190 12/144 3035 013000
3/4“ 19 11 60 25 260 14/84 3035 019000
1“ 24 13 70,5 25 420 8/48 3035 025000
1 1/4“ 30 14 84,5 25 670 8/32 3035 032000
1 1/2“ 37 15,5 99,5 25 930 6/24 3035 038000
2“ 45 15,5 105,5 25 1380 4/16 3035 050000
2 1/2“ 62 23 148 15 2900 4 3035 063000
3“ 75 25 168,5 15 4170 2 3035 075000
4“ 90 30 196 15 5550 2 3035 100000

b = bore, tl = thread length, ol = overall length

Brass sleeve ball valve type COBI with drain valve 

both sides female thread
with full bore, useable for not aggressive media
temperature range -30°C up to +95°C

housing pressed brass matt chromium-plated

ball brass matt chromium-plated

gasket teflon
handle steel, coated, red

ft b
(mm)

tl
(mm)

ol
(mm)

PN
(bar)

weight
(g)

pu
(piece)

order-no.

1/2“ 14,8 11,5 55 25 190 6/72 3034 013000
3/4“ 19 12 61 25 260 5/60 3034 019000
1“ 24 14,5 71 25 420 6/36 3034 025000
1 1/4“ 30 16 81 25 670 6/24 3034 032000
1 1/2“ 37 17,5 95 25 930 16 3034 038000
2“ 45 17,5 106 25 1380 16 3034 050000

b = bore, tl = thread length, ol = overall length
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Flexible hoses 
and fittings

Sleeve ball valves

type COBI with stainless steel handle

3

M
etal valves

Brass sleeve ball valve type COBI 
both sides female thread
with full bore, useable for not aggressive media
temperature range -30°C up to +95°C

housing pressed brass matt chromium-plated

ball brass matt chromium-plated

gasket teflon
handle stainless steel, coated, blue

ft b
(mm)

tl
(mm)

ol
(mm)

PN
(bar)

weight
(g)

pu
(piece)

order-no.

1/4“ 9,5 8,5 40,5 25 120 18/216 3040 006000
3/8“ 10 8,5 40,5 25 120 18/216 3040 010000
1/2“ 14,8 10,0 49,0 25 170 12/144 3040 013000
3/4“ 19 10,5 54,0 25 240 14/84 3040 019000
1“ 24 13,0 64,0 25 380 8/48 3040 025000
1 1/4“ 30 14,0 76,0 25 630 8/32 3040 032000
1 1/2“ 37 15,5 88,0 25 850 6/24 3040 038000
2“ 45 15,5 97,0 25 1200 4/16 3040 050000
2 1/2“ 62 23,0 134,0 15 2800 4 3040 063000
3“ 75 25,0 152,0 15 4100 2 3040 075000
4“ 90 30,0 179,0 15 5450 2 3040 100000

b = bore, tl = thread length, ol = overall length

Brass sleeve ball valve type COBI 
one side female thread, other side male thread
with full bore, useable for not aggressive media
temperature range -30°C up to +95°C

housing pressed brass matt chromium-plated

ball brass matt chromium-plated

gasket teflon
handle stainless steel, coated, blue

ft/mt b
(mm)

tl
(mm)

ol
(mm)

PN
(bar)

weight
(g)

pu
(piece)

order-no.

1/4“ 9,5 8,5 47,0 25 130 18/216 3045 006000
3/8“ 10 8,5 57,0 25 130 18/216 3045 010000
1/2“ 14,8 10,0 56,0 25 190 12/144 3045 013000
3/4“ 19 11,0 60,0 25 260 14/84 3045 019000
1“ 24 13,0 70,5 25 420 8/48 3045 025000
1 1/4“ 30 14,0 84,5 25 670 8/32 3045 032000
1 1/2“ 37 15,5 99,5 25 930 6/24 3045 038000
2“ 45 15,5 105,5 25 1380 4/16 3045 050000
2 1/2“ 62 23,0 148,0 15 2900 4 3045 063000
3“ 75 25,0 168,5 15 4170 2 3045 075000
4“ 90 30,0 196,0 15 5550 2 3045 100000

b = bore, tl = thread length, ol = overall length

Brass sleeve ball valve type COBI 
both sides male thread
with full bore, useable for not aggressive media
temperature range -30°C up to +95°C

housing pressed brass matt chromium-plated

ball brass matt chromium-plated

gasket teflon
handle stainless steel, coated, blue

mt b
(mm)

tl
(mm)

ol
(mm)

PN
(bar)

weight
(g)

pu
(piece)

order-no.

1/2“ 15 11,5 58,5 25 190 12/144 3039 013000
3/4“ 20 12,0 65,0 25 260 14/84 3039 019000
1“ 25 17,0 78,0 25 420 8/48 3039 025000
1 1/4“ 32 18,5 93,0 25 670 8/32 3039 032000
1 1/2“ 40 18,5 104,0 25 930 6/24 3039 038000
2“ 50 21,0 123,5 25 1380 4/16 3039 050000

b = bore, tl = thread length, ol = overall length
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Sleeve ball valves

type COBI with stainless steel handle

3

M
etal valves

Brass sleeve ball valve type COBI 
both sides long female thread
with full bore, useable for not aggressive media
temperature range -30°C up to +95°C

housing pressed brass matt chromium-plated

ball brass matt chromium-plated

gasket teflon
handle stainless steel, coated, blue

ft b
(mm)

tl
(mm)

ol
(mm)

PN
(bar)

weight
(g)

pu
(piece)

order-no.

1/2“ 14,5 15,8 56,2 25 200 12/72 3010 013000
3/4“ 19,5 18 68 25 290 12/72 3010 019000
1“ 24,5 20,5 78 25 470 6/36 3010 025000
1 1/4“ 32 21,3 90 25 700 8/24 3010 032000
1 1/2“ 39,5 24 102 25 1010 4/16 3010 038000
2“ 49,5 28 123 25 1660 2/8 3010 050000

b = bore, tl = thread length, ol = overall length

Stainless steel ball valve 

both sides female thread
two-part with full bore, lockable
housing stainless steel AISI 316

ball stainless steel AISI 316

gasket PTFE

handle stainless steel AISI 304, coated, blue

ft b
(mm)

ol
(mm)

PN
(bar)

weight
(g)

order-no.

1/4“ 11,5 50,8 63 200 5500 006000
3/8“ 12,5 50,8 63 200 5500 010000
1/2“ 15,0 58,0 63 300 5500 013000
3/4“ 20,0 65,6 63 500 5500 019000
1“ 25,0 78,7 63 800 5500 025000
1 1/4“ 32,0 90,0 63 1100 5500 032000
1 1/2“ 38,0 105 63 1800 5500 038000
2“ 50,0 124 63 2700 5500 050000
2 1/2“ 63,0 146 63 5600 5500 063000
3“ 76,0 164 63 7500 5500 075000

b = bore, ol = overall length

Three-way ball valve 

all sides female thread
for not aggressive media, with L-rotary plug valve
housing pressed brass matt chromium-plated

ball brass hard chromium-plated

gasket teflon
handle aluminium, lacquered, red

ft b
(mm)

tl
(mm)

ol
(mm)

order-no.

1/2“ 14 19 77 3060 013000
3/4“ 18 23 92 3060 019000
1“ 23 25 104 3060 025000
1 1/4“ 29 27 118 3060 032000
1 1/2“ 36 31 138 3060 038000

b = bore, tl = thread length, ol = overall length
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Flexible hoses 
and fittings

Sleeve ball valves

type Industry

3

M
etal valves

Brass sleeve ball valve type industry 

both sides female thread
with full bore, useable for not aggressive media
temperature range -20°C up to +150°C

housing brass nickel plated

ball brass chromium-plated

gasket PTFE

handle steel, coated, red

ft b
(mm)

tl
(mm)

ol
(mm)

PN
(bar)

order-no.

1/4“ 10 10 44,4 50 3031 006000
3/8“ 10 10 44,4 50 3031 010000
1/2“ 15 12 50,5 50 3031 013000
3/4“ 20 12,5 57,5 40 3031 019000
1“ 25 15 70 40 3031 025000
1 1/4“ 32 17 80,5 30 3031 032000
1 1/2“ 40 18,5 94,5 30 3031 038000
2“ 50 22 112,5 25 3031 050000
2 1/2“ 65 24 134,5 18 3031 063000
3“ 80 26 157 16 3031 075000
4“ 100 30 190 14 3031 100000

b = bore, tl = thread length, ol = overall length

Brass sleeve ball valve type industry 

one side female thread, other side male thread
with full bore, useable for not aggressive media
temperature range -20°C up to +150°C

housing brass nickel plated

ball brass chromium-plated

gasket PTFE

handle steel, coated, red

ft/mt b
(mm)

tl
(mm)

ol
(mm)

PN
(bar)

order-no.

1/4“ 8 10/10,5 54 50 3032 006000
3/8“ 10 10/10,5 54 50 3032 010000
1/2“ 15 12/11,5 58,5 50 3032 013000
3/4“ 20 12,5/13,5 66,5 40 3032 019000
1“ 25 15/14,5 78,5 40 3032 025000
1 1/4“ 32 17 91,5 30 3032 032000
1 1/2“ 39 18,5/19 105,5 30 3032 038000
2“ 50 22/21 122 25 3032 050000

b = bore, tl = thread length, ol = overall length
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Sleeve ball valves

3

M
etal valves

Brass sleeve ball valve type 340 

both sides female thread
with full bore and adjustable sealing element
temperature range 0°C up to +150°C

housing brass nickel plated

ball brass chromium-plated

gasket PTFE

handle steel, coated, blue

ft b
(mm)

tl
(mm)

ol
(mm)

PN
(bar)

weight
(g)

pu
(piece)

order-no.

1/4“ 10 9 39 40 90 125 3023 006000
3/8“ 10 9 39 40 100 125 3023 010000
1/2“ 15 12 49 40 190 90 3023 013000
3/4“ 20 12 58 40 280 60 3023 019000
1“ 25 15 67 40 470 35 3023 025000
1 1/4“ 32 16 81 40 760 25 3023 032000
1 1/2“ 40 17 94 40 1090 16 3023 038000
2“ 50 19 110 40 1680 8 3023 050000
2 1/2“ 65 25 141 25 3340 6 3023 063000
3“ 80 27 163 25 5330 4 3023 075000
4“ 100 31 188 25 8600 2 3023 100000

b = bore, tl = thread length, ol = overall length

Brass sleeve ball valve type 343 

one side female thread, other side male thread
with full bore and adjustable sealing element
temperature range 0°C up to +150°C

housing brass nickel plated

ball brass chromium-plated

gasket PTFE

handle steel, coated, red

ft/mt b
(mm)

tl
(mm)

ol
(mm)

PN
(bar)

weight
(g)

pu
(piece)

order-no.

1/4“ 10 9/10 47 40 90 125 3024 006000
3/8“ 10 9/10 47 40 100 125 3024 010000
1/2“ 15 12/12 56 40 190 75 3024 013000
3/4“ 20 12/12 65 40 280 50 3024 019000
1“ 25 15/16 76 40 480 30 3024 025000
1 1/4“ 32 16/18 91 40 780 20 3024 032000
1 1/2“ 40 17/19 105 40 1150 12 3024 038000
2“ 50 19/21 122 40 1780 8 3024 050000

b = bore, tl = thread length, ol = overall length

PP-Sleeve ball valve type 220 

both sides female thread
with full bore
housing polypropylene

ball brass chromium-plated

gasket PTFE

handle fibreglass reinforced nylon, red

ft b
(mm)

tl
(mm)

ol
(mm)

PN
(bar)

weight
(g)

pu
(piece)

order-no.

1/2“ 15 15,5 61 16 90 50 3025 013000
3/4“ 20 17,5 71,5 16 150 40 3025 019000
1“ 25 20 83 16 300 25 3025 025000
1 1/4“ 32 23 98 16 350 15 3025 032000
1 1/2“ 40 23 107 16 590 10 3025 038000
2“ 50 29 131 16 970 6 3025 050000

b = bore, tl = thread length, ol = overall length
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Flexible hoses 
and fittings

Sleeve ball valves

for gas

3

M
etal valves

Brass sleeve ball valve for gas 

one side femal thread, other side male thread
with full bore, useable for gas according to DIN EN 10226-1 and DVGW-certification. PN 5 
for gas, PN 25-50 for other media
temperature range -20°C up to +60°C

housing brass nickel plated

ball brass chromuim-plated

gasket PTFE

handle aluminium, yellow

ft/mt b
(mm)

tl
(mm)

ol
(mm)

weight
(g)

pu
(piece)

order-no.

1/2“ 15 25 68 280 10/100 3036 013000
3/4“ 20 31 75,5 440 8/64 3036 019000
1“ 25 38 90,5 620 6/48 3036 025000
1 1/4“ 32 47 105 980 4/32 3036 032000
1 1/2“ 39 54 115,5 1380 2/24 3036 038000
2“ 50 66 135,5 2100 2/14 3036 050000

b = bore, tl = thread length, ol = overall length

Brass sleeve ball valve for gas 

both sides female thread
with full bore, useable for gas according to DIN EN 10226-1 and DVGW-certification. PN 5 
for gas, PN 25-50 for other media
temperature range -20°C up to +60°C

housing brass nickel plated

ball brass chromium-plated

gasket PTFE

handle aluminium, yellow

ft b
(mm)

tl
(mm)

ol
(mm)

weight
(g)

pu
(piece)

order-no.

1/2“ 15 25 61 280 10/100 3037 013000
3/4“ 20 31 68 440 8/104 3037 019000
1“ 25 38 85 620 6/48 3037 025000
1 1/4“ 32 47 99,5 980 4/32 3037 032000
1 1/2“ 40 54 109 1380 2/24 3037 038000
2“ 50 66 130 2100 2/14 3037 050000

b = bore, tl = thread length, ol = overall length

Stainless steel ball valve for gas 

both sides female thread
two-part with full bore
norm for gas according to DIN EN 13774:2003 and DVGW

housing stainless steel 1.4408

ball stainless steel 1.4401

gasket PTFE

handle stainless steel, coated, yellow

ft b
(mm)

tl
(mm)

ol
(mm)

PN
(bar)

weight
(g)

order-no.

1/4“ 8 11,4 55 100 220 5530 006000
3/8“ 10 11,4 55 100 200 5530 010000
1/2“ 15 15,0 65 100 240 5530 013000
3/4“ 20 16,3 70 64 460 5530 019000
1“ 25 19,1 85 64 710 5530 025000
1 1/4“ 32 21,4 95 40 1180 5530 032000
1 1/2“ 40 21,4 105 40 1740 5530 038000
2“ 50 25,7 125 40 2930 5530 050000
2 1/2“ 65 32,5 162 40 6200 5530 063000
3“ 80 32,5 178 40 9000 5530 075000

b = bore, tl = thread length, ol = overall length
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Sleeve ball valves

for potable water

3

M
etal valves

Brass sleeve ball valve for potable water 

one side female thread, other side male thread
with full bore, useable for potable water according to DIN EN 13828 and DVGW-W 570
temperature range -20°C up to +150°C

housing brass chromium-plated

ball brass chromium-plated

gasket PTFE

handle steel, coated, green

ft b
(mm)

tl
(mm)

ol
(mm)

PN
(bar)

order-no.

1/4“ 8 11,0 56,9 50 3033 006000
3/8“ 10 11,4 58,9 50 3033 010000
1/2“ 15 15,0 68 50 3033 013000
3/4“ 20 16,3 75,5 40 3033 019000
1“ 25 19,1 90,5 40 3033 025000
1 1/4“ 32 21,4 105 30 3033 032000
1 1/2“ 40 21,4 115,5 30 3033 038000
2“ 50 25,7 135,5 25 3033 050000

b = bore, tl = thread length, ol = overall length

Brass sleeve ball valve for potable water 

both sides female thread
with full bore, useable for potable water according to DIN EN 13828 and DVGW-W 570
temperature range -20°C up to +150°C

housing brass chromium-plated

ball brass chromium-plated

gasket PTFE

handle steel, coated, green

ft b
(mm)

tl
(mm)

ol
(mm)

PN
(bar)

order-no.

1/4“ 10 11,0 49,5 50 3038 006000
3/8“ 10 11,4 52,4 50 3038 010000
1/2“ 15 15,0 61,0 50 3038 013000
3/4“ 20 16,3 68,0 40 3038 019000
1“ 25 19,1 85,0 40 3038 025000
1 1/4“ 32 21,4 99,5 30 3038 032000
1 1/2“ 40 21,4 109,0 30 3038 038000
2“ 50 25,7 130,0 25 3038 050000

b = bore, tl = thread length, ol = overall length
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Flexible hoses 
and fittings

Sleeve ball valves

with butterfly handle

3

M
etal valves

Brass sleeve ball valve type COBI with butterfly handle 

both sides female thread
with full bore, useable for not aggressive media
housing pressed brass matt chromium-plated

ball brass hard chromium-plated

gasket teflon
handle aluminium, lacquered, butterfly handle

ft b
(mm)

tl
(mm)

ol
(mm)

PN
(bar)

weight
(g)

pu
(piece)

order-no.

3/8“ 10,0 9,5 40,5 25 110 28/336 3050 010000
1/2“ 14,8 11,5 48,5 25 160 16/192 3050 013000
3/4“ 19,0 12,0 54,5 25 240 12/144 3050 019000
1“ 24,0 14,5 64,0 25 380 6/72 3050 025000

b = bore, tl = thread length, ol = overall length

Brass sleeve ball valve type COBI with butterfly handle 

one side female thread, other side male thread
with full bore, useable for not aggressive media
housing pressed brass matt chromium-plated

ball brass hard chromium-plated

gasket teflon
handle aluminium, lacquered, butterfly handle

ft/mt b
(mm)

tl
(mm)

ol
(mm)

PN
(bar)

weight
(g)

pu
(piece)

order-no.

3/8“ 10 9,5 47,0 25 100 28/336 3055 010000
1/2“ 14,8 11,5 57,8 25 150 16/192 3055 013000
3/4“ 19 12,0 62,5 25 220 12/144 3055 019000
1“ 23 14,5 73,5 25 370 6/72 3055 025000

b = bore, tl = thread length, ol = overall length

Brass sleeve ball valve with butterfly handle 

one side female thread, other side sanitary screw connection
with full bore, useable for not aggressive media
housing pressed brass matt chromium-plated

ball brass hard chromium-plated

gasket teflon
handle aluminium, lacquered, butterfly handle

ft/mt b
(mm)

tl
(mm)

ol
(mm)

PN
(bar)

weight
(g)

pu
(piece)

order-no.

1/2“ 14,8 12 67,5 30 200 9/108 3056 013000
3/4“ 19 12 75,5 30 270 6/72 3056 019000

b = bore, tl = thread length, ol = overall length

Brass sleeve ball valve with long spindle 

both sides female thread
with full bore, useable for not aggressive media
housing pressed brass matt chromium-plated

ball brass hard chromium-plated

gasket teflon
handle aluminium, lacquered, red

ft b
(mm)

tl
(mm)

ol
(mm)

PN
(bar)

order-no.

1/2“ 15 11,5 48,5 25 3022 013000

b = bore, tl = thread length, ol = overall length
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Mini ball valves

3

M
etal valves

Brass mini ball valve 

both sides female thread
useable for not aggressive media
temperature range -10°C up to +120°C

housing pressed brass matt chromium-plated

ball matt chromium-plated

gasket teflon
handle aluminium

ft b
(mm)

tl
(mm)

ol
(mm)

PN
(bar)

order-no.

1/4“ 6 9,0 41,5 25 3051 006000
3/8“ 8 9,0 41,5 25 3051 010000
1/2“ 10 10,5 45,5 25 3051 013000

b = bore, tl = thread length, ol = overall length

Brass mini ball valve 

one side female thread, other side male thread
useable for not aggressive media
temperature range -10°C up to +120°C

housing pressed brass matt chromium-plated

ball matt chromium-plated

gasket teflon
handle aluminium

ft/mt b
(mm)

tl
(mm)

ol
(mm)

PN
(bar)

order-no.

1/4“ 6 10,0 41,5 25 3052 006000
3/8“ 8 10,5 41,5 25 3052 010000
1/2“ 10 11,5 45,5 25 3052 013000

b = bore, tl = thread length, ol = overall length
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Flexible hoses 
and fittings

Bibcock ball valves

3

M
etal valves

Brass bibcock ball valve 

with hose screw connection, useable for not aggressive media
temperature range -10°C up to +100°C

housing pressed brass matt chromium-plated

ball brass hard chromium-plated

gasket teflon
handle steel, coated, red

mt b
(mm)

tl
(mm)

ol
(mm)

PN
(bar)

weight
(g)

pu
(piece)

order-no.

1/2“ 9 13 98 15 180 14/84 3090 013000
3/4“ 12 14 112 15 230 8/48 3090 019000
1“ 19 15 140 15 390 5/30 3090 025000

b = bore, tl = thread length, ol = overall length

Brass bibcock ball valve 

with hose screw connection, useable for not aggressive media
temperature range -10°C up to +100°C

housing pressed brass matt chromium-plated

ball brass hard chromium-plated

gasket teflon
handle stainless steel, coated, blue

mt b
(mm)

tl
(mm)

ol
(mm)

PN
(bar)

weight
(g)

pu
(piece)

order-no.

1/2“ 9 11 98 15 180 14/84 3092 013000
3/4“ 12 12 112 15 230 8/48 3092 019000
1“ 19 15 140 15 390 5/30 3092 025000

b = bore, tl = thread length, ol = overall length

PP-Bibcock ball valve type 210 

with hose screw connection
housing polypropylene

ball brass chromium-plated

gasket PTFE

handle fibreglass reinforced nylon, red

mt b
(mm)

tl
(mm)

ol
(mm)

PN
(bar)

weight
(g)

pu
(piece)

order-no.

1/2“ 10 12 134,5 16 150 40 3026 013000
3/4“ 15 12 175 16 240 25 3026 019000
1“ 20 16 170 16 400 15 3026 025000

b = bore, tl = thread length, ol = overall length

Bibcock valve 

with hose screw connection, useable for not aggressive media
housing pressed brass matt chromium-plated

mt order-no.

1/2“ 3095 013000
3/4“ 3095 019000

Top part with toggle 

for bibcock
material polished chromium-plated

DN  order-no.

15 1/2“ 3097 013000
20 3/4“ 3097 019000
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Sleeve valves

3

M
etal valves

Brass sleeve gate valve 

both sides female thread
material brass

handwheel cast iron, red lacquered

ft b
(mm)

tl
(mm)

ol
(mm)

PN
(bar)

order-no.

1/2“ 12 11,0 39 16 3200 013000
3/4“ 15 13,5 45,5 16 3200 019000
1“ 21 12,0 46,5 16 3200 025000
1 1/4“ 29 11,5 48,5 16 3200 032000
1 1/2“ 33 11,5 48,5 16 3200 038000
2“ 43 14,5 54 16 3200 050000
2 1/2“ 57 15,0 67 16 3200 063000
3“ 69 16,0 69 16 3200 075000
4“ 90 18,0 81 16 3200 100000
6“ 142 27,0 121 16 3200 150000

b = bore, tl = thread length, ol = overall length

Brass sleeve gate valve 

both sides female thread
with full bore
material brass

handwheel steel, red lacquered

ft b
(mm)

tl
(mm)

ol
(mm)

PN
(bar)

order-no.

1/2“ 15 10 43 20 3203 013000
1“ 24 13 53 20 3203 025000
1 1/4“ 32 14 57 20 3203 032000
1 1/2“ 37 14 61 20 3203 038000
2“ 47 16 67 20 3203 050000
4“ 93 22 98 16 3203 100000

b = bore, tl = thread length, ol = overall length

Brass sleeve gate valve 

both sides female thread
with full bore
material brass

handwheel cast iron, red lacquered

ft b
(mm)

tl
(mm)

ol
(mm)

PN
(bar)

order-no.

2 1/2“ 60 17 74 20 3203 063000
3“ 72 19 86 20 3203 075000

b = bore, tl = thread length, ol = overall length

Red cast iron sleeve quick valve 

both sides female thread
material red brass

ft PN
(bar)

order-no.

1“ 10 3205 025000
1 1/4“ 10 3205 032000
2“ 10 3205 050000
2 1/2“ 10 3205 063000
3“ 10 3205 075000
4“ 10 3205 100000
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Flexible hoses 
and fittings

Passage valves

3

M
etal valves

Brass non-return valve 

both sides female thread, with spring loaded tape up to 1” open pressure 0,1 bar and by 2” 
open pressure 0,2 bar
material brass

ft PN
(bar)

order-no.

1/2“ 10 3220 013000
3/4“ 10 3220 019000
1“ 10 3220 025000
1 1/4“ 10 3220 032000
1 1/2“ 10 3220 038000
2“ 10 3220 050000

Brass sleeve swing check valve 

both sides female thread, metallic sealing
material brass

ft order-no.

1/2“ 3225 013000
3/4“ 3225 019000
1“ 3225 025000
1 1/4“ 3225 032000
1 1/2“ 3225 038000
2“ 3225 050000
2 1/2“ 3225 063000
3“ 3225 075000
4“ 3225 100000
6“ 3225 150000

Brass elbow corner valve 

with female thread and male thread
material brass

ft order-no.

1“ 3223 025000
1 1/4“ 3223 032000

Brass dirt trap 

both sides female thread, with niro fine screen 0,6 mm
material brass

ft PN
(bar)

order-no.

1/2“ 20 3230 013000
3/4“ 20 3230 019000
1“ 20 3230 025000
1 1/4“ 20 3230 032000
1 1/2“ 20 3230 038000
2“ 20 3230 050000

Brass pumps non-return valve 

both sides female thread
straight flow,  
female locking taper with rubber gasket
material brass

ft PN
(bar)

order-no.

1“ 10 3240 025000
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Passage valves

3

M
etal valves

Brass gate valve 

both sides female thread
without draining
material brass

ft PN
(bar)

order-no.

1/2“ 10 3210 013000
3/4“ 10 3210 019000
1“ 10 3210 025000

Brass gate valve 

both sides female thread
with draining
material brass

ft PN
(bar)

order-no.

1/2“ 10 3211 013000
3/4“ 10 3211 019000
1“ 10 3211 025000

Brass angle seat valve 

both sides female thread
without draining
material brass

ft PN
(bar)

order-no.

1/2“ 10 3212 013000
3/4“ 10 3212 019000
1“ 10 3212 025000

Brass angle seat valve 

both sides female thread
with draining
material brass

ft PN
(bar)

order-no.

1/2“ 10 3213 013000
3/4“ 10 3213 019000
1“ 10 3213 025000

Draining valve for brass gate valve 

with brass knurled head screw
material brass

 order-no.

1/4“ 3201 006000

Top part with hand wheel 
for brass gate valve
material brass

 order-no.

1/2“ 3211 013001
3/4“ 3211 019001
1“ 3211 025001
1 1/2“ 3211 032001

Hand wheel for brass angle seat 
valve 

material PA6, glass-fibre reinforced

 order-no.

50 x 6 mm 3211 050002
60 x 7 mm 3211 060002
70 x 8 mm 3211 070002
80 x 9 mm 3211 080002

Top part with hand wheel 
useable for brass free flow valves
material brass

handle covered

 order-no.

1/2“ 3212 013001
3/4“ 3212 019001
1“ 3212 025001
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Flexible hoses 
and fittings

Passage valves

3

M
etal valves

Pressure regulator 

both sides male thread, with dirt trap, form pressure up to 16 bar, final pressure 1.5-6 bar 
adjustable, DVGW-certificated, with acoustic protection, without manometer, for water up 
to +75°C permanent operation, not for steam, barrel (cartouche) is changeable
material red brass

mt order-no.

1/2“ 3250 013000
3/4“ 3250 019000
1“ 3250 025000

Manometer for pressure regulator 

housing steel, black

housing-Ø 50 mm

connection brass, at the back with male thread

mt indicating range
(bar)

order-no.

1/4“ 0/+10 3250 006000

Brass float valve 

for level control in liquid containers, for water and neutral liquids up to + 60°C. Installation 
position horizontal.
material brass

gasket NBR

mt length
(mm)

order-no.

1/2“ 445 3247 013000
3/4“ 450 3247 019000
1“ 465 3247 025000

Float ball for float valve 

complete with fixed valve lever system, applicable for water and neutral liquids up to +60°C
material polyethylen

 outer-Ø
(mm)

order-no.

DN15 - DN32 130 X 130 3248 013032
DN32 - DN50 200 X 160 3248 050038
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Foot valves

3

M
etal valves

Brass foot valve 

with female thread, spring loaded with niro suction basket, plate in polymer
material brass

ft PN
(bar)

order-no.

1/2“ 12 3245 013000
3/4“ 12 3245 019000
1“ 12 3245 025000
1 1/4“ 10 3245 032000
1 1/2“ 10 3245 038000
2“ 10 3245 050000
2 1/2“ 6 3245 063000
3“ 6 3245 075000
4“ 6 3245 100000

Brass intermediate valve 

with female thread, spring loaded plate in polymer
material brass

ft PN
(bar)

order-no.

1/2“ 12 3245 013001
3/4“ 12 3245 019001
1“ 12 3245 025001
1 1/4“ 10 3245 032001
1 1/2“ 10 3245 038001
2“ 10 3245 050001
2 1/2“ 8 3245 063001
3“ 8 3245 075001
4“ 8 3245 100001

Niro suction basket for foot valve 

with male thread

mt order-no.

1/2“ 3245 013002
3/4“ 3245 019002
1“ 3245 025002
1 1/4“ 3245 032002
1 1/2“ 3245 038002
2“ 3245 050002
2 1/2“ 3245 063002
3“ 3245 075002
4“ 3245 100002

Brass foot valve type Europe 

with female thread, spring loaded with niro suction basket, plate in stainless steel
material brass

ft PN
(bar)

order-no.

3/4“ 25 3246 019000
1“ 25 3246 025000
1 1/4“ 18 3246 032000
1 1/2“ 18 3246 038000
2“ 18 3246 050000
2 1/2“ 12 3246 063000
3“ 12 3246 075000
4“ 12 3246 100000

Brass intermediate valve type Europe 

with female thread, spring loaded plate in stainless steel
material brass

ft PN
(bar)

order-no.

3/4“ 25 3246 019001
1“ 25 3246 025001
1 1/4“ 18 3246 032001
1 1/2“ 18 3246 038001
2“ 18 3246 050001
2 1/2“ 12 3246 063001
3“ 12 3246 075001
4“ 12 3246 100001
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Flexible hoses 
and fittings

Backflow preventer

3

M
etal valves

Ball backflow preventer with lifting device 

both sides flanges PN 10/16 according to DIN 3202, 2, overall length according to F6, for 
wastewater, contaminated and viscous media, sewage treatment plants, etc. installation 
horizontal or vertical, with inspection cover
housing GGG40 (EN-GJS-400-15)

ball NBR with alu core

coating Epoxy coated, blue

DN length
(mm)

PN
(bar)

weight
(kg)

holes
(piece)

order-no.

50 200 16 8 4 3059 050000
65 240 16 13 4 3059 065000
80 260 16 17 8 3059 080000
100 300 16 24 8 3059 100000
125 350 16 34 8 3059 125000
150 400 16 52 8 3059 150000
200 500 16 83 8 3059 200000

Backflow preventer 

both sides with flanges PN 10/16, overall length according to F6,  
for waste water, polluted and viscous media, sewage plant, with inspection cover
material spheroidal iron

housing spheroidal iron with Epoxy coating

ball NBR sheathing

gasket NBR

DN length
(mm)

PN
(bar)

weight
(kg)

holes
(piece)

order-no.

150 400 10 48 8 3065 150000

Backflow preventer type 50 

both sides female thread, for waste water and viscous media,mountable verticalland 
horizontally (ball must be above the axis)
housing grey cast iron with Epoxy coating

ball phenol resin

gasket NBR

DN ft length
(mm)

PN
(bar)

weight
(kg)

order-no.

40 1 1/2“ 145 10 2,8 3221 038000
50 2“ 174 10 3,6 3221 050000
65 2 1/2“ 195 10 5,6 3221 063000

Ball backflow preventer 

both sides female thread, for waste water, polluted and viscous media,  
sewage plants, mountable vertically or horizontally, with inspection cover
housing GGG40 (EN-GJS-400-15)

ball NBR with alu core

coating Epoxy coated, blue

DN ft length
(mm)

PN
(bar)

weight
(kg)

order-no.

25 1“ 120 16 1,7 3229 025000
32 1 1/4“ 140 16 2,2 3229 032000
40 1 1/2“ 150 16 3,1 3229 038000
50 2“ 220 16 5 3229 050000

Swing check valve with lifting device 

both sides flanges PN 10/16 according to DIN 3202, overall length according to F6, with 
inspection cover
housing GGG50 (EN-GJS-500-7)

gasket EPDM

coating Epoxy coating, blue

DN length
(mm)

PN
(bar)

holes
(piece)

order-no.

50 200 16 4 8476 050000
65 240 16 4 8476 065000
80 260 16 4 8476 080000
100 300 16 8 8476 100000
125 350 16 8 8476 125000
150 400 16 8 8476 150000
200 500 10 8 8476 200000
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Slide flat valve

3

M
etal valves

Slide flat valve metallic sealing 

both sides flanges PN 10/16 at DN 50 - DN 150 and PN 10 at DN 200, with hand wheel an 
not rising spindle according to DIN 3352, overall length according to F4
housing GG25 (EN-GJL-250)

coating coated, black

spindle stainless steel

DN length
(mm)

PN
(bar)

weight
(kg)

holes
(piece)

order-no.

50 150 10 13 4 3068 050000
65 170 10 18,2 4 3068 065000
80 180 10 21,2 8 3068 080000
100 190 10 29,2 8 3068 100000
125 200 10 41,4 8 3068 125000
150 210 10 55,6 8 3068 150000
200 230 10 79,6 8 3068 200000

Slide flat valve soft sealing 

both sides flanges PN 10, with hand wheel and not rising spindle, overall length according 
to F4
housing GGG50 (EN-GJS-500-7)

gasket NBR

coating Epoxy coated, blue

spindle stainless steel

DN length
(mm)

PN
(bar)

weight
(kg)

holes
(piece)

order-no.

50 150 16 8,0 4 8475 050000
65 170 16 9,0 4 8475 065000
80 180 16 11,0 8 8475 080000
100 190 16 14,0 8 8475 100000
125 200 16 22,0 8 8475 125000
150 210 16 27,0 8 8475 150000
200 230 16 50,0 8 8475 200000
250 250 16 75,0 12 8475 250000
300 270 16 97,0 12 8475 300000

Suitable accessories

Flanges for weld on
up on page 149

PVC-Flanges
up on page 222
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Flexible hoses 
and fittings

Flange ball valves

3

M
etal valves

Flange ball valve 

with full bore, overall length according to DIN 3202 F4, DIN 3202 F5
material grey cast iron

ball stainless steel

gasket perbunan

handle steel, coated

ballgasket teflon
spindle brass MS 58

nut brass MS 58

DN length
(mm)

PN
(bar)

weight
(kg)

order-no.

80 180 16 14,1 3063 080000
100 190 16 20 3063 100000
125 200 16 30,4 3063 125000
150 210 16 44,5 3063 150000

Flange ball valve 

with full bore, overall length according to DIN 3202 F4, DIN 3202 F5
temperature range -20°C up to +60°C

material spheroidal cast GGG40 (EN-GJS-400-15)

ball stainless steel

gasket Viton

handle steel, coated

ballgasket teflon
spindle stainless steel 1.4104

nut stainless steel

DN length
(mm)

PN
(bar)

weight
(kg)

order-no.

80 180 16 19,1 3064 080000
100 190 16 27,3 3064 100000

Suitable accessories

Flange gaskets
up on page 149

Flange couplings 
up on page 131
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Butterfly valves

3

M
etal valves

Butterfly valve type N 

standard model – slit valve 
with clamping handle and lubricant nippleApplication: cement, sand, feed, solids
housing light metal, steel axle

gasket BZO - black rubber

handle malleable cast iron

gate steel plate and steel rivets

DN  length
(mm)

outer-Ø
(mm)

hole circle
(mm)

holes
(piece)

order-no.

100 TW 3 / Spitzer 36 176 150 8 3070 100008

Cast iron adapter flange valve 

with raster handle
housing GG 25

gasket EPDM

spindle stainless steel

gate GGG 40 - polyamide coated

DN length
(mm)

PN
(bar)

weight
(kg)

order-no.

50 43 16 3 3071 050000
80 46 16 4 3071 080000
100 52 16 5,2 3071 100000
125 56 16 7,3 3071 125000
150 56 16 8,2 3071 150000
200 60 16 13,5 3071 200000

Cast iron gas valve 

with raster handle
norm DVGW certification Nr. DG-4313BS0449
housing GGG40 (EN GJS 400-15)

gasket NBR

spindle stainless steel

gate GGG40 (EN GJS 400-15) - polyamide coated

DN length
(mm)

PN
(bar)

weight
(kg)

order-no.

50 43 6 3,3 3172 050000
65 46 6 3,7 3172 065000
80 46 6 4,7 3172 080000
100 52 6 7,1 3172 100000
125 56 6 7,5 3172 125000
150 56 6 8,5 3172 150000
200 60 6 16,6 3172 200000
250 68 6 23 3172 250000

Cast iron gas valve 

with hand wheel
norm DVGW certification Nr. DG-4313BS0449
housing GGG40 (EN GJS 400-15)

gasket NBR

spindle stainless steel

gate GGG40 (EN GJS 400-15) - polyamid coated

DN length
(mm)

PN
(bar)

weight
(kg)

order-no.

300 78 6 33,9 3172 300000



175Further information can be found on www.huecobi.de

Flexible hoses 
and fittings

Knife-gate valves

3

M
etal valves

Cast iron knife gate valve 

with hand wheel
housing GG 25 (EN-JL1040)

gasket NBR

coating EKB coating (Epoxy powder)

spindle stainless steel 1.4304

valve plate stainless steel 1.4301

DN length
(mm)

PN
(bar)

weight
(kg)

order-no.

100 52 10 12 3184 100000
150 56 10 22 3184 150000
200 60 10 29 3184 200000
250 68 6 40 3184 250000
300 78 6 65 3184 300000

Cast iron knife gate valve 

with manual lever
housing GG 25 (EN-JL1040)

gasket NBR

coating EKB coating (Epoxy powder)

spindle stainless steel 1.4304

valve plate stainless steel 1.4301

DN length
(mm)

PN
(bar)

weight
(kg)

order-no.

100 52 4 13 3185 100000
150 56 4 25 3185 150000
200 60 4 35 3185 200000

Cast iron knife gate valve 

with pneumatic power, double-acting
housing GG 25 (EN-JL1040)

gasket NBR

coating EKB coating (Epoxy powder)

spindle stainless steel 1.4304

cylinder aluminium

valve plate stainless steel 1.4301

DN length
(mm)

PN
(bar)

weight
(kg)

order-no.

100 52 8 13 3180 100000
150 56 10 26 3180 150000
200 60 8 32 3180 200000
250 68 6 46 3180 250000
300 78 5 78 3180 300000

Further explanation

More knife gate valves
up on page  312

MZ-slurry gate valves
up on page 308



176 Do you have any questions? Please contact us info@huecobi.de / +49(0)521.39068.0

Knife-gate valves
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Cast iron knife gate valve 

with hand wheel
housing GG 25

gasket NBR

spindle stainless steel 1.4305

valve plate stainless steel 1.4301

DN length
(mm)

PN
(bar)

weight
(kg)

order-no.

100 52 10 13 3084 100000
125 56 10 17 3084 125000
150 56 10 20 3084 150000
200 60 8 34 3084 200010
250 68 7 50 3084 250000
300 78 6 66 3084 300000

Cast iron knife gate valve 

with DIN bore and four hole bore 150 x 150 for flange and flange adapter, with hand wheel
housing GG 25

gasket NBR

spindle stainless steel 1.4305

valve plate stainless steel 1.4301

DN length
(mm)

PN
(bar)

weight
(kg)

order-no.

150 56 10 20 3084 150001
200 60 8 34 3084 200003

Cast iron knife gate valve 

with manual lever
housing GG 25

gasket NBR

spindle stainless steel 1.4305

valve plate stainless steel 1.4301

DN length
(mm)

PN
(bar)

weight
(kg)

order-no.

100 52 10 13 3085 100001
125 56 10 17 3085 125001
150 56 10 20 3085 150001
200 60 8 34 3085 200001
250 68 7 50 3085 250001

Cast iron knife gate valve 

with pneumatic power unit, double-acting, pilot air 6 bar
housing GG 25

gasket NBR

spindle stainless steel 1.4305

cylinder aluminium

valve plate stainless steel 1.4301

DN length
(mm)

PN
(bar)

weight
(kg)

order-no.

100 52 10 14 3080 100000
125 56 10 19 3080 125000
150 56 10 22 3080 150000
200 60 8 38 3080 200001
250 68 7 57 3080 250000
300 78 6 75 3080 300000
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Manometer

3
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etal valves

Protective cap for manometer 

shock protection for manometer, can be used vertically and horizontally
material rubber, blue

 order-no.

for manometer Ø 63 mm 8135 063000

Manometer 

housing steel

housing-Ø 63 mm

connection brass, left with male thread

accuracy class 1,6

mt indicating range
(bar)

red marking
(bar)

order-no.

1/4“ -1/+1,5 -0,5/+0,5 8110 006005
1/4“ -1/+1,5 -0,5/+1 8110 006010

Manometer 

housing steel, black

housing-Ø 63 mm

connection brass, below with male thread

accuracy class 1,6

mt indicating range
(bar)

red marking
(bar)

order-no.

1/4“ -1/+1,5 -0,5/+0,5 8112 006005
1/4“ -1/+1,5 -0,5/+1 8112 006010
1/4“ -1/0 8115 006000
1/4“ -1/+3 8115 006003
1/4“ 0/+6 8125 006006
1/4“ 0/+10 8125 006010
1/4“ 0/+16 8125 006016
1/4“ 0/+25 8125 006025
1/4“ 0/+40 8125 006040

Manometer 

housing steel, black

housing-Ø 63 mm

connection brass, rear with male thread

accuracy class 1,6

mt indicating range
(bar)

order-no.

1/4“ -1/0 8126 006000
1/4“ 0/+2,5 8126 006002
1/4“ 0/+4 8126 006004
1/4“ 0/+6 8126 006006
1/4“ 0/+10 8126 006010
1/4“ 0/+16 8126 006016
1/4“ 0/+25 8126 006025
1/4“ 0/+40 8126 006040

Manometer 

housing steel, black

housing-Ø 80 mm

connection brass, below with male thread

accuracy class 1,6

mt indicating range
(bar)

red marking
(bar)

order-no.

1/2“ -1/+1,5 -0,5/+0,5 8114 013005
1/2“ -1/+1,5 -0,5/+1 8114 013010
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Manometer

3
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Manometer 

housing steel, black

housing-Ø 100 mm

connection brass, below with male thread

accuracy class 1,6

mt indicating range
(bar)

order-no.

1/2“ -1/0 8116 013000
1/2“ -1/+1,5 8116 013015
1/2“ 0/+4 8127 013004
1/2“ 0/+6 8127 013006
1/2“ 0/+10 8127 013010
1/2“ 0/+16 8127 013016
1/2“ 0/+25 8127 013025

Glycerine manometer 

housing stainless steel

housing-Ø 80 mm

connection brass, below with male thread

accuracy class 1,6

mt indicating range
(bar)

red marking
(bar)

order-no.

1/2“ -1/+1,5 -0,5/+0,5 8118 013005

Glycerine manometer 

housing stainless steel

housing-Ø 63 mm

connection brass, below with male thread

accuracy class 1,6

mt indicating range
(bar)

red marking
(bar)

order-no.

1/4“ -1/+1,5 -0,5/+0,5 8113 006005
1/4“ -1/+1,5 -0,5/+1 8113 006010
1/4“ -1/0 8117 006000
1/4“ 0/+2,5 8128 006002
1/4“ 0/+6 8128 006006
1/4“ 0/+10 8128 006010
1/4“ 0/+16 8128 006016
1/4“ 0/+25 8128 006025
1/4“ 0/+40 8128 006040
1/4“ 0/+250 8128 006250

Glycerine manometer 

housing stainless steel

housing-Ø 63 mm

connection brass, rear with male thread

accuracy class 1,6

mt indicating range
(bar)

order-no.

1/4“ 0/+2,5 8129 006002
1/4“ 0/+6 8129 006006
1/4“ 0/+10 8129 006010
1/4“ 0/+16 8129 006016
1/4“ 0/+25 8129 006025
1/4“ 0/+40 8129 006040
1/4“ 0/+250 8129 006250

Further explanation

More manometer
up on page 342
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Brass pipe screw connections

3
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Pipe coupling straight form 

both sides screw connection
norm DVGW

material brass

gasket NBR

d PN
(bar)

pu
(piece)

order-no.

20 16 12 3450 020000
25 16 10 3450 025000
32 16 8 3450 032000
40 16 4 3450 040000
50 16 2 3450 050000
63 16 2 3450 063000

Pipe coupling elbow 90° 

both sides screw connection
norm DVGW

material brass

gasket NBR

d PN
(bar)

pu
(piece)

order-no.

20 16 12 3451 020000
25 16 10 3451 025000
32 16 6 3451 032000
40 16 4 3451 040000
50 16 2 3451 050000
63 16 2 3451 063000

Pipe coupling T-fitting 90° 

3 screw connections
norm DVGW

material brass

gasket NBR

d PN
(bar)

pu
(piece)

order-no.

20 16 6 3452 020000
25 16 6 3452 025000
32 16 4 3452 032000
40 16 4 3452 040000
50 16 2 3452 050000
63 16 1 3452 063000

Repair screw connection 

both sides screw connection
norm DVGW

material brass

gasket NBR

d PN
(bar)

pu
(piece)

order-no.

32 16 6 3453 032000
40 16 4 3453 040000
50 16 2 3453 050000
63 16 2 3453 063000

Pipe coupling screw connection with female thread 

one side male thread, other side screw connection
norm DVGW

material brass

gasket NBR

d mt PN
(bar)

pu
(piece)

order-no.

20 1/2“ 16 20 3454 020013
25 3/4“ 16 15 3454 025019
32 1“ 16 12 3454 032025
40 1 1/4“ 16 6 3454 040032
50 1 1/2“ 16 4 3454 050038
63 2“ 16 2 3454 063050
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Brass pipe screw connections

3

M
etal valves

Pipe coupling screw connection with female thread 

one side female thread, other side screw connection
norm DVGW

material brass

gasket NBR

d ft PN
(bar)

pu
(piece)

order-no.

20 1/2“ 16 20 3455 020013
25 3/4“ 16 15 3455 025019
32 1“ 16 12 3455 032025
40 1 1/4“ 16 6 3455 040032
50 1 1/2“ 16 4 3455 050038
63 2“ 16 2 3455 063050

Pipe coupling elbow 90° with male thread 

one side male thread, other side screw connection
norm DVGW

material brass

gasket NBR

d mt PN
(bar)

pu
(piece)

order-no.

20 1/2“ 16 15 3456 020013
25 3/4“ 16 12 3456 025019
32 1“ 16 8 3456 032025
40 1 1/4“ 16 6 3456 040032
50 1 1/2“ 16 4 3456 050038
63 2“ 16 2 3456 063050

Pipe coupling elbow 90° with female thread 

one side female thread, other side screw connection
norm DVGW

material brass

gasket NBR

d ft PN
(bar)

pu
(piece)

order-no.

20 1/2“ 16 15 3457 020013
25 3/4“ 16 12 3457 025019
32 1“ 16 8 3457 032025
40 1 1/4“ 16 6 3457 040032
50 1 1/2“ 16 4 3457 050038
63 2“ 16 2 3457 063050

Pipe coupling T-fitting with male thread 

both sides screw connection with external thread outlet
norm DVGW

material brass

gasket NBR

d mt PN
(bar)

pu
(piece)

order-no.

20 1/2“ 16 15 3458 020013
25 3/4“ 16 8 3458 025019
32 1“ 16 5 3458 032025
40 1 1/4“ 16 4 3458 040032
50 1 1/2“ 16 2 3458 050038
63 2“ 16 2 3458 063050

Pipe coupling T-fitting with female thread 

both sides screw connection with external thread outlet
norm DVGW

material brass

gasket NBR

d ft PN
(bar)

pu
(piece)

order-no.

20 1/2“ 16 8 3459 020013
25 3/4“ 16 6 3459 025019
32 1“ 16 4 3459 032025
40 1 1/4“ 16 4 3459 040032
50 1 1/2“ 16 2 3459 050038
63 2“ 16 2 3459 063050
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Flexible hoses 
and fittings

Brass pipe screw connections

3

M
etal valves

Wall elbow 90° with female thread 

one side female thread, other side screw connection and 3-point fixing
norm DVGW

material brass

gasket NBR

d ft PN
(bar)

pu
(piece)

order-no.

20 1/2“ 16 15 3460 020013
25 3/4“ 16 12 3460 025019
32 1“ 16 8 3460 032025

Pipe coupling reduced 

both sides screw connection
norm DVGW

material brass

gasket NBR

d order-no.

25 x 20 3461 025020
32 x 20 3461 032020
32 x 25 3461 032025
40 x 32 3461 040032
50 x 32 3461 050032
50 x 40 3461 050040
63 x 40 3461 063040
63 x 50 3461 063050

Support capillary tube for pipe couplings 

useable for medium gas
material stainless steel

d pu
(piece)

order-no.

20 100 3461 020000
25 75 3461 025000
32 50 3461 032000
40 30 3461 040000
50 20 3461 050000
63 10 3461 063000

Sealing set for pipe connections 

o-ring, pressure ring and clamping ring
material stainless steel, brass, NBR

d pu
(piece)

order-no.

20 1 3462 020000
25 1 3462 025000
32 1 3462 032000
40 1 3462 040000
50 1 3462 050000
63 1 3462 063000

O-Ring for pipe connections 

material NBR

d pu
(piece)

order-no.

20 1 3463 020000
25 1 3463 025000
32 1 3463 032000
40 1 3463 040000
50 1 3463 050000
63 1 3463 063000
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PVC pipes
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PVC pressure pipe 

with one bonding socket
material PVC-U

colour dark grey

d wall
(mm)

PN
(bar)

length
(m)

pu
(piece)

order-no.

25 1,5 12,5 5 400 4000 025015
32 1,8 10 5 340 4000 032018
40 1,9 10 5 240 4000 040020
50 2,4 10 5 215 4000 050024
63 3 10 5 112 4000 063030
75 2,9 10 5 100 4000 075029
75 3,6 10 5 95 4000 075036
90 4,3 10 5 77 4000 090043
110 4,2 10 5 50 4000 110042
110 5,3 12,5 5 50 4000 110053
125 4,8 10 5 38 4000 125048
125 6 12,5 5 38 4000 125060
140 5,4 10 5 30 4000 140054
140 6,7 12,5 5 30 4000 140067
160 4,7 6 5 24 4000 160047
160 6,2 10 5 24 4000 160062
160 7,7 12,5 5 24 4000 160077
200 5,9 6 5 14 4000 200059
200 7,7 10 5 14 4000 200077
225 10,8 12,5 6 23 4000 225108
250 9,6 10 5 11 4000 250096
250 11,9 10 6 11 4000 250119
280 13,4 12,5 6 11 4000 280134
315 15 12,5 6 9 4000 315150

PVC Pressure pipe 

with one bonding socket
material PVC-U

colour dark grey

d wall
(mm)

PN
(bar)

length
(m)

pu
(piece)

order-no.

10 1,2 16 5 480 4001 010012
12 1 16 5 480 4001 012010
16 1,2 16 5 480 4001 016012
20 1,5 16 5 400 4001 020015
25 1,9 16 5 400 4001 025019
32 2,4 16 5 340 4001 032024
40 3 16 5 240 4001 040030
50 3,7 16 5 215 4001 050037
63 4,7 16 5 112 4001 063047

Polypropylene tube spacer 

for laying a medium tube in a shell,  very good lubricity. Holder distance approx. 2.5 m.
material polypropylene

d wall
(mm)

length
(mm)

pu
(piece)

order-no.

160 25 130 1 4458 160000
200 36 175 1 4458 200000
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PVC-U pipe 

without socket
material PVC-U

colour transparent

d wall
(mm)

PN
(bar)

length
(m)

order-no.

20 1,5 10 5 4005 020015
25 1,5 10 5 4005 025015
32 1,8 10 5 4005 032018
40 2 10 5 4005 040020
50 2,4 10 5 4005 050024
63 3 10 5 4005 063030
75 3,6 10 5 4005 075036
90 4,3 10 5 4005 090043
110 5,3 10 5 4005 110053
160 4,7 6 5 4005 160047

PUR well lining 

for setting in concrete, with lip seal

DN length
(mm)

order-no.

100 240 4090 100000
125 240 4090 125000
150 240 4090 150000
200 240 4090 200000
250 240 4090 250000
300 240 4090 300000
400 240 4090 400000
500 240 4090 500000
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Pipe clamps

4

P
V

C
 valves and fittings

PVC Pipe clip 

Pipe clamps can be plugged in a line
material PVC-U

d  pu
(piece)

order-no.

10 without clamp 500 4440 010000
12 without clamp 500 4440 012000
16 without clamp 400 4440 016000
20 without clamp 400 4440 020000
25 without clamp 800 4440 025000
32 without clamp 600 4440 032000
32 with clamp 400 4440 032002
40 with clamp 250 4440 040000
50 with clamp 250 4440 050000
63 with clamp 150 4440 063000
75 with clamp 80 4440 075000
90 with clamp 60 4440 090000
110 with clamp 50 4440 110000
125 with clamp 40 4440 125000
140 with clamp 20 4440 140000
160 with clamp 20 4440 160000

PVC filling block 

Filling block can be plugged in a line
material PVC-U

d  pu
(piece)

order-no.

10 500 4440 010001
12 500 4440 012001
16 400 4440 016001
20 400 4440 020001
25 800 4440 025001
32 for without clamp 600 4440 032001
32 for with clamp 600 4440 032003
40 250 4440 040001
50 250 4440 050001
63 150 4440 063001
75 80 4440 075001
90 100 4440 090001
110 80 4440 110001
125 150 4440 125001
140 140 4440 140001
160 120 4440 160001

PVC pipe clip 

clamp secured with 2 screws
material PVC-U

d pu
(piece)

order-no.

90 60 4441 090000
110 40 4441 110000
125 40 4441 125000
140 40 4441 140000
160 20 4441 160000
200 10 4441 200000
225 10 4441 225000
250 10 4441 250000
280 10 4441 280000
315 10 4441 315000
355 10 4441 355000
400 10 4441 400000



187Further information can be found on www.huecobi.de

Flexible hoses 
and fittings

Pipe clamps

4

P
V

C
 valves and fittings

PVC pipe clip 

pipe clamps can be plugged in a line
material PP

d  pu
(piece)

order-no.

20 without clamp 1200 4459 020000
25 without clamp 900 4459 025000
32 without clamp 700 4459 032000
40 without clamp 300 4459 040000
50 with clamp 230 4459 050000
63 with clamp 110 4459 063000
75 with clamp 110 4459 075000
90 with clamp 60 4459 090000
110 with clamp 75 4459 110000
125 with clamp 80 4459 125000
160 with clamp 50 4459 160000
200 with clamp 40 4459 200000

PVC pipe clip type Popp 

inclusive removable filling block, pipe clamps can be plugged in a line
material PP

clamping range
(mm)

pu
(piece)

order-no.

20-23 200 4461 020023
25-28 200 4461 025028
31-35 300 4461 031035
39-43 300 4461 039043
47-51 200 4461 047051
60-65 200 4461 060065
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PP clamp saddles
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PP clamp saddle 

with reinforcement ring and female thread
material PP, screws and nuts galvanized

d ft PN
(bar)

screws
(piece)

pu
(piece)

order-no.

20 1/2“ 16 2 180 4450 020013
25 1/2“ 16 2 180 4450 025013
25 3/4“ 16 2 180 4450 025019
32 1/2“ 16 2 140 4450 032013
32 3/4“ 16 2 140 4450 032019
32 1“ 16 2 140 4450 032025
40 1/2“ 16 2 110 4450 040013
40 3/4“ 16 2 110 4450 040019
40 1“ 16 2 110 4450 040025
50 1/2“ 16 4 80 4450 050013
50 3/4“ 16 4 80 4450 050019
50 1“ 16 4 80 4450 050025
50 1 1/4“ 16 4 80 4450 050032
63 1/2“ 16 4 55 4450 063013
63 3/4“ 16 4 55 4450 063019
63 1“ 16 4 55 4450 063025
63 1 1/4“ 16 4 55 4450 063032
63 1 1/2“ 16 4 55 4450 063038
75 1/2“ 16 4 40 4450 075013
75 3/4“ 16 4 40 4450 075019
75 1“ 16 4 40 4450 075025
75 1 1/4“ 16 4 40 4450 075032
75 1 1/2“ 16 4 40 4450 075038
75 2“ 16 4 40 4450 075050
90 1/2“ 16 4 30 4450 090013
90 3/4“ 16 4 30 4450 090019
90 1“ 16 4 30 4450 090025
90 1 1/4“ 16 4 30 4450 090032
90 1 1/2“ 16 4 30 4450 090038
90 2“ 16 4 30 4450 090050
110 1/2“ 16 4 19 4450 110013
110 3/4“ 16 4 19 4450 110019
110 1“ 16 4 19 4450 110025
110 1 1/4“ 16 4 19 4450 110032
110 1 1/2“ 16 4 19 4450 110038
110 2“ 16 4 19 4450 110050
110 2 1/2“ 16 4 19 4450 110063
125 1“ 16 6 12 4450 125025
125 1 1/4“ 16 6 12 4450 125032
125 1 1/2“ 16 6 12 4450 125038
125 2“ 16 6 12 4450 125050
125 2 1/2“ 16 6 12 4450 125063
140 1 1/4“ 16 6 12 4450 140032
140 2“ 16 6 12 4450 140050
140 2 1/2“ 16 6 12 4450 140063
160 3/4“ 16 6 13 4450 160019
160 1“ 16 6 13 4450 160025
160 1 1/4“ 16 6 13 4450 160032
160 1 1/2“ 16 6 13 4450 160038
160 2“ 16 6 13 4450 160050
160 2 1/2“ 16 6 10 4450 160063
160 3“ 16 6 9 4450 160075
160 4“ 16 6 9 4450 160100
200 1 1/4“ 16 6 11 4450 200032
200 1 1/2“ 16 6 11 4450 200038
200 2“ 16 6 11 4450 200050



189Further information can be found on www.huecobi.de

Flexible hoses 
and fittings

PP clamp saddles

4

P
V

C
 valves and fittings

PP clamp saddle 

without reinforcement ring, with female thread
material PP, screws and nuts galvanized

d ft PN
(bar)

screws
(piece)

pu
(piece)

order-no.

20 1/2“ 10 2 50 4452 020013
25 1/2“ 16 2 50 4452 025013
25 3/4“ 10 2 50 4452 025019
32 1/2“ 16 2 50 4452 032013
32 3/4“ 16 2 50 4452 032019
32 1“ 10 2 50 4452 032025
40 1/2“ 16 2 50 4452 040013
40 3/4“ 16 2 50 4452 040019
40 1“ 16 2 50 4452 040025
50 1/2“ 16 2 40 4452 050013
50 3/4“ 16 2 40 4452 050019
50 1“ 16 2 40 4452 050025
63 1/2“ 16 4 30 4452 063013
63 3/4“ 16 4 30 4452 063019
63 1“ 16 4 30 4452 063025
75 1/2“ 16 4 30 4452 075013
75 3/4“ 16 4 30 4452 075019
75 1“ 16 4 30 4452 075025
90 1/2“ 16 4 25 4452 090013
90 3/4“ 16 4 24 4452 090019
90 1“ 16 4 24 4452 090025
110 1/2“ 16 4 15 4452 110013
110 3/4“ 16 4 15 4452 110019
110 1“ 16 4 15 4452 110025
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PP clamp saddles

4

P
V

C
 valves and fittings

PP clamp saddle 

with reinforcement ring and female thread, anti-rotation system for PE  
pipes, flat gasket
material PP, screws and nuts in stainless steel

d ft PN
(bar)

screws
(piece)

pu
(piece)

order-no.

25 1/2“ 16 2 180 4456 025013
32 1/2“ 16 2 150 4456 032013
32 3/4“ 16 2 150 4456 032019
32 1“ 16 2 120 4456 032025
40 1/2“ 16 2 100 4456 040013
40 3/4“ 16 2 100 4456 040019
40 1“ 16 2 100 4456 040025
50 1/2“ 16 4 80 4456 050013
50 3/4“ 16 4 80 4456 050019
50 1“ 16 4 80 4456 050025
63 1/2“ 16 4 50 4456 063013
63 3/4“ 16 4 50 4456 063019
63 1“ 16 4 50 4456 063025
63 1 1/4“ 16 4 50 4456 063032
63 1 1/2“ 16 4 40 4456 063038
75 1/2“ 16 4 40 4456 075013
75 3/4“ 16 4 40 4456 075019
75 1“ 16 4 40 4456 075025
75 1 1/4“ 16 4 40 4456 075032
75 1 1/2“ 16 4 35 4456 075038
75 2“ 16 4 30 4456 075050
90 1/2“ 16 4 30 4456 090013
90 3/4“ 16 4 30 4456 090019
90 1“ 16 4 30 4456 090025
90 1 1/2“ 16 4 25 4456 090038
90 2“ 16 4 25 4456 090050
110 3/4“ 16 6 20 4456 110019
110 1“ 16 6 20 4456 110025
110 1 1/4“ 16 6 20 4456 110032
110 1 1/2“ 16 6 15 4456 110038
110 2“ 16 6 15 4456 110050
110 3“ 16 6 10 4456 110075
125 1“ 16 6 18 4456 125025
125 2“ 16 6 14 4456 125050
125 3“ 16 6 14 4456 125075
140 1“ 16 6 12 4456 140025
140 1 1/4“ 16 6 12 4456 140032
140 1 1/2“ 16 6 12 4456 140038
140 2“ 16 6 10 4456 140050
140 3“ 16 6 10 4456 140075
160 1“ 16 6 10 4456 160025
160 1 1/4“ 16 6 10 4456 160032
160 1 1/2“ 16 6 10 4456 160038
160 2“ 16 6 10 4456 160050
160 3“ 10 6 6 4456 160075
200 1 1/2“ 10 6 4 4456 200038
200 2“ 10 6 4 4456 200050
200 3“ 10 6 4 4456 200075
200 4“ 10 6 4 4456 200100
225 1 1/2“ 10 6 4 4456 225038
225 2“ 10 6 4 4456 225050
225 3“ 10 6 4 4456 225075
250 2“ 10 6 3 4456 250050
250 3“ 10 6 3 4456 250075
315 2“ 10 6 2 4456 315050
315 3“ 10 6 2 4456 315075
315 4“ 10 6 2 4456 315100
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Flexible hoses 
and fittings

PVC cement and cleaner

4

P
V

C
 valves and fittings

Tangit special cement 
for PVC-U (hard). Surfaces must be cleaned with cleaner before bonding!

 pu
(piece)

order-no.

tube 125 g 12 4095 000125
tin 250 g 12 4095 000250
tin 500 g 12 4095 000500
tin 1000 g 6 4095 001000
tin 1000 g, without brush 6 4095 001001

Tangit special cement express 

for PVC-U (hard) ideal for quick repairs of pipes up to d 110. Surfaces must be cleaned with 
cleaner before bonding!

 pu
(piece)

order-no.

tin 500 g 12 4095 000510

Tangit cleaner 

for cleaning of bondig surfaces, for PVC-U (hard)

 pu
(piece)

order-no.

tin 125 ml 10 4098 000125
tin 1000 ml 12 4098 001000

Saba cleaner 

for PVC-U (hard)

 pu
(piece)

order-no.

tin 250 ml 24 4098 000250

Cement PeViCol 
for PVC-U

 pu
(piece)

order-no.

bottle 500 g 24 4090 000500

Tangit cleaning cloths 

for PE / PP / PVDF

 pu
(piece)

order-no.

tin á 100 cloth 8 4098 000001

Tangit cleaner 

for PE, for cleaning of welding surfaces

 pu
(piece)

order-no.

tin 1000 ml 8 4098 001002
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PVC ball valves

4

P
V

C
 valves and fittings

PVC ball valve 

both sides bonding socket with union nut
material PVC-U

gasket EPDM

handle blue

d length
(mm)

PN
(bar)

pu
(piece)

order-no.

16 76 16 50 4500 016000
20 80 16 50 4500 020000
25 91 16 45 4500 025000
32 102 16 50 4500 032000
40 120 16 36 4500 040000
50 140 16 24 4500 050000
63 169 16 13 4500 063000
75 206 10 8 4500 075000
90 242 10 4 4500 090000
110 282 10 2 4500 110000

PVC ball valve 

both sides bonding socket with union nut
material PVC-U

gasket EPDM

handle red

d length
(mm)

PN
(bar)

pu
(piece)

order-no.

16 84 16 50 4501 016000
20 84 16 50 4501 020000
25 93 16 50 4501 025000
32 108 16 50 4501 032000
40 122 16 25 4501 040000
50 148 16 15 4501 050000
63 175 16 10 4501 063000
75 216 10 5 4501 075000
90 256 10 3 4501 090000
110 306 10 1 4501 110000

PE inserts available!

PVC ball valve type COBI 
both sides bonding socket with union nut
material PVC-U

gasket EPDM

handle blue

d length
(mm)

PN
(bar)

pu
(piece)

order-no.

20 85 16 55 4505 020000
25 95 16 75 4505 025000
32 107 16 60 4505 032000
40 128 16 30 4505 040000
50 154 16 20 4505 050000
63 172 16 12 4505 063000
75 196 16 9 4505 075000
90 241 16 4 4505 090000
110 289 16 2 4505 110000
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Flexible hoses 
and fittings

PVC ball valves

4

P
V

C
 valves and fittings

PVC ball valve 

both sides female thread with union nut
material PVC-U

gasket EPDM

handle blue

ft length
(mm)

PN
(bar)

pu
(piece)

order-no.

1/2“ 80 16 150 4510 013000
3/4“ 91 16 100 4510 019000
1“ 102 16 60 4510 025000
1 1/4“ 120 16 36 4510 032000
1 1/2“ 140 16 24 4510 038000
2“ 169 16 16 4510 050000
2 1/2“ 206 10 8 4510 063000
3“ 242 10 4 4510 075000
4“ 282 10 2 4510 100000

PVC ball valve 

both sides female thread with union nut and reinforcement ring
material PVC-U

gasket EPDM

handle red

ft length
(mm)

PN
(bar)

pu
(piece)

order-no.

3/8“ 84 16 50 4511 010000
1/2“ 84 16 50 4511 013000
3/4“ 93 16 50 4511 019000
1“ 108 16 50 4511 025000
1 1/4“ 122 16 25 4511 032000
1 1/2“ 148 16 15 4511 038000
2“ 175 16 10 4511 050000
2 1/2“ 216 10 5 4511 063000
3“ 256 10 3 4511 075000
4“ 306 10 1 4511 100000

PVC ball valve type COBI 
both sides female thread with union nut
material PVC-U

gasket EPDM

handle blue

ft length
(mm)

PN
(bar)

pu
(piece)

order-no.

1/2“ 85 16 55 4515 013000
3/4“ 95 16 75 4515 019000
1“ 107 16 60 4515 025000
1 1/4“ 128 16 30 4515 032000
1 1/2“ 154 16 20 4515 038000
2“ 172 16 12 4515 050000
2 1/2“ 196 16 9 4515 063000
3“ 241 16 4 4515 075000
4“ 289 16 2 4515 100000
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PVC ball valves

4

P
V

C
 valves and fittings

PVC laboratory ball valve 

both sides female thread with union nut
material PVC-U

gasket EPDM

handle red

d length
(mm)

PN
(bar)

pu
(piece)

order-no.

12 70 16 50 4502 012000
16 80 16 50 4502 016000

PVC laboratory ball valve 

both sides female thread with union nut
material PVC-U

gasket EPDM

handle red

ft length
(mm)

PN
(bar)

pu
(piece)

order-no.

1/4“ 70 16 50 4512 006002
3/8“ 80 16 50 4512 010001

PVC ball valve ISO Top 

with flange ISO 5211 for drives, both sides bonding socket with union nut
material PVC-U

gasket EPDM

d length
(mm)

PN
(bar)

pu
(piece)

order-no.

32 108 16 12 4507 032000
50 148 16 6 4507 050000

PVC 3-way-valve with T-bore 

all sides bonding socket with union nut
material PVC-U

gasket EPDM

handle red

d DN length
(mm)

PN
(bar)

pu
(piece)

order-no.

20 15 112 10 40 4525 020000
25 20 123 10 28 4525 025000
32 25 147 10 36 4525 032000
40 32 169 10 22 4525 040000
50 40 209 10 12 4525 050000
63 50 230 10 10 4525 063000

PVC 3-way-valve with L-bore 

all sides bonding socket with union nut
material PVC-U

gasket EPDM

handle red

d DN length
(mm)

PN
(bar)

pu
(piece)

order-no.

20 15 112 10 40 4526 020000
25 20 123 10 28 4526 025000
32 25 147 10 36 4526 032000
40 32 169 10 22 4526 040000
50 40 209 10 12 4526 050000
63 50 230 10 10 4526 063000
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Flexible hoses 
and fittings

PVC check valves

4

P
V

C
 valves and fittings

PVC check valve 

both sides bonding socket
material PVC

gasket EPDM

spring stainless steel

d length
(mm)

PN
(bar)

pu
(piece)

order-no.

16 75 16 50 4560 016000
20 91 16 50 4560 020000
25 101,5 16 50 4560 025000
32 120,5 16 50 4560 032000
40 143 16 30 4560 040000
50 171 16 10 4560 050000
63 205,5 16 10 4560 063000
75 252 10 1 4560 075000
90 291 10 1 4560 090000
110 348 10 1 4560 110000

PVC check valve type COBI 
both sides bonding socket
material PVC-U

gasket EPDM

spring stainless steel

d length
(mm)

PN
(bar)

pu
(piece)

order-no.

20 84 16 60 4561 020000
25 95 16 75 4561 025000
32 105 16 60 4561 032000
40 125 16 32 4561 040000
50 143 16 20 4561 050000
63 172 16 13 4561 063000
75 196 16 9 4561 075000
90 241 10 4 4561 090000
110 287 10 2 4561 110000

PVC check valve type COBI 
both sides female thread 

material PVC-U

gasket EPDM

spring stainless steel

ft length
(mm)

PN
(bar)

pu
(piece)

order-no.

1/2“ 84 16 60 4562 013000
3/4“ 84 16 60 4562 019000
1“ 95 16 75 4562 025000
1 1/4“ 105 16 60 4562 032000
1 1/2“ 125 16 32 4562 038000
2“ 143 16 20 4562 050000
2 1/2“ 172 16 13 4562 063000
3“ 196 16 9 4562 075000
4“ 287 10 2 4562 100000
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PVC knife-gate valves

4

P
V

C
 valves and fittings

PVC slide valve 

both sides bonding socket
material PVC-U

valve plate PVC

d PN
(bar)

pu
(piece)

order-no.

50 3 25 4570 050000
63 2 12 4570 063000
75 1,5 8 4570 075000
90 1 6 4570 090000
110 1 4 4570 110000

PVC slide valve 

with stainless steel slide wedge, both sides bonding socket
material PVC-U

valve plate stainless steel

d PN
(bar)

pu
(piece)

order-no.

110 0,5 3 4570 110003
160 0,5 1 4570 160000
200 0,5 1 4570 200000

PVC slide valve 

with stainless steel slide wedge extension, both sides bonding socket. The valve can be 
buried and operated under water.
material PVC-U

valve plate stainless steel

d extension
(mm)

PN
(bar)

pu
(piece)

order-no.

110 1000 0,5 1 4570 110010
110 1500 0,5 1 4570 110015
110 2000 0,5 1 4570 110020
110 500 0,5 1 4570 110050
160 500 0,5 1 4570 160005
160 1000 0,5 1 4570 160010
160 1500 0,5 1 4570 160015
160 2000 0,5 1 4570 160020
200 500 0,5 1 4570 200005
200 1000 0,5 1 4570 200010
200 1500 0,5 1 4570 200015
200 2000 0,5 1 4570 200020

PVC slide valve 

both sides bonding socket. For installation in agricultural pipes, for fish farming, water 
treatment and waste water technology.
material PVC-U

handle stainless steel 1.4301

spindle stainless steel 1.4401

valve plate stainless steel 1.4401

d length
(mm)

PN
(bar)

weight
(kg)

order-no.

110 306 4 4,4 4589 110000
125 306 4 4,9 4589 125000
160 306 4 5,9 4589 160000
200 406 4 9 4589 200000
250 406 2,5 11,2 4589 250000
315 406 2,5 16,5 4589 300000
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Flexible hoses 
and fittings

PVC butterfly valves

4

P
V

C
 valves and fittings

PVC butterfly valve 

with grid lever
material PVC-U

gasket EPDM

spindle stainless steel

gate PVC

d DN length
(mm)

PN
(bar)

hole circle
(mm)

pu
(piece)

order-no.

75 65 53 10 144 1 4581 075000
90 80 53 10 160 1 4581 090000
110 100 63 10 190 1 4581 110000
140 125 71 10 215 1 4581 140000
160 150 78 6 242 1 4581 160000
225 200 81 6 298 1 4581 225000

Available with ISO flange 5211 for drives!

PVC kit for butterfly valve 

components: flange adaptor, loose flange galvanized bolts
material PVC-U

d DN pu
(piece)

order-no.

75 65 1 4581 075001
90 80 1 4581 090001
110 100 1 4581 110001
140 125 1 4581 140001
160 150 1 4581 160001
225 200 1 4581 225001

PVC butterfly valve type COBI 
with grid lever
material PP/GFK

gasket EPDM

spindle stainless steel

gate PVC

d DN length
(mm)

PN
(bar)

hole circle
(mm)

pu
(piece)

order-no.

63 50 44 10 120 10 4583 063000
75 65 32 10 145 10 4583 075000
90 80 51 10 156 10 4583 090000
110 100 55 10 183 8 4583 110000
125 125 64 10 211 4 4583 125000
140 125 67 10 211 4 4583 140000
160 150 72 10 239 4 4583 160000
200 200 90 10 292 4 4583 200000
225 200 90 10 292 2 4583 225000

PVC three-way gate valve 

with stainless steel lid
material PVC-U

d pu
(piece)

order-no.

110 1 4590 110000
140 1 4590 140000
160 1 4590 160000
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PVC fittings
Bends

4

P
V

C
 valves and fittings

PVC bend 90° 

2 x bonding socket, made of pipe
material PVC-U

d PN
(bar)

pu
(piece)

order-no.

32 10 350 4100 032000
40 10 200 4100 040000
50 10 100 4100 050000
63 10 60 4100 063000
75 10 35 4100 075000
90 10 20 4100 090000

PVC bend 90° 

2 x bonding socket, made of pipe
material PVC-U

d PN
(bar)

pu
(piece)

order-no.

32 16 175 4101 032000
40 16 100 4101 040000
50 16 80 4101 050000
63 16 45 4101 063000
75 16 25 4101 075000
90 16 15 4101 090000
110 12,5 10 4101 110000
125 12,5 6 4101 125000
140 12,5 5 4101 140000
160 12,5 4 4101 160000
200 12,5 1 4101 200000
225 12,5 1 4101 225000
250 12,5 1 4101 250000
280 12,5 1 4101 280000
315 12,5 1 4101 315000

PVC bend 90° 

2 x bonding socket, injection moulding
material PVC-U

d PN
(bar)

pu
(piece)

order-no.

20 16 100 4102 020000
25 16 100 4102 025000
32 16 100 4102 032000
40 16 100 4102 040000
50 16 50 4102 050000
63 16 30 4102 063000
75 16 25 4102 075000
90 16 15 4102 090000
110 16 8 4102 110000

PVC bend 45° 

2 x bonding socket, made of pipe
material PVC-U

d PN
(bar)

pu
(piece)

order-no.

32 10 300 4110 032000
40 10 150 4110 040000
50 10 150 4110 050000
63 10 90 4110 063000
75 10 50 4110 075000
90 10 30 4110 090000
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Flexible hoses 
and fittings

PVC fittings
Bends

4

P
V

C
 valves and fittings

PVC bend 45° 

2 x bonding socket, made of pipe
material PVC-U

d PN
(bar)

pu
(piece)

order-no.

32 16 350 4111 032000
40 16 150 4111 040000
50 16 125 4111 050000
63 16 60 4111 063000
75 16 40 4111 075000
90 16 20 4111 090000
110 12,5 15 4111 110000
125 12,5 10 4111 125000
140 12,5 7 4111 140000
160 12,5 5 4111 160000
200 12,5 1 4111 200000
225 12,5 1 4111 225000
250 12,5 1 4111 250000
280 12,5 1 4111 280000
315 12,5 1 4111 315000

PVC bend 30° 

2 x bonding socket, made of pipe
material PVC-U

d PN
(bar)

pu
(piece)

order-no.

63 10 90 4120 063000
90 10 30 4120 090000
110 12,5 15 4120 110000
125 12,5 10 4120 125000
140 12,5 7 4120 140000
160 12,5 5 4120 160000
200 12,5 1 4120 200000
225 12,5 1 4120 225000
250 12,5 1 4120 250000
280 12,5 1 4120 280000
315 12,5 1 4120 315000

PVC bend 22,5° 

2 x bonding socket, made of pipe
material PVC-U

d PN
(bar)

pu
(piece)

order-no.

90 10 30 4130 090000
110 12,5 15 4130 110000
125 12,5 10 4130 125000
140 12,5 7 4130 140000
160 12,5 5 4130 160000
200 12,5 1 4130 200000

PVC bend 15° 

2 x bonding socket, made of pipe
material PVC-U

d PN
(bar)

pu
(piece)

order-no.

90 10 25 4140 090000
110 12,5 15 4140 110000
125 12,5 10 4140 125000
140 12,5 7 4140 140000
160 12,5 6 4140 160000
200 12,5 1 4140 200000
225 12,5 1 4140 225000
250 12,5 1 4140 250000
280 12,5 1 4140 280000
315 12,5 1 4140 315000
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PVC fittings
Bends

4

P
V

C
 valves and fittings

Bend 90° radius 4-D 

2 x bonding socket, made of pipe
material PVC-U

d PN
(bar)

pu
(piece)

order-no.

63 10 30 4104 063000

PVC Bend 83° radius 4-D 

2 x bonding socket, made of pipe
material PVC-U

d PN
(bar)

pu
(piece)

order-no.

63 10 30 4103 063000

PVC bend 45° radius 4-D 

2 x bonding socket, made of pipe
material PVC-U

d PN
(bar)

pu
(piece)

order-no.

63 10 50 4105 063000

PVC S-Bend 

2 x bonding socket
material PVC-U

d PN
(bar)

pu
(piece)

order-no.

32 10 150 4106 032000
40 10 150 4106 040000
50 10 80 4106 050000
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Flexible hoses 
and fittings

PVC fittings
Elbow

4

P
V

C
 valves and fittings

PVC elbow 90° 

2 x bonding socket
material PVC-U

d PN
(bar)

pu
(piece)

order-no.

32 10 250 4150 032000
40 10 175 4150 040000
50 10 100 4150 050000
63 10 55 4150 063000
75 10 30 4150 075000
90 10 17 4150 090000
110 10 12 4150 110000
200 10 1 4150 200000

PVC elbow 90° 

2 x bonding socket
material PVC-U

d PN
(bar)

pu
(piece)

order-no.

10 16 250 4151 010000
12 16 250 4151 012000
16 16 250 4151 016000
20 16 200 4151 020000
25 16 350 4151 025000
32 16 250 4151 032000
40 16 175 4151 040000
50 16 100 4151 050000
63 16 50 4151 063000
75 16 30 4151 075000
90 16 17 4151 090000
110 16 12 4151 110000
125 16 6 4151 125000
140 16 5 4151 140000
160 16 2 4151 160000
225 10 1 4151 225000
250 10 1 4151 250000
280 10 1 4151 280000
315 10 1 4151 315000
400 6 1 4151 400000

PVC Elbow 90° reduced type A 

bonding socket x bonding socket
material PVC-U

d PN
(bar)

pu
(piece)

order-no.

40 x 32 10 200 4152 040032
50 x 32 10 150 4152 050032
50 x 40 10 135 4152 050040

PVC elbow 90° reduced type B 

bonding socket x bonding connection x bonding socket
material PVC-U

d PN
(bar)

pu
(piece)

order-no.

50 x 40 x 50 10 100 4152 050041
63 x 50 x 63 10 50 4152 063051
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PVC fittings
Elbow

4

P
V

C
 valves and fittings

PVC elbow 90° 

bonding socket x male thread
material PVC-U

d mt PN
(bar)

pu
(piece)

order-no.

20 3/4“ 10 200 4170 020019
25 1“ 10 350 4170 025025
32 3/4“ 10 250 4170 032019
32 1“ 10 250 4170 032025
32 1 1/4“ 10 250 4170 032032
40 1 1/4“ 10 200 4170 040032
40 1 1/2“ 10 175 4170 040038
50 1 1/4“ 10 150 4170 050032
50 1 1/2“ 10 125 4170 050038
50 2“ 10 100 4170 050050

PVC elbow 90° 

bonding socket x female thread without reinforcement ring
material PVC-U

d ft PN
(bar)

pu
(piece)

order-no.

16 3/8“ 10 200 4173 016010
20 1/2“ 10 200 4173 020013
25 3/4“ 10 300 4173 025019
32 1“ 10 100 4173 032025
40 1 1/4“ 10 100 4173 040032
50 1 1/2“ 10 100 4173 050038
63 2“ 10 50 4173 063050

PVC elbow 90° 

bonding socket x female thread with reinforcement ring
material PVC-U

d ft PN
(bar)

pu
(piece)

order-no.

16 3/8“ 16 50 4180 016010
20 1/2“ 16 50 4180 020013
25 3/4“ 16 50 4180 025019
32 1“ 16 50 4180 032025
40 1 1/4“ 16 50 4180 040032
50 1 1/2“ 16 50 4180 050038
63 2“ 16 25 4180 063050
75 2 1/2“ 10 30 4180 075063
90 3“ 10 17 4180 090075
110 4“ 10 12 4180 110100

PVC elbow 90° 

2 x female thread
material PVC-U

ft PN
(bar)

pu
(piece)

order-no.

3/8“ 16 180 4182 010000
1/2“ 16 120 4182 013000
3/4“ 16 80 4182 019000
1“ 16 80 4182 025000
1 1/4“ 16 40 4182 032000
1 1/2“ 16 40 4182 038000
2“ 16 40 4182 050000
2 1/2“ 16 50 4182 063000
3“ 16 30 4182 075000
4“ 16 17 4182 100000

PVC elbow 90° 

female thread x male thread
material PVC-U

ft/mt PN
(bar)

pu
(piece)

order-no.

1/2“ 10 200 4171 013000
3/4“ 10 300 4171 019000
1“ 10 200 4171 025000
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Flexible hoses 
and fittings

PVC fittings
Elbow

4

P
V

C
 valves and fittings

PVC elbow 45° 

2 x bonding socket
material PVC-U

d PN
(bar)

pu
(piece)

order-no.

50 10 100 4160 050000
63 10 70 4160 063000
200 10 1 4160 200000
225 10 1 4160 225000

PVC elbow 45° 

2 x bonding socket
material PVC-U

d PN
(bar)

pu
(piece)

order-no.

10 16 150 4161 010000
12 16 150 4161 012000
16 16 150 4161 016000
20 16 150 4161 020000
25 16 150 4161 025000
32 16 300 4161 032000
40 16 150 4161 040000
50 16 75 4161 050000
63 16 65 4161 063000
75 16 35 4161 075000
90 16 24 4161 090000
110 16 12 4161 110000
125 16 6 4161 125000
140 16 6 4161 140000
160 16 2 4161 160000
250 10 1 4161 250000
280 10 1 4161 280000
315 10 1 4161 315000
400 6 1 4161 400000

PVC elbow 45° reduced 

bonding socket x bonding connection x bonding socket
material PVC-U

d PN
(bar)

pu
(piece)

order-no.

50 x 40 x 50 16 100 4153 050040
63 x 50 x 63 16 50 4153 063050

PVC elbow 45° 

2 x female thread
material PVC-U

ft PN
(bar)

pu
(piece)

order-no.

3/8“ 16 200 4162 010000
1/2“ 16 130 4162 013000
3/4“ 16 70 4162 019000
1“ 16 100 4162 025000
1 1/4“ 16 90 4162 032000
1 1/2“ 16 55 4162 038000
2“ 16 25 4162 050000
2 1/2“ 16 65 4162 063000
3“ 16 40 4162 075000
4“ 16 22 4162 100000
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PVC fittings
T-piece

4

P
V

C
 valves and fittings

PVC T-fitting 90° 

3 x bonding socket
material PVC-U

d PN
(bar)

pu
(piece)

order-no.

32 10 250 4190 032000
40 10 125 4190 040000
50 10 75 4190 050000
63 10 38 4190 063000
75 10 24 4190 075000
90 10 14 4190 090000
110 10 7 4190 110000

PVC T-fitting 90° 

3 x bonding socket
material PVC-U

d PN
(bar)

pu
(piece)

order-no.

10 16 250 4191 010000
12 16 250 4191 012000
16 16 200 4191 016000
20 16 100 4191 020000
25 16 250 4191 025000
32 16 225 4191 032000
40 16 125 4191 040000
50 16 75 4191 050000
63 16 38 4191 063000
75 16 24 4191 075000
90 16 14 4191 090000
110 16 7 4191 110000
125 16 4 4191 125000
140 16 3 4191 140000
160 16 2 4191 160000
200 10 1 4191 200000
225 10 1 4191 225000
250 10 1 4191 250000
280 10 1 4191 280000
315 10 1 4191 315000
400 6 1 4191 400000

PVC T-fitting 90° 

bonding socket x male thread x bonding socket
material PVC-U

d mt PN
(bar)

pu
(piece)

order-no.

20 3/4“ 16 250 4210 020019
25 3/4“ 16 300 4210 025019
25 1“ 16 250 4210 025025
32 3/4“ 16 200 4210 032019
32 1“ 16 200 4210 032025
32 1 1/4“ 10 225 4210 032032
40 1“ 16 125 4210 040025
40 1 1/4“ 10 140 4210 040032
40 1 1/2“ 10 130 4210 040038
50 1“ 16 90 4210 050025
50 1 1/4“ 10 90 4210 050032
50 1 1/2“ 10 90 4210 050038
63 1“ 16 50 4210 063025
63 1 1/4“ 16 45 4210 063032
63 1 1/2“ 16 40 4210 063038
63 2“ 16 40 4210 063050
75 1 1/4“ 16 30 4210 075032
75 1 1/2“ 16 30 4210 075038
75 2“ 16 28 4210 075050
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Flexible hoses 
and fittings

PVC fittings
T-piece

4

P
V

C
 valves and fittings

PVC T-fitting 90° reduced 

3 x bonding socket, outlet in the middle reduced
material PVC-U

d PN
(bar)

pu
(piece)

order-no.

25 x 16 16 300 4200 025016
25 x 20 16 300 4200 025020
32 x 16 16 200 4200 032016
32 x 20 16 250 4200 032020
32 x 25 16 200 4200 032025
40 x 16 16 150 4200 040016
40 x 20 16 150 4200 040020
40 x 25 16 140 4200 040025
40 x 32 10 140 4200 040032
50 x 20 16 100 4200 050020
50 x 25 16 100 4200 050025
50 x 32 10 90 4200 050032
50 x 40 10 90 4200 050040
63 x 20 16 50 4200 063020
63 x 25 16 50 4200 063025
63 x 32 16 50 4200 063032
63 x 40 16 45 4200 063040
63 x 50 16 40 4200 063050
75 x 32 16 30 4200 075032
75 x 40 16 30 4200 075040
75 x 50 16 28 4200 075050
75 x 63 16 25 4200 075063
90 x 32 16 17 4200 090032
90 x 40 16 17 4200 090040
90 x 50 16 17 4200 090050
90 x 63 16 15 4200 090063
90 x 75 16 14 4200 090075
110 x 32 16 9 4200 110032
110 x 40 16 9 4200 110040
110 x 50 16 9 4200 110050
110 x 63 16 9 4200 110063
110 x 75 16 8 4200 110075
110 x 90 16 8 4200 110090
125 x 50 16 4 4200 125050
125 x 63 16 4 4200 125063
125 x 75 16 4 4200 125075
125 x 90 16 4 4200 125090
125 x 110 16 4 4200 125110
140 x 50 16 4 4200 140050
140 x 75 16 4 4200 140075
140 x 90 16 4 4200 140090
140 x 110 16 4 4200 140110
160 x 75 16 2 4200 160075
160 x 90 16 2 4200 160090
160 x 110 16 3 4200 160110
160 x 125 16 2 4200 160125
200 x 110 10 1 4200 200110
200 x 160 10 1 4200 200160
225 x 110 10 1 4200 225110
225 x 160 10 1 4200 225160
250 x 160 10 1 4200 250160
250 x 200 10 1 4200 250200
280 x 160 10 1 4200 280160
280 x 225 10 1 4200 280225
315 x 160 10 1 4200 315160
315 x 225 10 1 4200 315225
400 x 225 6 1 4200 400225
400 x 315 6 1 4200 400315
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PVC fittings
T-piece

4

P
V

C
 valves and fittings

PVC T-fitting 90° 

bonding socket x female thread x bonding socket without reinforcement ring
material PVC-U

d ft PN
(bar)

pu
(piece)

order-no.

16 3/8“ 10 100 4221 016010
20 1/2“ 10 100 4221 020013
25 1/2“ 10 200 4221 025013
25 3/4“ 10 200 4221 025019
32 1/2” 10 100 4221 032013
32 1“ 10 100 4221 032025
40 1 1/4“ 10 100 4221 040032
50 1 1/2“ 10 50 4221 050038
63 2“ 10 25 4221 063050

PVC T-fitting 90° 

bonding socket x female thread x bonding socket with reinforcement ring
material PVC-U

d ft PN
(bar)

pu
(piece)

order-no.

16 3/8“ 16 50 4220 016010
20 1/2“ 16 50 4220 020013
25 1/2“ 16 50 4220 025013
25 3/4“ 16 50 4220 025019
32 1“ 16 50 4220 032025
40 1 1/4“ 16 50 4220 040032
50 1 1/2“ 16 50 4220 050038
63 2“ 16 25 4220 063050
75 2 1/2“ 10 18 4220 075063
90 3“ 10 10 4220 090075
110 4“ 10 7 4220 110100

PVC T-fitting 90° 

3 x female thread
material PVC-U

ft PN
(bar)

pu
(piece)

order-no.

3/8“ 16 10 4222 010000
1/2“ 16 80 4222 013000
3/4“ 16 50 4222 019000
1“ 16 50 4222 025000
1 1/4“ 16 45 4222 032000
1 1/2“ 16 25 4222 038000
2“ 16 25 4222 050000
2 1/2“ 16 35 4222 063000
3“ 16 24 4222 075000
4“ 16 14 4222 100000

PVC Y-bend 

3 x bonding socket
material PVC-U

d PN
(bar)

pu
(piece)

order-no.

50 16 55 4240 050000
63 10 25 4240 063000

PVC Y-piece 

3 x bonding socket
material PVC-U

d PN
(bar)

pu
(piece)

order-no.

50 16 70 4245 050000
63 16 35 4245 063000
75 16 20 4245 075000
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Flexible hoses 
and fittings

PVC fittings
T-piece

4

P
V

C
 valves and fittings

PVC T-fitting 45° 

3 x bonding socket
material PVC-U

d PN
(bar)

pu
(piece)

order-no.

10 16 150 4230 010000
12 16 150 4230 012000
16 16 150 4230 016000
20 16 150 4230 020000
25 16 150 4230 025000
32 16 100 4230 032000
40 16 75 4230 040000
50 16 40 4230 050000
63 10 30 4230 063000
75 10 16 4230 075000
90 10 9 4230 090000
110 10 3 4230 110000
125 10 3 4230 125000
140 10 2 4230 140000
160 10 2 4230 160010
200 6 1 4230 200000
225 6 1 4230 225000
250 6 1 4230 250000

PVC cross piece 

4 x bonding socket
material PVC-U

d PN
(bar)

pu
(piece)

order-no.

10 16 150 4250 010000
12 16 150 4250 012000
16 16 150 4250 016000
20 16 100 4250 020000
25 16 150 4250 025000
32 16 150 4250 032000
40 16 100 4250 040000
50 16 70 4250 050000
63 16 25 4250 063000
75 10 16 4250 075000
90 10 10 4250 090000
110 10 5 4250 110000

PVC cross piece reduced 

4 x bonding socket (2 x reduced)
material PVC-U

d PN
(bar)

pu
(piece)

order-no.

40 x 32 16 90 4250 040032
50 x 32 16 54 4250 050032
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PVC fittings
Sleaves

4

P
V

C
 valves and fittings

PVC socket 
smooth, injection moulding
material PVC-U

d PN
(bar)

pu
(piece)

order-no.

10 16 300 4270 010000
12 16 300 4270 012000
16 16 300 4270 016000
20 16 300 4270 020000
25 16 200 4270 025000
32 16 300 4270 032000
40 16 200 4270 040000
50 16 200 4270 050000
63 16 100 4270 063000
75 16 65 4270 075000
90 16 36 4270 090000
110 16 24 4270 110000
125 16 12 4270 125000
140 16 10 4270 140000
160 16 8 4270 160000
200 10 1 4270 200000
225 10 1 4270 225000
250 10 1 4270 250000
280 10 1 4270 280000
315 10 1 4270 315000

PVC socket 
d25 - d110 injection moulding, d125 - d400 made of pipe
material PVC-U

d PN
(bar)

pu
(piece)

order-no.

25 10 450 4260 025000
32 10 400 4260 032000
40 10 300 4260 040000
50 10 250 4260 050000
63 10 125 4260 063000
75 10 100 4260 075000
90 10 56 4260 090000
110 10 33 4260 110000
125 7,5 22 4260 125000
140 7,5 10 4260 140000
160 7,5 10 4260 160000
200 7,5 9 4260 200000
225 7,5 1 4260 225000
250 7,5 1 4260 250000
280 10 1 4260 280000
315 7,5 1 4260 315000
355 6 1 4260 355000
400 6 1 4260 400000

PVC repair socket 
material PVC-U

d PN
(bar)

pu
(piece)

order-no.

63 10 1 4274 063000
75 10 1 4274 075000
90 10 1 4274 090000
110 10 1 4274 110000
125 10 1 4274 125000
140 10 1 4274 140000
160 10 1 4274 160000
200 10 1 4274 200000
225 10 1 4274 225000
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Flexible hoses 
and fittings

PVC fittings
Sleaves

4

P
V

C
 valves and fittings

PVC reducing socket 
bonding connection/bonding socket x bonding socket
material PVC-U

d PN
(bar)

pu
(piece)

order-no.

12 / 8 x 10 16 250 4281 008010
16 / 12 x 8 16 250 4281 012008
16 / 12 x 10 16 250 4281 012010
20 / 16 x 10 16 250 4281 016010
20 / 16 x 12 16 250 4281 016012
25 / 20 x 12 16 125 4281 020012
25 / 20 x 16 16 125 4281 020016
32 / 25 x 16 16 125 4281 025016
32 / 25 x 20 16 125 4281 025020
40 / 32 x 16 16 125 4281 032016
40 / 32 x 20 16 125 4281 032020
40 / 32 x 25 16 125 4281 032025
50 / 40 x 20 16 75 4281 040020
50 / 40 x 25 16 75 4281 040025
50 / 40 x 32 16 75 4281 040032
50 / 40 x 40 16 75 4281 040040
63 / 50 x 25 16 75 4281 050025
63 / 50 x 32 16 75 4281 050032
63 / 50 x 40 16 75 4281 050040
63 / 50 x 50 16 75 4281 050050
75 / 63 x 32 16 75 4281 063032
75 / 63 x 40 16 75 4281 063040
75 / 63 x 50 16 75 4281 063050
90 / 75 x 40 16 60 4281 075040
90 / 75 x 50 16 75 4281 075050
90 / 75 x 63 16 50 4281 075063
110 / 90 x 50 16 30 4281 090050
110 / 90 x 63 16 30 4281 090063
110 / 90 x 75 16 36 4281 090075
125 / 110 x 50 16 24 4281 110050
125 / 110 x 63 16 24 4281 110063
125 / 110 x 75 16 24 4281 110075
125 / 110 x 90 16 24 4281 110090
140 / 125 x 90 16 24 4281 125090
140 / 125 x 110 16 14 4281 125110
160 / 140 x 90 16 15 4281 140090
160 / 140 x 110 16 15 4281 140110
160 / 140 x 125 16 10 4281 140125

PVC reducing socket made of pipe 

2 x bonding socket
material PVC-U

d PN
(bar)

pu
(piece)

order-no.

63 x 50 12,5 150 4280 063050
75 x 50 7,5 100 4280 075050
75 x 63 12,5 100 4280 075063
90 x 50 12,5 50 4280 090050
90 x 63 10 50 4280 090063
90 x 75 12,5 72 4280 090075
110 x 75 7,5 50 4280 110075
110 x 90 12,5 45 4280 110090
125 x 90 10 24 4280 125090
125 x 110 10 24 4280 125110
140 x 110 6 15 4280 140110
140 x 125 10 12 4280 140125
160 x 110 6 12 4280 160110
160 x 125 10 12 4280 160125
160 x 140 10 8 4280 160140
200 x 125 6 6 4280 200125
200 x 140 6 8 4280 200140
200 x 160 10 8 4280 200160
225 x 160 6 1 4280 225160
225 x 200 10 1 4280 225200
250 x 200 10 1 4280 250200
250 x 225 10 1 4280 250225
315 x 225 6 1 4280 315225
315 x 250 6 1 4280 315250
355 x 315 6 1 4280 355315
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PVC fittings
Sleaves

4

P
V

C
 valves and fittings

PVC threaded socket 
bonding socket x female thread with reinforcement ring
material PVC-U

d ft PN
(bar)

pu
(piece)

order-no.

16 3/8“ 16 50 4290 016010
20 1/2“ 16 50 4290 020013
25 3/4“ 16 50 4290 025019
32 1“ 16 50 4290 032025
40 3/4“ 16 50 4290 040019
40 1 1/4“ 16 50 4290 040032
50 1“ 16 75 4290 050025
50 1 1/2“ 16 50 4290 050038
63 1 1/4“ 16 50 4290 063032
63 2“ 16 25 4290 063050
75 2 1/2“ 16 40 4290 075063
90 3“ 10 24 4290 090075
110 4“ 10 15 4290 110100

PVC threaded socket 
bonding socket x female thread without reinforcement ring
material PVC-U

d ft PN
(bar)

pu
(piece)

order-no.

12 1/4“ 16 100 4291 012006
16 1/4“ 16 100 4291 016006
16 3/8“ 10 100 4291 016010
20 1/4“ 16 50 4291 020006
20 3/8“ 16 100 4291 020010
20 1/2“ 10 100 4291 020013
25 3/8“ 16 50 4291 025010
25 1/2“ 16 100 4291 025013
25 3/4“ 10 100 4291 025019
32 1/2“ 16 100 4291 032013
32 3/4“ 16 100 4291 032019
32 1“ 10 100 4291 032025
40 3/4“ 10 150 4291 040019
40 1“ 16 100 4291 040025
40 1 1/4“ 10 100 4291 040032
50 1“ 10 100 4291 050025
50 1 1/4“ 16 100 4291 050032
50 1 1/2“ 10 100 4291 050038
63 1 1/4“ 10 50 4291 063032
63 1 1/2“ 16 50 4291 063038
63 2“ 10 50 4291 063050
75 1 1/2“ 10 40 4291 075038
75 2“ 10 45 4291 075050
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Flexible hoses 
and fittings

PVC fittings
Sleaves

4

P
V

C
 valves and fittings

PVC threaded socket 
2 x female thread without reinforcement ring
material PVC-U

ft PN
(bar)

pu
(piece)

order-no.

1/4“ x 1/4“ 16 100 4301 006000
1/4“ x 3/8“ 10 100 4301 006010
1/4“ x 1/2“ 10 50 4301 006013
3/8“ x 3/8“ 10 100 4301 010000
3/8“ x 1/2“ 10 100 4301 010013
3/8“ x 3/4“ 10 50 4301 010019
1/2“ x 1/2“ 10 100 4301 013000
1/2“ x 3/4“ 10 100 4301 013019
1/2“ x 1“ 10 100 4301 013025
3/4“ x 3/4“ 10 100 4301 019000
3/4“ x 1“ 10 100 4301 019025
3/4“ x 1 1/4“ 10 150 4301 019032
1“ x 1“ 10 100 4301 025000
1“ x 1 1/4“ 10 150 4301 025032
1“ x 1 1/2“ 10 100 4301 025038
1 1/4“ x 1 1/4“ 10 100 4301 032000
1 1/4“ x 1 1/2“ 10 100 4301 032038
1 1/4“ x 2“ 10 60 4301 032050
1 1/2“ x 1 1/2“ 10 100 4301 038000
1 1/2“ x 2“ 10 50 4301 038050
2“ x 2“ 10 25 4301 050000

PVC threaded socket 
2 x female thread with reinforcement ring
material PVC-U

ft PN
(bar)

pu
(piece)

order-no.

3/8“ x 3/8“ 16 50 4300 010000
1/2“ x 1/2“ 16 50 4300 013000
1/2“ x 1“ 16 50 4300 013025
3/4“ x 3/4“ 16 50 4300 019000
3/4“ x 1“ 16 75 4300 019025
3/4“ x 1 1/4“ 16 50 4300 019032
1“ x 1“ 16 50 4300 025000
1“ x 1 1/4“ 16 50 4300 025032
1“ x 1 1/2“ 16 75 4300 025038
1 1/4“ x 1 1/4“ 16 50 4300 032000
1 1/4“ x 1 1/2“ 16 75 4300 032038
1 1/4“ x 2“ 16 50 4300 032050
1 1/2“ x 1 1/2“ 16 50 4300 038000
1 1/2“ x 2“ 16 50 4300 038050
2“ x 2“ 16 25 4300 050000
2 1/2“ x 2 1/2“ 10 40 4300 063000
3“ x 3“ 10 25 4300 075000
4“ x 4“ 10 15 4300 100000
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PVC fittings
Sleaves

4

P
V

C
 valves and fittings

PVC threaded socket 
bonding socket/bonding connection x female thread, without reinforcement ring
material PVC-U

d ft PN
(bar)

pu
(piece)

order-no.

10 x 16 1/4“ 16 100 4302 016006
12 x 16 3/8“ 10 100 4302 016010
20 1/2“ 10 100 4302 020013
16 x 25 1/2“ 10 100 4302 025013
20 x 32 3/4“ 10 100 4302 032019
25 x 32 1“ 10 200 4302 032025
32 x 40 1 1/4“ 10 100 4302 040032
40 x 50 1 1/2“ 10 75 4302 050038
50 x 63 2“ 10 60 4302 063050

PVC threaded socket 
bonding connection/bonding socket x female thread, with reinforcement ring
material PVC-U

d ft PN
(bar)

pu
(piece)

order-no.

12 x 16 3/8“ 16 50 4303 016010
20 1/2“ 16 50 4303 020013
16 x 25 1/2“ 16 50 4303 025013
20 x 32 3/4“ 16 50 4303 032019
25 x 32 1“ 16 75 4303 032025
32 x 40 1 1/4“ 16 100 4303 040032
40 x 50 1 1/2“ 16 75 4303 050038
50 x 63 2“ 16 25 4303 063050
63 x 75 2 1/2“ 10 25 4303 075063

PVC adaptor socket 
male thread x female thread, without reinforcement ring
material PVC-U

mt/ft PN
(bar)

pu
(piece)

order-no.

1/4“ x 3/8“ 10 100 4306 006010
3/8“ x 1/4“ 16 100 4306 010006
3/8“ x 1/2“ 10 100 4306 010013
1/2“ x 3/8“ 10 100 4306 013010
1/2“ x 1/2“ 10 50 4306 013013
1/2“ x 3/4“ 10 100 4306 013019
3/4“ x 1/2“ 10 100 4306 019013
3/4“ x 3/4“ 10 50 4306 019019
3/4“ x 1“ 10 100 4306 019025
1“ x 3/4“ 10 100 4306 025019
1“ x 1“ 10 90 4306 025025
1“ x 1 1/4“ 10 150 4306 025032
1 1/4“ x 1“ 10 150 4306 032025
1 1/4“ x 1 1/4“ 10 150 4306 032032
1 1/4“ x 1 1/2“ 10 100 4306 032038
1 1/2“ x 1 1/4“ 10 150 4306 038032
1 1/2“ x 1 1/2“ 10 100 4306 038038
1 1/2“ x 2“ 10 50 4306 038050
2“ x 2“ 10 50 4306 050050
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Flexible hoses 
and fittings

PVC fittings
Sleaves

4

P
V

C
 valves and fittings

PVC adaptor socket 
male thread x female thread, with reinforcement ring
material PVC-U

mt/ft PN
(bar)

pu
(piece)

order-no.

1/4“ x 3/8“ 16 50 4304 006010
3/8“ x 1/2“ 16 50 4304 010013
1/2“ x 3/8“ 16 50 4304 013010
1/2“ x 1/2“ 16 50 4304 013013
1/2“ x 3/4“ 16 50 4304 013019
3/4“ x 1/2“ 16 50 4304 019013
3/4“ x 3/4“ 16 50 4304 019019
3/4“ x 1“ 16 50 4304 019025
1“ x 3/4“ 16 50 4304 025019
1“ x 1“ 16 75 4304 025025
1“ x 1 1/4“ 16 50 4304 025032
1 1/4“ x 1“ 16 75 4304 032025
1 1/4“ x 1 1/4“ 16 50 4304 032032
1 1/4“ x 1 1/2“ 16 75 4304 032038
1 1/2“ x 1 1/4“ 16 100 4304 038032
1 1/2“ x 1 1/2“ 16 75 4304 038038
1 1/2“ x 2“ 16 50 4304 038050
2“ x 2“ 16 40 4304 050050
2“ x 2 1/2“ 10 45 4304 050063
2 1/2“ x 2 1/2“ 10 45 4304 063063

PVC branche piece 

bonding surface x bonding connection/bonding socket
material PVC-U

d PN
(bar)

order-no.

32 x 20 x 25 10 4449 032020
40 x 25 x 32 10 4449 040025
50 x 32 x 40 10 4449 050032
63 x 40 x 50 10 4449 063040
75 x 50 x 63 10 4449 075050
90 x 63 x 75 10 4449 090063
110 x 63 x 75 10 4449 110063
125 x 63 x 75 10 4449 125063
140 x 63 x 75 10 4449 140063
160 x 40 x 50 10 4449 160040
160 x 50 x 63 10 4449 160050
160 x 63 x 75 10 4449 160063
200 x 63 x 75 10 4449 200063
225 x 63 x 75 10 4449 225063
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PVC fittings
Sleaves

4

P
V

C
 valves and fittings

PVC socket with male thread 

bonding connection/bonding socket x male thread
material PVC-U

d mt PN
(bar)

pu
(piece)

order-no.

10 x 16  1/4“  16 250 4310 010006
12 x 16  1/4“  16 250 4310 012006
12 x 16  3/8“  16 250 4310 012009
12 x 16  M11  16 250 4310 012011
16 x 23  1/4“  16 250 4310 016006
16 x 23  3/8“  16 250 4310 016010
16 x 23  1/2“  16 250 4310 016013
20 x 28  3/8“  16 250 4310 020010
20 x 28  1/2“  16 250 4310 020013
20 x 28  3/4“  16 250 4310 020019
25 x 32  1/2“  16 300 4310 025013
25 x 32  3/4“  16 300 4310 025019
25 x 32  1“  16 300 4310 025025
32 x 40  1/2“  16 300 4310 032013
32 x 40  3/4“  16 300 4310 032019
32 x 40  1“  16 300 4310 032025
32 x 40  1 1/4“  16 300 4310 032032
40 x 50  1/2“  16 225 4310 040013
40 x 50  3/4“  16 225 4310 040019
40 x 50  1“  16 225 4310 040025
40 x 50  1 1/4“  16 200 4310 040032
40 x 50  1 1/2“  16 175 4310 040038
50 x 63  1“  16 150 4310 050025
50 x 63  1 1/4“  16 150 4310 050032
50 x 63  1 1/2“  16 150 4310 050038
50 x 63  2“  16 150 4310 050050
63 x 75  1 1/4“  16 80 4310 063032
63 x 75  1 1/2“  16 80 4310 063038
63 x 75  2“  16 80 4310 063050
63 x 75  2 1/2“  16 90 4310 063063
75 x 90  2“ 16 48 4310 075050
75 x 90  2 1/2“ 16 48 4310 075063
75 x 90  3“  16 48 4310 075075
90 x 110  2 1/2“ 16 27 4310 090063
90 x 110  3“  16 27 4310 090075
90 x 110  4“  16 27 4310 090100
110 x 132  3“  16 20 4310 110075
110 x 132  4“  16 18 4310 110100

PVC adapter nipple 

made of pipe, bonding socket/bonding connection x male thread
material PVC-U

d mt PN
(bar)

pu
(piece)

order-no.

25 x 32 1“ 16 300 4314 025025
32 x 40 1 1/4“ 16 300 4314 032032
40 x 48 1 1/2“ 16 300 4314 040038
50 x 60 2“ 16 200 4314 050050
63 x 75 2 1/2“ 16 100 4314 063063
75 x 90 3“ 16 65 4314 075075
125 x 140 5“ 16 18 4314 125125
140 x 160 6“ 16 10 4314 140150
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Flexible hoses 
and fittings

PVC fittings
Thread fittings

4

P
V

C
 valves and fittings

PVC adapter nipple 

made of pipe, bonding socket x male thread
material PVC-U

d mt PN
(bar)

pu
(piece)

order-no.

25 1/2“ 16 300 4314 025013
25 3/4“ 16 300 4314 025019
32 1/2“ 10 400 4314 032013
32 3/4“ 16 400 4314 032019
32 1“ 16 300 4314 032025
40 1“ 16 300 4314 040025
40 1 1/4“ 16 300 4314 040032
50 1 1/4“ 16 200 4314 050032
50 1 1/2“ 16 200 4314 050038
63 1 1/4“ 10 100 4314 063032
63 1 1/2“ 16 100 4314 063038
63 2“ 16 100 4314 063050
75 1 1/4“ 10 75 4314 075032
75 1 1/2“ 10 75 4314 075038
75 2“ 16 75 4314 075050
75 2 1/2“ 16 80 4314 075063
90 2“ 10 45 4314 090050
90 2 1/2“ 16 55 4314 090063
90 3“ 16 36 4314 090075
110 2 1/2“ 10 24 4314 110063
110 3“ 16 32 4314 110075
110 4“ 16 27 4314 110100
125 3“ 16 24 4314 125075
125 4“ 16 24 4314 125100
140 4“ 16 12 4314 140100
140 5“ 16 12 4314 140125
160 4“ 16 8 4314 160100
160 5“ 16 8 4314 160125
160 6“ 16 8 4314 160150
200 6“ 10 4 4314 200150
200 8“ 10 1 4314 200200

PVC adaptor nipple 

injection moulding with bonding connection / bonding socket and straight male thread
material PVC-U

d mt PN
(bar)

pu
(piece)

order-no.

25 x 32 1/2“ 10 500 4311 025013
25 x 32 3/4“ 10 500 4311 025019
25 x 32 1“ 10 500 4311 025025
32 x 40 1 10 500 4311 032025
32 x 40 1 1/4“ 10 600 4311 032032
40 x 50 1 1/4“ 10 300 4311 040032
40 x 50 1 1/2“ 10 275 4311 040038
50 1 1/2“ 10 200 4311 050038
50 2“ 10 150 4311 050050
63 2“ 10 100 4311 063050

PVC stopper 

bonding connection x bonding socket, with rubber ring
material PVC-U

d ft PN
(bar)

pu
(piece)

order-no.

25 x 32 3/4“ 10 500 4448 025032
32 x 40 1“ 10 250 4448 032040
32 x 40 1 1/4“ 10 200 4448 032041
40 x 50 1 1/4“ 10 125 4448 040050
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PVC fittings
Thread fittings

4

P
V

C
 valves and fittings

PVC adaptor nipple 

injection moulding with hexagonal/octagonal connection x male thread
material PVC-U

d mt PN
(bar)

pu
(piece)

order-no.

16 1/4“ 16 100 4312 016006
16 3/8“ 16 100 4312 016010
16 1/2“ 16 100 4312 016013
20 3/8“ 16 100 4312 020010
20 1/2“ 16 100 4312 020013
20 3/4“ 16 100 4312 020019
25 1/2“ 16 100 4312 025013
25 3/4“ 16 100 4312 025019
25 1“ 16 100 4312 025025
25 x 32 3/4“ 16 100 4312 032019
25 x 32 1“ 16 100 4312 032025
25 x 32 1 1/4“ 16 100 4312 032032
40 1“ 16 100 4312 040025
40 1 1/4“ 16 100 4312 040032
50 1 1/4“ 16 100 4312 050032
50 1 1/2“ 16 100 4312 050038
63 1 1/4“ 16 100 4312 063032
63 1 1/2“ 16 100 4312 063038
63 2“ 16 100 4312 063050

PVC double nipple with hexagonal 
2 x male thread
material PVC-U

mt PN
(bar)

pu
(piece)

order-no.

1/4“ 16 100 4330 006000
3/8“ 16 100 4330 010000
1/2“ 16 100 4330 013000
3/4“ 16 100 4330 019000
1“ 16 100 4330 025000
1 1/4“ 16 100 4330 032000
1 1/2“ 16 100 4330 038000
2“ 16 100 4330 050000
2 1/2“ * 16 25 4330 063000
3“ * 16 10 4330 075000
4“ * 16 10 4330 100000
5“ * 16 10 4330 125000

* without hexagonal

PVC double nipple, reduced 

2 x male thread
material PVC-U

mt PN
(bar)

pu
(piece)

order-no.

3/8“ x 1/4“ 16 100 4340 010006
1/2“ x 3/8“ 16 100 4340 013010
3/4“ x 1/2“ 16 100 4340 019013
1“ x 3/4“ 16 100 4340 025019
1 1/4“ x 1“ 16 100 4340 032025
1 1/2“ x 1 1/4“ 16 100 4340 038032
2“ x 1 1/2“ 16 100 4340 050038
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Flexible hoses 
and fittings

PVC fittings
Thread fittings

4

P
V

C
 valves and fittings

PVC reducer 

one side male thread, other side female thread
material PVC-U

mt/ft PN
(bar)

pu
(piece)

order-no.

3/4“ x 1/4“ 16 100 4318 019006
3/4“ x 3/8“ 16 100 4318 019010
1“ x 3/8“ 16 100 4318 025010
1“ x 1/2“ 16 100 4318 025013
1 1/4“ x 1/2“ 16 100 4318 032013
1 1/4“ x 3/4“ 16 100 4318 032019
1 1/2“ x 3/4“ 16 100 4318 038019
1 1/2“ x 1“ 16 100 4318 038025
2“ x 1“ 16 100 4318 050025
2“ x 1 1/4“ 16 100 4318 050032
2“ x 1 1/2“ 16 100 4318 050038
2 1/2“ x 1 1/4“ 16 50 4318 063032
2 1/2“ x 1 1/2“ 16 50 4318 063038
2 1/2“ x 2“ 16 50 4318 063050
3“ x 1 1/2“ 16 50 4318 075038
3“ x 2“ 16 50 4318 075050
3“ x 2 1/2“ 16 50 4318 075063

PVC srew cap 

female thread, with rubber ring
material PVC-U

ft PN
(bar)

pu
(piece)

order-no.

3/8“ 10 250 4350 010000
1/2“ 10 500 4350 013000
3/4“ 10 400 4350 019000
1“ 10 500 4350 025000
1 1/4“ 10 500 4350 032000
1 1/2“ 10 300 4350 038000
2“ 10 150 4350 050000
2 1/4“ 10 25 4350 056000
2 1/2“ 10 100 4350 063000
2 3/4“ 10 25 4350 069000
3“ 10 50 4350 075000
4“ 6 10 4350 100000

PVC threaded plug 

male thread
material PVC-U

mt PN
(bar)

pu
(piece)

order-no.

1/4“ 16 100 4360 006000
3/8“ 16 100 4360 010000
1/2“ 16 100 4360 013000
3/4“ 16 100 4360 019000
1“ 16 100 4360 025000
1 1/4“ 16 100 4360 032000
1 1/2“ 16 100 4360 038000
2“ 16 100 4360 050000
2 1/2“ 10 25 4360 063000
3“ 10 25 4360 075000
4“ 10 25 4360 100000
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PVC fittings
Reducer

4

P
V

C
 valves and fittings

PVC reducing bush, short 
bonding connection x bonding socket
material PVC-U

d PN
(bar)

pu
(piece)

order-no.

16 x 12 16 250 4320 016012
20 x 10 16 250 4320 020010
20 x 12 16 250 4320 020012
20 x 16 16 250 4320 020016
25 x 12 16 250 4320 025012
25 x 16 16 250 4320 025016
25 x 20 16 250 4320 025020
32 x 16 16 250 4320 032016
32 x 20 16 250 4320 032020
32 x 25 16 250 4320 032025
40 x 16 16 200 4320 040016
40 x 20 16 200 4320 040020
40 x 25 16 200 4320 040025
40 x 32 16 200 4320 040032
50 x 20 16 200 4320 050020
50 x 25 16 200 4320 050025
50 x 32 16 200 4320 050032
50 x 40 16 200 4320 050040
63 x 25 16 200 4320 063025
63 x 32 16 200 4320 063032
63 x 40 16 200 4320 063040
63 x 50 16 200 4320 063050
75 x 32 16 100 4320 075032
75 x 40 16 100 4320 075040
75 x 50 16 100 4320 075050
75 x 63 16 100 4320 075063
90 x 50 16 50 4320 090050
90 x 63 16 50 4320 090063
90 x 75 16 50 4320 090075
90 x 80 16 50 4320 090080
110 x 50 16 25 4320 110050
110 x 63 16 25 4320 110063
110 x 75 16 25 4320 110075
110 x 90 16 25 4320 110090
110 x 100 16 25 4320 110100
125 x 75 16 24 4320 125075
125 x 90 16 24 4320 125090
125 x 110 16 24 4320 125110
140 x 75 16 15 4320 140075
140 x 90 16 15 4320 140090
140 x 110 16 15 4320 140110
140 x 125 16 15 4320 140125
160 x 90 16 8 4320 160090
160 x 110 16 8 4320 160110
160 x 125 16 8 4320 160125
160 x 140 16 8 4320 160140
200 x 110 10 10 4320 200110
200 x 125 10 10 4320 200125
200 x 140 10 10 4320 200140
200 x 160 10 10 4320 200160
225 x 110 10 3 4320 225110
225 x 125 10 3 4320 225125
225 x 140 10 3 4320 225140
225 x 160 10 3 4320 225160
225 x 200 10 3 4320 225200
250 x 125 10 3 4320 250125
250 x 140 10 3 4320 250140
250 x 160 10 3 4320 250160
250 x 200 10 3 4320 250200
250 x 225 10 3 4320 250225
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Flexible hoses 
and fittings

PVC fittings
Reducer

4

P
V

C
 valves and fittings

PVC reducing bush, short 
bonding connection x bonding socket
material PVC-U

d PN
(bar)

pu
(piece)

order-no.

280 x 140 10 1 4320 280140
280 x 160 10 1 4320 280160
280 x 200 10 1 4320 280200
280 x 225 10 1 4320 280225
280 x 250 10 1 4320 280250
315 x 160 10 1 4320 315160
315 x 200 10 1 4320 315200
315 x 225 10 1 4320 315225
315 x 250 10 1 4320 315250
315 x 280 10 1 4320 315280
355 x 315 6 1 4320 355315
400 x 250 6 1 4320 400250
400 x 280 6 1 4320 400280
400 x 315 6 1 4320 400315
400 x 355 6 1 4320 400355

PVC reducing bush type A 

bonding connection x female thread, injection moulding
material PVC-U

d ft pu
(piece)

order-no.

16 1/4“ 250 4319 016006
20 1/4“ 250 4319 020006
20 3/8“ 250 4319 020010
25 3/8“ 250 4319 025010
25 1/2“ 250 4319 025013
32 1/2“ 250 4319 032013
32 3/4“ 250 4319 032019
40 1/2“ 200 4319 040013
40 3/4“ 100 4319 040019
40 1“ 100 4319 040025
50 1/2“ 100 4319 050013
50 3/4“ 100 4319 050019
50 1“ 100 4319 050025
50 1 1/4“ 100 4319 050032
63 1/2“ 100 4319 063013
63 3/4“ 100 4319 063019
63 1“ 100 4319 063025
63 1 1/4“ 100 4319 063032
63 1 1/2“ 100 4319 063038
75 1 1/4“ 50 4319 075032
75 1 1/2“ 50 4319 075038
75 2“ 50 4319 075050
75 x 90 2“ 50 4319 090050
90 2 1/2“ 25 4319 090063
90 x 110 2“ 25 4319 110050
90 x 110 2 1/2“ 25 4319 110063
110 3“ 25 4319 110075
125 3“ 25 4319 125075
125 4“ 25 4319 125100
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PVC fittings
Reducer

4

P
V

C
 valves and fittings

PVC reducing bush type B 

bonding connection x female thread, injection moulding
material PVC-U

d ft pu
(piece)

order-no.

160 5“ 8 4319 160125
200 6“ 10 4319 200150

PVC reducing bush type C 

bonding connection x female thread, injection moulding
material PVC-U

d ft pu
(piece)

order-no.

75 x 90 3“ 25 4319 090075
110 4“ 25 4319 110100

PVC bonding cap 

material PVC-U

d PN
(bar)

pu
(piece)

order-no.

10 16 250 4370 010000
12 16 250 4370 012000
16 16 250 4370 016000
20 16 250 4370 020000
25 16 250 4370 025000
32 16 175 4370 032000
40 16 100 4370 040000
50 16 200 4370 050000
63 16 115 4370 063000
75 16 70 4370 075000
90 16 45 4370 090000
110 16 24 4370 110000
125 16 15 4370 125000
140 16 15 4370 140000
160 16 8 4370 160000
200 10 3 4370 200000
225 10 2 4370 225000
250 10 2 4370 250000
280 10 1 4370 280000
315 10 1 4370 315000
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Flexible hoses 
and fittings

PVC fittings
Hose nozzles

4

P
V

C
 valves and fittings

PVC hose nozzle 

with bonding connection
material PVC-U

d nozzle 
(mm)

PN
(bar)

pu
(piece)

order-no.

10 10 16 100 4380 010012
12 12-14 16 100 4380 012014
16 16-18 16 100 4380 016018
20 20-22 16 100 4380 020022
25 25-28 16 100 4380 025028
32 31-34 16 100 4380 032034
40 40-43 16 100 4380 040043
50 50-53 16 100 4380 050053
63 60-66 16 50 4380 063066

PVC hose nozzle 

with male thread
material PVC-U

mt nozzle 
(mm)

PN
(bar)

pu
(piece)

order-no.

1/4“ 12-14 16 100 4390 006012
3/8“ 16-18 16 100 4390 010016
1/2“ 20-22 16 100 4390 013020
3/4“ 25-28 16 100 4390 019025
1“ 30-34 16 100 4390 025030
1 1/4“ 40-43 16 100 4390 032040
1 1/2“ 50-53 16 100 4390 038050
2“ 60-66 16 50 4390 050060

PVC hose nozzle 

with union nut and rubber ring, female thread x nozzle
material PVC-U

ft nozzle 
(mm)

PN
(bar)

pu
(piece)

order-no.

3/4“ 16-18 16 50 4391 019016
1“ 20-22 16 50 4391 025020
1 1/4“ 25-28 16 50 4391 032025
1 1/2“ 31-34 16 50 4391 038031
2“ 40-43 16 50 4391 050040
2 1/4“ 50-53 16 50 4391 056050
2 3/4“ 60-66 16 25 4391 069060

PVC nut 
hexagonal
material PVC-U

ft pu
(piece)

order-no.

3/4“ 50 4439 019000
1“ 50 4439 025000
1 1/4“ 50 4439 032000
1 1/2“ 50 4439 038000
1 3/4“ 50 4439 044000
2“ 50 4439 050000
2 1/4“ 50 4439 056000
2 1/2“ 25 4439 063000
3“ 20 4439 075000
4“ 10 4439 100000
5“ 10 4439 125000
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PVC fittings
Flanges/flange connector

4

P
V

C
 valves and fittings

PVC backing flange 

material PVC-U

d DN hole circle
(mm)

holes
(piece)

pu
(piece)

order-no.

16 10 60  4 50 4400 016000
20 15 60,5-63  4 50 4400 020000
25 20 70-73  4 50 4400 025000
32 25 79-83  4 50 4400 032000
40 32 91-100  4 30 4400 040000
50 40 101-110  4 75 4400 050000
63 50 120,5-124  4 50 4400 063000
75 65 145  4 30 4400 075000
90 80 160  8 25 4400 090000
110 100 180  8 15 4400 110000
125 125 190  8 15 4400 125000
140 125 210  8 15 4400 140000
160 150 240  8 10 4400 160000
200* 175 270  8 5 4400 200000
225 200 295  8 5 4400 225000
250* 225 325  8 5 4400 250000
280 250 350  12 1 4400 280000
315 300 400  12 1 4400 315000
355 350 460  16 1 4400 355000
400 400 515  16 1 4400 400000

* no DIN size

PVC flange adaptor 

for mounting with a flange
material PVC-U

d DN pu
(piece)

order-no.

16 10 100 4410 016000
20 15 100 4410 020000
25 20 100 4410 025000
32 25 100 4410 032000
40 32 100 4410 040000
50 40 150 4410 050000
63 50 75 4410 063000
75 65 50 4410 075000
90 80 40 4410 090000
110 100 25 4410 110000
125 110 10 4410 125000
140 125 10 4410 140000
160 150 10 4410 160000
200 200 3 4410 200000
225 200 3 4410 225000
250 225 4 4410 250000
280 250 2 4410 280000
315 300 1 4410 315000
355 350 1 4410 355000
400 400 1 4410 400000

PVC flange adaptor revolved 

for mounting with a flange at the brass slurry valve
material PVC-U

d pu
(piece)

order-no.

160 1 4410 160001
200 1 4410 200001

PVC flange adaptor reduced 

for mounting with a flange
material PVC-U

d pu
(piece)

order-no.

140 x 125 10 4410 140125
225 x 200 3 4410 225200
280 x 250 4 4410 280250
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Flexible hoses 
and fittings

PVC fittings
Flanges/flange connector

4

P
V

C
 valves and fittings

Steel round flange 

for fit of the PVC bending socket on brass slurry flange gate valve
material steel, galvanized

d  hole circle
(mm)

holes
(piece)

order-no.

110 4“ 150 4 8022 110000
140 5“ 150 4 8022 140000
160 6“ 150 4 8022 160000
200 8“ 180 4 8022 200000

Steainless steel round flange 

for fit of the PVC bending socket on brass slurry flange gate valve
material stainless steel V2A

d  hole circle
(mm)

holes
(piece)

order-no.

160 6“ 150 4 8026 160000
200 8“ 180 4 8026 200001

Flat gasket 
for flange adaptor
material EPDM

d outer-Ø
(mm)

pu
(piece)

order-no.

16 27 100 4420 016000
20 32 100 4420 020000
25 39 100 4420 025000
32 48 100 4420 032000
40 59 100 4420 040000
50 71 150 4420 050000
63 88 75 4420 063000
75 104 50 4420 075000
90 123 40 4420 090000
110 148 25 4420 110000
125 168 10 4420 125000
140 186 10 4420 140000
160 211 10 4420 160000
200 248 10 4420 200000
225 273 10 4420 225000
250 303 10 4420 250000
280 328 10 4420 280000
315 378 10 4420 315000
355 430 10 4420 355000
400 482 10 4420 400000

Flat gasket 
for flange adaptor, with grounding clip
material EVA

d order-no.

110 4420 110001
125 4420 125001
140 4420 140001
160 4420 160001
200 4420 200001
225 4420 225001
250 4420 250001
315 4420 315001
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PVC fittings
Flanges/flange connector

4

P
V

C
 valves and fittings

PVC fixed flange 

PN 10-16 with female thread
material PVC

DN ft hole circle
(mm)

pu
(piece)

order-no.

15 1/2“ 65 60 4402 013000
20 3/4“ 75 45 4402 019000
25 1“ 85 60 4402 025000
32 1 1/4“ 100 20 4402 032000
40 1 1/2“ 110 50 4402 038000
50 2“ 125 40 4402 050000
65 2 1/2“ 145 20 4402 063000
80 3“ 160 15 4402 075000
100 4“ 180 10 4402 100000

PVC fixed flange 

with bonding connection
material PVC-U

d DN hole circle
(mm)

pu
(piece)

order-no.

75 65 139,5-144  24 4460 075000
90 80 152,5-159  15 4460 090000
110 100 181-190,5  8 4460 110000
125 110 190  8 4460 125000
140 125 215  6 4460 140000
160 150 240  4 4460 160000
200* 200 270  3 4460 200000
225 200 295  3 4460 225000
250* 225 325  2 4460 250000
280 250 350  2 4460 280000
315 300 400  1 4460 315000

* no DIN measure

PVC blank flange 

PN 10-16
material PVC-U

d DN hole circle
(mm)

pu
(piece)

order-no.

16 10 60 50 4409 016000
20 15 65 75 4409 020000
25 20 75 50 4409 025000
32 25 85 50 4409 032000
40 32 100 30 4409 040000
50 40 110 40 4409 050000
63 50 125 15 4409 063000
75 65 145 14 4409 075000
90 80 160 15 4409 090000
110 100 180 15 4409 110000
125 110 190 10 4409 125000
140 125 210 10 4409 140000
160 150 240 6 4409 160000
200* 200 270 5 4409 200000
225 200 295 5 4409 225000
250* 225 325 5 4409 250000
280 250 350 1 4409 280000
315 300 400 1 4409 315000
355 350 460 1 4409 355000
400 400 515 1 4409 400000
200 200 295 1 4414 200000

* no DIN size
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Flexible hoses 
and fittings

PVC fittings
Flanges/flange connector

4

P
V

C
 valves and fittings

Loose flange 

PP-V for socket systems metric
material PP-V glass-fibre reinforced

d DN hole circle
(mm)

holes
(piece)

order-no.

20 15 65 4 4407 020000
25 20 75 4 4407 025000
32 25 85 4 4407 032000
40 32 100 4 4407 040000
50 40 110 4 4407 050000
63 50 125 4 4407 063000
75 65 145 4 4407 075000
90 80 160 8 4407 090000
110 100 180 8 4407 110000
140 125 210 8 4407 140000
160 150 241 8 4407 160000
225 200 297 8 4407 225000
280 250 350 12 4407 280000
315 300 400 12 4407 315000
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PVC fittings
Screw connections

4

P
V

C
 valves and fittings

PVC adaptor union 

2 x bonding socket
material PVC-U

d PN
(bar)

pu
(piece)

order-no.

10 16 200 4430 010000
12 16 200 4430 012000
16 16 200 4430 016000
20 16 100 4430 020000
25 16 60 4430 025000
32 16 150 4430 032000
40 16 100 4430 040000
50 16 60 4430 050000
63 16 45 4430 063000
75 10 25 4430 075000
90 10 15 4430 090000
110 10 10 4430 110000

PVC adaptor union 

injection moulding, bonding socket x female thread
material PVC-U

d ft PN
(bar)

pu
(piece)

order-no.

10 1/4” 16 100 4436 010006
12 1/4“ 16 100 4436 012006
16 3/8“ 10 100 4436 016010
20 1/2“ 10 100 4436 020013
25 3/4“ 10 60 4436 025019
32 1“ 10 100 4436 032025
40 1 1/4“ 10 80 4436 040032
50 1 1/2“ 10 60 4436 050038
63 2“ 10 45 4436 063050

PVC adaptor union 

injection moulding, bonding socket with reinforcement ring x female thread
material PVC-U

d ft PN
(bar)

pu
(piece)

order-no.

75 2 1/2“ 10 10 4336 075063
90 3“ 10 10 4336 090075
110 4“ 10 10 4336 110100

PVC adaptor union 

injection moulding, pipe-male thread bonding socket x male thread
material PVC-U

d mt PN
(bar)

pu
(piece)

order-no.

12 1/4“ 16 100 4437 012006
16 3/8“ 16 100 4437 016010
20 1/2“ 16 100 4437 020013
25 3/4“ 16 60 4437 025019
32 1“ 16 100 4437 032025
40 1 1/4“ 16 80 4437 040032
50 1 1/2“ 16 60 4437 050038
63 2“ 16 45 4437 063050
75 2 1/2“ 10 25 4437 075063
90 3“ 10 15 4437 090075
110 4“ 10 8 4437 110100
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Flexible hoses 
and fittings

PVC fittings
Screw connections

4

P
V

C
 valves and fittings

PVC adaptor union 

2 x bonding socket
material PVC-U

d length
(mm)

PN
(bar)

pu
(piece)

order-no.

16 45 16 100 4535 016000
20 45 16 100 4535 020000
25 51 16 100 4535 025000
32 57 16 100 4535 032000
40 67 16 100 4535 040000
50 82 16 100 4535 050000
63 93 16 72 4535 063000
75 113 16 16 4535 075000
90 123 16 18 4535 090000

PVC adaptor union 

2 x female thread
material PVC-U

ft length
(mm)

PN
(bar)

pu
(piece)

order-no.

3/8“ 47 10 100 4543 010000
1/2“ 47 10 100 4543 013000
3/4“ 51 10 100 4543 019000
1“ 60 10 100 4543 025000
1 1/4“ 65 10 100 4543 032000
1 1/2“ 82 10 72 4543 038000
2“ 90 10 60 4543 050000
2 1/2“ 122 10 12 4543 063000
3“ 130 10 12 4543 075000
4“ 142 10 12 4543 100000

PVC adaptor union 

bonding socket x female thread
material PVC-U

d ft length
(mm)

PN
(bar)

pu
(piece)

order-no.

16 3/8“ 47 10 100 4545 016010
20 1/2“ 47 10 100 4545 020013
25 3/4“ 51 10 100 4545 025019
32 1“ 60 10 100 4545 032025
40 1 1/4“ 65 10 100 4545 040032
50 1 1/2“ 82 10 72 4545 050038
63 2“ 90 10 60 4545 063050
75 2 1/2“ 122 10 12 4545 075063
90 3“ 130 10 12 4545 090075
110 4“ 142 10 12 4545 110100

PVC adaptor union 

bonding socket x male thread
material PVC-U

d mt length
(mm)

PN
(bar)

pu
(piece)

order-no.

20 1/2“ 64 10 25 4557 020013
25 3/4“ 70 10 30 4557 025019
32 1“ 81 10 50 4557 032025
40 1 1/4“ 87 10 36 4557 040032
50 1 1/2“ 105 10 75 4557 050038
63 2“ 119 10 50 4557 063050
75 2 1/2“ 152 10 12 4557 075063
90 3“ 160 10 18 4557 090075
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PVC fittings
Screw connections

4

P
V

C
 valves and fittings

PVC adaptor union 

PVC bonding socket x brass-female thread
material PVC/brass

d ft PN
(bar)

pu
(piece)

order-no.

16 3/8“ 16 160 4431 016010
20 1/2“ 16 70 4431 020013
25 3/4“ 16 40 4431 025019
32 1“ 16 32 4431 032025
40 1 1/4“ 16 24 4431 040032
50 1 1/2“ 16 18 4431 050038
63 2“ 16 8 4431 063050

PVC adaptor union 

PVC bonding socket x brass-male thread
material PVC/brass

d mt PN
(bar)

pu
(piece)

order-no.

16 3/8“ 16 1 4432 016010
20 1/2“ 16 1 4432 020013
25 3/4“ 16 1 4432 025019
32 1“ 16 1 4432 032025
40 1 1/4“ 16 1 4432 040032
50 1 1/2“ 16 1 4432 050038
63 2“ 16 1 4432 063050

PVC adaptor union 

PVC bonding socket x V2A male thread
material PVC/V2A

d mt PN
(bar)

order-no.

20 1/2“ 10 4442 020013
32 1“ 10 4442 032025
63 2“ 10 4442 063050

PVC adaptor union 

bonding socket x male thread
material PVC-U

d mt PN
(bar)

pu
(piece)

order-no.

16 3/8“ 10 50 4444 016010
20 1/2“ 10 50 4444 020013
25 3/4“ 10 60 4444 025019
32 1“ 10 100 4444 032025
40 1 1/4“ 10 50 4444 040032
50 1 1/2“ 10 50 4444 050038
50 2“ 10 25 4444 050050
63 2“ 10 25 4444 063050

PVC table duct 
with clamping nut
material PVC-U

d ft/mt pu
(piece)

order-no.

20 3/4“ 100 4428 020000
25 1“ 100 4428 025000
32 1 1/4“ 100 4428 032000
40 1 3/4“ 80 4428 040000
50 2“ 45 4428 050000
63 2 1/2“ 30 4428 063000



229Further information can be found on www.huecobi.de

Flexible hoses 
and fittings

PVC fittings
Screw connections

4

P
V

C
 valves and fittings

PVC table duct for polyester tank 

bonding socket x connection x male thread
material PVC-U

d ft/mt pu
(piece)

order-no.

20 x 25  3/4“  50 4438 020019
25 x 32  1“  50 4438 025025
32 x 40  1 1/4“  50 4438 032032
40 x 50  1 3/4“  50 4438 040044
50 x 63  2“  45 4438 050050
50 x 63  2 1/4“  45 4438 050056
63 x 75  2 1/2“  24 4438 063063
75 x 90  3“  21 4438 075075
90 x 110  M113 10 4438 090113
110 x 125  M133 10 4438 110133

PVC table duct for polyester tank 

bonding socket x male thread x male thread
material PVC-U

d ft/mt pu
(piece)

order-no.

20  3/4“ / 3/4“  50 4429 020019
25  1“ / 1“  50 4429 025025
32  1 1/4“ / 1 1/4“  50 4429 032032
40  1 1/2“ / 1 3/4“  50 4429 040044
50  2“ / 2“  45 4429 050050
50  2“ / 2 1/4“  45 4429 050056
63  2 1/2“ / 2 1/2“  24 4429 063063
75  3“ / 3“  21 4429 075075
90  4“ / M113 10 4429 090110

PVC table duct for polyester tank 

bonding socket x male thread
material PVC-U

d ft/mt pu
(piece)

order-no.

16 3/4“ 50 4338 016019
20 1“ 50 4338 020025
25 1 1/4“ 75 4338 025032
32 1 1/2“ 50 4338 032038
40 2“ 45 4338 040050
50 2 1/4“ 45 4338 050056
63 2 3/4“ 20 4338 063069

PVC tank connector with union part 
bonding socket x bonding socket
material PVC-U

d ft/mt pu
(piece)

order-no.

16 3/4“ 50 4426 016019
20 1“ 50 4426 020025
25 1 1/4“ 75 4426 025032
32 1 1/2“ 50 4426 032038
40 2“ 40 4426 040050
50 2 1/4“ 40 4426 050056
63 2 3/4“ 25 4426 063069

PVC adaptor union 

material PVC-U

d ft/mt PN
(bar)

pu
(piece)

order-no.

25 1“ 10 250 4434 025000
32 1 1/4“ 10 200 4434 032000
40 1 1/2“ 10 100 4434 040000
50 2“ 10 60 4434 050000
63 2 1/2“ 10 30 4434 063000
75 3“ 6 24 4434 075000
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PE pipes for welding fittings

4

P
V

C
 valves and fittings

PE-pipe 

PE 100 SDR 11 / 16 bar water, PE 100 SDR 17 / 10 bar water
material PE

d wall
(mm)

PN
(bar)

length
(m)

order-no.

20 1,9 SDR 11 5 4014 020019
25 2,3 SDR 11 5 4014 025023
32 2,9 SDR 11 5 4014 032029
40 3,7 SDR 11 5 4014 040037
50 4,6 SDR 11 5 4014 050046
63 5,8 SDR 11 5 4014 063058
75 6,8 SDR 11 5 4014 075168
90 5,1 SDR 17 5 4014 090051
90 8,2 SDR 11 5 4014 090082
110 10 SDR 11 5 4014 110010
110 6,3 SDR 17 5 4014 110063
125 7,1 SDR 17 5 4014 125071
125 11,4 SDR 11 5 4014 125114
160 9,1 SDR 17 5 4014 160091
160 14,6 SDR 11 5 4014 160146
200 11,4 SDR 17 5 4014 200114
200 18,2 SDR 11 5 4014 200182
225 12,8 SDR 17 5 4014 225128
225 20,5 SDR 11 5 4014 225205
280 15,9 SDR 17 5 4014 280159
280 25,4 SDR 11 5 4014 280254
315 17,9 SDR 17 5 4014 315179
315 28,6 SDR 11 5 4014 315286

PE-pipe SDR 17 

PE 100 SDR 17 / 10 bar water
material PE

d wall
(mm)

PN
(bar)

length
(m)

order-no.

90 5,1 SDR 17 6 4024 090051
160 9,1 SDR 17 6 4024 160091
200 11,4 SDR 17 6 4024 200114
225 13,4 SDR 17 6 4024 225134
280 15,9 SDR 17 6 4024 280159

HDPE gas pipe SDR 17 

PE 100 SDR 11 / 10 bar gas / 16 bar water, PE 100 SDR 17 / 5 bar gas / 10 bar water
material PE

d wall
(mm)

PN
(bar)

length
(m)

order-no.

63 5,8 SDR 11 6 4700 063058
90 5,4 SDR 17 6 4700 090054
160 9,5 SDR 17 6 4700 160095
200 11,9 SDR 17 6 4700 200119
225 13,4 SDR 17 6 4700 225134
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PE weld fittings
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C
 valves and fittings

PE elbow 90° 

for mirror and electric welding
material PE

ressure rating PE 100 SDR 11 / 10 bar gas / 16 bar water  
PE 100 SDR 17 / 5 bar gas / 10 bar water

d PN
(bar)

order-no. PN
(bar)

order-no.

20 SDR 11 4715 020000
25 SDR 11 4715 025000
32 SDR 11 4715 032000
40 SDR 11 4715 040000
50 SDR 11 4715 050000
63 SDR 11 4715 063000
75 SDR 11 4715 075000
90 SDR 11 4715 090000 SDR 17 4766 090000
110 SDR 11 4715 110000 SDR 17 4766 110000
125 SDR 11 4715 125000 SDR 17 4766 125000
140 SDR 11 4715 140000 SDR 17 4766 140000
160 SDR 11 4715 160000 SDR 17 4766 160000
180 SDR 11 4715 180000 SDR 17 4766 180000
200 SDR 11 4715 200000 SDR 17 4766 200000
225 SDR 11 4715 225000 SDR 17 4766 225000
250 SDR 11 4715 250000 SDR 17 4766 250000
280 SDR 11 4715 280000 SDR 17 4766 280000
315 SDR 11 4715 315000 SDR 17 4766 315000

PE elbow 45° 

for mirror and electric welding
material PE

ressure rating PE 100 SDR 11 / 10 bar gas / 16 bar water  
PE 100 SDR 17 / 5 bar gas / 10 bar water

d PN
(bar)

order-no. PN
(bar)

order-no.

32 SDR 11 4717 032000
40 SDR 11 4717 040000
50 SDR 11 4717 050000
63 SDR 11 4717 063000
75 SDR 11 4717 075000
90 SDR 11 4717 090000 SDR 17 4767 090000
110 SDR 11 4717 110000 SDR 17 4767 110000
125 SDR 11 4717 125000 SDR 17 4767 125000
140 SDR 11 4717 140000 SDR 17 4767 140000
160 SDR 11 4717 160000 SDR 17 4767 160000
180 SDR 11 4717 180000 SDR 17 4767 180000
200 SDR 11 4717 200000 SDR 17 4767 200000
225 SDR 11 4717 225000 SDR 17 4767 225000
250 SDR 11 4717 250000 SDR 17 4767 250000
280 SDR 11 4717 280000 SDR 17 4767 280000
315 SDR 11 4717 315000 SDR 17 4767 315000
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PE weld fittings

4

P
V

C
 valves and fittings

PE bend 90° 

for mirror and electric welding
material PE

pressure rating PE 100 SDR 11 / 10 bar gas / 16 bar water  
PE 100 SDR 17 / 5 bar gas / 10 bar water

d PN
(bar)

order-no. PN
(bar)

order-no.

63 SDR 11 4719 063000
75 SDR 11 4719 075000
90 SDR 11 4719 090000 SDR 17 4769 090000
110 SDR 11 4719 110000 SDR 17 4769 110000
125 SDR 11 4719 125000 SDR 17 4769 125000
140 SDR 11 4719 140000 SDR 17 4769 140000
160 SDR 11 4719 160000 SDR 17 4769 160000
180 SDR 11 4719 180000 SDR 17 4769 180000
200 SDR 11 4719 200000 SDR 17 4769 200000
225 SDR 11 4719 225000 SDR 17 4769 225000
250 SDR 11 4719 250000 SDR 17 4769 250000
280 SDR 11 4719 280000 SDR 17 4769 280000
315 SDR 11 4719 315000 SDR 17 4769 315000

PE bend 60° 

for mirror and electric welding
material PE

pressure rating PE 100 SDR 11 / 10 bar gas / 16 bar water  
PE 100 SDR 17 / 5 bar gas / 10 bar water

d PN
(bar)

order-no. PN
(bar)

order-no.

63 SDR 11 4721 063000
75 SDR 11 4721 075000
90 SDR 11 4721 090000 SDR 17 4751 090000
110 SDR 11 4721 110000 SDR 17 4751 110000
125 SDR 11 4721 125000 SDR 17 4751 125000
140 SDR 11 4721 140000 SDR 17 4751 140000
160 SDR 11 4721 160000 SDR 17 4751 160000
180 SDR 11 4721 180000 SDR 17 4751 180000
200 SDR 11 4721 200000 SDR 17 4751 200000
225 SDR 11 4721 225000 SDR 17 4751 225000
250 SDR 11 4721 250000 SDR 17 4751 250000
280 SDR 11 4721 280000 SDR 17 4751 280000
315 SDR 11 4721 315000 SDR 17 4751 315000

PE bend 45° 

for mirror and electric welding
material PE

pressure rating PE 100 SDR 11 / 10 bar gas / 16 bar water  
PE 100 SDR 17 / 5 bar gas / 10 bar water

d PN
(bar)

order-no. PN
(bar)

order-no.

63 SDR 11 4723 063000
75 SDR 11 4723 075000
90 SDR 11 4723 090000 SDR 17 4763 090000
110 SDR 11 4723 110000 SDR 17 4763 110000
125 SDR 11 4723 125000 SDR 17 4763 125000
140 SDR 11 4723 140000 SDR 17 4763 140000
160 SDR 11 4723 160000 SDR 17 4763 160000
180 SDR 11 4723 180000 SDR 17 4763 180000
200 SDR 11 4723 200000 SDR 17 4763 200000
225 SDR 11 4723 225000 SDR 17 4763 225000
250 SDR 11 4723 250000 SDR 17 4763 250000
280 SDR 11 4723 280000 SDR 17 4763 280000
315 SDR 11 4723 315000 SDR 17 4763 315000
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PE weld fittings

4
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V

C
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PE bend 30° 

for mirror and electric welding
material PE

ressure rating PE 100 SDR 11 / 10 bar gas / 16 bar water  
PE 100 SDR 17 / 5 bar gas / 10 bar water

d PN
(bar)

order-no. PN
(bar)

order-no.

63 SDR 11 4725 063000
75 SDR 11 4725 075000
90 SDR 11 4725 090000 SDR 17 4765 090000
110 SDR 11 4725 110000 SDR 17 4765 110000
125 SDR 11 4725 125000 SDR 17 4765 125000
140 SDR 11 4725 140000 SDR 17 4765 140000
160 SDR 11 4725 160000 SDR 17 4765 160000
180 SDR 11 4725 180000 SDR 17 4765 180000
200 SDR 11 4725 200000 SDR 17 4765 200000
225 SDR 11 4725 225000 SDR 17 4765 225000
250 SDR 11 4725 250000 SDR 17 4765 250000
280 SDR 11 4725 280000 SDR 17 4765 280000
315 SDR 11 4725 315000 SDR 17 4765 315000

PE bend 22° 

for mirror and electric welding
material PE

ressure rating PE 100 SDR 11 / 10 bar gas / 16 bar water  
PE 100 SDR 17 / 5 bar gas / 10 bar water

d PN
(bar)

order-no. PN
(bar)

order-no.

63 SDR 11 4727 063000
75 SDR 11 4727 075000
90 SDR 11 4727 090000 SDR 17 4757 090000
110 SDR 11 4727 110000 SDR 17 4757 110000
125 SDR 11 4727 125000 SDR 17 4757 125000
140 SDR 11 4727 140000 SDR 17 4757 140000
160 SDR 11 4727 160000 SDR 17 4757 160000
180 SDR 11 4727 180000 SDR 17 4757 180000
200 SDR 11 4727 200000 SDR 17 4757 200000
225 SDR 11 4727 225000 SDR 17 4757 225000
250 SDR 11 4727 250000
280 SDR 11 4727 280000 SDR 17 4757 280000
315 SDR 11 4727 315000 SDR 17 4757 315000

PE bend 11° 

for mirror and electric welding
material PE

ressure rating PE 100 SDR 11 / 10 bar gas / 16 bar water  
PE 100 SDR 17 / 5 bar gas / 10 bar water

d PN
(bar)

order-no. PN
(bar)

order-no.

63 SDR 11 4734 063000
75 SDR 11 4734 075000
90 SDR 11 4734 090000 SDR 17 4764 090000
110 SDR 11 4734 110000 SDR 17 4764 110000
125 SDR 11 4734 125000 SDR 17 4764 125000
140 SDR 11 4734 140000 SDR 17 4764 140000
160 SDR 11 4734 160000 SDR 17 4764 160000
180 SDR 11 4734 180000 SDR 17 4764 180000
200 SDR 11 4734 200000 SDR 17 4764 200000
225 SDR 11 4734 225000 SDR 17 4764 225000
250 SDR 11 4734 250000 SDR 17 4764 250000
280 SDR 11 4734 280000 SDR 17 4764 280000
315 SDR 11 4734 315000 SDR 17 4764 315000
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PE weld fittings

4

P
V
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 valves and fittings

PE T-piece 90° 

for mirror and electric welding
material PE

pressure rating PE 100 SDR 11 / 10 bar gas / 16 bar water  
PE 100 SDR 17 / 5 bar gas / 10 bar water

d PN
(bar)

order-no. PN
(bar)

order-no.

20 SDR 11 4729 020000
25 SDR 11 4729 025000
32 SDR 11 4729 032000
40 SDR 11 4729 040000
50 SDR 11 4729 050000
63 SDR 11 4729 063000
75 SDR 11 4729 075000
90 SDR 11 4729 090000 SDR 17 4759 090000
110 SDR 11 4729 110000 SDR 17 4759 110000
125 SDR 11 4729 125000 SDR 17 4759 125000
140 SDR 11 4729 140000 SDR 17 4759 140000
160 SDR 11 4729 160000 SDR 17 4759 160000
180 SDR 11 4729 180000 SDR 17 4759 180000
200 SDR 11 4729 200000 SDR 17 4759 200000
225 SDR 11 4729 225000 SDR 17 4759 225000
250 SDR 11 4729 250000 SDR 17 4759 250000
280 SDR 11 4729 280000 SDR 17 4759 280000
315 SDR 11 4729 315000 SDR 17 4759 315000

PE T-piece 90° reduced 

with reduced middle outlet
for mirror and electric welding
material PE

pressure rating PE 100 SDR 11 / 10 bar gas / 16 bar water  
PE 100 SDR 17 / 5 bar gas / 10 bar water

d PN
(bar)

order-no. PN
(bar)

order-no.

63 x 50 SDR 11 4738 063050
90 x 63 SDR 11 4738 090063 SDR 17 4758 090063
110 x 90 SDR 11 4738 110090 SDR 17 4758 110090
160 x 63 SDR 11 4738 160063 SDR 17 4758 160063
160 x 110 SDR 11 4738 160110 SDR 17 4758 160110
180 x 160 SDR 11 4738 180160
225 x 160 SDR 11 4738 225160 SDR 17 4758 225160
225 x 180 SDR 17 4758 225180
280 x 225 SDR 11 4738 280225 SDR 17 4758 280225
315 x 110 SDR 17 4758 315110
315 x 225 SDR 17 4758 315225
315 x 280 SDR 11 4738 315280 SDR 17 4758 315280

PE T-piece 45° 

for mirror and electric welding
material PE

pressure rating PE 100 SDR 11 / 10 bar gas / 16 bar water  
PE 100 SDR 17 / 5 bar gas / 10 bar water

d PN
(bar)

order-no. PN
(bar)

order-no.

63 SDR 11 4737 063000
75 SDR 11 4737 075000
90 SDR 11 4737 090000 SDR 17 4787 090000
110 SDR 11 4737 110000 SDR 17 4787 110000
160 SDR 11 4737 160000 SDR 17 4787 160000
160 SDR 17 4787 160001
200 SDR 17 4787 200001
225 SDR 11 4737 225000 SDR 17 4787 225000
280 SDR 17 4787 280001
315 SDR 17 4787 315001
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PE weld fittings
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PE reducer 

for mirror and electric welding
material PE

ressure rating PE 100 SDR 11 / 10 bar gas / 16 bar water  
PE 100 SDR 17 / 5 bar gas / 10 bar water

d PN
(bar)

order-no. PN
(bar)

order-no.

25 x 20 SDR 11 4739 025020
32 x 20 SDR 11 4739 032020
32 x 25 SDR 11 4739 032025
40 x 20 SDR 11 4739 040020
40 x 25 SDR 11 4739 040025
40 x 32 SDR 11 4739 040032
50 x 20 SDR 11 4739 050020
50 x 25 SDR 11 4739 050025
50 x 32 SDR 11 4739 050032
50 x 40 SDR 11 4739 050040
63 x 32 SDR 11 4739 063032
63 x 40 SDR 11 4739 063040
63 x 50 SDR 11 4739 063050
75 x 40 SDR 11 4739 075040
75 x 50 SDR 11 4739 075050
75 x 63 SDR 11 4739 075063
90 x 50 SDR 11 4739 090050
90 x 63 SDR 11 4739 090063 SDR 17 4736 090063
90 x 75 SDR 11 4739 090075 SDR 17 4736 090075
110 x 63 SDR 11 4739 110063 SDR 17 4736 110063
110 x 75 SDR 11 4739 110075
110 x 90 SDR 11 4739 110090 SDR 17 4736 110090
125 x 63 SDR 11 4739 125063 SDR 17 4736 125063
125 x 75 SDR 11 4739 125075
125 x 90 SDR 11 4739 125090 SDR 17 4736 125090
125 x 110 SDR 11 4739 125110 SDR 17 4736 125110
140 x 75 SDR 11 4739 140075 SDR 17 4736 140075
140 x 90 SDR 11 4739 140090 SDR 17 4736 140090
140 x 110 SDR 11 4739 140110 SDR 17 4736 140110
140 x 125 SDR 11 4739 140125 SDR 17 4736 140125
160 x 90 SDR 11 4739 160090 SDR 17 4736 160090
160 x 110 SDR 11 4739 160110 SDR 17 4736 160110
160 x 125 SDR 11 4739 160125 SDR 17 4736 160125
160 x 140 SDR 11 4739 160140 SDR 17 4736 160140
180 x 90 SDR 11 4739 180090 SDR 17 4736 180090
180 x 110 SDR 11 4739 180110 SDR 17 4736 180110
180 x 125 SDR 11 4739 180125 SDR 17 4736 180125
180 x 140 SDR 11 4739 180140 SDR 17 4736 180140
180 x 160 SDR 11 4739 180160 SDR 17 4736 180160
200 x 140 SDR 11 4739 200140 SDR 17 4736 200140
200 x 160 SDR 11 4739 200160 SDR 17 4736 200160
200 x 180 SDR 11 4739 200180 SDR 17 4736 200180
225 x 140 SDR 11 4739 225140 SDR 17 4736 225140
225 x 160 SDR 11 4739 225160 SDR 17 4736 225160
225 x 180 SDR 11 4739 225180 SDR 17 4736 225180
225 x 200 SDR 11 4739 225200 SDR 17 4736 225200
250 x 160 SDR 11 4739 250160 SDR 17 4736 250160
250 x 180 SDR 11 4739 250180 SDR 17 4736 250180
250 x 200 SDR 11 4739 250200 SDR 17 4736 250200
250 x 225 SDR 11 4739 250225 SDR 17 4736 250225
280 x 200 SDR 11 4739 280200 SDR 17 4736 280200
280 x 225 SDR 11 4739 280225 SDR 17 4736 280225
280 x 250 SDR 11 4739 280250 SDR 17 4736 280250
315 x 200 SDR 11 4739 315200 SDR 17 4736 315200
315 x 225 SDR 11 4739 315225 SDR 17 4736 315225
315 x 250 SDR 11 4739 315250 SDR 17 4736 315250
315 x 280 SDR 11 4739 315280 SDR 17 4736 315280
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PE weld fittings

4
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PE cap 

for mirror and electric welding
material PE

pressure rating PE 100 SDR 11 / 10 bar gas / 16 bar water  
PE 100 SDR 17 / 5 bar gas / 10 bar water

d PN
(bar)

order-no. PN
(bar)

order-no.

20 SDR 11 4740 020000
25 SDR 11 4740 025000
32 SDR 11 4740 032000
40 SDR 11 4740 040000
50 SDR 11 4740 050000
63 SDR 11 4740 063000
75 SDR 11 4740 075000
90 SDR 11 4740 090000 SDR 17 4755 090000
110 SDR 11 4740 110000 SDR 17 4755 110000
125 SDR 11 4740 125000 SDR 17 4755 125000
140 SDR 11 4740 140000 SDR 17 4755 140000
160 SDR 11 4740 160000 SDR 17 4755 160000
180 SDR 11 4740 180000 SDR 17 4755 180000
200 SDR 11 4740 200000 SDR 17 4755 200000
225 SDR 11 4740 225000 SDR 17 4755 225000
250 SDR 11 4740 250000 SDR 17 4755 250000
280 SDR 11 4740 280000 SDR 17 4755 280000
315 SDR 11 4740 315000 SDR 17 4755 315000

PE flange adaptor 

with grooved sealing surface
for mirror and electric welding
material PE

pressure rating PE 100 SDR 11 / 10 bar gas / 16 bar water  
PE 100 SDR 17 / 5 bar gas / 10 bar water

d PN
(bar)

order-no. PN
(bar)

order-no.

20 SDR 11 4731 020000
25 SDR 11 4731 025000
32 SDR 11 4731 032000
40 SDR 11 4731 040000
50 SDR 11 4731 050000
63 SDR 11 4731 063000
75 SDR 11 4731 075000 SDR 17 4761 075000
90 SDR 11 4731 090000 SDR 17 4761 090000
110 SDR 11 4731 110000 SDR 17 4761 110000
125 SDR 11 4731 125000 SDR 17 4761 125000
140 SDR 11 4731 140000 SDR 17 4761 140000
160 SDR 11 4731 160000 SDR 17 4761 160000
180 SDR 11 4731 180000 SDR 17 4761 180000
200 SDR 11 4731 200000 SDR 17 4761 200000
225 SDR 11 4731 225000 SDR 17 4761 225000
250 SDR 11 4731 250000 SDR 17 4761 250000
280 SDR 11 4731 280000 SDR 17 4761 280000
315 SDR 11 4731 315000 SDR 17 4761 315000
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Profil flat gasket 
material NBR/DUO

d order-no.

20 4730 020000
25 4730 025000
32 4730 032000
40 4730 040000
50 4730 050000
63 4730 063000
75 4730 075000
90 4730 090000
110 4730 110000
125 4730 125000
140 4730 140000
160 / 180 4730 160000
200 4730 200000
225 4730 225000
250 4730 250000
280 4730 280000
315 4730 315000

PP/steel backing flange 

material PP (30% glass-fibre reinforced)

d DN hole circle
(mm)

holes
(piece)

order-no.

20 15 65 4 4732 020000
25 20 75 4 4732 025000
32 25 85 4 4732 032000
40 32 100 4 4732 040000
50 40 110 4 4732 050000
63 50 125 4 4732 063000
75 65 145 4 4732 075000
90 80 160 8 4732 090000
110 100 180 8 4732 110000
125 100 180 8 4732 125000
140 125 210 8 4732 140000
160 150 240 8 4732 160000
180 150 240 8 4732 180000
200 200 295 8 4732 200000
225 200 295 8 4732 225000
250 250 350 12 4732 250000
280 250 350 12 4732 280000
315 300 400 12 4732 315000

Blind flange 

PE 100 manufactured of plate material, bolt circle PN 10
material plate material

d DN hole circle
(mm)

holes
(piece)

order-no.

63 50 125 4 4733 063000
110 100 180 8 4733 110000
140 125 210 8 4733 140000
160 150 240 8 4733 160000
225 200 295 8 4733 225000
250 250 350 12 4733 250000
280 250 350 12 4733 280000
315 300 400 12 4733 315000



238 Do you have any questions? Please contact us info@huecobi.de / +49(0)521.39068.0

PE weld fittings
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PE electrical welding socket 
with 4 mm pin connectors
material PE

pressure rating PE 100 SDR 11 / 10 bar gas / 16 bar water  
PE 100 SDR 17 / 5 bar gas / 10 bar water

d PN
(bar)

order-no. PN
(bar)

order-no.

20 SDR 11 4703 020000
25 SDR 11 4703 025000
32 SDR 11 4703 032000
40 SDR 11 4703 040000
50 SDR 11 4703 050000
63 SDR 11 4703 063000
75 SDR 11 4703 075000
90 SDR 11 4703 090000
110 SDR 11 4703 110000
125 SDR 11 4703 125000
140 SDR 11 4703 140000
160 SDR 11 4703 160000 SDR 17 4760 160000
180 SDR 11 4703 180000 SDR 17 4760 180000
200 SDR 11 4703 200000 SDR 17 4760 200000
225 SDR 11 4703 225000 SDR 17 4760 225000
250 SDR 11 4703 250000 SDR 17 4760 250000
280 SDR 11 4703 280000 SDR 17 4760 280000
315 SDR 11 4703 315000 SDR 17 4760 315000

PE electrical welding elbow 90° SDR 11 

PE 100 SDR 11 / 10 bar gas / 16 bar water, 4 mm pin connectors
material PE

d PN
(bar)

order-no.

20 SDR 11 4707 020000
25 SDR 11 4707 025000
32 SDR 11 4707 032000
40 SDR 11 4707 040000
50 SDR 11 4707 050000
63 SDR 11 4707 063000
75 SDR 11 4707 075000
90 SDR 11 4707 090000
110 SDR 11 4707 110000
125 SDR 11 4707 125000
160 SDR 11 4707 160000
180 SDR 11 4707 180000
200 SDR 11 4707 200000
225 SDR 11 4707 225000
250 SDR 11 4707 250000
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PE weld fittings
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PE electrical welding elbow 45° SDR 11 

PE 100 SDR 11 / 10 bar gas / 16 bar water, 4 mm pin connectors
material PE

d PN
(bar)

order-no.

32 SDR 11 4711 032000
40 SDR 11 4711 040000
50 SDR 11 4711 050000
63 SDR 11 4711 063000
75 SDR 11 4711 075000
90 SDR 11 4711 090000
110 SDR 11 4711 110000
125 SDR 11 4711 125000
160 SDR 11 4711 160000
180 SDR 11 4711 180000
200 SDR 11 4711 200000
225 SDR 11 4711 225000
250 SDR 11 4711 250000

PE electrical welding T-piece 90° SDR 11 

PE 100 SDR 11 / 10 bar gas / 16 bar water, 4 mm pin connectors
material PE

d PN
(bar)

order-no.

20 SDR 11 4713 020000
25 SDR 11 4713 025000
32 SDR 11 4713 032000
40 SDR 11 4713 040000
50 SDR 11 4713 050000
63 SDR 11 4713 063000
75 SDR 11 4713 075000
90 SDR 11 4713 090000
110 SDR 11 4713 110000
125 SDR 11 4713 125000
160 SDR 11 4713 160000
180 SDR 11 4713 180000
200 SDR 11 4713 200000
225 SDR 11 4713 225000
250 SDR 11 4713 250000
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PE pipes for pp screw connections
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PE-LD pipe according to ISO-norm PN 6 elastic 

only for gardening and for agricultural water supply
norm ISO standard

material PE-LD

colour black

d wall
(mm)

PN
(bar)

length
(m)

order-no.

20 2 6 100 4010 020000
25 2,3 6 100 4010 025000
32 3 6 100 4010 032000
40 3,7 6 100 4010 040000
50 4,5 6 100 4010 050000
63 5,7 6 100 4010 063000

PE-LD pipe DIN 8072/73 PN 6 elastic 

norm DIN 8072/73

material PE-LD

colour black

d wall
(mm)

PN
(bar)

length
(m)

order-no.

15 1,7 6 100 4011 015017
20 2,2 6 100 4011 020000
22 2,4 6 100 4011 022024
25 2,7 6 100 4011 025000
32 3,5 6 100 4011 032000
40 4,3 6 100 4011 040000
50 5,4 6 100 4011 050000
63 6,8 6 100 4011 063000

PE-HD pipe for potable water DIN 8074/75 PN 12,5 hard 

norm DIN 8074/75, DIN EN 12201, DVGW

material PE-HD PE 80

colour black with blue stripes

d wall
(mm)

PN
(bar)

length
(m)

order-no.

20 2 12,5 100 4012 020000
25 2,3 12,5 100 4012 025000
32 3 12,5 100 4012 032000
40 3,7 12,5 100 4012 040000
50 4,5 12,5 100 4012 050000
63 5,7 12,5 100 4012 063000
75 6,8 12,5 100 4012 075000
90 8,2 12,5 100 4012 090000
110 10 12,5 100 4012 110000

Also available as fix length!

PE-RT floor heating pipe 

oxygen-proof
norm DIN 16833, DIN 4726

material PE-RT

d wall
(mm)

PN
(bar)

length
(m)

order-no.

20 2 6 120 4020 020120
20 2 6 200 4020 020200
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DVGW-PP screw connections
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DVGW-PP coupling 

both sides screw connection
norm DVGW

material PP

gasket NBR for potable water

d PN
(bar)

pu
(piece)

order-no.

16 16 70 4600 016000
20 16 50/250 4600 020000
25 16 30/150 4600 025000
32 16 20/100 4600 032000
40 16 10/50 4600 040000
50 16 25 4600 050000
63 16 15 4600 063000
75 16 11 4600 075000
90 16 6 4600 090000
110 16 4 4600 110000

DVGW-PP screw connection 

one side screw connection, other side male thread
norm DVGW

material PP

gasket NBR for potable water

d mt PN
(bar)

pu
(piece)

order-no.

16 1/2“ 16 140 4601 016013
16 3/4“ 16 140 4601 016019
20 1/2“ 16 80/380 4601 020013
20 3/4“ 16 80/380 4601 020019
20 1“ 16 80/380 4601 020025
25 1/2” 16 50/240 4601 025013
25 3/4“ 16 50/240 4601 025019
25 1“ 16 50/220 4601 025025
32 3/4“ 16 30/160 4601 032019
32 1“ 16 30/160 4601 032025
32 1 1/4“ 16 30/150 4601 032032
32 1 1/2“ 16 30/140 4601 032038
40 1” 16 20/90 4601 040025
40 1 1/4“ 16 20/85 4601 040032
40 1 1/2“ 16 20/85 4601 040038
40 2“ 16 20/85 4601 040050
50 1“ 16 50 4601 050025
50 1 1/4“ 16 50 4601 050032
50 1 1/2“ 16 50 4601 050038
50 2“ 16 50 4601 050050
63 1 1/4“ 16 28 4601 063032
63 1 1/2“ 16 28 4601 063038
63 2“ 16 28 4601 063050
63 2 1/2“ 16 25 4601 063063
75 2“ 16 18 4601 075050
75 2 1/2“ 16 18 4601 075063
75 3“ 16 18 4601 075075
90 2“ 16 10 4601 090050
90 2 1/2“ 16 10 4601 090063
90 3“ 16 10 4601 090075
90 4“ 16 10 4601 090100
110 3“ 16 6 4601 110075
110 4“ 16 6 4601 110100
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DVGW-PP screw connections
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DVGW-PP screw connection 

one side screw connection, other side female thread
norm DVGW

material PP

gasket NBR for potable water

d ft PN
(bar)

pu
(piece)

order-no.

16 1/2“ 16 120 4602 016013
20 1/2“ 16 90/350 4602 020013
20 3/4“ 16 90/350 4602 020019
20 1“ 16 80/320 4602 020025
25 1/2“ 16 50/220 4602 025013
25 3/4“ 16 50/220 4602 025019
25 1“ 16 50/200 4602 025025
32 1/2“ 16 30/150 4602 032013
32 3/4“ 16 30/150 4602 032019
32 1“ 16 30/150 4602 032025
32* 1 1/4“ 16 30/140 4602 032032
40 1“ 16 20/85 4602 040025
40* 1 1/4“ 16 20/85 4602 040032
40* 1 1/2“ 16 20/85 4602 040038
50* 1 1/4“ 16 50 4602 050032
50* 1 1/2“ 16 50 4602 050038
50* 2“ 16 45 4602 050050
63* 1 1/4“ 16 28 4602 063032
63* 1 1/2“ 16 28 4602 063038
63* 2“ 16 28 4602 063050
63* 2 1/2“ 16 28 4602 063063
75* 2“ 16 18 4602 075050
75* 2 1/2“ 16 18 4602 075063
75* 3“ 16 17 4602 075075
90* 2“ 16 11 4602 090050
90* 2 1/2“ 16 10 4602 090063
90* 3“ 16 10 4602 090075
90* 4“ 16 10 4602 090100
110* 3“ 16 6 4602 110075
110* 4“ 16 6 4602 110100

* with reinforcement ring

DVGW-PP coupling, reduced 

one side screw connection, other side reduced screw connection
norm DVGW

material PP

gasket NBR for potable water

d PN
(bar)

pu
(piece)

order-no.

25 x 20 16 40 4603 025020
32 x 20 16 30 4603 032020
32 x 25 16 25 4603 032025
40 x 25 16 15 4603 040025
40 x 32 16 15 4603 040032
50 x 25 16 9 4603 050025
50 x 32 16 9 4603 050032
50 x 40 16 9 4603 050040
63 x 32 16 25 4603 063032
63 x 40 16 25 4603 063040
63 x 50 16 18 4603 063050
75 x 50 16 16 4603 075050
75 x 63 16 12 4603 075063
90 x 63 16 8 4603 090063
90 x 75 16 7 4603 090075
110 x 90 16 4 4603 110090
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DVGW-PP elbow 90° 

both sides screw connection
norm DVGW

material PP

gasket NBR for potable water

d PN
(bar)

pu
(piece)

order-no.

20 16 50/240 4604 020000
25 16 30/140 4604 025000
32 16 20/90 4604 032000
40 16 10/45 4604 040000
50 16 25 4604 050000
63 16 13 4604 063000
75 16 9 4604 075000
90 16 5 4604 090000
110 16 4 4604 110000

DVGW-PP elbow 90° 

one side screw connection, other side female thread
norm DVGW

material PP

gasket NBR for potable water

d ft PN
(bar)

pu
(piece)

order-no.

16 1/2“ 16 80 4605 016013
20 1/2“ 16 60/350 4605 020013
20 3/4“ 16 60/330 4605 020019
25 1/2“ 16 35/210 4605 025013
25 3/4“ 16 35/210 4605 025019
25 1“ 16 35/200 4605 025025
32 1/2” 16 25/130 4605 032013
32 3/4“ 16 25/130 4605 032019
32 1“ 16 25/130 4605 032025
32* 1 1/4“ 16 25/110 4605 032032
40 3/4“ 16 15/70 4605 040019
40 1“ 16 15/70 4605 040025
40* 1 1/4“ 16 15/60 4605 040032
40* 1 1/2“ 16 15/60 4605 040038
50* 1 1/4“ 16 32 4605 050032
50* 1 1/2“ 16 32 4605 050038
50* 2“ 16 32 4605 050050
63* 1 1/2“ 16 17 4605 063038
63* 2“ 16 17 4605 063050
63* 2 1/2“ 16 17 4605 063063
75* 2“ 16 11 4605 075050
75* 2 1/2“ 16 10 4605 075063
75* 3“ 16 10 4605 075075
90* 3“ 16 6 4605 090075
90* 4“ 16 6 4605 090100
110* 3“ 16 4 4605 110075
110* 4“ 16 4 4605 110100

* with reinforcement ring
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DVGW-PP screw connections
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DVGW-PP elbow 90° 

one side screw connection, other side male thread
norm DVGW

material PP

gasket NBR for potable water

d mt PN
(bar)

pu
(piece)

order-no.

20 1/2“ 16 75/350 4606 020013
20 3/4“ 16 75/350 4606 020019
25 1/2” 16 50/220 4606 025013
25 3/4“ 16 50/220 4606 025019
25 1“ 16 50/200 4606 025025
32 1/2” 16 30/130 4606 032013
32 3/4” 16 30/130 4606 032019
32 1“ 16 30/130 4606 032025
32 1 1/4“ 16 30/130 4606 032032
40 1“ 16 15/70 4606 040025
40 1 1/4“ 16 15/70 4606 040032
40 1 1/2“ 16 15/70 4606 040038
50 1 1/4“ 16 38 4606 050032
50 1 1/2“ 16 38 4606 050038
50 2“ 16 38 4606 050050
63 1 1/2“ 16 20 4606 063038
63 2“ 16 20 4606 063050
63 2 1/2“ 16 20 4606 063063
75 2 1/2“ 16 13 4606 075063
75 3“ 16 13 4606 075075
90 3“ 16 7 4606 090075
90 4“ 16 7 4606 090100
110 4“ 16 4 4606 110100

DVGW-PP T-fitting 90° 

all sides screw connection
norm DVGW

material PP

gasket NBR for potable water

d PN
(bar)

pu
(piece)

order-no.

20 16 30/130 4607 020000
25 16 15/80 4607 025000
32 16 10/50 4607 032000
40 16 6/27 4607 040000
50 16 15 4607 050000
63 16 7 4607 063000
75 16 4 4607 075000
90 16 2 4607 090000
110 16 2 4607 110000

DVGW-PP T-fitting 90° reduced 

all sides screw connection, in the middle reduced
norm DVGW

material PP

gasket NBR for potable water

d PN
(bar)

pu
(piece)

order-no.

20 x 16 x 20 16 30/150 4608 020016
25 x 20 x 25 16 20/80 4608 025020
32 x 25 x 32 16 12/55 4608 032025
40 x 32 x 40 16 6/30 4608 040032
50 x 40 x 50 16 17 4608 050040
63 x 50 x 63 16 8 4608 063050
75 x 63 x 75 16 5 4608 075063
90 x 75 x 90 16 3 4608 090075
110 x 90 x 110 16 2 4608 110090
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DVGW-PP T-fitting 90° 

both sides screw connection, with female thread at middle connection
norm DVGW

material PP

gasket NBR for potable water

d ft PN
(bar)

pu
(piece)

order-no.

16 1/2“ 16 50 4609 016013
16 3/4“ 16 50 4609 016019
20 1/2“ 16 40/180 4609 020013
20 3/4“ 16 40/180 4609 020019
25 1/2“ 16 25/110 4609 025013
25 3/4“ 16 25/100 4609 025019
25 1“ 16 25/100 4609 025025
32 1/2“ 16 15/70 4609 032013
32 3/4“ 16 15/70 4609 032019
32 1“ 16 15/65 4609 032025
32* 1 1/4“ 16 15/60 4609 032032
40 1“ 16 8/35 4609 040025
40* 1 1/4“ 16 8/35 4609 040032
40* 1 1/2“ 16 8/35 4609 040038
50* 1 1/4“ 16 20 4609 050032
50* 1 1/2“ 16 20 4609 050038
50* 2“ 16 20 4609 050050
63* 1 1/4“ 16 12 4609 063032
63* 1 1/2“ 16 12 4609 063038
63* 2“ 16 12 4609 063050
63* 2 1/2“ 16 12 4609 063063
75* 2“ 16 8 4609 075050
75* 2 1/2“ 16 7 4609 075063
75* 3“ 16 7 4609 075075
90* 2 1/2“ 16 4 4609 090063
90* 3“ 16 4 4609 090075
90* 4“ 16 4 4609 090100
110* 3“ 16 4 4609 110075
110* 4“ 16 4 4609 110100

* with reinforcement ring

DVGW-PP T-fitting 90° 

both sides screw connection, with male thread at middle connection
norm DVGW

material PP

gasket NBR for potable water

d mt PN
(bar)

pu
(piece)

order-no.

20 1/2“ 16 40/180 4610 020013
20 3/4“ 16 40/180 4610 020019
25 1/2“ 16 25/110 4610 025013
25 3/4“ 16 25/110 4610 025019
25 1“ 16 25/100 4610 025025
32 1/2“ 16 15/65 4610 032013
32 3/4“ 16 15/65 4610 032019
32 1“ 16 15/65 4610 032025
32 1 1/4“ 16 15/60 4610 032032
40 1“ 16 8/35 4610 040025
40 1 1/4“ 16 8/35 4610 040032
40 1 1/2“ 16 8/35 4610 040038
50 1 1/4“ 16 20 4610 050032
50 1 1/2“ 16 20 4610 050038
50 2“ 16 20 4610 050050
63 1 1/2“ 16 10 4610 063038
63 2“ 16 10 4610 063050
63 2 1/2“ 16 10 4610 063063
75 2 1/2“ 16 6 4610 075063
75 3“ 16 6 4610 075075
90 3“ 16 4 4610 090075
90 4“ 16 4 4610 090100
110 4“ 16 2 4610 110100
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DVGW-PP screw connections
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DVGW-PP end plug 

one side screw connection
norm DVGW

material PP

gasket NBR for potable water

d PN
(bar)

pu
(piece)

order-no.

20 16 100/400 4611 020000
25 16 50/250 4611 025000
32 16 40/170 4611 032000
40 16 20/100 4611 040000
50 16 10/55 4611 050000
63 16 30 4611 063000
75 16 22 4611 075000
90 16 12 4611 090000
110 16 6 4611 110000

DVGW-PP flange connection 

one side screw connection with flange
norm DVGW

material PP

gasket NBR for potable water

d DN PN
(bar)

hole circle
(mm)

pu
(piece)

order-no.

50 40 16 110 14 4612 050040
50 50 16 125 14 4612 050050
63 50 16 125 13 4612 063050
63 65 16 144 13 4612 063065
75 65 16 144 8 4612 075065
75 80 16 158 7 4612 075080
90 80 16 158 6 4612 090080
90 100 16 180 6 4612 090100
110 100 16 180 4 4612 110100

DVGW-PP repair coupling 

both sides screw connection
norm DVGW

material PP

gasket NBR for potable water

d PN
(bar)

pu
(piece)

order-no.

40 16 10/50 4613 040000
50 16 25 4613 050000
63 16 15 4613 063000
75 16 11 4613 075000
90 16 6 4613 090000
110 16 4 4613 110000

DVGW-PP ceiling elbow 90° 

one side screw connection, other side female thread with reinforcement ring, with 3-point 
fastening
norm DVGW

material PP

gasket NBR for potable water

d ft PN
(bar)

pu
(piece)

order-no.

20 1/2“ 16 55 4615 020013
25 3/4“ 16 35 4615 025019

Coupling key 

for DVGW-PP compression fittings
material POM

d pu
(piece)

order-no.

16-75 60 4663 016063
63-110 40 4663 063110
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PP ball valve 

both side screw connection
material PP

d PN
(bar)

pu
(piece)

order-no.

20 16 210 4665 020000
25 16 140 4665 025000
32 16 90 4665 032000
40 16 45 4665 040000
50 16 25 4665 050000
63 16 18 4665 063000

PP ball valve 

one side screw connection, other side female thread
material PP

d ft PN
(bar)

pu
(piece)

order-no.

20 1/2“ 16 230 4666 020013
25 3/4“ 16 215 4666 025019
32 1“ 16 110 4666 032025
40 1 1/4“ 16 60 4666 040032
50 1 1/2“ 16 35 4666 050038
63 2“ 16 25 4666 063050

PP coupling 

both sides screw connection
material PP

gasket NBR

d PN
(bar)

pu
(piece)

order-no.

16 16 20 4650 016000
20 16 20 4650 020000
25 16 20 4650 025000
32 16 10 4650 032000
40 16 10 4650 040000
50 16 5 4650 050000
63 16 44 4650 063000
75 10 25 4650 075000
90 10 13 4650 090000
110 10 7 4650 110000

PP coupling reduced 

one side screw connection, other side screw connection reduced
material PP

gasket NBR

d PN
(bar)

pu
(piece)

order-no.

20 x 16 16 20 4653 020016
25 x 16 16 20 4653 025016
25 x 20 16 20 4653 025020
32 x 20 16 20 4653 032020
32 x 25 16 10 4653 032025
40 x 32 16 5 4653 040032
50 x 40 16 65 4653 050040
63 x 32 16 60 4653 063032
63 x 40 16 48 4653 063040
63 x 50 16 40 4653 063050
75 x 40 10 35 4653 075040
75 x 50 10 30 4653 075050
75 x 63 10 25 4653 075063
90 x 63 10 15 4653 090063
90 x 75 10 15 4653 090075
110 x 75 10 8 4653 110075
110  x 90 10 8 4653 110090
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PP screw connections
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 valves and fittings

PP screw connection 

one side screw connection, other side male thread
material PP

gasket NBR

d mt PN
(bar)

pu
(piece)

order-no.

16 1/2“ 16 20 4651 016013
16 3/4“ 16 20 4651 016019
20 1/2“ 16 20 4651 020013
20 3/4“ 16 20 4651 020019
25 1/2“ 16 20 4651 025013
25 3/4“ 16 20 4651 025019
25 1“ 16 20 4651 025025
32 3/4“ 16 20 4651 032019
32 1“ 16 20 4651 032025
32 1 1/4“ 16 20 4651 032032
40 1“ 16 10 4651 040025
40 1 1/4“ 16 10 4651 040032
40 1 1/2“ 16 10 4651 040038
50 1 1/2“ 16 5 4651 050038
50 2“ 16 5 4651 050050
63 1 1/2“ 16 70 4651 063038
63 2“ 16 70 4651 063050
63 2 1/2“ 16 60 4651 063063
75 2“ 10 40 4651 075050
75 2 1/2“ 10 40 4651 075063
75 3“ 10 30 4651 075075
90 2“ 10 20 4651 090050
90 3“ 10 18 4651 090075
90 4“ 10 18 4651 090100
110 3“ 10 10 4651 110075
110 4“ 10 10 4651 110100

PP screw connection 

one side screw connection, other side female thread
material PP

gasket NBR

d ft PN
(bar)

pu
(piece)

order-no.

16 1/2“ 16 20 4652 016013
16 3/4“ 16 20 4652 016019
20 1/2“ 16 20 4652 020013
20 3/4“ 16 20 4652 020019
25 3/4“ 16 20 4652 025019
25 1“ 16 20 4652 025025
32 3/4“ 16 20 4652 032019
32 1“ 16 20 4652 032025
40 1“ 16 10 4652 040025
40 1 1/4“ 16 10 4652 040032
40 1 1/2“ 16 5 4652 040038
50 1 1/4“ 16 5 4652 050032
50 1 1/2“ 16 5 4652 050038
50 2“ 16 5 4652 050050
63 2“ 16 55 4652 063050
75 2“ 10 30 4652 075050
75 2 1/2“ 10 30 4652 075063
90 3“ 10 18 4652 090075
110 3“ 10 10 4652 110075
110 4“ 10 10 4652 110100
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PP screw connections
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PP elbow 90° 

both sides screw connection
material PP

gasket NBR

d PN
(bar)

pu
(piece)

order-no.

16 16 20 4654 016000
20 16 20 4654 020000
25 16 20 4654 025000
32 16 10 4654 032000
40 16 5 4654 040000
50 16 4 4654 050000
63 16 25 4654 063000
75 10 15 4654 075000
90 10 9 4654 090000
110 10 6 4654 110000

PP elbow 90° 

one side screw connection, other side female thread
material PP

gasket NBR

d ft PN
(bar)

pu
(piece)

order-no.

16 1/2“ 16 20 4655 016013
16 3/4“ 16 20 4655 016019
20 1/2“ 16 20 4655 020013
20 3/4“ 16 20 4655 020019
25 3/4“ 16 20 4655 025019
25 1“ 16 20 4655 025025
32 3/4“ 16 10 4655 032019
32 1“ 16 10 4655 032025
40 1“ 16 5 4655 040025
40 1 1/4“ 16 5 4655 040032
50 1 1/2“ 16 55 4655 050038
63 2“ 16 30 4655 063050
75 2“ 10 20 4655 075050
75 2 1/2“ 10 20 4655 075063
90 2 1/2“ 10 12 4655 090063
90 3“ 10 12 4655 090075
110 3“ 10 7 4655 110075
110 4“ 10 7 4655 110100

PP elbow 90° 

one side screw connection, other side male thread
material PP

gasket NBR

d mt PN
(bar)

pu
(piece)

order-no.

16 1/2“ 16 20 4656 016013
16 3/4“ 16 20 4656 016019
20 1/2“ 16 20 4656 020013
25 3/4“ 16 20 4656 025019
25 1“ 16 20 4656 025025
32 3/4“ 16 10 4656 032019
32 1“ 16 10 4656 032025
32 1 1/4“ 16 10 4656 032032
40 1“ 16 10 4656 040025
40 1 1/4“ 16 10 4656 040032
40 1 1/2“ 16 5 4656 040038
40 2“ 16 5 4656 040050
50 1 1/4“ 16 5 4656 050032
50 1 1/2“ 16 5 4656 050038
50 2“ 16 5 4656 050050
63 2“ 16 35 4656 063050
63 2 1/2“ 16 35 4656 063063
75 2“ 10 20 4656 075050
75 2 1/2“ 10 20 4656 075063
75 3“ 10 20 4656 075075
90 3“ 10 12 4656 090075
90 4“ 6 12 4656 090100
110 4“ 6 8 4656 110100
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PP screw connections
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PP T-fitting 90° 

all sides screw connection
material PP

gasket NBR

d PN
(bar)

pu
(piece)

order-no.

16 16 20 4657 016000
20 16 20 4657 020000
25 16 20 4657 025000
32 16 10 4657 032000
40 16 5 4657 040000
50 16 5 4657 050000
63 16 18 4657 063000
75 10 10 4657 075000
90 10 5 4657 090000
110 10 10 4657 110000

PP T-fitting 90° reduced 

all sides screw connection
reduced
material PP

gasket NBR

d PN
(bar)

pu
(piece)

order-no.

20 x 16 x 20 16 10 4658 020016
25 x 20 x 25 16 10 4658 025020
32 x 25 x 32 16 5 4658 032025
40 x 32 x 40 16 45 4658 040032
50 x 32 x 50 16 34 4658 050032
50 x 40 x 50 16 34 4658 050040
63 x 50 x 63 16 18 4658 063050
75 x 63 x 75 10 6 4658 075063
90 x 75 x 90 10 6 4658 090075
110 x 90 x 110 10 5 4658 110090

PP T-fitting 90° 

both sides screw connection, with female thread at middle connection
material PP

gasket NBR

d ft PN
(bar)

pu
(piece)

order-no.

16 1/2“ 16 20 4659 016013
16 3/4“ 16 20 4659 016019
20 1/2“ 16 20 4659 020013
20 3/4“ 16 20 4659 020019
25 3/4“ 16 10 4659 025019
25 1“ 16 10 4659 025025
32 3/4“ 16 10 4659 032019
32 1“ 16 10 4659 032025
40 1“ 16 5 4659 040025
40 1 1/4“ 16 5 4659 040032
40 1 1/2“ 16 5 4659 040038
50 1 1/4“ 16 35 4659 050032
50 1 1/2“ 16 35 4659 050038
63 2“ 16 22 4659 063050
75 2“ 10 14 4659 075050
75 2 1/2“ 10 14 4659 075063
75 3“ 10 13 4659 075075
90 3“ 10 7 4659 090075
90 4“ 10 7 4659 090100
110 3“ 10 6 4659 110075
110 4“ 6 6 4659 110100
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PP T-fitting 90° 

both sides screw connection, with male thread at middle connection
material PP

gasket NBR

d mt PN
(bar)

pu
(piece)

order-no.

16 1/2“ 16 20 4660 016013
16 3/4“ 16 20 4660 016019
20 1/2“ 16 20 4660 020013
20 3/4“ 16 20 4660 020019
25 3/4“ 16 10 4660 025019
25 1“ 16 10 4660 025025
32 3/4“ 16 10 4660 032019
32 1“ 16 10 4660 032025
40 1“ 16 5 4660 040025
40 1 1/4“ 16 5 4660 040032
40 1 1/2“ 16 5 4660 040038
50 1 1/2“ 16 35 4660 050038
50 2“ 16 35 4660 050050
63 2“ 16 25 4660 063050
63 2 1/2“ 16 20 4660 063063
75 3“ 10 14 4660 075050
75 2 1/2“ 10 14 4660 075063
75 3“ 10 14 4660 075075
90 3“ 10 8 4660 090075
90 4“ 10 7 4660 090100
110 3“ 10 6 4660 110075
110 4“ 6 6 4660 110100

PP end plug 

one side screw connection
material PP

gasket NBR

d PN
(bar)

pu
(piece)

order-no.

16 16 20 4661 016000
20 16 20 4661 020000
25 16 20 4661 025000
32 16 20 4661 032000
40 16 10 4661 040000
50 16 10 4661 050000
63 16 70 4661 063000
75 10 40 4661 075000
90 10 22 4661 090000
110 10 12 4661 110000
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IBC adapter 

both sides female thread
material plastic

 ft order-no.

S 60 x 6 3/4“ 4616 060019

IBC adapter 

both sides female thread
material plastic

 ft order-no.

S 60 x 6 2“ 4616 060050

IBC adapter 

one side female thread, other side male thread
material plastic

 mt order-no.

S 60 x 6 2“ 4617 060050
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PE-LD pipe DIN 8072/73 PN 6 elastic 

norm DIN 8072/73

material PE-LD

colour black

d wall
(mm)

PN
(bar)

length
(m)

order-no.

15 1,7 6 100 4011 015017
22 2,4 6 100 4011 022024

Plastic pipe clip 

one part, grey, expandable
material plastic

clamping range
(mm)

pu
(piece)

order-no.

14-16 100 4987 014016
20-23 50 4987 020023

Equal straight Speedfit 
material PE

d pu
(piece)

order-no.

10 150/10 4900 010010
15 80/10 4900 015015
22 30/5 4900 022022

Equal straight, reduced Speedfit 
material PE

d pu
(piece)

order-no.

22 x 15 40/5 4900 022015

Reducer Speedfit 
material PE

d pu
(piece)

order-no.

15 x 22 70/10 4901 015022

90° equal elbow Speedfit 
material PE

d pu
(piece)

order-no.

15 50/10 4902 015015
22 25/5 4902 022022

90° stem elbow Speedfit 
material PE

d pu
(piece)

order-no.

15 80/10 4903 015015

Stop end Speedfit 
material PE

d pu
(piece)

order-no.

10 300/10 4904 010000
15 200/10 4904 015000
22 80/5 4904 022000
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90° equal T-fitting Speedfit 
material PE

d pu
(piece)

order-no.

15 40/5 4905 015000
22 15/5 4905 022000

90° reducing T-fitting Speedfit 
material PE

d pu
(piece)

order-no.

15 x 15 x 22 25/5 4906 151522
22 x 15 x 15 15/5 4906 221515
22 x 15 x 22 25/5 4906 222215

Emergency shut-off Speedfit 
not suitable for central heating systems, max. water temperatre +65°C
material PE

d pu
(piece)

order-no.

15 20/1 4907 015000
22 20/1 4907 022000

Adjustable stop valve Speedfit 
not suitable for central heating systems, max. water temperatre +65°C
material PE

d pu
(piece)

order-no.

15 20/1 4908 015000
22 20/1 4908 022000

Service valve Speedfit 
not suitable for central heating systems, max. water temperatre +65°C
material PE

d pu
(piece)

order-no.

15 50/5 4909 015000

Plug Speedfit 
material PE

d pu
(piece)

order-no.

10 400/10 4910 010000
15 300/10 4910 015000
22 150/5 4910 022000

Female coupler - tap connector Speedfit 
with female thread
material PE

d ft pu
(piece)

order-no.

15 1/2“ 100/10 4911 015013
15 3/4“ 70/5 4911 015019
22 3/4“ 50/5 4911 022019
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Male coupler - tap connector Speedfit 
with male thread
material PE

d mt pu
(piece)

order-no.

15 1/2“ 100/10 4912 015013
22 3/4“ 70/5 4912 022019

Straight tap connector Speedfit 
with female thread
material PE

d ft pu
(piece)

order-no.

15 1/2“ 50/5 4913 015013
15 3/4“ 50/5 4913 015019
22 3/4“ 40/5 4913 022019

Bent tap connector Speedfit 
with female thread
material PE

d ft pu
(piece)

order-no.

15 1/2“ 50/5 4914 015013

Collet looking clip Speedfit 
material PE, white

d pu
(piece)

order-no.

15 1000/100 4915 015000

Back plate elbow 90° Speedfit 
brass, suitable for central heating systems
material brass

d ft pu
(piece)

order-no.

15 1/2“ 20 4916 015013
22 3/4“ 20 4916 022019

Male coupler with taper thread Speedfit 
brass, suitable for central heating systems
material brass

d mt pu
(piece)

order-no.

15 1/2“ 100/5 4917 015013
22 3/4“ 50/5 4917 022019

Male stem adaptor with taper thread Speedfit 
brass, suitable for central heating systems
material brass

d mt pu
(piece)

order-no.

15 1/2“ 100 4918 015013
22 3/4“ 50 4918 015019

Pipe cuter 

d pu
(piece)

order-no.

4-28 50 4919 004028
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PP hose nozzle 90° 

with male thread and nozzle
material PP

mt nozzle 
(mm)

pu
(piece)

order-no.

1/2“ 13 25 4950 013013
1/2“ 15 25 4950 013015
1/2“ 19 25 4950 013019
3/4“ 15 25 4950 019015
3/4“ 19 25 4950 019019
3/4“ 25 25 4950 019025
1“ 25 25 4950 025025
1“ 30 25 4950 025030
1“ 32 25 4950 025032
1 1/4“ 25 25 4950 032025
1 1/4“ 30 25 4950 032030
1 1/4“ 32 25 4950 032032
1 1/4“ 35 25 4950 032035
1 1/4“ 40 25 4950 032040
1 1/2“ 30 25 4950 038030
1 1/2“ 32 25 4950 038032
1 1/2“ 35 25 4950 038035
1 1/2“ 38 25 4950 038038
1 1/2“ 40 25 4950 038040
2“ 50 10 4950 050050
2“ 52 10 4950 050052

PP hose nozzle 

straight with male thread and nozzle
material PP

mt nozzle 
(mm)

pu
(piece)

order-no.

1/2“ 13 25 4952 013013
1/2“ 15 25 4952 013015
1/2“ 19 25 4952 013019
1/2“ 22 25 4952 013022
3/4“ 13 25 4952 019013
3/4“ 15 25 4952 019015
3/4“ 20 25 4952 019019
3/4“ 22 25 4952 019022
3/4“ 25 25 4952 019025
1“ 19 25 4952 025019
1“ 25 25 4952 025025
1“ 30 25 4952 025030
1“ 32 25 4952 025032
1 1/4“ 25 25 4952 032025
1 1/4“ 30 25 4952 032030
1 1/4“ 32 25 4952 032032
1 1/4“ 35 25 4952 032035
1 1/4“ 38 25 4952 032038
1 1/4“ 40 25 4952 032040
1 1/2“ 40 25 4952 038040
1 1/2“ 45 25 4952 038045
1 1/2“ 50 25 4952 038050
2“ 52 10 4952 050000

PP nut 
hexagonal
material PP

ft pu
(piece)

order-no.

1/2“ 25 4955 013000
3/4“ 25 4955 019000
1“ 25 4955 025000
1 1/4“ 25 4955 032000
1 1/2“ 25 4955 038000
2“ 10 4955 050000
2 1/2“ 10 4955 063000
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PP nut 
hexagonal
material PP

ft pu
(piece)

order-no.

3/8“ 20 4963 010000
1/2“ 20 4963 013000
3/4“ 20 4963 019000
1“ 20 4963 025000
1 1/4“ 10 4963 032000
1 1/2“ 10 4963 038000
2“ 10 4963 050000

PP hose nozzle two-part 
straight with female thread and nozzle
material PP

ft nozzle 
(mm)

PN
(bar)

pu
(piece)

order-no.

1/4“ 7 6 20 4967 006007
3/8“ 9 6 20 4967 010009
3/8“ 10 6 20 4967 010010
3/8“ 12 6 20 4967 010012
1/2“ 13 6 20 4967 013013
1/2“ 16 6 20 4967 013016
3/4“ 10 6 20 4967 019010
3/4“ 12 6 20 4967 019012
3/4“ 13 6 20 4967 019013
3/4“ 16 6 20 4967 019016
3/4“ 19 6 20 4967 019019
3/4“ 20 6 20 4967 019020
1“ 20 6 10 4967 025020
1“ 22 6 10 4967 025022
1“ 25 6 10 4967 025025
1 1/4“ 20 6 10 4967 032020
1 1/4“ 25 6 10 4967 032025
1 1/4“ 30 6 10 4967 032030
1 1/4“ 32 6 10 4967 032032
1 1/2“ 38 6 5 4967 038038
1 1/2“ 40 6 5 4967 038040
2“ 50 6 5 4967 050050

PP hose nozzle 90° two-part 
bent with female thread and nozzle
material PP

ft nozzle 
(mm)

PN
(bar)

pu
(piece)

order-no.

1/2“ 12 6 20 4968 013012
3/4“ 12 6 20 4968 019012
3/4“ 16 6 20 4968 019016
3/4“ 20 6 20 4968 019020
1“ 22 6 10 4968 025022
1“ 25 6 10 4968 025025
1 1/4“ 25 6 10 4968 032025
1 1/4“ 30 6 10 4968 032030
1 1/4“ 32 6 10 4968 032032
1 1/2“ 40 6 5 4968 038040
2“ 50 6 5 4968 050050
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PP hose nozzle 

straight with male thread and nozzle
material PP

mt nozzle 
(mm)

PN
(bar)

pu
(piece)

order-no.

1/2“ 13 6 20 4969 013013
1/2“ 20 6 20 4969 013020
3/4“ 13 6 20 4969 019013
3/4“ 16 6 20 4969 019016
3/4“ 20 6 20 4969 019020
3/4“ 25 6 20 4969 019025
1“ 25 6 10 4969 025025
1“ 32 6 10 4969 025032
1 1/4“ 25 6 10 4969 032025
1 1/4“ 32 6 10 4969 032032
1 1/4” 40 6 10 4969 032040
1 1/2“ 38 6 5 4969 038038
1 1/2“ 40 6 5 4969 038040
1 1/2“ 50 6 5 4969 038050
2“ 50 6 5 4969 050050

PP tank adaptor 

with safety collar and EPDM gasket
material PP

mt PN
(bar)

pu
(piece)

order-no.

1/2“ 10 20 4970 013000
3/4“ 10 20 4970 019000
1“ 10 10 4970 025000
1 1/4“ 10 10 4970 032000
1 1/2“ 10 5 4970 038000
2“ 10 5 4970 050000

PP hose nozzle 90° 

bent with male thread and nozzle
material PP

mt nozzle 
(mm)

PN
(bar)

pu
(piece)

order-no.

1/2“ 12 6 25 4971 013012
1/2“ 13 6 25 4971 013013
1/2“ 16 6 25 4971 013016
1/2“ 20 6 25 4971 013020
3/4“ 12 6 25 4971 019012
3/4“ 20 6 25 4971 019020
3/4“ 22 6 25 4971 019022
3/4“ 25 6 25 4971 019025
1“ 22 6 25 4971 025022
1“ 25 6 25 4971 025025
1“ 30 6 25 4971 025030
1“ 32 6 25 4971 025032
1 1/4“ 30 6 25 4971 032030
1 1/4“ 32 6 25 4971 032032
1 1/2“ 40 6 10 4971 038040
2“ 50 6 10 4971 050050
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B2B-Online-Shop:
www.huecobi.de

Your quick and easy access to our range, real-time availability, net purchase prices, recurring 

shopping carts or a simple order. Regardless of whether you need a roll of hose, a suitable hose 

coupling or a fitting.

At www.huecobi.de we help you to 

find quickly the product you want. And 

if you ever need help, our technical 

advisor chat is available, or you can 

call us on +49() 521.39068.0.

Your advantages: 

• Available 24 hours a day, 7 days a week

• all information immediately available

• personal net prices

• Recurring shopping carts possible

• all products in one view

• alternativ products and accessories

• Product filter for quick search

• Overview of availability

• fast processing and shipping

4
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Brass fittings
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Brass double nipple 

both sides male thread, flat sealing
material brass

mt order-no.

1/8” 3360 003000
1/4“ 3360 006000
3/8“ 3360 010000
1/2“ 3360 013000
3/4“ 3360 019000
1“ 3360 025000
1 1/4“ 3360 032000
1 1/2“ 3360 038000
2“ 3360 050000
2 1/2“ 3360 063000
3“ 3360 075000

Brass double nipple, reduced 

both sides male thread, flat sealing
material brass

mt order-no.

3/8“ x 1/4“ 3361 010006
1/2“ x 3/8“ 3361 013010
3/4“ x 1/2“ 3361 019013
1” x 1/2” 3361 025013
1“ x 3/4“ 3361 025019
1 1/4“ x 1“ 3361 032025
1 1/2” x 1“ 3361 038025
1 1/2“ x 1 1/4“ 3361 038032
2“ x 1 1/2“ 3361 050038

Brass double nipple, reduced 

one side female thread, other side male thread, flat sealing
material brass

ft/mt order-no.

3/8“ x 1/2“ 3362 010013
1/2“ x 3/4“ 3362 013019
3/4“ x 1“ 3362 019025
1“ x 1 1/4“ 3362 025032

Brass double nipple, reduced 

one side male thread, other side female thread, flat sealing
material brass

mt/ft order-no.

1/4“ x 3/8“ 3363 006010
3/8“ x 1/2“ 3363 010013
1/2“ x 3/4“ 3363 013019
3/4“ x 1“ 3363 019025
1“ x 1 1/4“ 3363 025032
1“ x 1 1/2“ 3363 025038
1“ x 2“ 3363 025050
1 1/2“ x 2“ 3363 038050



263

Flexible hoses 
and fittings

Further information can be found on www.huecobi.de

Brass fittings

5

M
etal fittings

Brass reducing nipple 

one side male thread, other side female thread, flat sealing
material brass

mt/ft order-no.

1/4“ x 1/8“ 3364 006003
3/8“ x 1/4“ 3364 010006
1/2“ x 1/4“ 3364 013006
1/2“ x 3/8“ 3364 013010
3/4“ x 1/4“ 3364 019006
3/4“ x 1/2“ 3364 019013
1“ x 1/2“ 3364 025013
1“ x 3/4“ 3364 025019
1 1/4“ x 3/4“ 3364 032019
1 1/4“ x 1“ 3364 032025
1 1/2“ x 1 1/4“ 3364 038032
2“ x 1“ 3364 050025
2“ x 1 1/4“ 3364 050032
2“ x 1 1/2“ 3364 050038
3“ x 2“ 3364 075050

Brass elbow 90° 

both sides female thread
material brass

ft order-no.

1/4“ 3365 006000
3/8“ 3365 010000
1/2“ 3365 013000
3/4“ 3365 019000
1“ 3365 025000
1 1/4“ 3365 032000
1 1/2“ 3365 038000
2“ 3365 050000

Brass elbow 90° 

one side female thread, other side male thread
material brass

ft/mt order-no.

1/4“ 3366 006000
3/8“ 3366 010000
1/2“ 3366 013000
3/4“ 3366 019000
1“ 3366 025000
1 1/4“ 3366 032000
1 1/2“ 3366 038000
2“ 3366 050000

Brass T-fitting 90° 

all sides female thread
material brass

ft order-no.

1/4“ 3367 006000
3/8“ 3367 010000
1/2“ 3367 013000
3/4“ 3367 019000
1“ 3367 025000
1 1/4“ 3367 032000
1 1/2“ 3367 038000
2“ 3367 050000
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Brass T-fitting, reduced 

all sides female thread
material brass

ft order-no.

3/4“ x 1/2“ x 3/4“ 3359 019013
1“ x 3/4“ x 1“ 3359 025019

Brass Y-fitting 

2 x male thread / 1 x female thread, nominal diameter 1/2“
material brass

ft mt order-no.

3/4“ 3/4“ 3368 019000

Brass sleeve 

both sides female thread
material brass

ft order-no.

1/4“ 3369 006000
3/8“ 3369 010000
1/2“ 3369 013000
3/4“ 3369 019000
1“ 3369 025000
1 1/4“ 3369 032000
1 1/2“ 3369 038000
2“ 3369 050000

Brass sleeve, reduced 

both sides female thread
material brass

ft order-no.

3/8“ x 1/4“ 3370 010006
1/2“ x 3/8“ 3370 013010
1/2“ x 3/4“ 3370 013019
3/4“ x 1“ 3370 019025
1“ x 1 1/4“ 3370 025032
1 1/2“ x 1 1/4“ 3370 038032
2“ x 1 1/2“ 3370 050038

Brass cap 

with female thread
material brass

ft order-no.

3/8“ 3371 010000
1/2“ 3371 013000
3/4“ 3371 019000
1“ 3371 025000

Brass plug 

with male thread
material brass

mt order-no.

1/4” 3372 006000
3/8“ 3372 010000
1/2“ 3372 013000
3/4“ 3372 019000
1“ 3372 025000
1 1/4“ 3372 032000
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Brass hose screw connection 

two-part, with union nut, flat sealing
material brass

for hose 
I.-Ø (mm)

ft pu
(piece)

order-no.

13 3/4“ 25 3325 013019
19 1“ 25 3325 019025
13 1/2“ 25 3337 013013

Brass hose screw connection 

one-part with male thread, with bead and gasket
material brass

for hose 
I.-Ø (mm)

mt pu
(piece)

order-no.

13 3/4“ 25 3326 013019
19 1“ 25 3326 019025
25 1 1/4“ 25 3326 025032

Brass elbow screw connection 

two-part, warm pressed, with union nut, flat sealing
material brass

for hose 
I.-Ø (mm)

ft pu
(piece)

order-no.

13 3/4“ 25 3327 013019
19 1“ 25 3327 019025

Brass hose nozzle 

with male thread
material brass

for hose 
I.-Ø (mm)

mt order-no.

13 1/2“ 3336 013013

Brass hose nozzle 

with female thread
material brass

for hose 
I.-Ø (mm)

ft order-no.

13 1/2“ 3331 013013
19 3/4“ 3331 019019
25 1“ 3331 025025

Brass standpipe screw connection 

three-part with male thread, flat sealing
material brass

for hose 
I.-Ø (mm)

mt pu
(piece)

order-no.

19 3/4“ 25 3332 019019
25 1“ 10 3332 025025
32 1 1/4“ 10 3332 032032

Brass hose connector 

massive
material brass

for hose 
I.-Ø (mm)

order-no.

10 3334 010000
13 3334 013000
19 3334 019000

Brass T-fitting hose connector 90° 

massive
material brass

for hose 
I.-Ø (mm)

pu
(piece)

order-no.

13 25 3335 013000
19 25 3335 019000
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Bend 90° Nr. 1 

one side female thread, other side male thread
material galvanized malleable cast iron

ft/mt order-no.

1/4“ 3701 006000
3/8“ 3701 010000
1/2“ 3701 013000
3/4“ 3701 019000
1“ 3701 025000
1 1/4“ 3701 032000
1 1/2“ 3701 038000
2“ 3701 050000
2 1/2“ 3701 063000
3“ 3701 075000
4“ 3701 100000

Bend 90° Nr. 2 

both sides female thread
material galvanized malleable cast iron

ft order-no.

3/8“ 3703 010000
1/2“ 3703 013000
3/4“ 3703 019000
1“ 3703 025000
1 1/4“ 3703 032000
1 1/2“ 3703 038000
2“ 3703 050000
2 1/2“ 3703 063000
3“ 3703 075000
4“ 3703 100000

Bend 45° Nr. 40 

one side female thread, other side male thread
material galvanized malleable cast iron

ft/mt order-no.

3/8“ 3706 010000
1/2“ 3706 013000
3/4“ 3706 019000
1“ 3706 025000
1 1/4“ 3706 032000
1 1/2“ 3706 038000
2“ 3706 050000
2 1/2“ 3706 063000
3“ 3706 075000
4“ 3706 100000

Bend 45° Nr. 41 

both sides female thread
material galvanized malleable cast iron

ft order-no.

3/8“ 3707 010000
1/2“ 3707 013000
3/4“ 3707 019000
1“ 3707 025000
1 1/4“ 3707 032000
1 1/2“ 3707 038000
2“ 3707 050000
2 1/2“ 3707 063000
3“ 3707 075000
4“ 3707 100000
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Elbow 90° Nr. 90 

both sides female thread
material galvanized malleable cast iron

ft order-no.

1/4“ 3709 006000
3/8“ 3709 010000
1/2“ 3709 013000
3/4“ 3709 019000
1“ 3709 025000
1 1/4“ 3709 032000
1 1/2“ 3709 038000
2“ 3709 050000
2 1/2“ 3709 063000
3“ 3709 075000
4“ 3709 100000

Reducing elbow 90° Nr. 90 

both sides female thread
material galvanized malleable cast iron

ft order-no.

3/4“  x 1/2“ 3709 019013
1“  x 1/2“ 3709 025013
1“  x 3/4“ 3709 025019
1 1/4“  x 3/4“ 3709 032019
1 1/4“  x 1“ 3709 032025
1 1/2“  x 3/4“ 3709 038019
1 1/2“  x 1“ 3709 038025
1 1/2“  x 1 1/4“ 3709 038032
2“ x 1“ 3709 050025
2“  x 1 1/4“ 3709 050032
2“  x 1 1/2“ 3709 050038

Elbow 90° Nr. 92 

one side female thread, other side male thread
material galvanized malleable cast iron

ft/mt order-no.

1/4“ 3710 006000
3/8“ 3710 010000
1/2“ 3710 013000
3/4“ 3710 019000
1“ 3710 025000
1 1/4“ 3710 032000
1 1/2“ 3710 038000
2“ 3710 050000
2 1/2“ 3710 063000
3“ 3710 075000
4“ 3710 100000

Elbow screw connection Nr. 96 

both sides female thread, conical sealing
material galvanized malleable cast iron

ft order-no.

3/8“ 3712 010000
1/2“ 3712 013000
3/4“ 3712 019000
1“ 3712 025000
1 1/4“ 3712 032000
1 1/2“ 3712 038000
2“ 3712 050000
2 1/2“ 3712 063000
3“ 3712 075000
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Screw connection no. 98 

one side male thread, other side female thread, conical sealing
material galvanized malleable cast iron

ft/mt order-no.

3/8“ 3714 010000
1/2“ 3714 013000
3/4“ 3714 019000
1“ 3714 025000
1 1/4“ 3714 032000
1 1/2“ 3714 038000
2“ 3714 050000
2 1/2“ 3714 063000
3“ 3714 075000

Elbow 45° Nr. 120 

both sides female thread
material galvanized malleable cast iron

ft order-no.

1/2“ 3715 013000
3/4“ 3715 019000
1“ 3715 025000
1 1/4“ 3715 032000
1 1/2“ 3715 038000
2“ 3715 050000

Elbow 45° Nr. 121 

one side female thread, other side male thread
material galvanized malleable cast iron

ft/mt order-no.

1/2“ 3716 013000
3/4“ 3716 019000
1“ 3716 025000
1 1/4“ 3716 032000
1 1/2“ 3716 038000
2“ 3716 050000

T-fitting 90° Nr. 130 

all sides female thread
material galvanized malleable cast iron

ft order-no.

1/4“ 3717 006000
3/8“ 3717 010000
1/2“ 3717 013000
3/4“ 3717 019000
1“ 3717 025000
1 1/4“ 3717 032000
1 1/2“ 3717 038000
2“ 3717 050000
2 1/2“ 3717 063000
3“ 3717 075000
4“ 3717 100000
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T-fitting 90° reduced no. 130 

all sides female thread with reduced middle outlet
material galvanized malleable cast iron

ft order-no.

3/4“ x 1/2“ x 3/4“ 3717 019013
3/4“ x 1“ x 3/4“ 3717 019025
1“ x 1/2“ x 1“ 3717 025013
1“ x 3/4“ x 1“ 3717 025019
1“ x 1 1/2“ x 1“ 3717 025038
1“ x 2“ x 2“ 3717 025050
1 1/4“ x 1/2“ x 1 1/4“ 3717 032013
1 1/4“ x 3/4“ x 1 1/4“ 3717 032019
1 1/4“ x 1“ x 1 1/4“ 3717 032025
1 1/2“ x 1/2“ x 1 1/2“ 3717 038013
1 1/2“  x 3/4“ x 1 1/2“ 3717 038019
1 1/2“ x 1“ x 1 1/2“ 3717 038025
1 1/2“ x 1 1/4“ x 1 1/2“ 3717 038032
2“ x 1“ x 2“ 3717 050025
2“ x 1 1/4“ x 2“ 3717 050032
2“ x 1 1/2“ x 2“ 3717 050038
2 1/2“ x 2“ x 2 1/2“ 3717 063050
3“ x 2“ x 3“ 3717 075050
1“ x 1 1/2“ x 1 1/2“ 3717 253838

Cross fitting no.180 

all sides female thread
material galvanized malleable cast iron

ft order-no.

1/4“ 3720 006000
3/8“ 3720 010000
1/2“ 3720 013000
3/4“ 3720 019000
1“ 3720 025000
1 1/4“ 3720 032000
1 1/2“ 3720 038000
2“ 3720 050000
2 1/2“ 3720 063000
3“ 3720 075000
4“ 3720 100000

Elbow connector no. 221 

all sides female thread
material galvanized malleable cast iron

ft order-no.

1/2“ 3721 013000
3/4“ 3721 019000
1“ 3721 025000
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Reducing sleeve no. 240 

both sides female thread
material galvanized malleable cast iron

ft order-no.

3/8“ x 1/4“ 3723 010006
1/2“ x 1/4“ 3723 013006
1/2“ x 3/8“ 3723 013010
3/4“ x 1/4“ 3723 019006
3/4“ x 3/8“ 3723 019010
3/4“ x 1/2“ 3723 019013
1“ x 1/2“ 3723 025013
1“ x 3/4“ 3723 025019
1 1/4“ x 1/2“ 3723 032013
1 1/4“ x 3/4“ 3723 032019
1 1/4“ x 1“ 3723 032025
1 1/2“ x 1/2“ 3723 038013
1 1/2“ x 3/4“ 3723 038019
1 1/2“ x 1“ 3723 038025
1 1/2“ x 1 1/4“ 3723 038032
2“ x 1/2“ 3723 050013
2“ x 3/4“ 3723 050019
2“ x 1“ 3723 050025
2“ x 1 1/4“ 3723 050032
2“ x 1 1/2“ 3723 050038
2 1/2“ x 2“ 3723 063050
3“ x 1 1/2“ 3723 075038
3“ x 2“ 3723 075050
3“ x 2 1/2“ 3723 075063
4“ x 2“ 3723 100050
4“ x 2 1/2“ 3723 100063
4“  x 3“ 3723 100075

Reducing nipple no. 241 

one side male thread, other side female thread
material galvanized malleable cast iron

mt/ft order-no.

1/4“ x 1/8“ 3724 006003
3/8“ x 1/8“ 3724 010003
3/8“ x 1/4“ 3724 010006
1/2“ x 1/8“ 3724 013003
1/2“ x 1/4“ 3724 013006
1/2“ x 3/8“ 3724 013010
3/4“ x 1/4“ 3724 019006
3/4“ x 3/8“ 3724 019010
3/4“ x 1/2“ 3724 019013
1“ x 1/4“ 3724 025006
1“ x 3/8“ 3724 025010
1“ x 1/2“ 3724 025013
1“ x 3/4“ 3724 025019
1 1/4“ x 1/2“ 3724 032013
1 1/4“  x 3/4“ 3724 032019
1 1/4“ x 1“ 3724 032025
1 1/2“ x 3/8“ 3724 038010
1 1/2“ x 1/2“ 3724 038013
1 1/2“ x 3/4“ 3724 038019
1 1/2“ x 1“ 3724 038025
1 1/2“ x 1 1/4“ 3724 038032
2“ x 1/2“ 3724 050013
2“ x 3/4“ 3724 050019
2“ x 1“ 3724 050025
2“ x 1 1/4“ 3724 050032
2“ x 1 1/2“ 3724 050038
2 1/2“ x 3/4“ 3724 063019
2 1/2“ x 1“ 3724 063025
2 1/2“ x 1 1/4“ 3724 063032
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Reducing nipple no. 241 

one side male thread, other side female thread
material galvanized malleable cast iron

mt/ft order-no.

2 1/2“ x 1 1/2“ 3724 063038
2 1/2“ x 2“ 3724 063050
3“ x 1“ 3724 075025
3“ x 1 1/4“ 3724 075032
3“ x 1 1/2“ 3724 075038
3“ x 2“ 3724 075050
3“ x 2 1/2“ 3724 075063
4“ x 2“ 3724 100050
4“ x 2 1/2“ 3724 100063
4“ x 3“ 3724 100075

Reducing double nipple no. 245 

both sides male thread
material galvanized malleable cast iron

mt order-no.

1/4“ x 1/8“ 3725 006003
3/8“ x 1/4“ 3725 010006
1/2“ x 1/4“ 3725 013006
1/2“ x 3/8“ 3725 013010
3/4“ x 1/2“ 3725 019013
1“ x 1/2“ 3725 025013
1“ x 3/4“ 3725 025019
1 1/4“ x 1/2“ 3725 032013
1 1/4“ x 3/4“ 3725 032019
1 1/4“ x 1“ 3725 032025
1 1/2“ x 3/4“ 3725 038019
1 1/2“ x 1“ 3725 038025
1 1/2“ x 1 1/4“ 3725 038032
2“ x 1“ 3725 050025
2“ x 1 1/4“ 3725 050032
2“ x 1 1/2“ 3725 050038
2 1/2“ x 1 1/2“ 3725 063038
2 1/2“ x 2“ 3725 063050
3“ x 2“ 3725 075050
3“ x 2 1/2“ 3725 075063
4“ x 3“ 3725 100075

Reducing sleeve no. 246 

one side female thread, other side male thread
material galvanized malleable cast iron

ft/mt order-no.

3/8“ x 1/4“ 3726 010006
1/2“ x 1/4“ 3726 013006
1/2“ x 3/8“ 3726 013010
3/4“ x 3/8“ 3726 019010
3/4“ x 1/2“ 3726 019013
1“ x 1/2“ 3726 025013
1“ x 3/4“ 3726 025019
1 1/4“ x 1/2“ 3726 032013
1 1/4“ x 3/4“ 3726 032019
1 1/4“ x 1“ 3726 032025
1 1/2“ x 3/4“ 3726 038019
1 1/2“ x 1“ 3726 038025
1 1/2“ x 1 1/4“ 3726 038032
2“ x 1“ 3726 050025
2“ x 1 1/4“ 3726 050032
2“ x 1 1/2“ 3726 050038
2 1/2“ x 2“ 3726 063050
3“ x 2“ 3726 075050
3“ x 2 1/2“ 3726 075063
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Sleeve no. 270 

both sides female thread
material galvanized malleable cast iron

ft order-no.

1/8“ 3727 003000
1/4“ 3727 006000
3/8“ 3727 010000
1/2“ 3727 013000
3/4“ 3727 019000
1“ 3727 025000
1 1/4“ 3727 032000
1 1/2“ 3727 038000
2“ 3727 050000
2 1/2“ 3727 063000
3“ 3727 075000
4“ 3727 100000

Double nipple no. 280 

both sides male thread
material galvanized malleable cast iron

mt order-no.

1/8“ 3729 003000
1/4“ 3729 006000
3/8“ 3729 010000
1/2“ 3729 013000
3/4“ 3729 019000
1“ 3729 025000
1 1/4“ 3729 032000
1 1/2“ 3729 038000
2“ 3729 050000
2 1/2“ 3729 063000
3“ 3729 075000
4“ 3729 100000

Plug no. 290 

with male thread
material galvanized malleable cast iron

mt order-no.

1/8“ 3730 003000
1/4“ 3730 006000
3/8“ 3730 010000
1/2“ 3730 013000
3/4“ 3730 019000
1“ 3730 025000
1 1/4“ 3730 032000
1 1/2“ 3730 038000
2“ 3730 050000
2 1/2“ 3730 063000
3“ 3730 075000
4“ 3730 100000

Cap no. 300 

with female thread
material galvanized malleable cast iron

ft order-no.

1/4“ 3732 006000
3/8“ 3732 010000
1/2“ 3732 013000
3/4“ 3732 019000
1“ 3732 025000
1 1/4“ 3732 032000
1 1/2“ 3732 038000
2“ 3732 050000
2 1/2“ 3732 063000
3“ 3732 075000
4“ 3732 100000
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Screw connection no. 330 

both sides female thread, flat sealing, without gasket
material galvanized malleable cast iron

ft order-no.

3/8“ 3736 010000
1/2“ 3736 013000
3/4“ 3736 019000
1“ 3736 025000
1 1/4“ 3736 032000
1 1/2“ 3736 038000
2“ 3736 050000
2 1/2“ 3736 063000
3“ 3736 075000

Screw connection no. 340 

both sides female thread, conical sealing
material galvanized malleable cast iron

ft order-no.

3/8“ 3737 010000
1/2“ 3737 013000
3/4“ 3737 019000
1“ 3737 025000
1 1/4“ 3737 032000
1 1/2“ 3737 038000
2“ 3737 050000
2 1/2“ 3737 063000
3“ 3737 075000
4“ 3737 100000

Screw connection no. 341 

one side male thread, other side female thread,  
conical sealing
material galvanized malleable cast iron

ft/mt order-no.

3/8“ 3738 010000
1/2“ 3738 013000
3/4“ 3738 019000
1“ 3738 025000
1 1/4“ 3738 032000
1 1/2“ 3738 038000
2“ 3738 050000
2 1/2“ 3738 063000
3“ 3738 075000
4“ 3738 100000

Screw connection no. 331 

without gasket, one side female thread, other side male thread, flat sealing
material galvanized malleable cast iron

ft/mt order-no.

3/8“ 3739 010000
1/2“ 3739 013000
3/4“ 3739 019000
1“ 3739 025000
1 1/4“ 3739 032000
1 1/2“ 3739 038000
2“ 3739 050000
2 1/2“ 3739 063000
3“ 3739 075000
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Gasket for galvanized malleable cast iron fittings 

 order-no.

3/8“ 3749 010000
1/2“ 3749 013000
3/4“ 3749 019000
1“ 3749 025000
1 1/4“ 3749 032000
1 1/2“ 3749 038000
2“ 3749 050000
2 1/2“ 3749 063000
3“ 3749 075000

Rubber compensator with galvanized malleable cast iron screw connections 

with female thread, made of NBR
temperature range max +100°C

material galvanized maleable cast iron, NBR

ft length
(mm)

PN
(bar)

order-no.

1“ 200 10 3779 025000
1 1/4“ 200 10 3779 032000
1 1/2“ 200 10 3779 038000
2“ 200 10 3779 050000
2 1/2“ 200 10 3779 063000

Ceiling elbow no. 471 

both sides female thread, with 3-point fastening
material galvanized malleable cast iron

ft order-no.

1/2“ 3740 013000
3/4“ 3740 019000
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Sleeve 

both sides female thread
material galvanized malleable cast iron

ft order-no.

1“ 3751 025000
2“ 3751 050000
3“ 3751 075000
4“ 3751 100000

Pipe double nipple no. 23 galvanized 

both sides male thread according to DIN 2982
material made of welded pipe DIN 2440, galvanized

mt length
(mm)

order-no.

1/4“ 60 3750 006060
1/4“ 80 3750 006080
1/4“ 100 3750 006100
1/4“ 150 3750 006150
3/8“ 100 3750 010100
1/2“ 40 3750 013040
1/2“ 60 3750 013060
1/2“ 80 3750 013080
1/2“ 100 3750 013100
1/2“ 120 3750 013120
1/2“ 150 3750 013150
1/2“ 180 3750 013180
1/2“ 200 3750 013200
3/4“ 1500 3750 019015
3/4“ 40 3750 019040
3/4“ 60 3750 019060
3/4“ 80 3750 019080
3/4“ 100 3750 019100
3/4“ 120 3750 019120
3/4“ 150 3750 019150
3/4“ 180 3750 019180
3/4“ 200 3750 019200
1“ 40 3750 025040
1“ 60 3750 025060
1“ 80 3750 025080
1“ 100 3750 025100
1“ 120 3750 025120
1“ 150 3750 025150
1“ 180 3750 025180
1“ 200 3750 025200
1 1/4“ 40 3750 032040
1 1/4“ 60 3750 032060
1 1/4“ 80 3750 032080
1 1/4“ 100 3750 032100
1 1/4“ 120 3750 032120
1 1/4“ 150 3750 032150
1 1/4“ 180 3750 032180
1 1/4“ 200 3750 032200
1 1/2“ 40 3750 038040
1 1/2“ 60 3750 038060
1 1/2“ 80 3750 038080
1 1/2“ 100 3750 038100
1 1/2“ 120 3750 038120
1 1/2“ 150 3750 038150
1 1/2“ 180 3750 038180
1 1/2“ 200 3750 038200
2“ 40 3750 050040
2“ 60 3750 050060
2“ 80 3750 050080
2“ 100 3750 050100
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Pipe double nipple no. 23 galvanized 

both sides male thread according to DIN 2982
material made of welded pipe DIN 2440, galvanized

mt length
(mm)

order-no.

2“ 120 3750 050120
2“ 150 3750 050150
2“ 180 3750 050180
2“ 200 3750 050200
2“ 300 3750 050300
2 1/2“ 100 3750 063100
3“ 100 3750 075100
3“ 200 3750 075200
4“ 100 3750 100100
4“ 200 3750 100200

Forging steel sleeve no. 16 

both sides female thread
material steel, black

ft order-no.

1/4“ 3851 006000
3/8“ 3851 010000
1/2“ 3851 013000
3/4“ 3851 019000
1“ 3851 025000
1 1/4“ 3851 032000
1 1/2“ 3851 038000
2“ 3851 050000
2 1/2“ 3851 063000
3“ 3851 075000
4“ 3851 100000
5“ 3851 125000
6“ 3851 150000

Pipe double nipple no. 23 black 

both sides male thread according to DIN 2982
material made of welded pipe DIN 2440, galvanized

mt length
(mm)

order-no.

1/2“ 40 3850 013040
1/2“ 60 3850 013060
1/2“ 80 3850 013080
1/2“ 100 3850 013100
1/2“ 120 3850 013120
1/2“ 150 3850 013150
1/2“ 180 3850 013180
1/2“ 200 3850 013200
3/4“ 40 3850 019040
3/4“ 60 3850 019060
3/4“ 80 3850 019080
3/4“ 100 3850 019100
3/4“ 120 3850 019120
3/4“ 150 3850 019150
3/4“ 180 3850 019180
3/4“ 200 3850 019200
1“ 40 3850 025040
1“ 60 3850 025060
1“ 80 3850 025080
1“ 100 3850 025100
1“ 120 3850 025120
1“ 150 3850 025150
1“ 180 3850 025180
1“ 200 3850 025200
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Pipe double nipple no. 23 black 

both sides male thread according to DIN 2982
material made of welded pipe DIN 2440, galvanized

mt length
(mm)

order-no.

1 1/4“ 40 3850 032040
1 1/4“ 60 3850 032060
1 1/4“ 80 3850 032080
1 1/4“ 100 3850 032100
1 1/4“ 120 3850 032120
1 1/4“ 150 3850 032150
1 1/4“ 180 3850 032180
1 1/4“ 200 3850 032200
1 1/2“ 40 3850 038040
1 1/2“ 60 3850 038060
1 1/2“ 80 3850 038080
1 1/2“ 100 3850 038100
1 1/2“ 120 3850 038120
1 1/2“ 150 3850 038150
1 1/2“ 180 3850 038180
1 1/2“ 200 3850 038200
2“ 40 3850 050040
2“ 60 3850 050060
2“ 80 3850 050080
2“ 100 3850 050100
2“ 120 3850 050120
2“ 150 3850 050150
2“ 180 3850 050180
2“ 200 3850 050200
2“ 400 3850 050400
2 1/2“ 200 3850 063200
3“ 120 3850 075120
3“ 200 3850 075200
4“ 200 3850 100200

Wall retainer for pipes 

useable for gas and water pipes, DIN 2440/2441
material steel, galvanized

 length
(mm)

pu
(piece)

order-no.

3/8“ 150 100 3790 010150
1/2“ 90 100 3790 013090
1/2“ 150 100 3790 013150
3/4“ 90 100 3790 019090
3/4“ 150 100 3790 019150
1“ 150 50 3790 025150
1 1/4“ 90 50 3790 032090
1 1/2“ 90 50 3790 038090
1 1/2“ 150 50 3790 038150
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Pipe clamp 

with rubber inlay, 2-part, galvanized type A: slit on one side with quick release, type B: both 
sides screw
material steel, galvanized

 ft clamping range
(mm)

pu
(piece)

order-no.

type A M8 12-14 150 3791 012014
type A M8 15-19 150 3791 015019
type A M8 20-23 100 3791 020023
type B M8 20-25 100 3791 020025
type A M8 24-28 100 3791 024028
type B M8 26-30 100 3791 026030
type A M8 31-35 50 3791 031035
type A M8 40-43 50 3791 040043
type A M8 44-49 50 3791 044049
type A M8/M10 50-56 50 3791 050056
type A M8/M10 57-61 50 3791 057061
type B M8/M10 60-64 25 3791 060064
type A M8/M10 63-67 50 3791 063067
type A M8/M10 74-80 50 3791 074080
type A M8/M10 83-91 50 3791 083091
type A M8/M10 101-106 25 3791 101106
type A M8/M10 108-114 25 3791 108114
type A M8/M10 122-125 25 3791 122125
type A M10 131-135 25 3791 131135
type A M10 140-144 15 3791 140144
type A M10 159-163 15 3791 159163
type A M10 193-200 15 3791 193200

Stud screw 

inside drive TX
material steel 4.8, galvanized

mt length
(mm)

pu
(piece)

order-no.

M6 60 100 3793 006060
M8 50 100 3793 008050
M8 80 100 3793 008080
M8 100 100 3793 008100
M8 120 100 3793 008120
M8 140 50 3793 008140
M8 160 50 3793 008160
M10 50 100 3793 010060
M10 80 100 3793 010080
M10 100 100 3793 010100

Threaded rod 

norm DIN 976-1 A

material steel 4.8, galvanized

mt length
(mm)

pu
(piece)

order-no.

M8 1000 50 3794 008001
M10 1000 25 3794 010001
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Elbow 90° 

both sides female thread
material stainless steel

ft order-no.

1/8“ 5070 003000
1/4“ 5070 006000
3/8“ 5070 010000
1/2“ 5070 013000
3/4“ 5070 019000
1“ 5070 025000
1 1/4“ 5070 032000
1 1/2“ 5070 038000
2“ 5070 050000
2 1/2“ 5070 063000
3“ 5070 075000

Elbow 90° 

one side female thread, other side male thread
material stainless steel

ft/mt order-no.

1/8“ 5075 003000
1/4“ 5075 006000
3/8“ 5075 010000
1/2“ 5075 013000
3/4“ 5075 019000
1“ 5075 025000
1 1/4“ 5075 032000
1 1/2“ 5075 038000
2“ 5075 050000
2 1/2“ 5075 063000
3“ 5075 075000

Elbow 45° 

both sides female thread
material stainless steel

ft order-no.

1/8“ 5065 003000
1/4“ 5065 006000
3/8“ 5065 010000
1/2“ 5065 013000
3/4“ 5065 019000
1“ 5065 025000
1 1/2“ 5065 038000
2“ 5065 050000
2 1/2“ 5065 063000
3“ 5065 075000
4“ 5065 100000

T-fitting 

all sides female thread
material stainless steel

ft order-no.

1/8“ 5080 003000
1/4“ 5080 006000
3/8“ 5080 010000
1/2“ 5080 013000
3/4“ 5080 019000
1“ 5080 025000
1 1/4“ 5080 032000
1 1/2“ 5080 038000
2“ 5080 050000
2 1/2“ 5080 063000
3“ 5080 075000
4“ 5080 100000
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Cross fitting 

all sides female thread
material stainless steel

ft order-no.

1/8“ 5085 003000
1/4“ 5085 006000
3/8“ 5085 010000
1/2“ 5085 013000
3/4“ 5085 019000
1“ 5085 025000
1 1/4“ 5085 032000
1 1/2“ 5085 038000
2“ 5085 050000
2 1/2“ 5085 063000
3“ 5085 075000
4“ 5085 100000

Hexagon double nipple 

both sides male thread
material stainless steel

mt order-no.

1/8“ 5025 003000
1/4“ 5025 006000
3/8“ 5025 010000
1/2“ 5025 013000
3/4“ 5025 019000
1“ 5025 025000
1 1/4“ 5025 032000
1 1/2“ 5025 038000
2“ 5025 050000
2 1/2“ 5025 063000
3“ 5025 075000
4“ 5025 100000

Reducing hexagon double nipple 

both sides male thread
material stainless steel

mt order-no.

1/4“ x 1/8“ 5030 006003
3/8“ x 1/4“ 5030 010006
1/2“ x 1/4“ 5030 013006
1/2“ x 3/8“ 5030 013010
3/4“ x 3/8“ 5030 019010
3/4“ x 1/2“ 5030 019013
1“ x 1/2“ 5030 025013
1“ x 3/4“ 5030 025019
1 1/4“ x 1/2“ 5030 032013
1 1/4“ x 3/4“ 5030 032019
1 1/4“ x 1“ 5030 032025
1 1/2“ x 3/4“ 5030 038019
1 1/2“ x 1“ 5030 038025
1 1/2“ x 1 1/4“ 5030 038032
2“ x 1“ 5030 050025
2“ x 1 1/4“ 5030 050032
2“ x 1 1/2“ 5030 050038
2 1/2“ x 1 1/4“ 5030 063032
2 1/2“ x 1 1/2“ 5030 063038
2 1/2“ x 2“ 5030 063050
3“ x 2“ 5030 075050
3“ x 2 1/2“ 5030 075063
4“ x 3” 5030 100075
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Hexagon bushing 

one side male thread, other side female thread
material stainless steel

mt/ft order-no.

1/4“ x 1/8“ 5035 006003
3/8“ x 1/4“ 5035 010006
1/2“ x 1/4“ 5035 013006
1/2“ x 3/8“ 5035 013010
3/4“ x 1/2“ 5035 019013
1“ x 1/2“ 5035 025013
1“ x 3/4“ 5035 025019
1 1/4“ x 3/4“ 5035 032019
1 1/4“ x 1“ 5035 032025
1 1/2“ x 1/2“ 5035 038013
1 1/2“ x 3/4“ 5035 038019
1 1/2“ x 1“ 5035 038025
1 1/2“ x 1 1/4“ 5035 038032
2“ x 1“ 5035 050025
2“ x 1 1/4“ 5035 050032
2“ x 1 1/2“ 5035 050038
2 1/2“ x 1 1/2“ 5035 063038
2 1/2“ x 2“ 5035 063050
3“ x 2“ 5035 075050
3“ x 2 1/2“ 5035 075063
4“ x 3“ 5035 100075

Reducing socket 
both sides female thread
material stainless steel

ft order-no.

1/4“ x 1/8“ 5040 006003
3/8“ x 1/4“ 5040 010006
1/2“ x 1/4“ 5040 013006
1/2“ x 3/8“ 5040 013010
3/4“ x 1/2“ 5040 019013
1“ x 1/2“ 5040 025013
1“ x 3/4“ 5040 025019
1 1/4“ x 1“ 5040 032025
1 1/2“ x 3/4“ 5040 038019
1 1/2“ x 1“ 5040 038025
1 1/2“ x 1 1/4“ 5040 038032
2“ x 1“ 5040 050025
2“ x 1 1/4“ 5040 050032
2“ x 1 1/2“ 5040 050038
2 1/2“ x 1 1/4“ 5040 063032
2 1/2“ x 1 1/2“ 5040 063038
2 1/2“  x 2“ 5040 063050
3“ x 2“ 5040 075050
3“ x 2 1/2“ 5040 075063
4“ x 3“ 5040 100075
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Full socket 
both sides female thread DIN 2986
material stainless steel

ft order-no.

1/8“ 5000 003000
1/4“ 5000 006000
3/8“ 5000 010000
1/2“ 5000 013000
3/4“ 5000 019000
1“ 5000 025000
1 1/4“ 5000 032000
1 1/2“ 5000 038000
2“ 5000 050000
2 1/2“ 5000 063000
3“ 5000 075000
4“ 5000 100000

Half socket 
both sides female thread DIN 2986
material stainless steel

ft order-no.

1/8“ 5005 003000
1/4“ 5005 006000
3/8“ 5005 010000
1/2“ 5005 013000
3/4“ 5005 019000
1“ 5005 025000
1 1/4“ 5005 032000
1 1/2“ 5005 038000
2“ 5005 050000
2 1/2“ 5005 063000
3“ 5005 075000
4“ 5005 100000

Hexagon nut 
material stainless steel

ft order-no.

1/8“ 5060 003000
1/4“ 5060 006000
3/8“ 5060 010000
1/2“ 5060 013000
3/4“ 5060 019000
1“ 5060 025000
1 1/4“ 5060 032000
1 1/2“ 5060 038000
2“ 5060 050000
2 1/2“ 5060 063000
3“ 5060 075000
4“ 5060 100000
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Hexagon cap 

one side female thread
material stainless steel

ft order-no.

1/8“ 5045 003000
1/4“ 5045 006000
3/8“ 5045 010000
1/2“ 5045 013000
3/4“ 5045 019000
1“ 5045 025000
1 1/4“ 5045 032000
1 1/2“ 5045 038000
2“ 5045 050000
2 1/2“ 5045 063000
3“ 5045 075000
4“ 5045 100000

Hexagon plug 

one side male thread
material stainless steel

mt order-no.

1/8“ 5055 003000
1/4“ 5055 006000
3/8“ 5055 010000
1/2“ 5055 013000
3/4“ 5055 019000
1“ 5055 025000
1 1/4“ 5055 032000
1 1/2“ 5055 038000
2“ 5055 050000
2 1/2“ 5055 063000
3“ 5055 075000
4“ 5055 100000

Barrel nipple 

DIN 2982
material stainless steel

mt length
(mm)

order-no.

1/8“ 80 5020 003000
1/4“ 40 5020 006000
3/8“ 40 5020 010000
1/2“ 60 5020 013000
3/4“ 60 5020 019000
1“ 60 5020 025000
1 1/4“ 80 5020 032000
1 1/2“ 80 5020 038000
2“ 100 5020 050000
2 1/2“ 100 5020 063000
3“ 120 5020 075000
4“ 140 5020 100140
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Welding nipple 

one side male thread, DIN 2982
material stainless steel

mt length
(mm)

order-no.

1/8“ 30 5010 003000
1/4“ 30 5010 006000
3/8“ 30 5010 010000
1/2“ 35 5010 013000
3/4“ 40 5010 019000
1“ 40 5010 025000
1 1/4“ 50 5010 032000
1 1/2“ 50 5010 038000
2“ 50 5010 050000
2 1/2“ 60 5010 063000
3“ 70 5010 075000
4“ 80 5010 100000

Parallel nipple 

DIN 2982
material stainless steel

mt length
(mm)

order-no.

1/8“ 16 5015 003000
1/4“ 18 5015 006000
3/8“ 22 5015 010000
1/2“ 25 5015 013000
3/4“ 30 5015 019000
1“ 35 5015 025000
1 1/4“ 38 5015 032000
1 1/2“ 38 5015 038000
2“ 45 5015 050000
2 1/2“ 55 5015 063000
3“ 60 5015 075000
4“ 70 5015 100000

Screw union 

both sides female thread, conical sealing
material stainless steel

ft order-no.

1/8“ 5095 003000
1/4“ 5095 006000
3/8“ 5095 010000
1/2“ 5095 013000
3/4“ 5095 019000
1“ 5095 025000
1 1/4“ 5095 032000
1 1/2“ 5095 038000
2“ 5095 050000
2 1/2“ 5095 063000
3“ 5095 075000
4“ 5095 100000

Screw union 

one side female thread, other side male thread, conical sealing
material stainless steel

ft/mt order-no.

1/8“ 5100 003000
1/4“ 5100 006000
3/8“ 5100 010000
1/2“ 5100 013000
3/4“ 5100 019000
1“ 5100 025000
1 1/4“ 5100 032000
1 1/2“ 5100 038000
2“ 5100 050000
2 1/2“ 5100 063000
3“ 5100 075000
4“ 5100 100000
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Weld-neck flange stainless steel 
DIN 2633 PN 10-16
material stainless steel V4A

DN hole circle
(mm)

holes
(piece)

collar outside
(mm)

order-no.

50 125 4 60,3 5215 050000
65 145 4 76,1 5215 065000
80 160 8 88,9 5215 080000
100 180 8 108,0 5215 100000
125 210 8 133,0 5215 125000
150 240 8 159,0 5215 150000
200 295 8 216 PN 10 5215 200010
200 295 12 219,7 5215 200016

Thread-flange stainless steel 
DIN 2566 PN 10-16
material stainless steel V4A

DN ft hole circle
(mm)

holes
(piece)

collar outside
(mm)

order-no.

50 2“ 125 4 60,3 5235 050000
65 2 1/2“ 145 4 76,1 5235 065000
80 3“ 160 8 88,9 5235 080000
100 4“ 180 8 108,0 5235 100000

Stainless steel welding bend 90° 

norm 3S according to DIN 2605
material stainless steel V4A

wall
(mm)

outer-Ø
(mm)

order-no.

3,0 108,0 5240 108000
3,0 159,0 5240 159000
4,0 219,0 5240 219000

Concentric welding reducing piece 

material stainless steel V4A

outer-Ø
(mm)

order-no.

133,0 x 3,0 / 108,0 x 3,0 5245 133108
159,0 x 3,0 / 108,0 x 3,0 5245 159108
159,0 x 4,5 / 133,0 x 4,0 5245 159133
219,1 x 6,3 / 159,0 x 4,5 5245 219159
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High pressure spray gun ST-1100 

flow rate 25 l/min
temperature range max. +150°C

 PN
(bar)

order-no.

inlet 3/8“ FT / outlet 1/4“ FT max. 210 6005 010000

High pressure spray gun ST-1500 

flow rate 45 l/min
temperature range max. +150°C

 PN
(bar)

order-no.

inlet 1/2“ MT / outlet 1/4“ FT max. 275 6001 013000

High pressure spray gun ST-1500 

flow rate 45 l/min
temperature range max. +150°C

 PN
(bar)

order-no.

inlet 3/8“ FT / outlet 1/4“ FT max. 275 6010 010000

High pressure spray gun ST-1500 

flow rate 45 l/min
temperature range max. +150°C

 PN
(bar)

order-no.

inlet M22 x 1,5 MT / outlet 1/4“ FT max. 275 6010 022000

High pressure spray gun ST-2300 

flow rate 45 l/min
temperature range max. +150°C

 PN
(bar)

order-no.

inlet 3/8“ FT / outlet 1/4“ FT max. 310 6280 010000

High pressure spray gun ST-3600 

flow rate 80 l/min
temperature range max. +150°C

 PN
(bar)

order-no.

inlet 1/2“ FT / outlet 1/2“ FT max. 600 6015 013000

High pressure spray gun with long throw lance ST-2320 

flow rate 80 l/min, long throw lance 850 mm with coating, handle and nozzle protection, 
without nozzle
temperature range max. +100°C

 PN
(bar)

order-no.

inlet 1/2“ FT max. 150 bar 6286 013003

Nozzle for long throw lance 

material stainless steel

mt bore
(mm)

order-no.

M15x1 2,5 6286 013010
M15x1 3,5 6286 013012
M15x1 7 6286 013015
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Nozzle pipe 

both sides male thread
material steel, galvanized

mt length
(mm)

order-no.

1/4“ 500 6035 000500
1/4“ 1000 6035 001000
1/4“ 1500 6035 001500

Nozzle pipe with handle 

both sides male thread
material steel, galvanized

mt length
(mm)

order-no.

1/4“ 500 6045 000500
1/4“ 600 6045 000600
1/4“ 800 6045 000800
1/4“ 1000 6045 001000
1/4“ 1200 6045 001200
1/4“ 1500 6045 001500
1/4“ 2000 6045 002000

Extension for spray gun 500 bar 

with side handle, one side female thread, other side male thread
material stainlees steel

 length
(mm)

order-no.

1/2“ MT x 1/4“ FT 500 6020 000500

High pressure nozzle „Turbo-Killer“ 

optimal rotational speed without braking through the water flow, with ceramic nozzle for 
long operating life, extreme precise full stream
temperature range max. +80°C

material brass housing with coat

gasket ceramic / ceramic / water lubrication

  ft PN
(bar)

order-no.

nozzle 0,55 16 l/min 1/4“ max. 320 6080 006000

High pressure nozzle „Dirt killer“ 

without coat
temperature range max. +80°C

material brass housing

  ft PN
(bar)

order-no.

nozzle 0,45 12 l/min 1/4“ max. 220 6090 006000

High pressure nozzle „Variation nozzle“ 

from point to flat stream
temperature range max. +80°C

 ft PN
(bar)

order-no.

15 l/min 1/4“ max. 160 6095 006000
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Pipe cleaning nozzle 

with bore 3 x 0,8 mm backward and 1 x 0,8 mm forward

ft order-no.

1/8“ 6065 003000
1/4“ 6065 006000

High pressure nozzle 

with male thread (NPT)

spray angle  mt order-no.

0° spot beam type 0005 1/4“ 6055 000050
15° flat jet type 1504 1/4“ 6055 015040
15° flat jet type 15045 1/4“ 6055 015045
15° flat jet type 1505 1/4“ 6055 015050
15° flat jet type 15055 1/4“ 6055 015055
25° standard type 2504 1/4“ 6055 025040
25° standard type 25045 1/4“ 6055 025045
25° standard type 2505 1/4“ 6055 025050
25° standard type 25055 1/4“ 6055 025055
25° standard type 2508 1/4“ 6055 025080
40° spray type 4004 1/4“ 6055 040040
40° spray type 4005 1/4“ 6055 040050
40° spray type 40055 1/4“ 6055 040055

Other sizes deliverable!

Nozzle adapter socket 
both sides screw connection
material steel, galvanized

ft order-no.

1/4“ 6135 006006

Adapter socket with nozzle protection 

both sides screw connection
material steel, galvanized

ft order-no.

1/4“ 6140 006000

Swivel joint for spray gun 

one side female thread, other side male thread, max. 350 bar
temperature range max. +90°C

material stainless steel

ft/mt order-no.

1/2“ 6016 013013
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Rotating valve ULH 250 

inlet and outlet 3/8” female thread, manometer connection 1/4” female thread, ball check 
valve, max. 250 bar
temperature range max. +60°C

 order-no.

with hand wheel 6230 000000

Matching manometers can be found in product group 3

Hand screw coupling with female thread 

M22 x 1,5

ft order-no.

1/4“ 6105 006000
3/8“ 6105 010000
1/2“ 6105 013001

Hand screw coupling with male thread 

M22 x 1,5

mt order-no.

1/4“ 6105 006001

Hand screw coupling with male thread 

M21 x 1,5

mt order-no.

1/4“ 6105 006002

O-ring for hand screw coupling 

material Perbunan

 order-no.

9,3 x 2,4 mm 6110 000000

Adapter nipple for hand screw coupling with female thread 

M22 x 1,5 male thread
material brass

ft order-no.

1/4“ 6115 006000
3/8“ 6115 010000

Adapter nipple for hand screw coupling with male thread 

M22 x 1,5 male thread
material brass

mt order-no.

1/4“ 6115 006001
3/8“ 6115 010001
1/2“ 6115 013001
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Hand screw coupling ST-44 with male thread 

M22 x 1,5
temperature range max. +150°C

mt order-no.

M 22 x 1,5 6150 022000

Hand screw coupling ST-44 with male thread 

M22 x 1,5
temperature range max. +150°C

mt order-no.

1/4“ 6155 022006

Quick release high pressure coupling SP-20 with female thread 

max. 150 bar
temperature range max. +100°C

material brass

ft order-no.

3/8“ 6160 010000

Quick release high pressure coupling SP-20 with male thread 

max. 150 bar
temperature range max. +100°C

material brass

mt order-no.

3/8“ 6160 010001

Quick release plug-in nipple SP-20 with female thread 

max. 150 bar
temperature range max. +100°C

material steel, galvanized

ft order-no.

3/8“ 6165 010000

Quick release high pressure coupling ST-45-250 KW with female thread 

max. 250 bar
temperature range max. +150°C

material brass nickel-plated

ft order-no.

3/8“ 6180 010000

Quick release plug-in nipple ST-45-250 KW with female thread 

max. 250 bar
temperature range max. +150°C

material steel, galvanized

ft order-no.

3/8“ 6185 010000
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Coupling connection SW 22, short 
both sides male thread, max. 400 bar
material brass

mt order-no.

M22 x 1,5 6190 022022

Coupling connection SW 27 with rubber protection 

both sides male thread, max. 400 bar
material brass

mt order-no.

M22 x 1,5 6190 027022

High pressure wash equipment hose 

with quick release screw connection M22 x 1,5 mm and rubber protection, hose with one 
steel wire, max. 210 bar
temperature range max. +150°C

DN  length
(m)

order-no.

8 1SN 10 6195 010001
8 1SN 15 6195 015001
8 1SN 20 6195 020001

High pressure wash equipment hose 

with quick release screw connection M22 x 1,5 mm and rubber protection, hose with two 
steel wire, max. 400 bar
temperature range max. +150°C

DN  length
(m)

order-no.

8 2SN 10 6195 010002
8 2SN 15 6195 015002
8 2SN 20 6195 020002

Wash equipment hose 

one side gun connection nipple10 mm, other side quick release screw connection M 22 x 
1,5 mm with rubber protection, hose with one steel wire, max. 210 bar
temperature range max. +150°C

DN  length
(m)

order-no.

8 1SN 10 6205 010000
8 1SN 15 6205 015000

Tube cleaning hose 

one side male thread 1/4“, other side with hand screw connection M22 x 1,5 mm with 
rubber protection. Hose with one steel wire, max. 300 bar.
temperature range max. +100°C

DN  length
(m)

order-no.

6 1SN 20 6210 020000
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High pressure hose COBIFOODWASH HD 

pressed with fittings: one side DKR, other side AGR, with kink-protection
temperature range max. +150°C

NW ft/mt length
(m)

order-no.

12 1/2“ 10 6320 013010
12 1/2“ 20 6320 013020
12 1/2“ 30 6320 013030

Other sizes and lengths available!

Spray gun for potable water 

with drinking water approval
norm KTW approval D2, DVGW W270

temperature range max. +50°C

material brass, EPDM cover

ft PN
(bar)

order-no.

1/2“ max. 24 6260 013000

Spray gun for potable water 

infinitely adjustable water jet, FDA compliant
temperature range max. +50°C

material fiber-reinforced plastic with EPDM cover
gasket Viton

ft PN
(bar)

order-no.

1/2“ max. 12 6262 013000

Stainless steel ball valve with quick release coupling 

connection for plug-in coupling, max. 90 bar, max. 95°C
material stainless steel, rubber-protected

 ft order-no.

for coupling plug 1/2“ 6271 013000

Stainless steel hose reel 
for ca. 20 m hose 1/2“, spring driven, max. 200 bar, max. 90°C, inlet 1/2“ male thread, 
outlet 1/2“ female thread, suitable for air, water, chemicals
material stainless steel

 length
(m)

order-no.

for 1/2“ hose 20 6251 000000
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Stainless steel quick coupling with male thread 

max. 200 bar, max. +100°C
material stainless steel

gasket Viton

mt bore
(mm)

order-no.

1/2“ 12 6273 013000

Stainless steel quick coupling with female thread 

max. 200 bar, max. +100°C
material stainless steel

gasket Viton

ft bore
(mm)

order-no.

1/2“ 12 6274 013000

Stainless steel coupling plug with male thread 

max. 200 bar, max. +100°C
material stainless steel

mt order-no.

1/2“ 6276 013000

Stainless steel coupling plug with female thread 

max. 200 bar, max. +100°C
material stainless steel

ft order-no.

1/2“ 6277 013000

Stainless steel coupling plug with female thread 

max. 200 bar, max. +100°C
material stainless steel

ft order-no.

1/2“ 6278 013000
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Automatically hose reel ST 14/10 3/8“ 

with automatically spring return
automatically arresting device, 2 x per cycle, inlet window with solid plastic roller guides, 
hose stopper, the inlet window is locatable round 90° depending on the tension direction 
of the hose, drive spring, angle rotating joint and bearing are very robust and adjusted to a 
long operation life. For water, air, oils and fats (please specify on order).
temperature range max. +100°C

material stainless steel

NW  PN
(bar)

order-no.

10 hose lenght max. 14 m 200 6250 000000

Stainless steel hose rack 

for mounting on the wall
material stainless steel

 order-no.

for ca. 25 m hose 1/2“, 20 m hose 3/4“ 6298 000000

Stainless steel hose rack 

for mounting on the wall
material stainless steel

 order-no.

for ca. 40 m hose 1/2“, 30 m hose 3/4“ 6299 000000
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Quattro 3-edge nozzle 

Especial properties during extreme cleaning works, especially during compressed pipes 
and total obstructions. 4 previous stream possibilities and 3 feather edges allow a safety 
and fast remove.
material stainless steel

  ft order-no.

40-100 l/min h: 6 x bored, v: 3 x M5 GS, VS: 1 x M6 GS 1/2“ 2900 013000
260-360 l/min h: 8 x M6 ASK, v: 3 x M6 ASK, VS: 1 x M10 GS 1“ 2900 025000

Pipe and sewer nozzle - standard 

Pipe and sewer cleaning nozzle, light model for flushing of pipes and sewers. Course-
joyfully and agilely.
material stainless steel

  ft order-no.

40-120 l/min h: 6 x bored, v: M5 GS. 1/2“ 2901 013000
100-200 l/min h: 8 x M6 GS, v: M6 GS. 3/4“ 2901 019000
260-360 l/min h: 10 x bored, v: M6 GS. 1“ 2901 025000

Elbow swivel 90° 

both sides female thread, for connecting at hose reel, maintenance free, durable

ft order-no.

1/2“ 6156 013000
3/4“ 6156 019000
1“ 6156 025000
1 1/4“ 6156 032000

Nozzle swivel joint 
one side female thread, other side male thread for connecting to large jet heads, milling, 
flounder, chain slings and other, maintenance free

ft/mt order-no.

1/2“ 6157 013000
3/4“ 6157 019000
1“ 6157 025000
1 1/4“ 6157 032000
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Half press fitting assortment for COBIPOLYKAN 200 

Press dowel and cone packing with male thread
material steel, galvanized

NW mt order-no.

13 1/2“ 2974 013000
19 3/4“ 2974 019000
25 1“ 2974 025000
32 1 1/4“ 2974 032000

Half press fitting assortment for COBIPOLYKAN 200 

Press dowel and cone packing with union nut
material steel, galvanized

NW ft order-no.

13 1/2“ 2975 013000
19 3/4“ 2975 019000
25 1“ 2975 025000
32 1 1/4“ 2975 032000

Half press fitting assortment for COBIKANTEX 

Screw socket and cone packing with male thread
material steel, galvanized

NW mt order-no.

13 1/2“ 2992 013000
19 3/4“ 2992 019000
25 1“ 2992 025000
32 1 1/4“ 2992 032000

Half press fitting assortment for COBIKANTEX 

Screw socket and cone packing with union nut
material steel, galvanized

NW ft order-no.

13 1/2“ 2993 013000
19 3/4“ 2993 019000
25 1“ 2993 025000
32 1 1/4“ 2993 032000
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Half screw fitting assortment for COBIKANTEX 

Screw socket and cone packing with male thread
material steel, galvanized

NW mt order-no.

19 3/4“ 2981 019000
32 1 1/4“ 2981 032000

Half screw fitting assortment for COBIKANTEX 

Screw socket and cone packing with union nut
material steel, galvanized

NW ft order-no.

13 1/2“ 2986 013000
19 3/4“ 2986 019000
25 1“ 2986 025000
32 1 1/4“ 2986 032000

Cone packing with union nut 
for rubber tube cleaning hose COBIROKAN
material steel, galvanized

NW ft order-no.

13 1/2“ 2994 013013
16 3/4“ 2994 019016

Cone packing with male thread 

for rubber tube cleaning hose COBIROKAN
material steel, galvanized

NW mt order-no.

13 1/2“ 2995 013013
16 1/2“ 2995 013016
16 3/4“ 2995 019016

Press dowel 
for rubber tube cleaning hose COBIROKAN
material steel, galvanized

NW order-no.

13 2996 013000
16 2996 016000
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Pipeplug, traditional form 

Pipeplugs are suitable for the application in pipes and sewers. To use for the shutoff for 
maintenance, inspection or new production of pipe systems. Thanks to their light weight, 
they are easy and quick to install and remove. The pipeplugs are made of a high quality 
rubber with fabrics.
material rubber

outer-Ø
(mm)

 Ø-min.
(mm)

Ø-max.
(mm)

PN
(bar)

weight
(kg)

length
(mm)

order-no.

40-70 33 70 1,5 0,2 206 6300 040070
50-100 45 100 1,5 0,3 328 6300 050100
70-150 65 150 1,5 0,6 370 6300 070150
100-200 short 90 200 2,5 0,6 250 6301 100200
100-200 90 200 2,5 1,0 555 6300 100200
150-300 135 300 2,5 1,6 555 6300 150300
200-400 180 400 2,5 3,2 670 6300 200400

Pipeplug, new form 

Pipeplugs are suitable for the application in pipes and sewers. To use for the shutoff for 
maintenance, inspection or new production of pipe systems. Thanks to their light weight, 
they are easy and quick to install and remove. The pipeplugs are made of a high quality 
rubber with fabrics.
material rubber

outer-Ø
(mm)

Ø-min.
(mm)

Ø-max.
(mm)

PN
(bar)

weight
(kg)

length
(mm)

order-no.

300-600 270 600 3 8,5 795 6300 300600
500-1000 450 1000 3 32,0 1353 6300 500100
500-1200 450 1200 3 42,0 1684 6300 500120

Flexible bypass stopper 

with female thread for connecting the Storz coupling
material Gummi

outer-Ø
(mm)

Ø-min.
(mm)

Ø-max.
(mm)

PN
(bar)

ft weight
(kg)

length
(mm)

order-no.

100-200 90 200 2,0 1/2“ 3,0 551 6310 100200
150-300 135 300 2,0 1“ 4,5 720 6310 150300
200-400 180 400 2,0 1“ 6,0 718 6310 200400
300-600 270 600 2,0 2“ 11,0 900 6310 300600
400-800 360 360 2,0 2“ 27,0 1443 6310 400800
500-1000 450 1000 2,0 2“ 35,0 1518 6310 500100
500-1200 450 1200 2,0 4“ 55,0 1946 6310 500120
600-1400 540 1400 2,0 4“ 64,0 2069 6310 600140
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Packer 

for the maintenance of damaged sewerpipes and house sewerpipes about a length of 
maximum 5 meter. The packers are made of a high quality rubber.
material rubber

Ø-min.
(mm)

PN
(bar)

outer-Ø
(mm)

weight
(kg)

length
(mm)

order-no.

46 3,0 70-100 0,60 800 6302 070006
46 3,0 70-100 1,00 1250 6302 070010
46 3,0 70-100 1,50 1700 6302 070015
46 3,0 70-100 1,80 2200 6302 070020
46 3,0 70-100 2,40 3200 6302 070030
46 3,0 70-100 3,00 4200 6302 070040
46 3,0 70-100 3,60 5200 6302 070050
64 2,5 100-150 1,70 850 6302 100006
64 2,5 100-150 2,20 1250 6302 100010
64 2,5 100-150 2,60 1750 6302 100015
64 2,5 100-150 3,10 2250 6302 100020
64 2,5 100-150 4,20 3250 6302 100030
64 2,5 100-150 5,40 4250 6302 100040
64 2,5 100-150 6,40 5250 6302 100050
102 2,5 150-200 2,75 880 6302 150006
102 2,5 150-200 3,15 1280 6302 150010
102 2,5 150-200 4,00 1780 6302 150015
102 2,5 150-200 4,80 2280 6302 150020
102 2,5 150-200 6,15 3280 6302 150030
102 2,5 150-200 7,65 4280 6302 150040
102 2,5 150-200 9,10 5280 6302 150050
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Protective gloves according to DIN 4841 E 

useable at petrol stations, fuel oil stocks, for tank truck drivers, consists of high grade 
cotton tricot and special coating

 length
(mm)

order-no.

size F4 / 11 270 7070 000027
size F4 / 11 400 7070 000040

Protective gloves according to DIN 4841 E 

with fluffy winter lining and top

 length
(mm)

order-no.

size F4 / 11 270 7075 000000

COMPACT protective gloves 

especially robust five-finger glove with canvas top and cotton-jersey lining, inside rought, 
seamless coated (nitrile-rubber), hand back uncoated, good resistance against oils, fats 
and fuels

 length
(mm)

order-no.

size F3 / 10 270 7090 000000

NEO-FERMIT-Universal 
poison free sealing paste for gas and drinking water lines, heating installation in connection 
with hemp
norm DIN-DVGW-Reg.-Nr. 83.01 c 188

temperature range -20°C up to +100°C

 order-no.

150 g tube 7105 150000

Thread sealing strip 

norm DIN-DVGW

material teflon 0,1 mm

 length
(m)

order-no.

spool 12 7115 000000

TANGIT Uni-Lock thread seal fibre 

for metal and plastic, useable for gas, correctable, applicable by conical/cylindrical threads 
consist of all metals and plastics up to outer diameter 6”, faster, cleaner, immediately tight
norm DVGW tested - KTW recommendation

temperature range -20°C up to +130°C

 order-no.

80 m reel 7115 000002

Galvanizing spray 80/81 

zinc similar, over 90% metallic zinc, heat resistant up to 300°C. According to DIN EN ISO 
1461

 order-no.

tin 400 ml 2395 000000
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Shrinkable tubing 

for shrinking the transitions of hose and fitting
colour black

inner-Ø
(mm)

length
(mm)

order-no.

115 150 7210 115100
115 1220 7210 115120

Screw with nut 
for couplings system, for installation on the outside of hose
norm DIN 603

material steel, galvanized

 order-no.

6 x 20 mm 2132 006020

Cable ties 

material nylon

colour nature

 pu
(piece)

order-no.

160 x 2,6 mm 100 1594 160026
200 x 3,6 mm 100 1594 200036
290 x 4,8 mm 100 1594 290048
390 x 4,8 mm 100 1594 390048

Cable ties 

material nylon

colour black

 pu
(piece)

order-no.

200 x 3,6 mm 100 1595 200036
290 x 4,8 mm 100 1595 290048
390 x 4,8 mm 100 1595 390048
430 x 4,8 mm 100 1595 430048

Spiral protection hose 

Protection hose against abrasion, movement, scouring, shock and wear. Usefull to bundle 
more hoses.
temperature range -50°C up to +100°C

for hose 
I.-Ø (mm)

wall
(mm)

inner-Ø
(mm)

outer-Ø
(mm)

weight
(g)

length
(m)

order-no.

7-11 1,25 7,5 10 32 20 1700 007520
09-13 1,25 9,5 12 39 20 1700 009520
13-18 1,5 13 16 64 20 1700 013020
16-22 2 16 20 106 20 1700 016020
20-27 2,5 20 25 166 20 1700 020020
24-31 2,5 24 29 196 20 1700 024020
27-36 2,5 27 32 217 20 1700 027020
30-39 2,5 30 35 239 20 1700 030020
35-44 2,5 35 40 276 20 1700 035020
44-55 3 44 50 415 20 1700 044020
50-65 5 50 60 810 20 1700 050020
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MZ brass slurry flange gate valve 

both sides with rectangular flange
with stainless steel screws and 2 gaskets
material brass

 length
(mm)

weight
(kg)

order-no.

4“ 90 6,0 8006 100000
5“ 90 6,9 8006 125000
6“ 90 8,2 8006 150000
8“ 112 16,5 8006 200000

MZ brass slurry flange gate valve 

with bored eyelet for lever set, with stainless steel screws and 2 gaskets
material brass

 length
(mm)

weight
(kg)

order-no.

6“ 90 8,2 8006 150001
8“ 112 16,5 8006 200001

MZ brass slurry flange gate valve type ECO 

with stainless steel screws and 2 gaskets
material brass

 length
(mm)

weight
(kg)

order-no.

6“ 90 7,15 8000 150000

MZ-Slurry flange gate valve with pneumatic cylinder

MZ brass slurry flange gate valve 

with mounted pneumatic cylinder, double acting. Valve with stainless steel screws and 2 
gaskets

length
(mm)

hole distance
(mm)

order-no.

90 150 8005 150005
112 180 8005 200005

MZ brass slurry flange gate valve 

with mounted pneumatic cylinder with through piston rod, double acting. Valve with 
stainless steel screws and 2 gaskets

length
(mm)

hole distance
(mm)

order-no.

90 150 8005 150015
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MZ-Slurry flange gate valve with hydraulic cylinder

MZ brass slurry flange gate valve 

with mounted hydraulic cylinder, single acting. Valve with stainless steel screws and 2 
gaskets
material brass

 length
(mm)

weight
(kg)

hole distance
(mm)

order-no.

6“ 90 11,8 150 8005 150001
8“ 112 21 180 8005 200001

MZ brass slurry flange gate valve 

with mounted MZ hydraulic cylinder, single acting. Valve with stainless steel screws and 2 
gaskets

length
(mm)

hole distance
(mm)

order-no.

90 150 8005 150030
112 180 8005 200030

MZ brass slurry flange gate valve 

with mounted short hydraulic cylinder, single acting. Valve with stainless steel screws and 2 
gaskets

length
(mm)

hole distance
(mm)

order-no.

90 150 8005 150040
112 180 8005 200040

MZ brass slurry flange gate valve 

with mounted hydraulic cylinder, double acting. Valve with stainless steel screws and 2 
gaskets

length
(mm)

hole distance
(mm)

order-no.

90 150 8005 150035
112 180 8005 200035
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MZ brass blade gate valve 

with quadrilateral flange on both sides
stainless steel valve wedge and screws, 2 gaskets
material brass

 length
(mm)

weight
(kg)

hole distance
(mm)

order-no.

4“ 68 6,3 120 8008 100000
6“ 68 9,6 150 8008 150000
8” 90 20,1 195 8008 200000

MZ-Blade gate valve with hydraulic- & pneumatic cylinder

MZ brass blade gate valve 

with mounted hydraulic cylinder, single acting, stainless steel valve wedge and screws, 2 
gaskets
material brass

 length
(mm)

weight
(kg)

hole distance
(mm)

order-no.

4“ 68 9,8 120 8009 100100
6“ 68 13,2 150 8009 150150
8” 90 24,6 195 8009 200200

MZ brass blade gate valve 

with mounted hydraulic cylinder, double acting. Valve with stainless steel wedge and 
screws, 2 gaskets

length
(mm)

hole distance
(mm)

order-no.

90 195 8009 150035

MZ brass blade gate valve 

with mounted pneumatic cylinder, double acting. Valve with stainless steel wedge and 
screws, 2 gaskets

length
(mm)

hole distance
(mm)

order-no.

68 150 8009 150005
90 195 8009 200005
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MZ brass slurry flange gate valve with big top section 

with stainless steel screws and 2 gaskets
material brass

 length
(mm)

weight
(kg)

order-no.

6“ 110 10,1 8004 150150

MZ brass slurry thread gate valve 

both sides female thread, with stainless steel screws
material brass

ft length
(mm)

weight
(kg)

order-no.

4“ 70 3,9 8007 100000
5“ 72 4,9 8007 125000
6“ 82 7,1 8007 150000

MZ brass lever gate valve 

both sides female thread
material brass

ft length
(mm)

weight
(kg)

order-no.

2“ 80 2,0 3207 050000
2 1/2“ 86 2,5 3207 063000
3“ 90 3,1 3207 075000
4“ 100 6,3 3207 100000
6“ 102 10,7 3207 150000

MZ brass lever gate valve 

one side female thread, other side flange
material brass

ft length
(mm)

weight
(kg)

order-no.

4“ 103 7,2 3208 100000

RIV brass slurry thread gate valve 

with stainless steel screws
material brass

ft length
(mm)

weight
(kg)

order-no.

4“ 68 3,8 8002 100000
5“ 78 5,9 8002 125000
6“ 82 7,3 8002 150000



312 Do you have any questions? Please contact us info@huecobi.de / +49(0)521.39068.0

Knife-gate valves

8
A

g
ricultural eng

ineering

MZ knife gate valve 

without outlet
both sides with flange DIN PN10 and hole distance 150 mm at 6“ and 180 mm at 8“
housing cast iron G250 UNI EN 1561

valve plate AISI 304 stainless steel

DN  length
(mm)

weight
(kg)

hole circle
(mm)

order-no.

150 6“ 60 15,5 240 8048 150000
200 8“ 60 21 295 8048 200000
250 10“ 70 36,5 350 8048 250000

MZ knife gate valve with hand wheel 
without outlet
both sides with flange DIN PN10 and hole distance 150 mm at 6“ and 180 mm at 8“
housing cast iron G250 UNI EN 1561

valve plate AISI 304 stainless steel

DN  length
(mm)

weight
(kg)

hole circle
(mm)

order-no.

150 6“ 60 16,8 240 8018 150000
200 8“ 60 23 295 8018 200000

MZ knife gate valve with lever set 
without outlet
both sides with flange DIN PN10 and hole distance 150 mm at 6“
housing cast iron G250 UNI EN 1561

valve plate AISI 304 stainless steel

DN  length
(mm)

weight
(kg)

hole circle
(mm)

order-no.

150 6“ 60 21,5 240 8015 150000

MZ knife gate valve with pneumatic power unit double acting 

with optical position indicator, without outlet
both sides with flange DIN PN10 and hole distance 150 mm at 6“ and 180 mm at 8“
housing cast iron G250 UNI EN 1561

valve plate AISI 304 stainless steel

DN  length
(mm)

weight
(kg)

hole circle
(mm)

order-no.

150 6“ 60 20,3 240 8047 150000
200 8“ 60 26,9 295 8047 200000
250 10“ 70 37,5 350 8047 250000

MZ knife gate valve with pneumatic power unit double acting 

with optical position indicator and reed contacts, without outlet
both sides with flange DIN PN10 and hole distance 150 mm at 6“ and 180 mm at 8“
housing cast iron G250 UNI EN 1561

valve plate AISI 304 stainless steel

DN  length
(mm)

weight
(kg)

hole circle
(mm)

order-no.

150 6“ 60 20,3 240 8016 150000
200 8“ 60 26,9 295 8016 200000
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MZ knife gate valve with single-acting hydraulic cylinder 

without outlet
both sides with flange DIN PN10 and hole distance 150 mm at 6“ and 180 mm at 8“
housing cast iron G250 UNI EN 1561

valve plate AISI 304 stainless steel

DN  length
(mm)

weight
(kg)

hole circle
(mm)

order-no.

150 6“ 60 18 240 8017 150000
200 8“ 60 30 295 8017 200000

MZ knife gate valve with double acting hydraulic cylinder 

without outlet
both sides with flange DIN PN10 and hole distance 150 mm at 6“ and 180 mm at 8“
housing cast iron G250 UNI EN 1561

valve plate AISI 304 stainless steel

DN  length
(mm)

weight
(kg)

hole circle
(mm)

order-no.

150 6“ 60 16,3 240 8217 150000
200 8“ 60 22,4 295 8217 200000
250 70 32,4 350 8217 250000

MZ knife gate valve, short with two doble acting hydraulic cylinders 

without outlet
both sides with flange DIN PN10 and hole distance 150 mm at 6“ and 180 mm at 8“
housing cast iron G250 UNI EN 1561

valve plate AISI 304 stainless steel

DN  weight
(kg)

hole circle
(mm)

order-no.

150 6“ 21,7 240 8219 150000
200 8“ 27,7 295 8219 200000
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Spare parts for slurry flange gate valves 

for articlenumber 8006*

 order-no.

Pos. 10 fork head 4“- 8“ 8006 100001
Pos. 9 gland nut 4“-6“ 8006 100002
Pos. 9 gland nut 8“ 8006 200002
Pos. 8 gland gasket 4“-6“ 8006 100003
Pos. 8 gland gasket 8“ 8006 200003
Pos. 7 allen screw V2A 8001 100004
Pos. 6 top section 4“ 8006 100005
Pos. 6 top section 5“ 8006 125005
Pos. 6 top section 6“ 8006 150005
Pos. 6 top section 8“ 8006 200005
Pos. 5 stem 4“ 8006 100006
Pos. 5 stem 5“ 8006 125006
Pos. 5 stem 6“ 8006 150006
Pos. 5 stem 8“ 8006 200006
Pos. 4 safety clamp 8006 000001
Pos. 3 gate 4“ 8006 100007
Pos. 3 gate 5“ 8006 125007
Pos. 3 gate 6“ 8006 150007
Pos. 3 gate 8“ 8006 200007
Pos. 2 gasket 4“ 8006 100008
Pos. 2 gasket 5“ 8006 125008
Pos. 2 gasket 6“ 8006 150008
Pos. 2 gasket 8“ 8006 200008
Pos. 11 O-ring 4“-6“ 8001 100010
Pos. 11 O-ring 8“ 8001 200010

Spare parts for slurry flange gate valves with big top section 

for articlenumber 8004150150

 order-no.

Pos. 10 fork head 4“- 8“ 8006 100001
Pos. 9 gland nut 4“-6“ 8006 100002
Pos. 8 gland gasket 4“-6“ 8006 100003
Pos. 7 allen screw V2A 8001 100004
Pos. 6 top section 6“ 8004 150005
Pos. 5 stem 6“ 8006 150006
Pos. 3 gate 6“ 8006 150017
Pos. 4 safety clamp 8006 000001
Pos. 2 gasket 6“ 8004 150008
Pos. 11 O-ring 4“-6“ 8001 100010
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Spare parts for MZ slurry thread gate valves 

for articlenumber 8007*

 order-no.

Pos. 10 fork head 4“- 8“ 8006 100001
Pos. 9 gland nut 4“-6“ 8006 100002
Pos. 8 gland gasket 4“-6“ 8006 100003
Pos. 7 allen screw V2A 8001 100004
Pos. 6 top section 4“ 8007 100005
Pos. 6 top section 5“ 8007 125005
Pos. 6 top section 6“ 8007 150005
Pos. 5 stem 4“ 8006 100006
Pos. 5 stem 5“ 8006 125006
Pos. 5 stem 6“ 8006 150006
Pos. 4 safety clamp 8006 000001
Pos. 3 gate 4“ 8007 100007
Pos. 3 gate 5“ 8007 125007
Pos. 3 gate 6“ 8007 150007
Pos. 2 gasket 4“ 8006 100008
Pos. 2 gasket 5“ 8006 125008
Pos. 2 gasket 6“ 8006 150008

Spare parts for RIV slurry thread gate valves 

for articlenumber 8001*, 8002* and 8003*

 order-no.

Pos. 9 fork head 4“- 6“ 8001 100001
Pos. 9 fork head 8“ 8001 200001
Pos. 8 gland nut 4“-6“ 8006 100002
Pos. 8 gland nut 8“ 8001 200002
Pos. 7 gland gasket 4“-6“ 8001 100003
Pos. 7 gland gasket 8“ 8001 200003
Pos. 5 stem 4“ 8001 100006
Pos. 5 stem 5“ 8001 125006
Pos. 5 stem 6“ 8001 150006
Pos. 5 stem 8“ 8001 200006
Pos. 3 top section 4“ 8001 100005
Pos. 3 top section 5“ 8001 125005
Pos. 3 top section 6“ 8001 150005
Pos. 3 top section 8“ 8001 200005
Pos. 6 allen screw V2A 8001 100004
Pos. 4 gasket 4“ 8001 100008
Pos. 4 gasket 5“ 8001 125008
Pos. 4 gasket 6“ 8001 150008
Pos. 4 gasket 8“ 8001 200008
Pos. 2 gate 4“ 8001 100007
Pos. 2 gate 5“ 8001 125007
Pos. 2 gate 6“ 8001 150007
Pos. 2 gate 8“ 8001 200007
Pos. 10 O-ring 4“-6“ 8001 100010
Pos. 10 O-ring 8“ 8001 200010
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Simple lever set 
for mounting on slurry gate valve, without screws
material steel, galvanized

 order-no.

4“ 8010 100000
5“ 8010 125000
6“ 8010 150000
8“ 8010 200000

Lever set lockable 

for mounting on slurry gate valve, without screws. With borehole to close the lever.
material steel, galvanized

 order-no.

4“ 8011 100000
6“ 8011 150000
8“ 8011 200000

Lever set lockable 

for mounting on slurry gate valve with big top section, without screws. With borehole to 
close the lever.
material steel, galvanized

 order-no.

6“ with big top section 8014 150000

Screw set for lever set 
consist of hexagon bolts and M10 safety nuts
material steel 8.8, galvanized

 order-no.

5-piece 9820 000000

Lever set, heavy model 
for mounting on slurry gate valve. Especially for small spaces.
material steel, galvanized

 order-no.

4”-6“ 8012 150001
8“ 8012 200000

Lever set, heavy model 
for mounting on slurry gate valve
material steel, galvanized

 order-no.

4”-6“ 8012 150000
8“ 8012 200001

Guide lubrication bush 

with lubrication nipple for permanent lubrication of the piston rod

 order-no.

4“ 8013 100000
5”-6“ 8013 150000
8“ 8013 200000
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Pneumatic cylinder MZ 

double acting, suitable for valves 8004*, 8006*, 8007*, 8008*
material housing: aluminum, piston rod: stainless steel

 PN
(bar)

order-no.

4“ 7-10 8051 100000
6“ 7-10 8051 150000
gasket set 4“-6“ 8051 150005
8“ 7-10 8051 200000

Pneumatic cylinder MZ with magnetic sensories 

double acting, suitable for valves 8004*, 8006*, 8007*, 8008*
material housing: aluminum, piston rod: stainless steel

 PN
(bar)

order-no.

gasket set 6“ 8052 150005
6“ 7-10 8052 150150

Pneumatic cylinder MZ 

double acting, suitable for valve 8047*
material housing: aluminum, piston rod: stainless steel

 PN
(bar)

order-no.

6“ 7-10 8054 150000
8“ 7-10 8054 200000
gasket set 8“ 8054 200005

Pneumatic cylinder MZ 

double acting, with through piston rod
material housing: aluminum, piston rod: stainless steel

 PN
(bar)

order-no.

6“ 7-10 8057 150000
8“ 7-10 8057 200000
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Hydraulic cylinder 

single acting, for slurry gate valves 4”-8”
material housing: steel, galvanized, stainless steel piston rod

  ft PN
(bar)

order-no.

4“ piston rod 20 mm M30 x 2 150 8050 100000
4“-6“ adapter for piston rod 14 mm 8050 100001
5“ piston rod 20 mm M30 x 2 150 8050 125000
6“ piston rod 20 mm M30 x 2 150 8050 150000
8“ piston rod 22 mm M35 x 2 150 8050 200000
8“ for blade gate valve M35 x 2 8050 200002

Hydraulic cylinder, short 
single acting, for slurry gate valves 6”- 8“
material housing: steel, galvanized, stainless steel piston rod

  ft length
(mm)

order-no.

6“ piston rod 16 mm M30 x 2 420 8058 150000
8“ piston rod 16 mm M35 x 2 520 8058 200000

Hydraulic cylinder 

doubel acting, for slurry gate valves 4“-6“
material housing: steel, galvanized, stainless steel piston rod

 order-no.

4“-6“ 8051 100150
8“ 8051 200200

Hydraulic cylinder, short 
double acting, for slurry gate valves 6”- 8”
material housing: steel, galvanized, stainless steel piston rod

  ft order-no.

6“ piston rod 16 mm M30 x 2 8059 150000
8“ piston rod 16 mm M35 x 2 8059 200000
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Block ball valve 

both sides male thread
material steel, galvanized

DN  mt PN
(bar)

order-no.

10 12L M18 x 1,5 500 8074 010018
13 1/2“ 350 8074 013013
13 15L M22 x 1,5 500 8074 013022
20 3/4“ 350 8074 019019
25 1“ 350 8074 025025

Block ball valve 

both sides female thread
material steel, burnished black

DN ft PN
(bar)

order-no.

13 1/2“ 350 8074 013000
20 3/4“ 350 8074 019000
25 1“ 350 8074 025000

Block three-way ball valve 

all sides male thread, with L-bore
material steel, galvanized

DN  mt PN
(bar)

order-no.

10 12L M18 x 1,5 400 8075 010000
13 15L M22 x 1,5 350 8075 013000

Quick release coupling plug push-pull 
with male thread
material steel, galvanized

DN  mt PN
(bar)

order-no.

12,5 15L M22 x 1,5 250 8063 013000

Quick release coupling socket push-pull 
with male thread
material steel, galvanized

DN  mt PN
(bar)

order-no.

12,5 15L M22 x 1,5 250 8065 013000

Sealing set 
for quick release couplings

 order-no.

O-ring and support ring 8067 000000

Dust cap for quick release coupling plug 

colour red

inner-Ø
(mm)

order-no.

19 8073 000000

Dust cap for quick release coupling socket 
colour red

outer-Ø
(mm)

order-no.

19 8073 000002
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Steel rectangular flange 

suitable for slurry gate flange valve
material steel, black

 outer-Ø
(mm)

hole distance
(mm)

holes
(piece)

order-no.

4“ 150 x 150 120 - Eisele 4 8021 100120
4“ 180 x 180 150 4 8021 100150
5“ 180 x 180 150 4 8021 125150
6“ 180 x 180 150 4 8021 150150
6“ 200 x 200 150 4 8021 170150
8“ 230 x 230 180 4 8021 200180

Stainless steel rectangular flange 

suitable for slurry gate flange valve
material stainless steel V2A

 outer-Ø
(mm)

hole distance
(mm)

holes
(piece)

order-no.

6“ 180 x 180 150 4 8026 150150
8“ 230 x 230 180 4 8026 200180

Steel rectangular blind flange 

material steel, galvanized

 outer-Ø
(mm)

hole distance
(mm)

holes
(piece)

order-no.

4“-6“ 180 x 180 150 4 8024 100000
8“ 230 x 230 180 4 8024 200000

Steel rectangular flange 

with welded on pipe nipple
material steel, galvanized

mt outer-Ø
(mm)

hole distance
(mm)

holes
(piece)

order-no.

4“ 180 x 180 150 4 8023 100000
5“ 180 x 180 150 4 8023 125000
6“ 180 x 180 150 4 8023 150000
8“ 230 x 230 180 4 8023 200000

Steel rectangular flange 

with pipe connection for PVC pressure pipes
material steel, galvanized

NW  hole distance
(mm)

pipe socket
(mm)

order-no.

100 4“ 150 110 8440 100110
125 5“ 150 140 8440 125140
150 6“ 150 160 8440 150160
200 8“ 180 200 8440 200200

Flange adapter rectangular flange 

transition from 6“ blade gate valve to 6“ rectangular flange

 length
(mm)

hole distance
(mm)

order-no.

6“ 70 150 8022 170150

Flange reducer 

both sides rectangular flange
material steel, galvanized

NW  length
(mm)

order-no.

150 / 200 6“ / 8“ 100 8022 150200
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Flange transition piece 

from DIN round flange to rectangular flange
material steel, galvanized

DN   order-no.

150 6“ PN 10-16 8022 150159
150 8“ PN 10-16 8022 159200
200 8“ PN 10 8022 295200

Rubber rectangular flange gasket 
material rubber with two yarn

 outer-Ø
(mm)

hole distance
(mm)

holes
(piece)

order-no.

4“ 150 x 150 120 - Eisele 4 8025 100120
4“-6“ 180 x 180 150 4 8025 100150
8“ 230 x 230 180 4 8025 200180

Flange gasket for rectangular flange, self-adhesive 

material rubber with two yarn, one side self-adhesive

 outer-Ø
(mm)

hole distance
(mm)

holes
(piece)

order-no.

4“-6“ 180 x 180 150 4 8027 100150
8“ 230 x 230 180 4 8027 200180

Special paper gasket for rectangular flange 

material special paper

 outer-Ø
(mm)

hole distance
(mm)

holes
(piece)

order-no.

4“-6“ 180 x 180 x 2 150 4 8035 100150
8“ 230 x 230 x 2 180 4 8035 200180

Steel round flange 

for fit of the PVC bending socket on brass slurry flange gate valve
material steel, galvanized

d  hole circle
(mm)

holes
(piece)

order-no.

110 4“ 150 4 8022 110000
140 5“ 150 4 8022 140000
160 6“ 150 4 8022 160000
200 8“ 180 4 8022 200000

Steainless steel round flange 

for fit of the PVC bending socket on brass slurry flange gate valve
material stainless steel V2A

d  hole circle
(mm)

holes
(piece)

order-no.

160 6“ 150 4 8026 160000
200 8“ 180 4 8026 200001
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Flange wall joint connection 

both sides rectangular flange
material steel, galvanized

NW length
(mm)

hole distance
(mm)

order-no.

8“ 300 180 8022 200030
6“ 300 150 8442 150000

Flange adapter 

both sides rectangular flange lateral connection with 2” male thread
material steel, galvanized

NW mt length
(mm)

order-no.

6“ 2“ 300 8445 150000
8“ 2“ 300 8445 200000

Flange adapter 

one side 4-corner flange, other side male coupling system Perrot  and lateral connection 
with 2” male thread
material steel, galvanized

NW  length
(mm)

order-no.

159 6“ 300 8446 159150
216 8“ 300 8446 216200

Flange extension 

both sides rectangular flange
material steel, galvanized

NW length
(mm)

hole distance
(mm)

order-no.

6“ 150 150 8022 150150
8“ 150 180 8022 200015

Flange T-fitting 

all sides rectangular flange connection
material steel, galvanized

NW  length
(mm)

order-no.

6“ outlet 6“ 250 8451 150000
8“ outlet 8“ 250 8451 200000
8“ outlet 6“ 250 8451 200150

Flange distributor fitting 

2 x rectangular flange, 1 x male coupling system Perrot
material steel, galvanized

NW  length
(mm)

order-no.

159 6“ 300 8449 159150
216 8“ 330 8449 216200
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Adapter, complete assembled 

one side male coupling system Perrot, other side rectangular flange and flange gate valve 
with lever set,  outlet to the bottom ball valve 2” with lever system
material steel, galvanized

NW  order-no.

159 6“ 8447 159150
216 8“ 8447 216200

Distributor fitting 

3 x rectangular flange connection with double acting lever operation, for slurry flange gate 
valve, without flange gate valve, bolts and nuts sold separately
material steel, galvanized

NW order-no.

6“ 8450 150000
8“ 8450 200200

Three-way-distributor fitting, complete assembled 

2 x rectangular flange with double-acting lever operation, for slurry flange gate valve with 
PVC flange adaptor, with male coupling system Perrot
material steel, galvanized

NW  order-no.

159 6“ 8450 150001
216 8“ 8450 200001

Three-way-distributor 

2 x rectangular flange connection with double-acting lever operation, for connection of 
two slurry flange gate valve, with connection for male coupling system Perrot, without gate 
valves. Bolts and nuts sold separately.
material steel, galvanized

NW  order-no.

159 6“ 8450 159000
216 8“ 8450 200000
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Capped dome cover 

suitable for dome 290 mm Ø, consists of: cap, dome cover, dome cover gasket and lateral 
cast-in connection for vacuum manometer 1/2”, cap with three-step connection 60, 75 and 
80 mm Ø (connection 80 mm Ø is achieved by cutting nozzle 75 mm Ø off)
material aluminium

 order-no.

dome cover 8100 000000
spare top piece 8100 000001
spare bottom piece 8100 000002
gasket between top and bottom sections 8100 000003
rubber lip for float ball 100 mm 8100 100000
dome cover gasket 290 mm 8100 290000

Brass safety valve 

with hose connection and male thread, with rustless spring, non-tested part
material brass

mt PN
(bar)

order-no.

1 1/4“ 0,5 8200 032005
1 1/4“ 1 8200 032010
1 1/2“ 0,5 8200 038005
1 1/2“ 1 8200 038010
2“ 0,5 8200 050005
2“ 1 8200 050010

Proportional safety valve 

male thread, with spring loaded and lifting device, non-enclosed model, tested part
material brass

mt PN
(bar)

order-no.

1 1/2“ 0,9 8202 038009
1 1/2“ 1 8202 038010
2“ 0,5 8202 050005
2“ 1 8202 050010

Vacuum underpressure valve 

with male thread and cover, adjustable -0,3 up to -0,8  bar

mt order-no.

1 1/2“ 8201 038000

MZ-Level indicator
with flange for screwing on, ball diameter 148 mm
material stainless steel

weight
(kg)

hole distance
(mm)

length
(mm)

order-no.

7,5 180 1500 8228 148015
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Float ball 

outer-Ø
(mm)

 weight
(g)

order-no.

60 rubber with cork core 90 8214 060090
60 rubber with wood core 110 8214 060110
70 rubber with cork core 100 8214 070100
70 PE hollow 140 8214 070140
70 rubber massive 190 8214 070190
80 rubber with cork core 160 8214 080160
80 rubber with wood core 210 8214 080210
80 rubber massive 300 8214 080300
100 PE hollow 300 8214 100004
100 PP 385 8214 100005
100 PE hollow 110 8214 100110
150 PE hollow with bore 300 8214 150300
100 stainless steel hollow 200 8215 100200
150 stainless steel hollow 430 8215 150430
160 stainless steel hollow 540 8215 160540
200 stainless steel hollow 800 8215 200800
100 stainless steel sand 340 8216 100340
150 stainless steel sand 620 8216 150620
200 stainless steel sand 1350 8216 200135

Level indicator for weld-in 

complete with lever system and float ball

 order-no.

level indicator 8210 050000
rubber collar 8210 050001

Plexiglass pipe 

for level indicator, extruded

wall
(mm)

inner-Ø
(mm)

outer-Ø
(mm)

length
(m)

order-no.

5 80 90 2 8213 090080
5 90 100 2 8213 100090

Hollow chamber packing profile 

for sealing the rear panel
material rubber

 length
(m)

order-no.

30 mm wide x 35 mm high 25 8390 000000

Hook screw 

for rear panel, complete with ring nut and grommet
material steel, galvanized

 order-no.

M20 x 155 mm 8392 022155

Eccentric closure 

for rear panel, consists of: hook screw, bolt nut and clamping closure

 order-no.

M20 x 140 mm 8393 000000
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Plexiglass sight glass 

with male threas and gasket

mt order-no.

2“ 8203 050000
3“ 8203 075000

Steel ring for sight glass 

for weld on with female thread

ft order-no.

2“ 8203 050001
3“ 8203 075001

Sight glass flange TW 511 

3-part with stay bolt
material light metal

DN  mt order-no.

80 3“ 8204 075000
80 spare glass 8204 075001

Holder for sight glass 

one side female thread, other side male thread

ft/mt order-no.

3“ 8205 075000

Level sight glass 

large, rugged model for weld-in consists of: weld-in steel ring 135 mm Ø with tension clip 
and brass knurled screw, aluminium pressure plate, slight glass 115 mm Ø and rubber flat 
gasket

 outer-Ø
(mm)

order-no.

spare glass 115 8206 115001
gasket 115 8206 115002
level sight glass 135 8206 135000

Steel siphon separator 

Straight top connection, 90° side bent connection, 1“ Drain cock and 2“ transparent cup
material steel, anti-rust lacquered

for hose 
I.-Ø (mm)

order-no.

100 8223 100000
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Overflow valve 

with two balls and connections for hose, safety valve 2“ and manometer 3/8“

for hose 
I.-Ø (mm)

order-no.

60 8211 060060
80 8211 080080
100 8211 100100

Double ball valve 

with two balls, with lateral connection possibilities for safety valve 1 1/2” and connection 
above 3/8” for manometer

 for hose 
I.-Ø (mm)

order-no.

double ball valve 60 8212 060000
spare glass 8212 060001
spare gasket 8212 060002

Float valve - second fuse 

material steel, galvanized

 order-no.

air capacity max. 20.000 l/min 21844 000700

Drain cock 

with hose nozzle, tension nut and sealing ring

mt nozzle 
(mm)

order-no.

1/2“ 13 8229 000011
3/8“ 10 8229 000012

Plexiglass transparent cup 

model with rubber gasket and 1/2“ thread for MORO

 order-no.

transparent cup 8229 000005
spare o-ring 8229 000016

Alu hose connection straight 
flat sealing for MORO

for hose 
I.-Ø (mm)

order-no.

50 8229 000021
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RIV siphon separator 

connection above straight, lateral connection 90°, with 1/4” female thread for vacuum 
manometer
material aluminium

for hose 
I.-Ø (mm)

order-no.

60 8220 060000

Plexiglass transparent cup 

with rubber gasket, for RIV aluminium model

 order-no.

cup without bore 8229 000001
spare o-ring 8229 000014
cup with bore 3/4“ 8249 000003

Alu nozzle elbow 90° 

with brass union nut for aluminium RIV Siphon separator

for hose 
I.-Ø (mm)

order-no.

60 8211 060001

Hose connection 

straight, flat sealing, for RIV aluminium

for hose 
I.-Ø (mm)

order-no.

60 8229 000019

Brass union nut 
for hose connection
material brass

inner-Ø
(mm)

order-no.

60 8229 000023

Quick release steel ring 

for RIV aluminium

 order-no.

steel ring 8229 000009

RIV siphon separator with plastic casing 

connection above straight, lateral connection 90°, 3,5 litre capacity
material plastic casing

for hose 
I.-Ø (mm)

order-no.

80 8221 080000

Plexiglass transparent cup 

with rubber gasket, for RIV plastic model

 order-no.

transparent cup 8229 000008
spare o-ring 8229 000013

Assembly key 

for sight glass RIV

 order-no.

key 8229 000030
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MZ siphon separator 

with straight connection on top and with connection 90° on the site
material plastic casing

for hose 
I.-Ø (mm)

order-no.

50 8222 050000
60 8222 060000
80 8222 080000

MZ siphon separator 

with two straight connections
material plastic housing

for hose 
I.-Ø (mm)

order-no.

50 8222 050001
60 8223 060000

Hose connection 90° 

for MZ siphon separator

 for hose 
I.-Ø (mm)

order-no.

50 8222 050002
60 8222 060002
80 8222 080002

spare o-ring 8229 000029

Straight hose connection 

for MZ siphon separator

for hose 
I.-Ø (mm)

order-no.

50 8222 050001
60 8222 060001
80 8222 080001

Plexiglass transparent cup 

with rubber gasket and bayonet lock for MZ

 order-no.

transparent cup 8229 000007
spare o-ring 8229 000018

Plexiglass transparent cup 

with rubber gasket, 3/4” ft and blind plug for MZ

 order-no.

transparent cup 8229 000004
spare o-ring 8229 000015



330 Do you have any questions? Please contact us info@huecobi.de / +49(0)521.39068.0

Suction quick coupler

8
A

g
ricultural eng

ineering

Suction quick coupler 

with female bucket part  italian system and connection flange with vent nipple 1/2” 
galvanized lever mounted on the right
material steel, galvanized

NW  hole distance
(mm)

order-no.

150 6“ 150 8430 150150

Suction quick coupler 

heavy model, with welded on cardan bucket system Perrot and flange, lever mounted on 
the left, V2A threaded spindle M12 at 6“, V2A threaded spindle M16 at 8“
material steel, galvanized

NW   hole distance
(mm)

order-no.

159 6“ bleed valve 3/4“ 150 8432 159150
216 8“ bleed valve 1“ 180 8432 216200

Suction quick coupler 

short model, with welded on cardan bucket system Perrot and flange, lever mounted on the 
right, but can also be mounted on the left, V2A threaded spindle M10 at 6“, V2A threaded 
spindle M16 at 8“
material steel, galvanized

NW   length
(mm)

hole distance
(mm)

order-no.

159 6“ bleed valve 1/2“ 165 150 8436 159150
216 8“ bleed valve 3/4“ 165 180 8436 216200

Docking bell 
elastic with mounting clam, for lateral or rearward docking  
without coupling necessity

NW  pipe socket
(mm)

order-no.

150 6“ 159 8433 150000
200 8“ 220 8433 200000
250 10“ 273 8433 250000

Rubber coupling, short 
elastic, with 2 mounting clamps, for connecting two outlets
material rubber

NW  pipe socket
(mm)

length
(mm)

order-no.

150 6“ 150 140 8437 150000
200 8“ 200 150 8437 200000

Rubber coupling, long, bendable 

elastic, with 2 mounting clamps, for connecting two outlets
material rubber

NW  pipe socket
(mm)

length
(mm)

order-no.

220 60° bendable 220 470 8437 220000
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Male coupling italian coupling system 

loose ball without clampingring, for weld on
material steel, black

NW order-no.

200 8301 200002
250 8301 250002

Steel rectangular flange with pipe connection 

for docking bell
material steel, galvanized

NW  outer-Ø
(mm)

hole distance
(mm)

pipe socket
(mm)

order-no.

200 8“ 230 x 230 180 220 8039 220200

Rubber compensator 

both sides with DIN flange PN 10/16
temperature range up to max. +100°C

material rubber NBR, steel, galvanized

DN length
(mm)

PN
(bar)

holes
(piece)

order-no.

50 105 10 4 8028 050050
80 135 10 8 8028 080080
100 150 10 8 8028 100100
125 165 10 8 8028 125125
150 180 10 8 8028 150150
200 190 10 8 8028 200200

Pipe nipple 

for weld on, with male thread
material steel, black

mt thread length
(mm)

length
(mm)

order-no.

1/2“ 23 50 8020 013050
3/4“ 23 50 8020 019050
1“ 23 50 8020 025050
1 1/4“ 23 50 8020 032050
1 1/2“ 23 50 8020 038050
2“ 25 100 8020 050000
2“ 23 50 8020 050050
2 1/2“ 25 100 8020 063000
2 1/2“ 23 50 8020 063050
3“ 25 100 8020 075000
3“ 23 50 8020 075050
4“ 25 100 8020 100000
5“ 25 100 8020 125000
6“ 25 100 8020 150000
8“ 25 100 8020 200000
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Dimensions Table for italian couplings

Female MaleA B

NW A
(mm)

B
(mm)

80 / 3“ 110 111
100 / 4“ 132 130
120 / 5“ 151 150
150 / 6“ 180 180
200 / 8“ 245 243
250 / 10“ 301 300

 

Female coupling italian coupling system 

with rubber ring, for weld on
material steel, black

NW order-no.

80 8300 080000
100 8300 100000
120 8300 120000
150 8300 150000
200 8300 200000
250 8300 250000

Male coupling italian coupling system 

for weld on
material steel, black

NW order-no.

80 8301 080000
100 8301 100000
120 8301 120000
150 8301 150000
200 8301 200000
250 8301 250000

Female coupling with hose nozzle italian coupling system 

material steel, galvanized

NW for hose 
I.-Ø (mm)

order-no.

80 75 8302 080075
100 50 8302 100050
100 100 8302 100100
100 110 8302 100110
120 50 8302 120050
120 100 8302 120100
120 110 8302 120110
120 120 8302 120120
120 125 8302 120125
120 133 8302 120133
150 50 8302 150050
150 100 8302 150100
150 110 8302 150110
150 120 8302 150120
150 125 8302 150125
150 133 8302 150133
150 150 8302 150150
150 159 8302 150159
200 200 8302 200200



333

Flexible hoses 
and fittings

Further information can be found on www.huecobi.de

Italian coupling system

8

A
g
ricultural eng

ineering

Male coupling with hose nozzle italian coupling system 

material steel, galvanized

NW for hose 
I.-Ø (mm)

order-no.

80 75 8303 080075
100 50 8303 100050
100 100 8303 100100
100 110 8303 100110
120 50 8303 120050
120 100 8303 120100
120 110 8303 120110
120 120 8303 120120
120 125 8303 120125
120 133 8303 120133
150 50 8303 150050
150 100 8303 150100
150 110 8303 150110
150 120 8303 150120
150 125 8303 150125
150 133 8303 150133
150 150 8303 150150
150 159 8303 150159
200 200 8303 200200

Female coupling with male thread italian coupling system 

material steel, galvanized

NW mt order-no.

100 2 1/2“ 8304 100063
100 4“ 8304 100100
120 2 1/2“ 8304 120063
120 4“ 8304 120100
120 5“ 8304 120125
150 2 1/2“ 8304 150063
150 4“ 8304 150100
150 5“ 8304 150125
150 6“ 8304 150150

Male coupling with male thread italian coupling system 

material steel, galvanized

NW mt order-no.

100 2 1/2“ 8305 100063
100 4“ 8305 100100
120 2 1/2“ 8305 120063
120 4“ 8305 120100
120 5“ 8305 120125
150 2 1/2“ 8305 150063
150 4“ 8305 150100
150 5“ 8305 150125
150 6“ 8305 150150

Female coupling italian coupling system 

with bored rectangular flange
material steel, galvanized

NW  order-no.

100 4“ 8306 100100
120 5“ 8306 120125
150 6“ 8306 150150
200 8“ 8306 200200
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Male coupling italian coupling system 

with bored rectangular flange
material steel, galvanized

NW  order-no.

100 4“ 8307 100100
120 5“ 8307 120125
150 6“ 8307 150150
200 8“ 8307 200200

Bend 45° with male and female coupling italian coupling system 

material steel, galvanized

NW order-no.

120 8308 120000
150 8308 150000
200 8308 200000

Bend 90° with male and female coupling italian coupling system 

material steel, galvanized

NW order-no.

100 8309 100000
120 8309 120000
150 8309 150000
200 8309 200000

End plug female coupling italian coupling system 

material steel, galvanized

NW order-no.

80 8311 080000
100 8311 100000
120 8311 120000
150 8311 150000

End plug male coupling italian coupling system 

material steel, galvanized

NW order-no.

100 8312 100000
120 8312 120000
150 8312 150000

Rubber ring for female coupling italian coupling system 

material SBR

NW wall
(mm)

order-no.

80 11 8313 080000
100 12 8313 100000
120 15 8313 120000
150 15 8313 150000
200 18 8313 200000
250 22 8313 250000
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Dimensions Table for system Bazzoli-Siegperle

Female MaleA B

NW A
(mm)

B
(mm)

150 / 6“ 188 186

Female coupling system Bazzoli-Siegperle 

with rubber ring
material steel, black

NW order-no.

150 8410 150000

Male coupling system Bazzoli-Siegperle 

material steel, black

NW order-no.

150 8411 150000

Female coupling with hose nozzle, system Bazzoli-Siegperle 

material steel, galvanized

NW for hose 
I.-Ø (mm)

order-no.

150 150 8412 150150

Male coupling with hose nozzle, system Bazzoli-Siegperle 

material steel, galvanized

NW for hose 
I.-Ø (mm)

order-no.

150 150 8413 150150

Male coupling with male thread, system Bazzoli-Siegperle 

material steel, galvanized

NW mt order-no.

150 6“ 8415 150150

Female coupling with 4-corner flange, system Bazzoli-Siegperle 

material steel, galvanized

NW  order-no.

150 6“ 8416 150150

Male coupling with 4-corner flange, system Bazzoli-Siegperle 

material steel, galvanized

NW  order-no.

150 6“ 8417 150150

Rubber ring system Bazzoli-Siegperle 

material rubber

NW wall
(mm)

order-no.

150 15 8418 150000



336 Do you have any questions? Please contact us info@huecobi.de / +49(0)521.39068.0

Outlet systems

8
A

g
ricultural eng

ineering

Perfect distributor 

with male coupling system Perrot and lateral frame guide for lateral opening, with rubber 
nozzle, tension jaw clamp and perfect baffle plate
material steel, galvanized

NW order-no.

159 8412 159000

Female coupling with 4-corner flange System Perrot 
with centric device groove for perfect distributor
material steel, galvanized

NW  order-no.

159 6“ 2428 159150

Perfect distributor 

with female coupling system Perrot and rubber nozzle, tension jaw clamp and perfect baffle 
plate
material steel, galvanized

NW  order-no.

108 without frame 8413 108000
133 without frame 8413 133000
159 with frame 8413 159000

Perfect distributor 

with male coupling italian system, with rubber nozzle, tension jaw clamp and perfect baffle 
plate
material steel, galvanized

NW order-no.

120 8380 120000
150 8380 150000

Perfect distributor 

with female coupling italian system, with rubber nozzle, tension jaw clamp and perfect 
baffle plate
material steel, galvanized

NW order-no.

120 8381 120000
150 8381 150000

Perfect distributor 

with female coupling system Bazzoli-Siegperle with rubber nozzle, tension jaw clamp and 
perfect baffle plate
material steel, galvanized

NW order-no.

150 8510 150000
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Perfect baffle plate 

with sectional perforated flat iron
material steel, galvanized

 order-no.

baffle plate 8388 000018

Rubber nozzle 

suitable for perfect distributors
material rubber

NW  order-no.

120 for perfect distributor 4“ 8389 120100
133 for perfect distributor 5“ 8389 133125
160 for perfect distributor 6“ 8389 160150

Tension jaw clamps W2 

wide-band clamp with open able bridge piece and with rounded clamp band edges
material Band/housing: rust-free steel 1.4510, AISI 430 

Screw: with hexagon, steel 8.8, galvanized

clamping range
(mm)

band width
(mm)

pu
(piece)

order-no.

130-140 26 10 1525 130140
150-162 26 10 1525 150162
174-187 26 10 1525 174187



338 Do you have any questions? Please contact us info@huecobi.de / +49(0)521.39068.0

Outlet systems

8
A

g
ricultural eng

ineering

Side distributor and rear outlet 
with male coupling italian system galvanized bend 90° with holder for wide distributor, 
detachable rubber nozzle 100 mm, steel ring and holder for spring clip 
for distributor pin (extra to order)
material steel, galvanized

NW  order-no.

120 with male coupling ital. System 8387 120000
150 with male coupling ital. System 8387 150000

Impeller 

for side distributor
material aluminium

 order-no.

Ø 160 mm 8388 000003

Impeller holder 

with perforated square pipe, screw M10
material steel, galvanized

length
(mm)

order-no.

300 8388 000004

Baffle plate for side distributor 

with perforated square pipe
material steel, galvanized

 order-no.

Ø 240 mm 8388 000006

Steel nozzle 50 mm 

with male coupling, italian system
material steel, galvanized

NW order-no.

120 8388 120008
150 8388 150009

Baffle plate for steel nozzles 

with welded on, sectional perforated flat iron
material steel, galvanized

 order-no.

Ø 200 mm 8388 000013

Rubber nozzle with collar 

for female coupling 100 mm
material rubber

 order-no.

bore 45 mm 8388 000014

Steel ring for rubber nozzle 

for female coupling 100 mm, with square pipe end part
material steel, galvanized

NW order-no.

100 8388 000016

Double spring clip 

material steel, galvanized

 order-no.

6 mm 8388 000017
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Steel suction pipe 

with male coupling, italian system
material steel, galvanized

NW length
(m)

order-no.

100 3 8331 100003
150 3 8331 150003
150 4 8331 150004

Steel suction pipe 

with handle
material steel, galvanized

NW length
(m)

order-no.

120 3 8333 120003
125 2 8333 125002
133 2 8333 133002
133 3 8333 133003
150 2 8333 150002
150 3 8333 150003
150 4 8333 150004
159 2 8333 159002
159 3 8333 159003

Steel suction pipe with bend 45° 

with handle and hose nozzle
material steel, galvanized

NW length
(m)

order-no.

125 3 8334 125003
150 3 8334 150003
150 4 8334 150004

Agitating lance pipe 

material steel, galvanized

NW length
(m)

order-no.

50 4 8335 050004

Split lance 

square pipe 80 x 20 mm with bend 90°, 2 1/2” male thread
material steel, galvanized

length
(m)

order-no.

2 8394 000000

Pipe clamp with wall bracket 
adjustable as a telescopic version
material steel, galvanized

NW length
(mm)

order-no.

150 210-330 8026 150000
200 210-330 8026 200000
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MZ-two- and three-way flange cock 

with brass rotary plug valve, brass operating lever, housed lubricator nipple and gaskets 
(DN 200 without brass operating lever)
material cast iron GG

DN weight
(kg)

hole distance
(mm)

order-no.

100 20,3 150 8454 100150
125 23 150 8454 125150
150 29 150 8454 150150
200 52,5 180 8454 200180

MZ-two- and three-way flange cock with hydraulic cylinder 

with brass rotary plug valve and hydraulic cylinder, housed lubricator nipple and gaskets
material cast iron GG

DN weight
(kg)

hole distance
(mm)

order-no.

100 25 150 8460 100150
125 28 150 8460 125150
150 34,5 150 8460 150150
200 67 180 8460 200180

Spare parts for two-three-way flange cock 

 order-no.

Pos. 1 lock screw 8450 000015
Pos. 2 screw ring 8450 000023
Pos. 3 O-ring 4“-6“ 8450 000001
Pos. 3 O-ring 8“ 8001 200010
Pos. 5 O-ring 4“ 8450 000002
Pos. 5 O-ring 5“ 8450 000003
Pos. 5 O-ring 6“ 8450 000004
Pos. 5 O-ring 8“ 8450 000013
Pos. 6 O-ring 4“ 8450 000017
Pos. 6 O-ring 5“ 8008 150005
Pos. 6 O-ring 6“ 8450 000005
Pos. 6 O-ring 8“ 8450 000014
Pos. 7 rotary plug valve 4“ 8450 000025
Pos. 7 rotary plug valve 5“ 8450 000026
Pos. 7 rotary plug valve 6“ 8450 000006
Pos. 7 rotary plug valve 8“ 8450 000027
Pos. 8 cover 4“ 8450 000018
Pos. 8 cover 5“ 8450 000019
Pos. 8 cover 6“ 8450 000007
Pos. 8 cover 8“ 8450 000022
Pos. 9 allen screw V2A 8001 100004
Pos. 10 nut M64x1 8450 000008
Pos. 10 nut M64x2 8450 200008
Pos. 11 lock nut M46x2 8450 000009
Pos. 11 lock nut M46x3 8450 200009
Pos. 12 screw, galvanized 8450 000024
Pos. 13 lever 4“ 8450 000010
Pos. 13 lever 5“ - 6“ 8450 000020
Pos. 14 lubrication nipple 1/4“ 8450 000011
Pos. 15 lubrication nipple 1/4“ 8450 000012
Pos. 15 lubrication nipple 1/4“ 8450 000028
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MZ cast iron rotating joint 
working pressure: max. 10 bar
material Grauguss

NW length
(mm)

outer-Ø
(mm)

weight
(kg)

hole circle
(mm)

holes
(piece)

order-no.

100 - 4“ 127 250 15,9 220 6 8455 100000
150 - 6“ 127 290 20,5 260 6 8455 150000
200 - 8“ 127 350 27 320 6 8455 200000
250 - 10“ 127 400 33 360 6 8455 250000

Loose counter flange for MZ rotating joints 

material steel

NW outer-Ø
(mm)

weight
(kg)

hole circle
(mm)

holes
(piece)

order-no.

100 - 4“ 250 2,8 220 6 8456 100000
150 - 6“ 290 3,4 260 6 8456 150000
200 - 8“ 350 4,5 320 6 8456 200000
250 - 10“ 400 6,0 360 6 8456 250000

Motorized rotating joint

NW weight
(kg)

order-no.

200 - 8“ 77 8465 200000

Hydraulic motor
for motorized rotating joint 

Best.-Nr.

8465 200001

Spare parts for MZ cast iron rotating joints 

 order-no.

Pos. 1 O-ring 4“ 8455 100001
Pos. 1 O-ring 6“ 8455 150001
Pos. 1 O-ring 8“ 8455 200001
Pos. 1 O-ring 10“ 8455 250001
Pos. 2 plug 8455 000002
Pos. 3 washer 8455 000003
Pos. 5 spare o-ring 8229 000015
Pos. 5 O-ring 6“ 8455 150001
Pos. 5 O-ring 8“ 8455 200002
Pos. 5 O-ring 10“ 8455 250002
Pos. 6 O-ring 4“ 8455 100003
Pos. 6 O-ring 6“ 8455 150002
Pos. 6 O-ring 8“ 8455 200003
Pos. 6 O-ring 10“ 8455 250002
Pos. 7 ball 8455 000001
Pos. 9 lubrication nipple 1/4“ 8450 000011
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Glycerine manometer 

for field sprayer plants
housing stainless steel

housing-Ø 63 mm

connection brass, below with male thread

accuracy class 1,6

mt indicating range
(bar)

order-no.

1/4“ 0/+5/+25 8120 006025
1/4“ 0/+10/+60 8120 006060

Glycerine manometer 

for field sprayer plants
housing stainless steel

housing-Ø 63 mm

connection brass, rear with male thread

accuracy class 1,6

mt indicating range
(bar)

order-no.

1/4“ 0/+5/+25 8121 006025

Glycerine manometer 

for field sprayer plants, liquid fertilizer proof
housing stainless steel

housing-Ø 63 mm

connection nickeled, below with male thread

accuracy class 1,6

mt indicating range
(bar)

order-no.

1/4“ 0/+5/+25 8122 006025

Glycerine manometer 

for field sprayer plants, liquid fertilizer proof
housing stainless steel

housing-Ø 63 mm

connection nickel coated, rear with male thread

accuracy class 1,6

mt indicating range
(bar)

order-no.

1/4“ 0/+5/+25 8123 006025

Further explanation

More Manometer
up on page 177
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B2B-Online-Shop:
www.huecobi.de

Your quick and easy access to our range, real-time availability, net purchase prices, recurring 

shopping carts or a simple order. Regardless of whether you need a roll of hose, a suitable hose 

coupling or a fitting.

At www.huecobi.de we help you to 

find quickly the product you want. And 

if you ever need help, our technical 

advisor chat is available, or you can 

call us on +49() 521.39068.0.

Your advantages: 

• Available 24 hours a day, 7 days a week

• all information immediately available

• personal net prices

• Recurring shopping carts possible

• all products in one view

• alternativ products and accessories

• Product filter for quick search

• Overview of availability

• fast processing and shipping

8
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Jurop-vacuum pump type PN - D
direct drive

Sliding vane vacuum pump air cooled with forced lubrication.
Copper oil piping. Aluminium inlet/outlet conveyors. 
Built-in vacuum - pressure changeover valve.
Non-return valve in the manifold.

Performances at 1300 rpm PN 23 D PN 33 D PN 45 D

Air capacity (l/min) Air flow (free ports) 2600 3600 5300
Air flow 60% vacuum rate 2100 2900 4500

Maximum vacuum (%) 90 90 92
Max operating relative press absolute (bar) 1,5 1,5 1,5
Power req. at 0,5 bar rel (1,5 abs) (kW) 3,3 4,5 5,8
Weight (kg) 53 63 90
Oil consumption - g/h 65/40 80/45 90/50
Oil tank capacity (l) 1,2 1,2 2,3
Sound level at 60% vacuum and 7 m distance
with silencer - dB (A)

77 74 76

Hose connection (mm) 60 60 60/76/80

Jurop-vacuum pump type PN - D 

direct drive - smooth shaft left-hand turning

 air capacity
(l/min)

order-no.

PN 23 D 2.600 9010 023000
PN 33 D 3.600 9010 033000
PN 45 D 5.300 9010 045000

Jurop-vacuum pump type PN - D 

direct drive - smooth shaft right-hand turning

 air capacity
(l/min)

order-no.

PN 23 D 2.600 9011 023000
PN 33 D 3.600 9011 033000
PN 45 D 5.300 9011 045000

Matching spare parts

You can find suitable spare parts for the 
vacuum pumps in our online shop

There you can select the part you need from 
the exploded view and order it directly from 
your shopping cart

www.huecobi.de

Accessories, spare parts as well as installation and maintenance documents
can be found on www.huecobi.de
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Jurop-vacuum pump type PN - M
with gear

Sliding vane vacuum pump air cooled with forced lubrication.
Copper oil piping. Aluminium inlet/outlet conveyors. 
Built-in vacuum - pressure changeover valve.
Non-return valve in the manifold.

Performances at 540 rpm PN 58 M PN 84 M PN 106 M

Air capacity (l/min) Air flow (free ports) 6500 9000 11000
Air flow 60% vacuum rate 5800 8100 10000

Maximum vacuum (%) 92 92 92
Max operating relative press absolute (bar) 1,5 1,5 1,5
Power req. at 0,5 bar rel (1,5 abs) (kW) 6,6 11,2 13,6
Weight (kg) 102 115 143
Oil consumption - g/h 90/50 115/65 135/80
Oil tank capacity (l) 2,3 2,3 2,3
Sound level at 60% vacuum and 7 m distance
with silencer - dB (A)

77 81 84

Hose connection (mm) 60/76/80 60/76/80 60/76/80

Jurop-vacuum pump type PN - M 

with gear - broached shaft left-hand turning

 air capacity
(l/min)

order-no.

PN 58 M 6.500 9001 058000
PN 84 M 9.000 9001 084000
PN 106 M 11.000 9001 106000

Jurop-vacuum pump type PN - M 

with agitator connection and with gear - broached shaft left-hand turning

 air capacity
(l/min)

order-no.

PN 58 M 6.500 9020 058000
PN 84 M 9.000 9020 084000
PN 106 M 11.000 9020 106000

Accessories, spare parts as well as installation and maintenance documents
can be found on www.huecobi.de
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Jurop-vacuum pump type PNE and PNR
Jurop industrial pumps are divided into two types:

PNE - The PNE series is designed for normal operation and has conventional air 
cooling. Equipped with slats made of hard fabric.

PNR - The PNR series is specially designed for extreme operating applications and 
has two air injection valves that ensure increased pump cooling. In addition, the 
PNR series is equipped with heat-resistant special blades.

Jurop-pumps

We offer you the entire range of Jurop pumps. Whether for low requirements or high loads.
With us you get the right solution for every application.

The main advantages of the new types at the opposite to the conventional vacu-
um pumps elucidate the following diagram of the type PNR:

1. 60% vacuum in the continuous operation
The optimal air flow  allow  the pump cooling also in extreme operation 
applications. Patent: u.S. no 4295804.

2. Effectiveness and running silence
The suction and pressure double opening allow  a high volumetric efficiency and 
bring this “PNR” types extreme running silence.

3. Tangential rotor blades
5 temperature-proof and asbestos free rotor blades; the tangential constellation 
minimize the abrasion friction and increase the operating life of the pump.

4. Automatical lubrication
Regular 3 lubrication places for “PNR 142”; 2 lubrication places for other models.

5. Spindle - mono - block type
Consist of heat – threated steel, bolted at the rotor – easy to maintain.

6. Light alloy - air conveyor
Slewable, in different diameters present.

7. Drip lubricator
With sight glass for controlling continues lubrication; cooper lubrication line.

8. 4-way cock
Up on request with pneumatic- or hydraulic drive unit.

9. Check valve
Cast iron – block construction with valve guide, to guarantee maximum 
effectiveness and durability.
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Jurop-vacuum pump type PNE-PNR - D
direct drive

Sliding vanes vacuum pump injection cooled (PNR) or natural air-cooling (PNE).
The PNR version is meant for heavy duty; the PNE version for normal use.
Internal inlet an outlet ports specifically designed to reduce the noise level, 
the power absorption and the exhaust working temperature. 
Continuous duty at 70% vacuum. Rear oil tank. Check valve installed 
on the pump inlet.

Performances PN ... 72 D PN ... 82 D PN ... 104 D PN ... 124 D PNR 142 D

Max. rounds per minute 1350 1350 1300 1300 1200
Air capacity (l/min) Air flow (free ports) 7200 8200 10400 12400 14200

Air flow 60% vacuum rate 6600 7600 9400 11200 12800
Maximum vacuum (%) 93 93 95 95 95
Max operating relative press absolute (bar) 2 2 2,5 2,5 2,5
Power req. at 0,5 bar rel (1,5 abs) (kW) 11 12,5 14 16 20,5
Weight (kg) 124 130 150 177 210
Oil consumption - g/h 110-130 110-130 130/150 130/150 160/170
Oil tank capacity (l) 2,2 2,2 3,2 3,2 4
Sound level at 60% vacuum and 7 m distance
with silencer - dB (A)

PNE 75 
PNR 78

PNE 75 
PNR 78

PNE 75 
PNR 78

PNE 75 
PNR 78

78

Jurop-vacuum pump type PNE-D 

without air injection cooling and direct drive - broached shaft left-hand turning

 air capacity
(l/min)

order-no.

PNE 124 D 12.400 9103 124000

Jurop-vacuum pump type PNR-D 

with air injection cooling and direct drive - smooth shaft left-hand turning

 air capacity
(l/min)

order-no.

PNR 72 D 7.200 9110 072000
PNR 82 D 8.200 9110 082000
PNR 104 D 10.400 9110 104000
PNR 124 D 12.400 9110 124000
PNR 142 SL D 14.200 9110 142000

Jurop-vacuum pump type PNR-D 

with air injection cooling and direct drive - smooth shaft right-hand turning

 air capacity
(l/min)

order-no.

PNR 72 D 7.200 9111 072000
PNR 82 D 8.200 9111 082000
PNR 104 D 10.400 9111 104000
PNR 124 D 12.400 9111 124000
PNR 142 SL D 14.200 9111 142000

Jurop-vacuum pump type PNR-D 

with air injection cooling and direct drive - broached shaft left-hand turning

 air capacity
(l/min)

order-no.

PNR 72 D 7.200 9112 072000
PNR 104 D 10.400 9112 104000
PNR 124 D 12.400 9112 124000
PNR 142 SL D 14.200 9112 142000
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Jurop-vacuum pump type PNE-PNR - M
with gear

Sliding vanes vacuum pump injection cooled (PNR) or natural air-cooling (PNE).
The PNR version is meant for heavy duty; the PNE version for normal use.
Internal inlet an outlet ports specifically designed to reduce the noise level, 
the power absorption and the exhaust working temperature. 
Continuous duty at 70% vacuum. Rear oil tank. Check valve installed 
on the pump inlet.

Performances PN ... 124 M PNR 142 M

Max. rounds per minute 540 - 1000 540 - 1000
Air capacity (l/min) Air flow (free ports) 12400 14200

Air flow 60% vacuum rate 11200 12800
Maximum vacuum (%) 95 95
Max operating relative press absolute (bar) 2,5 2,5
Power req. at 0,5 bar rel (1,5 abs) (kW) 16 20,5
Weight (kg) 177 225
Oil consumption - g/h 130/150 160/170
Oil tank capacity (l) 3,2 4
Sound level at 60% vacuum and 7 m distance
with silencer - dB (A)

PNE 75 
PNR 78

78

Jurop-vacuum pump type PNE-M 

without air injection cooling and with gear - broached shaft left-hand turning

 air capacity
(l/min)

order-no.

PNE 124 M 12.400 9101 124000

Jurop-vacuum pump type PNR-M 

with air injection cooling and with gear - broached shaft left-hand turning

 air capacity
(l/min)

order-no.

PNR 124 M 12.400 9105 124000
PNR 142 SL M 14.200 9105 142000

Accessories, spare parts as well as installation and maintenance documents
can be found on www.huecobi.de
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Jurop-vacuum pump type PNR - HDR
with hydro motor

Sliding vanes vacuum pump injection cooled (PNR) or natural air-cooling (PNE).
The PNR version is meant for heavy duty; the PNE version for normal use.
Internal inlet an outlet ports specifically designed to reduce the noise level, 
the power absorption and the exhaust working temperature. 
Continuous duty at 70% vacuum. Rear oil tank. Check valve installed 
on the pump inlet.

Performances PNR 72 HDR PNR 104 HDR PNR 124 HDR PNR 142 HDR

Max. rounds per minute 1350 1300 1300 1200
Air capacity (l/min) Air flow (free ports) 7200 10400 12400 14200

Air flow 60% vacuum rate 6600 9400 11200 12800
Maximum vacuum (%) 93 95 95 95
Max operating relative press absolute (bar) 2 2,5 2,5 2,5
Power req. at 0,5 bar rel (1,5 abs) (kW) 11 14 16 20,5
Weight (kg) 150 180 210 224
Oil consumption - g/h 110-130 130-150 130-150 160/170
Oil tank capacity (l) 2,2 3,2 3,2 4
Sound level at 60% vacuum and 7 m distance
with silencer - dB (A)

PNE 75 
PNR 78

PNE 75 
PNR 78

PNE 75 
PNR 78

78

Jurop-vacuum pump type PNR-HDR 

with air injection cooling and hydraulic motor left-hand turning

 air capacity
(l/min)

order-no.

PNR 72 HDR 7.200 9130 072000
PNR 104 HDR 10.400 9130 104000
PNR 124 HDR 12.400 9130 124000
PNR 142 SL HDR 14.200 9130 142000

Matching spare parts

You can find suitable spare parts for the 
vacuum pumps in our online shop

There you can select the part you need from 
the exploded view and order it directly from 
your shopping cart

www.huecobi.de

Accessories, spare parts as well as installation and maintenance documents
can be found on www.huecobi.de
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Rotor blades 

Replacement rotor blades. Each pump requires several blades. Please order the required 
number.
material laminated fabric

  dimensions
(mm)

blades*
(piece)

order-no.

PNE 122/124 JUROP 78,5 x 5,8 x 418,4 5 21601 605600
Bauer 35,0 x 4,5 x 215,0 9 9900 000009

M 3 MORO 60,0 x 7,5 x 243,0 3 9900 003003
BRP 6 FTS p. Paar/pair 2 Paar 9900 006002
KPZ 6 FTS 70,0 x 7,7 x 220,0 4 9900 006004
ES 7 Eckart 80,0 x 10 x 370,0 4 9900 007004
BRP 8 FTS p. Paar/pair 2 Paar 9900 008002
KPZ 8 FTS 68,5 x 7,7 x 310,0 4 9900 008004
SE 8000 Battioni Pagani 59,0 x 9,4 x 330,0 7 9900 008017
M 10 MORO 60,0 x 7,5 x 343,0 4 9900 010004
P 10 JOBA 45,0 x 6,0 x 300,0 7 9900 010007
KD-12/14000 FTS 64,0 x 7,5 x 425 6 9900 012006
MEC 2000 Battioni Pagani 41,0 x 6,3 x 180,0 7 9900 020007
PN 23 JUROP 64,0 x 7,5 x 150,4 3 9900 023003
MEC 3000 Battioni Pagani 41,0 x 6,3 x 240,0 7 9900 030007
PN 33 JUROP 64,0 x 7,5 x 223,0 3 9900 033003
MEC 4000 Battioni Pagani 41,0 x 6,3 x 300,0 7 9900 040007
MEC 5000 Battioni Pagani 46,5 x 6,3 x 300,0 7 9900 050007
ES 2/5 + 5/6 Krone 41,0 x 6,0 x 300,0 7 9900 056007
PN 58 JUROP 59,5 x 7,5 x 253,0 3 9900 058003
E 10 4500/EL 60 Eckart 60,0 x 10 x 200,0 4 9900 060004
K 6000 Krone 40,0 x 6,0 x 300,0 7 9900 060007
SE 6500 Battioni Pagani 60,0 x 7,5 x 280,0 6 9900 065006
MEC 6500 Battioni Pagani 46,5 x 6,3 x 370,0 7 9900 065007
E 11 6000/EL 80 Eckart 60,0 x 10 x 270,0 4 9900 080004
SE 8000 Battioni Pagani 60,0 x 7,5 x 330,0 6 9900 080006
MEC 8000 Battioni Pagani 46,5 x 6,3 x 450,0 7 9900 080007
PN 84 JUROP 59,5 x 7,5 x 352,7 4 9900 084004
E 12 7500/EL 100 Eckart 60,0 x 10 x 340,0 4 9900 100000
SE 10000 Battioni Pagani 70,0 x 7,5 x 350,0 6 9900 100006
K 10000 Krone 52,0 x 8,0 x 360,0 7 9900 100007
PN 106 JUROP 59,5 x 9,0 x 442,4 4 9900 106004
E 13 9500/EL 120 Eckart 60,0 x 10 x 400,0 4 9900 120004
SE 12000 Battioni Pagani 70,0 x 7,5 x 400,0 6 9900 120006
PN 125 JUROP 74,5 x 7,6 x 402,4 4 9900 125004

*Number of required rotor blades per pump

Rotor blades 

Replacement rotor blades. Each pump requires several blades. Please order the required 
number.
material heat - resistant fabric

  dimensions
(mm)

blades*
(piece)

order-no.

M 3 MORO 60,0 x 7,50 x 243,0 3 9800 003003
PN 33 JUROP 64,5 x 7,50 x 223,2 3 9800 033003
PN 45 JUROP 59,5 x 7,50 x 193,7 4 9800 045004
PN 58/R 150 JUROP 59,5 x 7,55 x 253,0 3/5 9800 058003
PNR 72 JUROP 68,5 x 5,75 x 308,4 5 9800 072005
LP 75 Demag-Wittig 54,8 x 4,80 x 282,0 12 9800 075012
PNR 82 JUROP 68,5 x 5,75 x 353,4 5 9800 082005
PN 84/R 200 JUROP 59,5 x 7,50 x 352,7 4/5 9800 084004
SE 10000 Battioni Pagani 70,0 x 7,50 x 350,0 6 9800 100006
PNR 102/104 JUROP 78,5 x 5,75 x 353,4 5 9800 102005
PN 106/PR 620/R 260 JUROP 59,5 x 9,05 x 442,5 4/5 9800 106004
E 13 9500/EL 120 Battioni Pagani 60,0 x 10,0 x 400,0 4 9800 120004
PNR 122/124 JUROP 78,5 x 5,75 x 418,4 5 9800 122005
PNR 142 JUROP 89,0 x 5,80 x 402,5 5 9800 142005
MEC 4000 Battioni Pagani 41,0 x 6,30 x 300,0 7 9800 400007
MEC 5000 Battioni Pagani 46,5 x 6,30 x 300,0 7 9800 500007
MEC 6500 Battioni Pagani 46,5 x 6,30 x 370,0 7 9800 650007
SE 6500 Battioni Pagani 59,0 x 9,40 x 280,0 7 9800 650017
MEC 8000 Battioni Pagani 46,5 x 6,30 x 450,0 7 9800 800007

*Number of required rotor blades per pump
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Equipment for vacuum pumps

9

Vacuum
 pum

ps

Muffler 

with oil separator
temperature range -25°C up to +110°C

material steel, black painted

gasket NBR

air capacity
(l/min)

order-no.

4.600 9091 004600
7.300 9091 007300
10.000 9091 015000

Spare parts for Muffler 

 order-no.

gasket for filter element 4.600l 9091 004605
filter bowl for oil separator 4.600l 9091 004607
metal insertion for oil separator 7.300l 9092 000002
metal insertion for oil separator 15.000l 9092 000003
filter bowl for oil separator 15.000l 9092 000006
gasket for filter element 15.000l 9092 000007
filter bowl for oil separator 7.300l 9092 000016
gasket for filter element 7.300l 9092 000017
metal insertion for oil separator 4.600l 9092 046001

Drive shaft guard 

material plastic

 order-no.

to protect the shaft 24029 602806

Suction conveyor 

aluminium with 1 1/2” female thread
material Aluminium

for hose 
I.-Ø (mm)

order-no.

60 9090 060000
80 9090 080000
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Hose-Icons glossary

FDA

pH
NEUTRAL

5-10

Stahl

Cu

Litze

+

DVGW

KTW

UV






PVC

abrasion-resistant outer cover

section possible

white inner cover

no twisting of the hose

high flexibility

fertilizer resistant

no kinking of the hose

flat hose

food safe

food conform according to FDA

hose with steel spiral

hose with copper wire

approved according to DVGW

approved according to KTW

hose with PVC spiral

dissipative

electrical resistance

flame retardant

floatable

pH neutrality

chemical resistance

high temperature resistance

cut resistant

UV-resistant

weatherproof

microbial and hydrolysis resistant

oil resistant

petrol resistant

oil and petrol resistant

antistatic
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List of abbreviations

BfR Bundesinstitut für Risikobewertung
BGA Bundesverband, Großhandel, Außenhandel, Dienstleistungen e.V.
BP Platzdruck (Burst Pressure)
BR Butadien Kautschuk
CR Chloropren Kautschuk
DIN Deutsche Industrienorm
DVGW Deutscher Verein des Gas- und Wasserfaches e.V.
EN Europäische Norm
EPM Ethen Propen Kautschuk
EPDM Ethylen Propylen Dien Kautschuk
EU Europäische Union
EVA Ethylenvinylacetat
FDA Food and Drug Administration (Lebensmittelüberwachungs- und Arzneimittelzulassungsbehörde)
FT / MT Innengewinde (Female Thread) / Außengewinde (Male Thread)
GG Grauguss
GGG Globularer Grauguss / Sphäroguss
ISO International Organization for Standardization
KA Knagenabstand
KTW Kontakt mit Trinkwasser - Empfehlung des Umweltbundesamtes
NBR Nitrilkautschuk
NR Naturkautschuk
PE Polyethylen
PE-HD Polyethylen hoher Dichte (High Density)
PE-LD Polyethylen niedriger Dichte (Low Density)
PE-MD Polyethylen mittlerer Dichte (Medium Density)
PET Polyethylenterephthalat
PP Polypropylen
PTFE Polytetrafluorethylen
PU Polyurethan
PVC Polyvinylchlorid
PVC U Polyvinylchlorid weichmacherfrei (Unplasticized)
SBR Styrol Butadien Kautschuk
SDR Standard Dimension Ratio
TPU Thermoplastisches Polyurethan
TRBF Technische Regeln für brennbare Flüssigkeiten
TRBS Technische Regeln für Betriebssicherheit
UL 94 Tests zur Brennbarkeit von Kunststoffen für Teile in Geräten und Anwendungen

(Tests for Flammability of Plastic Materials for Parts in Devices and Applications)
UPE Ultrahochvernetztes Polyethylen
UV Ultraviolett
WP Betriebsdruck (Working Presure)
Ω Ohm - Elektrischer Widerstand
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Information

This catalog is valid from 01.01.2020. 
All previous catalogs are hereby invalid.

Despite careful scrutiny, misprints and price changes are possible and can be changed without 
any prior notice. Any warranty is excluded. All information on technical data and dimensions are 
approximate and refer to an ambient temperature of 20°C. Illustrations and photos may differ.

We deliver only to our sales conditions. 
These can be found on www.huecobi.de.

Editor:
HÜCOBI GmbH Germany

© This catalog is protected by copyright.
Any reprint and the use of pictures are only permitted with our written consent.
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